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PROJECT LICENSED PROFESSIONAL CERTIFICATES

Crclon Ancteraon

Cullen Anderson
Mar 31, 2022

AS A LICENSED PROFESSIONAL IN DIRECT RESPONSIBLE CHARGE
OF DEVELOPING THIS CONTRACT, | CERTIFY THAT ALL PLANS
THAT CONTAIN MY STAMP HAVE BEEN DEVELOPED UNDER MY
SUPERVISION.

Duke Do

Mar 31, 2022

AS A LICENSED PROFESSIONAL IN DIRECT RESPONSIBLE CHARGE
OF DEVELOPING THIS CONTRACT, | CERTIFY THAT ALL PLANS
THAT CONTAIN MY STAMP HAVE BEEN DEVELOPED UNDER MY
SUPERVISION.

]

Jocelyn Mémchur (Mar 31, 2022 13:51 PDT)

Jocelyn Mamchur

Mar 31, 2022

AS A LICENSED PROFESSIONAL IN DIRECT RESPONSIBLE CHARGE
OF DEVELOPING THIS CONTRACT, | CERTIFY THAT ALL PLANS
THAT CONTAIN MY STAMP HAVE BEEN DEVELOPED UNDER MY
SUPERVISION.

AS A LICENSED PROFESSIONAL IN DIRECT RESPONSIBLE CHARGE
OF DEVELOPING THIS CONTRACT, | CERTIFY THAT ALL PLANS
THAT CONTAIN MY STAMP HAVE BEEN DEVELOPED UNDER MY
SUPERVISION.

AS A LICENSED PROFESSIONAL IN DIRECT RESPONSIBLE CHARGE
OF DEVELOPING THIS CONTRACT, | CERTIFY THAT ALL PLANS
THAT CONTAIN MY STAMP HAVE BEEN DEVELOPED UNDER MY
SUPERVISION.

AS A LICENSED PROFESSIONAL IN DIRECT RESPONSIBLE CHARGE
OF DEVELOPING THIS CONTRACT, | CERTIFY THAT ALL PLANS
THAT CONTAIN MY STAMP HAVE BEEN DEVELOPED UNDER MY
SUPERVISION.

AS A LICENSED PROFESSIONAL IN DIRECT RESPONSIBLE CHARGE
OF DEVELOPING THIS CONTRACT, | CERTIFY THAT ALL PLANS
THAT CONTAIN MY STAMP HAVE BEEN DEVELOPED UNDER MY
SUPERVISION.

AS A LICENSED PROFESSIONAL IN DIRECT RESPONSIBLE CHARGE
OF DEVELOPING THIS CONTRACT, | CERTIFY THAT ALL PLANS
THAT CONTAIN MY STAMP HAVE BEEN DEVELOPED UNDER MY
SUPERVISION.

AS A LICENSED PROFESSIONAL IN DIRECT RESPONSIBLE CHARGE
OF DEVELOPING THIS CONTRACT, | CERTIFY THAT ALL PLANS
THAT CONTAIN MY STAMP HAVE BEEN DEVELOPED UNDER MY
SUPERVISION.

AS A LICENSED PROFESSIONAL IN DIRECT RESPONSIBLE CHARGE
OF DEVELOPING THIS CONTRACT, | CERTIFY THAT ALL PLANS
THAT CONTAIN MY STAMP HAVE BEEN DEVELOPED UNDER MY
SUPERVISION.

AS A LICENSED PROFESSIONAL IN DIRECT RESPONSIBLE CHARGE
OF DEVELOPING THIS CONTRACT, | CERTIFY THAT ALL PLANS
THAT CONTAIN MY STAMP HAVE BEEN DEVELOPED UNDER MY
SUPERVISION.

AS A LICENSED PROFESSIONAL IN DIRECT RESPONSIBLE CHARGE
OF DEVELOPING THIS CONTRACT, | CERTIFY THAT ALL PLANS
THAT CONTAIN MY STAMP HAVE BEEN DEVELOPED UNDER MY

SUPERVISION.

NOTES:

THIS PLAN SET WAS DEVELOPED ELECTRONICALLY UNDER THE DIRECT SUPERVISION
OF THE LICENSED PROFESSIONALS THAT HAVE AFFIXED THEIR SIGNATURE TO THIS PAGE.

THIS SHEET SERVES AS THE CERTIFICATION BY THE ABOVE LICENSED PROFESSIONALS
OF ALL SHEETS IN THIS PLAN SET WHERE THEIR STAMPS AND SIGNATURES APPEAR.
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SUMMARY OF QUANTITIES

DOT_RGG900

3/31/2022
SUB-TOTAL | SUB.TOTAL GROUP1 | GROUP2 | GROUP1 | GROUP1 | GROUP3 | GROUP2 | GROUP4
ITEM TOTAL SECTION SECTION | STD. SR 99 SR 99 ONRAMP | OFF RAMP | SR99ADA | RAILROAD THIRD
NO 1-07.2(1) 1-07.2(2) ITEM | UNIT ITEM PAVING | PAVING STA [STA0+00 TO| STA0+00 STAEM REMOVAL PARTY
QUANTITY OF OF NO. STALS EM 31+46 6+57 TO 5+34 31+46 TO STAEM DAMAGE
STANDARD STANDARD 425+44TO | TO98+37 98+37 55+08 TO
SPECS SPECS 430+86 EM 57+43
| PREPARATION
] 1| LumpsuMm | LUMPSUM | LUMPSUM ]0001 | LS. |MOBILIZATION 1 LS. | LS. | LS. | LS. | LS. | LS. | | | | | | | | | | |
| 2 | LuMPsSUM | LUMPSUM | | 0035 | L.S. |CLEARING AND GRUBBING || | LS. | | | | | | | | | | | | | | |
] 3 | Lumpsum | LUMPSUM | ] 0050 | L.S. |REMOVAL OF STRUCTURES AND OBSTRUCTIONS 1 | | | | | LS. | | | | | | | | | | |
| 4 | 104.00 | 104.00 | | 0100 | S.Y. |REMOVING CEMENT CONC. SIDEWALK || | | | | 104.00 | | | | | | | | | | | |
| 5 | 41.00 | 41.00 | ] 0108 | L.F. |REMOVING CEMENT CONC. CURBAND GUTTER 1 | | | | 4100 | | | | | | | | | | | |
| 6 | 163.00 | 163.00 | | 0110 | L.F. |REMOVING CEMENT CONC. CURB || | 2000 | | | 143.00 | | | | | | | | | | | |
| 7 | 70.00 | 70.00 | ] 0120 | S.Y. |REMOVING ASPHALT CONC. PAVEMENT 1 | | | | 7000 | | | | | | | | | | | |
| 8 | 124000 | 124000 | | 0160 | L.F. |REMOVING TRAFFIC CURB || | 1.240.00 | | | | | | | | | | | | | | |
] 9 | 96.00 | 96.00 | | | C.Y. |HAZARDOUS MATERIAL EXCAVATION INCL HAUL & DISPOSAL 1 | | | | | 96.00 | | | | | | | | | | |
| I I I I I [l I I I I I I I I I I I I I I I I
| | | | | | | GRADING [l | | | | | | | | | | | | | | | |
| 10 | 1283.00 |  1029.00 | 254.00 | 0332 | S.Y. |PAVEMENT REPAIR EXCAVATION INCL. HAUL || | 1,029.00 | 254.00 | | | | | | | | | | | | | |
| 11| 1.00 | 1.00 | ] 0421 | C.Y. |GRAVEL BORROW INCL. HAUL 1 | | | | 1.00 | | | | | | | | | | | |
| I I I I I [l I I I I I I I I I I I I I I I I
I l l l l l l SURFACING [l l l l l l l l l l l l l l l l l
| 12 | 474.00 | 394.00 | 80.00 | 5100 | TON |CRUSHED SURFACING BASE COURSE || | 33200 | 8000 | | | 6200 | | | | | | | | | | |
| I I I I I [l I I I I I I I I I I I I I I I I
| I I I I I LIQUID ASPHALT [l I I I I I I I I I I I I I I I I
| 13 | 2.70 | 2.70 | | 5340 | TON |ASPHALT FOR FOG SEAL || | 270 | | | | | | | | | | | | | | |
| I I I I I [l I I I I I I I I I I I I I I I I
| I I I I I HOT MIX ASPHALT [l I I I I I I I I I I I I I I I I
| 14 | 700000 | 7000.00 | | 5707 | DOL |CRACK SEALING - FA || | 7,000.00 | | | | | | | | | | | | | | |
| 15 | 59170.00 | 51970.00 |  7200.00 | 5711 | S.Y. |PLANING BITUMINOUS PAVEMENT || 407000 | 51,680.00 | 1,800.00 | 1,330.00 | | 29000 | | | | | | | | | | |
| 16 | 400000 | 247000 | 1530.00 | | S.Y. |PLANING PAVEMENT FOR PARTIAL DEPTH PAVEMENT REPAIR || | 247000 | 1,020.00 | 510.00 | | | | | | | | | | | | |
| 17 | 10970 | 84060 | 26910 | 5739 | TON |HMAFOR PAVEMENT REPAIR CL. 1/2 IN. PG 58H-22 Il | 71260 | 21670 | 5240 | | 12800 | | | | | | | | | | |
| 18 | 5963.00 | 532700 |  636.00 | 5767 | TON |HMACL. 1/2 IN. PG 58H-22 || 416.00 | 5297.00 | 8500 | 13500 | | 3000 | | | | | | | | | | |
| 19 | 22370.00 | 19980.00 |  2390.00 | 5830 | DOL |JOB MIX COMPLIANCE PRICE ADJUSTMENT || _1,560.00 | 19,860.00 | 320.00 | 510.00 | | 12000 | | | | | | | | | | |
| 20 | 14930.00 | 13330.00 | 1600.00 | 5835 | DOL |COMPACTION PRICE ADJUSTMENT || 1.040.00 | 13250.00 | 220.00 | 340.00 | | 8000 | | | | | | | | | | |
| 21 | 11980.00 | 10700.00 | 1280.00 | 5837 | DOL |ASPHALT COST PRICE ADJUSTMENT || 840.00 | 10640.00 | 170.00 | 270.00 | | 6000 | | | | | | | | | | |
| 22 | 80.00 | 80.00 | | 6514 | L.F. |LONGITUDINAL JOINT SEAL || | 8000 | | | | | | | | | | | | | | |
| 23 | -5.00 | -2.00 | -3.00 | 6516 | DOL |CYCLIC DENSITY PRICE ADJUSTMENT | 100 | 100 | 100 | -.00 | | 100 | | | | | | | | | | |
| I I I I I [l I I I I I I I I I I I I I I I I
| | | | | | | EROSION CONTROL AND ROADSIDE PLANTING Il | | | | | | | | | | | | | | | |
| 24 | 7.00 | 4.00 | 3.00 | 6403 | DAY |ESC LEAD || 3.00 | | | | 4.00 | | | | | | | | | | | |
| 25 | 61.00 | 44.00 | 17.00 | 6471 | EACH |INLET PROTECTION J|__1000 | 4400 | 4.00 | 3.00 | | | | | | | | | | | | |
| 26 |  10000.00 | 10000.00 | | 6490 | DOL |EROSION/WATER POLLUTION CONTROL || | 10,000.00 | | | | | | | | | | | | | | |
| 27 | 36.00 | 36.00 | | 6431 | S.Y. |SEEDING, FERTILIZING AND MULCHING || | | | | 3600 | | | | | | | | | | | |
| 28 | 40.00 | 40.00 | | 6483 | S.Y. |FINE COMPOST || | | | | 4000 | | | | | | | | | | | |
| 29 | 100.00 | 100.00 | | 6630 | L.F. |HIGH VISIBILITY FENCE || | | | | 100.00 | | | | | | | | | | | |
| I I I I I [l I I I I I I I I I I I I I I I I
| I I I I I TRAFFIC [l I I I I I I I I I I I I I I I I
| 30 | 41.00 | 41.00 | | 6700 | L.F. |CEMENT CONC. TRAFFIC CURB AND GUTTER || | | | | 4100 | | | | | | | | | | | |
| 31 | 167.00 | 167.00 | | 6701 | L.F. |CEMENT CONC. TRAFFIC CURB || | | | | 167.00 | | | | | | | | | | | |
| 32 | 94.00 | 94.00 | | 6707 | L.F. |CEMENT CONC. PEDESTRIAN CURB || | | | | 9400 | | | | | | | | | | | |
| 33 | 124000 | 124000 | | 6841 | L.F. |PRECAST DUAL FACED SLOPED MOUNTABLE CURB || | 1,240.00 | | | | | | | | | | | | | | |
| 34 | 600.00 | 540.00 | 60.00 | 7448 | HR | TRANSPORTABLE ATTENUATOR || 60.00 | 252.00 | | | 288.00 | | | | | | | | | | | |
| 35 | 40840.00 | 36470.00 |  4370.00 | 6807 | LF. |PLASTIC LINE || 3528000 | 3647000 | 500.00 | 590.00 | | | | | | | | | | | | |
GROUP GROUP NUMBER SR CONTROL SECTION TAX SCHEDULE FUND PARTICIPANTS
LEGEND 1 099 172901 *% FEDERAL
2 099 179101 * FEDERAL
3 099 179101 * FEDERAL
4 099 172901 ** STATE
REGION| STATE FEDERAL AID PROJECT. NO.
10 WA 0099(147) SR99 SQ1
Washington State O AN & ADA CONPLANGE. o
JOB NUMBER .
21A023/4 Department of Transportation O“F
CONTRACT NO SUMMARY OF QUANT|T|ES 130
DATE REVISION BY 000000 SHEETS




SUMMARY OF QUANTITIES

DOT_RGG900

3/31/2022
SUB-TOTAL | SUB.TOTAL GROUP1 | GROUP2 | GROUP1 | GROUP1 | GROUP3 | GROUP2 | GROUP4
ITEM TOTAL SECTION SECTION | STD. SR 99 SR 99 ONRAMP | OFF RAMP | SR99ADA | RAILROAD THIRD
NO 1-07.2(1) 1-07.2(2) ITEM | UNIT ITEM PAVING | PAVING STA [STA0+00 TO| STA0+00 STAEM REMOVAL PARTY
QUANTITY OF OF NO. STALS EM 31+46 6+57 TO 5+34 31+46 TO STAEM DAMAGE
STANDARD STANDARD 425+44TO | TO 98+37 98+37 55+08 TO
SPECS SPECS 430+86 EM 57+43
36 100.00 | 100.00 6845 | L.F. |PROFILED PLASTIC WIDE LINE 100.00
] 37 | 226000 | 2260.00 | | 6857 | S.F. |PLASTIC CROSSWALK LINE 1 | 2,260.00 | | | | | | | | | | | | | | |
| 38 | 513.00 | 488.00 | 25.00 | 6859 | L.F. |PLASTIC STOP LINE || | 488.00 | | 2500 | | | | | | | | | | | | |
] 39 | 32.00 | 29.00 | 3.00 | 6833 | EACH |PLASTIC TRAFFIC ARROW 1 | 29.00 | | 3.00 | | | | | | | | | | | | |
| 40 | 104.00 | 92.00 | 12.00 | 6871 | EACH |PLASTIC TRAFFIC LETTER || | 9200 | | 1200 | | | | | | | | | | | | |
| 41 | 7.00 | 7.00 | | 6879 | EACH |PLASTIC RAILROAD CROSSING SYMBOL 1 | 7.00 | | | | | | | | | | | | | | |
| 42 | 7.80 | 7.60 | 0.20 | 6884 | HUND |RAISED PAVEMENT MARKER TYPE 2 || 0.20 | 7.60 | | | | | | | | | | | | | | |
] 43 | LumPsuMm | LUMPSUM | ] 6890 | L.S. |PERMANENT SIGNING 1 | LS. | | | LS. | | | | | | | | | | | |
| 44 | 68520.00 | 62660.00 | 5860.00 | 6895 | L.F. |TEMPORARY PAVEMENT MARKING-SHORT DURATION || 4.910.00 | 62,660.00 | | 950.00 | | | | | | | | | | | | |
| 45 | 168.00 | 153.00 | 15.00 | 6872 | EACH |TEMPORARY MISC. PAVEMENT MARKINGS - SHORT DURATION 1 | 153.00 | | 1500 | | | | | | | | | | | | |
| 46 | 550.00 | 520.00 | 30.00 | 6842 | L.F. |TEMPORARY STOP LINE - SHORT DURATION || | 52000 | | 3000 | | | | | | | | | | | | |
| 47 | 226000 | 2260.00 | | 6851 | S.F. |TEMPORARY CROSSWALK LINE - SHORT DURATION 1 | 2,260.00 | | | | | | | | | | | | | | |
| 48 | 630.00 | 620.00 | 10.00 | 6956 | HR  |SEQUENTIAL ARROW SIGN || 1000 | 170.00 | | | 42000 | 3000 | | | | | | | | | | |
| 49 | 880.00 | 740.00 | 140.00 ] 6993 | HR |PORTABLE CHANGEABLE MESSAGE SIGN || 10000 | 69000 | 2000 | 2000 | | 50.00 | | | | | | | | | | |
| 50 | LUMPSUM | LUMPSUM | | | LS. |ELECTRICAL SYSTEM MODIFICATIONS || | | | | LS. | | | | | | | | | | | |
| 51 | LUMPSUM | LUMPSUM | LUMPSUM |6973 | LS. |OTHER TEMPORARY TRAFFIC CONTROL I L.S. | L.S. | L.S. | LS. | LS. | L.S. | | | | | | | | | | |
| 52 | 196.00 | 196.00 | | 6980 | HR  |FLAGGERS || | 126.00 | | | 7000 | | | | | | | | | | | |
| 53 | 37800 | 37800 | | | HR |CONTRACTOR PROVIDED UNIFORMED LAW ENFORCEMENT || | 23400 | | | 14400 | | | | | | | | | | | |
| 54 | 608.00 | 550.00 | 58.00 | 6992 | HR  |OTHER TRAFFIC CONTROL LABOR | 2400 | 29200 | 1700 | 17.00 | 23400 | 24.00 | | | | | | | | | | |
| 55 | LUMPSUM | LUMPSUM | LUMPSUM |6974 | L.S. |TRAFFIC CONTROL SUPERVISOR || LS. | LS. | LS. | LS. | LS. | LS. | | | | | | | | | | |
| 56 | 99.00 | 67.00 | 32.00 | 6982 | S.F. |CONSTRUCTION SIGNS CLASS A || 8200 | 6700 | | | | | | | | | | | | | | |
| 57 ] LuMPsSuM | LUMPSUM | | | LS. |RADAR SPEED DISPLAY SIGN || | LS. | | | | | | | | | | | | | | |
| 58 | 152.00 | 138.00 | 14.00 | 6976 | HR  |PATROL AND MAINTAIN TRAFFIC CONTROL MEASURES || 6.00 | 7300 | 4.00 | 4.00 |  59.00 | 6.00 | | | | | | | | | | |
| 59 | LumPsuMm | LUMPSUM | | 6869 | L.S. |PEDESTRIAN TRAFFIC CONTROL || | | | | LS. | | | | | | | | | | | |
| 60 | 30.00 | 30.00 | | 7220 | L.F. |PAINTING CURB || | | | | 3000 | | | | | | | | | | | |
| 61 | 174000 | 157000 | 170.00 | 6818 | L.F. |PLASTIC WIDE LINE || | 157000 | | 170.00 | | | | | | | | | | | | |
| 62 | 15.00 | 15.00 | | | EACH |GROUNDING EXISTING JUNCTION BOX || | 1500 | | | | | | | | | | | | | | |
| I I I I I [l I I I I I I I I I I I I I I I I
L | | L | | OTHER ITEMS Il | | | | | | | | | | | | | | | |
| 63 | 500000 | 3500.00 |  1500.00 | 9004 | DOL |PROJECT PARTNERING || 500.00 | 1,500.00 | 500.00 | 500.00 | 1,500.00 | 500.00 | | | | | | | | | | |
| 64 | LUMPSUM | LUMPSUM | | 7003 | L.S. |TYPE B PROGRESS SCHEDULE || | Ls. | | | | | | | | | | | | | | |
| 65 | LUMPSUM | LUMPSUM | | 7038 | L.S. |ROADWAY SURVEYING || | Ls. | | | | | | | | | | | | | | |
| 66 | LUMPSUM | LUMPSUM | | 7042 | L.S. |ADAFEATURES SURVEYING || | | | | Ls. | | | | | | | | | | | |
| 67 | LuMPSuM | LUMPSUM | LUMPSUM | | LS. |REFERENCING EXISTING PAVEMENT MARKINGS || Ls. | Ls. | | | | | | | | | | | | | | |
| 68 | 78.00 | 78.00 | | 7055 | S.Y. |CEMENT CONC. SIDEWALK || | | | | 78.00 | | | | | | | | | | | |
| 69 | 6.00 | 6.00 | | 7060 | S.Y. |ASPHALT CONC. SIDEWALK I | | | | 600 | | | | | | | | | | | |
| 70 | 7.00 | 7.00 | | 7058 | EACH |CEMENT CONC. CURB RAMP TYPE PERPENDICULAR || | | | | 700 | | | | | | | | | | | |
|71 ] 1.00 | 1.00 | | 7058 | EACH |CEMENT CONC. CURB RAMP TYPE PARALLEL B || | | | | 100 | | | | | | | | | | | |
| 72 | 93.00 | 93.00 | | 7054 | S.F. |DETECTABLE WARNING SURFACE || | | | | 9300 | | | | | | | | | | | |
| 73 | LUMPSUM | LUMPSUM | LUMPSUM |7350 | L.S. |CLEANING EXISTING DRAINAGE STRUCTURE || L.S. | Ls. | | | | | | | | | | | | | | |
| 74 | 1.00 | 1.00 | | 6243 | EACH |ADJUST VALVE BOX || | | | | 100 | | | | | | | | | | | |
| 75 | 38400.00 | 31200.00 | 7200.00 | 7715 | DOL |FORCE ACCOUNT PAVEMENT REPAIR EXCAVATION PCCP INCL. HAUL || | 31,200.00 | 7,200.00 | | | | | | | | | | | | | |
| 76 |  5000.00 | 5000.00 | | 7715 | DOL |FORCE ACCOUNT SITE CLEANUP OF BIO. AND PHSYICAL HAZARDS || | | | | 5,000.00 | | | | | | | | | | | |
| 77 | 300000 | 2000.00 | 1000.00 | 7715 | DOL |FORCEACCOUNT POTHOLING UTILITIES || 1,000.00 | 2,000.00 | | | | | | | | | | | | | | |
|_ 78 | 5000.00 | 5000.00 | | 7715 | DOL |FORCE ACCOUNT MISC MINOR ELECTRICAL REPAIR || | 5,000.00 | | | | | | | | | | | | | | |
| 79 | 300000 | 225000 |  750.00 | 7480 | DOL |ROADSIDE CLEANUP || 250.00 | 225000 | 250.00 | 250.00 | | | | | | | | | | | | |
| 80 | 5.00 | | 5.00 | 7725 | DOL |REIMBURSEMENT FOR THIRD PARTY DAMAGE || | | | | | | 500 | | | | | | | | | |
| 81 | -1.00 | -1.00 | | 7728 | DOL _|MINOR CHANGE || | 100 | | | | | | | | | | | | | | |
| 82 | -2.00 | -1.00 | -1.00 | 7732 | DOL |AGGREGATE COMPLIANCE PRICE ADJUSTMENT || 100 | -100 | | | | | | | | | | | | | | |
GROUP GROUP NUMBER SR CONTROL SECTION TAX SCHEDULE FUND PARTICIPANTS
LEGEND 1 099 172901 *% FEDERAL
2 099 179101 * FEDERAL
3 099 179101 * FEDERAL
4 099 172901 ** STATE
REGION| STATE FEDERAL AID PROJECT. NO.
10 WA 0099(147) SR99 SQ2
1A02Ye Department of Transportation N
CONTRACT NO SUMMARY OF QUANT|T|ES 130
DATE REVISION BY 000000 SHEETS




SUMMARY OF QUANTITIES

DOT_RGG900

3/31/2022
SUB-TOTAL | SUB.TOTAL GROUP1 | GROUP2 | GROUP1 | GROUP1 | GROUP3 | GROUP2 | GROUP4
ITEM TOTAL SECTION SECTION | STD. SR 99 SR 99 ONRAMP | OFF RAMP | SR99ADA | RAILROAD THIRD
NO 1-07.2(1) 1-07.2(2) ITEM | UNIT ITEM PAVING | PAVING STA [STA0+00 TO| STA0+00 STAEM REMOVAL PARTY
QUANTITY OF OF NO. STALS EM 31+46 6+57 TO 5+34 31+46 TO STAEM DAMAGE
STANDARD STANDARD 425+44TO | TO 98+37 98+37 55+08 TO
SPECS SPECS 430+86 EM 57+43
83 LUMPSUM | LUMPSUM LUMPSUM |7736 | LS. |SPCCPLAN LS. LS. LS. LS. LS.
| 84 | 6.00 | 4.00 | 2.00 | 7569 | EACH |NO TRESPASSING SIGN 1 | 400 | 1.00 | 1.00 | | | | | | | |
| 85 | LUMPSUM | LUMPSUM | | 7570 | L.S. |HEALTHAND SAFETY PLAN || | Ls. | | LS. | | | | | | | |
I I I I I I I [l I I I I I I I I I I |
GROUP GROUP NUMBER SR CONTROL SECTION TAX SCHEDULE FUND PARTICIPANTS
LEGEND 1 099 172901 *% FEDERAL
2 099 179101 * FEDERAL
3 099 179101 * FEDERAL
4 099 172901 ** STATE
REGION| STATE FEDERAL AID PROJECT. NO.
10 WA 0099(147) SR99 SQ3
Washington State DUWAMISH RIVER TO S SPOKANE ST VIC pp—
JOB NUMBER . PAVING & ADA COMPLIANCE
21A023/4 Department of Transportation O“F
CONTRACT NO SUMMARY OF QUANT|T|ES 130
DATE REVISION BY 000000 SHEETS




SR 99
LS LINE HOULDER HQULDER
' 5 i\ 75
i
SHOULDER LANE LANE LANE LANE LANE LANE SHOULDER
4TO 5 12' 12' 12' 12' 12' 12' 45 TO 85
1 1 1 1
MEDIAN
rzo'
n & | g
I\ MATCH! EXISTING SLOPE 1 | MATCH EXISTING SLOPE 14
—C — T - I -
[ EXISTING/ROADWAY | | _ 1 _ \EXISTING ROADWAY | _
1 1
i o.15'®@ | 0.15" @@ EXISTING CURB
1 1
EXISTING CURB
X X
; . ROADWAY SECTION A
: ' s LS LINOE,S
X ! NB STA 425+44 TO STA 428+34
2,“T%U'-5'?ER ' ! SB STA 425+58 TO STA 430+86

1
|

1= o
EXISTING CURB,/ ' |

LS LINE,
STA 429+99 TO STA 430+86

LS LINE,
STA 430+72 TO STA 430+86

SR 99
EM LINE
i
LANE —~=— LANE —=~— LANE —}<— LANE TWLTL LANE LANE LANE
1 1 1 1 1 11 1’
: MATCH EXISTING SLOPE MATCH |EXISTING SLOPE -
'\ EXISTNG/ROADWAY | R EXISTING ROADWAY | |

EXISTING CURB

DRIVEWAY
ACCESS | I~

EM LINE,
STA 32+39 TO STA 33+23

LEGEND

X2

EXISTING CURB

ROADWAY SECTION B

EM LINE, STA 31+46 TO STA 34+34

@ PLANING BITUMINOUS PAVEMENT

@ HMA CL.% IN.PG 58H-22

NOTE

1. SEE PAVING PLANS FOR TAPER LOCATIONS AND LENGTHS.
2. ALL DEPTHS SHOWN ARE COMPACTED DEPTHS.

3.NOT TO SCALE

EM L
38+01 TO
44+74 TO
53+47 TO
55+44 TO
56+78 TO
60+34 TO
71+31 TO
73+58 TO

INTERSECTION
T

SR 99

EM LINE
i
LANE —=]<— LANE LANE —=<— LANE TWLTL LANE LANE LANE
1 11’ 11 0'TO0 11' 11 1 11
i MATCH EXISTING SLOPE MATCH |[EXISTING SLOPE »
\ ___________EXISTING/ROADWAY | R EXISTING ROADWAY | |

EM LINE,
STA 34+62 TO STA 35+18

EXISTING CURB

INE,
STA
STA
STA
STA
STA
STA
STA
STA

INTERSECTION
T

38+58
45+43
54+00
55+90
57+36
60+74
71+71
74+21

MATCH EXISTING SLOPE

EXISTING CURB

LANE ——=— LANE

11"

ROADWAY SECTION C

EM LINE, STA 34+34 TO STA 36+17

SR 99
EM LINE

TWLTL

LANE 11°

11"

LANE
11"

LANE

11" 11"

MATCH 'EXISTING SLOPE

0.0

EXISTING CURB

LANE
11"

EXISTING CURB

EXISTING /ROADWAY

ROADWAY SECTION D

EM _LINE
36+17 TO STA
50+85 TO STA
56+78 TO STA
66+36 TO STA
71+31 TO STA

46+79
56+18
60+98
70+78
76+09

PRECAST DUAL FACED

1
1
1
::Q/ SLOPED MOUNTABLE CURB
1
-

[

EM LINE,
STA 74+21 TO STA 76+09

INTERSECTION
==
[

EM LINE,
STA 38+61 TO STA 39+18
STA 41+15 TO STA 41+97
STA 56+78 TO STA 58+16
STA 73+53 TO STA 74+17

FILE NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294_PS_05RS.dgn

TIME 3:53:05 PM RESION | sTaTE FED.AID PROJ.NO.
DATE 3/23/2022

PLOTTED BY musma 10 |WASH

DESIGNED BY M. MUS JOB NUMBER

ENTERED BY M. MUS 21A023

CHECKED BY c ANDERSON CONTRACT NO. LOCATION NO.
PROJ. ENGR. C. ANDERSON

REGIONAL ADM. M. COTTEN REVISION DATE BY

DATE

P.E. STAMP BOX

SEE SHEET CT1

P.E. STAMP BOX

DATE

A

7/

Washington State
Department of Transportation

Plot 1
SR 99 PLAN REF NO

DUWAMISH RIVER TO S SPOKANE ST vic | RS1
PAVING & ADA COMPLIANCE s
ROADWAY SECTIONS 130
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SR 99

EM ‘ELINE
i
LANE —=|<— LANE —~=— LANE —=l<— LANE —~~— LANE —=}=~— LANE —~~— LANE (S,.H%’L?fg".
11’ 11" 1" 1 1" 1" 1 .
EXISTING CURB EXISTING CURB
. MATCH EXISTING SLOPE o
R E EET'EQ,RPAQWAX,,,,, I R
1 1
0.15'

PRECAST DUAL FACED

SLOPED MOUNTABLE CURB ™ !
’—l

. ROADWAY SECTION E

EM LINE,
STA 77+07 TO STA 79+82
STA 85+95 TO STA 88+41

PRECAST DUAL FACED

SLOPED MOUNTABLE CURB :
1

EM LINE,
STA 81+98 TO STA 84+81

STA
STA
STA
STA
STA
STA
STA
STA
STA

EM_LINE
46+79 TO STA 47+09
56+18 TO STA 56+78
48+01 TO STA 50+00
60+98 TO STA 62+34
63+29 TO STA 66+36
77407 TO STA 80+32
81+98 TO STA 84+81
85+94 TO STA 88+54
89+61 TO STA 89+82

SR 99
EM LINE
£
! INTERSECTION
DISTANCE A

1

i

!

!

1

MATCH EXISTING SLOPE
. EXISTING ROADWAY  \ |
: EM LINE DISTANCE A !
; STA 47+09 TO 48+01 7 |
- STA 50400 TO 50+85 aa .
| STA 62+34 TO 63+29 77' TO 103' | EXISTING CURB
! STA 80+32 TO 81+98  77' TO 100° ;
EXISTING CURS | STA 88+54 TO 89+61  77' TO 96 |
:‘7777
% ROADWAY SECTION F ik
EM LINE o EM UNE_________ T
STA 47+09 TO STA 48+01 STA 47+09 TO STA 48+01 EM LINE

STA 62+34 TO STA 63+29 STA 50+00 TO STA 50+85

STA 88+54 TO STA 89+61

LEGEND

@ PLANING BITUMINOUS PAVEMENT

@ HMA CL.% IN.PG 58H-22

STA 62+34 TO STA 63+29
STA 80+32 TO STA 81+98
STA 88+54 TO STA 89+61

NOTE

1. SEE PAVING PLANS FOR TAPER LOCATIONS AND LENGTHS.
2. ALL DEPTHS SHOWN ARE COMPACTED DEPTHS.

3.NOT TO SCALE

LANE —=— LANE

11 11"

EXISTING CURB

MATCH EXISTING SLOPE

SR 99
EM LINE
i RAISED
LANE MEDIAN
0'TO 11"

LANE LANE LANE
11" 11 11
MATCH EXISTING SLOPE

K EXISTING /ROADWAY

INTERSECTION
T T
I

EM _LINE
STA 70+97 TO STA 71+31
STA 93+32 TO STA 94+31

ROADWAY SECTION G

EM LINE
STA 70+78 TO STA 71+31
STA 84+93 TO STA 85+24
STA 90+26 TO STA 95+70

ROA

77
SR 99
EM QLINE
l«— LANE LANE LANE RAISED. LANE —==— LANE —=l=— LANE —=}=— LANE —+|
1 0 TO 11" | 0 TO 11" 11 1" 11
EXISTING CURB

\ [MATCH EXISTING SLOPE | ______ MATCH |EXISTING SLOPE /
| EXISTING /ROADWAY ‘ ! EXISTING ROADWAY N
,,,,,,,,, 4 L____________\EXISTING ROADWAY _ 1|

DWAY SECTION H

EM LINE
STA 76+09 TO STA 77+07
STA 85+24 TO STA 85+94
STA 89+82 TO STA 90+26

EXISTING CURB

EXISTING CURB

PAINTED
MEDIAN
0" TO 11"

R

PRECAST DUAL FACED
/ SLOPED MOUNTABLE CURB

EM LINE,

|
STA 76+03 TO STA 77+07

FILE NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294_PS_05RS.dgn

TIME 3:53:06 PM RESION | sTaTE FED.AID PROJ.NO.
DATE 3/23/2022

PLOTTED BY musma 10 |WASH

DESIGNED BY M. MUS JOB NUMBER

ENTERED BY M. MUS 21A023

CHECKED BY c ANDERSON CONTRACT NO. LOCATION NO.
PROJ. ENGR. C. ANDERSON

REGIONAL ADM. M. COTTEN REVISION DATE BY

P.E. STAMP BOX

Wash

SEE SHEET CT1
DATE DATE
P.E. STAMP BOX

Department of Transportation

A
/4

ington State

Plot 2
SR 99 PLAN REF NO

DUWAMISH RIVER TO S SPOKANE ST vic | RS2
PAVING & ADA COMPLIANCE e
ROADWAY SECTIONS 130
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EXISTING CURB

77
SR 99
EM LINE
£
i
l«— LANE —»=— LANE —=}=— LANE —=}=— LANE RAISED LANE LANE LANE —+]
ok i N MEDIAN ok N o
0 TO 11 0" TO 11"
EXISTING CURB
MATCH EXISTING SLoPEl | L | maTcH [EXISTING sloPE )
T | I — - — — — 1 | ]
R EXISTING/RoaDwWAY I LN\ EXISTING ROADWAY I

EXISTING CURB

LEGEND

ROADWAY SECTION |

EM LINE
STA 84+81 TO STA 84+93

PRECAST DUAL FACED

RAISED i
MEDIAN i
0'TO 1 SLOPED MOUNTABLE CURB

Lt

EM LINE,
STA 84+82 TO STA 84+91

SR 99

EM LINE

i
LANE LANE LANE RAISED LANE LANE LANE
1 170 16' | 11"to 12" v U | 11710 127 | 11"to 127 |11'TO 13.5'
0'TO 4
EXISTING CURB
SLOPE MATCH |EXISTING SLOPE

MATCH EXISTING

N EXISTING/ROADWAY | L\ EXISTING ROADWAY

ROADWAY SECTION J

EM LINE
STA 95+70 TO STA 96+14

@ PLANING BITUMINOUS PAVEMENT

@ HMA CL.% IN.PG 58H-22

NOTE

1. SEE PAVING PLANS FOR TAPER LOCATIONS AND LENGTHS.
2. ALL DEPTHS SHOWN ARE COMPACTED DEPTHS.

3.NOT TO SCALE

SR 99

GORE_AREA EM LINE
6 &
i
LANE LANE —==— LANE —>l<— LANE —==— LANE —=|=— LANE
11" 12 12' 12 12 3.5 TO 15.5'

EXISTING CURB
MATCH EXISTING SLOPE MATCH 'EXISTING SLOPE |
1 T I
|

I EXISTING ROADWAY EXISTING ROADWAY

ROADWAY SECTION

EM LINE
STA 96+14 TO STA 96+82

1

‘ PRECAST DUAL FACED

| SLOPED MOUNTABLE CURB
1,

EM LINE,
STA 96+16 TO STA 96+56
SR 99
& 7
1
LANE —==— LANE —==~— LANE —~}=— LANE LANE
" 12" 12" 12 12" 155'TO 17.5'
EXISTING CURB
OPE

MATCB \ EXISTING S

PRECAST DUAL FACED
SLOPED MOUNTABLE CURB

ROADWAY SECTION L

EM LINE
STA 96+82 TO STA 97+44

EXISTING CURB

SR 99
EM LINE
7710 13.5
1
LANE LANE LANE LANE LANE
& 12' 12' 12" 12' 17.5'
EXISTING CURB
n
MATCH EXISTING SLOPE / MATCH EXISTING SLOPE

| EXISTING\ ROADWAY

ROADWAY SECTION M

EM_LINE
STA 97+44 TO STA 98+37 EM LINE,
@@wﬁ STA 97+56 TO STA 96+64

PRECAST DUAL FACED
SLOPED MOUNTABLE CURB

EM LINE,
| STA 97+44 TO STA 97+56

FILE NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294 PS_05RS.dgn Plot 3
TIME 3:53:06 PM RES(';_)" STATE FED.AID PROJ.NO. RN AN ‘ SR 99 PLAN REF NO
DATE 3/23/2022 10 \WASH SGPRD '7 RS3
PLOTTED BY  musma DUWAMISH RIVER TO S SPOKANE ST VIC
DESIGNED BY . JOB NUMBER 2 .
e T 21A023 X)5D /- Washington State PAVING & ADA COMPLIANCE e

. 2 20122009, W .
CHECKED BY C. ANDERSON CONTRACT NO. LOCATION NO. F@JSIO'V" 0 7 Department of Transportatlon oF

NAL -

PROJ. ENGR. C. ANDERSON SEE sheer ent 130

REGIONAL ADM. M. COTTEN

REVISION DATE BY

DATE

P.E. STAMP BOX

ROADWAY SECTIONS

DATE

P.E. STAMP BOX

SHEETS
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SB EM LINE

¢ NB EM LINE
i £
1
LANE ‘ DAWSON_RR LINE
A ) ¢
i I i
i i EXISTING CURB
i i " "
MATCH EXISTING SLOPE i i
1 EXSTING ROADWAY  \ 7777777777M777 MATCH EXISTING SLOPE |
- I = = 1
1
| 0.15' @@ ! ___ | _EXISTING ROADWAY | | N
! 1
! 1
i ! EXISTING
' A ! RAILBED
' NB EM LINE STA 0+92 TO STA 3+65 17" TO 22 ! TO BE REMOVED
' SB EM LINE STA 0+25 TO STA 4+26 13' TO 29' i SEE SHEET PV4
EXISTING CURB i SB EM LINE STA 4+26 TO STA 6+57 29' TO 33’ | DETAIL (C) HAZARDOUS MATERIAL EXCAVATION INCLUDING HAUL
! 1
! 1
! |
i !

NB EM LINE
STA 2+50 TO STA 3+65

o T0 STA - ROADWAY SECTION N —-- ROADWAY SECTION P

STA 0425 TO STA 2+36 L
STA 4+26 TO STA 6+57 . NB EM LINE, DAWSON_RR LINE,

i STA 0+00 TO STA 3+65 SB EM LINE STA 0400 TO STA 2+39
! STA 0425 TO STA 1422

!
!
!

SB EM LINE,
STA 0+00 TO STA 6+57

NB EM LINE -4
STA 1+60 TO STA 2+50 |

NB EM LINE
STA 1+40 TO STA 1+60

NB EM LINE
LANE LANE | ?‘
1 11 i DIAGONAL_RR LINE
i ¢
i i
EXISTING CURB EX'IST'NG CURB 1 1
MATCH EXISTING SLOPE / H |
R EXISTING ROADWAY  \ 777777777777JJ o ‘MATCH EXISTING SLOPE ‘i:'::(‘
| |
0.15' @@ EXISTING \
ROADWAY SECTION O RAILBED

STA ¥+Be,5E¥o Lé'%i’ 5+34 ROADWAY SECTION Q

NB EM LINE DIAGONAL_RR LINE,
STA 101+09 TO STA 102+76 STA 1421 TO STA 3+68

LEGEND

@ PLANING BITUMINOUS PAVEMENT

NOTE
1.SEE PAVING PLANS FOR TAPER LOCATIONS AND LENGTHS.
@ HMA CL.% IN.PG 58H-22 2. ALL DEPTHS SHOWN ARE COMPACTED DEPTHS.

3.NOT TO SCALE
FILE_NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294_PS_05RS.dgn Plot 4
TIME 3:56:28 PM REGION |~ STATE FED.AID PROJ.NO. 2LAN A SR 99 PLAN REF NO
DATE 312312022 10 \WASH SR '7 RS4
PLOTTED BY  musma i v DUWAMISH RIVER TO S SPOKANE ST VIC
DESIGNED BY M. MUS JOB NUMBER = .
ENTERED BY M MUS 21A023 A/ B/ ) Washington State _ PAVING & ADA COMPLIANCE s
CHECKED BY C. ANDERSON CONTRACT NO. LOCATION NO. @J%’VSZL. = Department of Transportatlon 1(;0

e SEE SHEET CT1

PROJ. ENGR. C. ANDERSON e — ROADWAY SECTIONS SHEETS
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E. STAMP BOX P.E. STAMP BOX
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LS 435+05.70 P.T.= EM 28+61.41 P.O.T. %
) T-24N- R.4E. W-M- EM 26+90.03 65.0'LT LS 435+05.7 P.O.T P.O.E.
BEGIN F.A.NO. STP-0099(147 i £\ 130575563
BEGIN PROJEC J P
SR 99 MP 27.12 ——— LS 429+93.18 P.C. -
STATION LS 425+44.00 P.

e — ST T EM_28+00.38 85.0'RT
- - - Ag -
! e T \E 3 o - LS 432+51.96 P.I.
NW 1/4 SEC 29 SW 1/4 SEC 20 - BN \>E 8) -
1 = - /// EM 27+69.85 74.0'RT D  ——
- T
t7\LS 427+25.32 134.2/'/R:I'//; ///,/’/////
////// - —
P — = -
-7 T -
- - e, S - -
- / \,\NP\\( - - ///
- N;\G\NP‘ - EM 23+80.28 73.0'RT
- -
- -
EM 21+1863 AP - Pra
- - //
7 //
- - //
> //
-
-
//
1’
// //
// //
, /
'
;
~
(%) /’
EM_34+66.58 65.0'LT ' & EM 35+27.70 65.0'LT
,
SE 1/4 SEC 19 p g
SEOU .
S ooy o
————————————————————————— , Iy // —_—_— - -_—--—— 3
______________ roTTTTTT S EM 41+98.03 AP —
[~ | | EM 32+82.02 AP / ! Co op. oo i
! ! , : > 1 a WHE - L e e o i e e R I . . . 4T
‘\ i N | SN . N . _ T
o T S 35 EM LINE  N18°2811"W : i
- 30 N18°28'20"W . L - ) n
m EM LINE SR 99 SR 99 2
I —
w
) L et R "'7'7""'7":‘_’;;§
- T ey S e T T T 2
u 42+12.58
w '
W EM _38+54.81 65.0'RT LEGEND
Z
S MONUMENT CASE & COVER
'Y
E —_ CONSTRUCTION ALIGNMENT
4 .
@ Sy e s N ROADWAY EDGE
T4 SEC\\\ 777777777777 —  CURB FACE
2 T~ e Ay
S~ CURVE DATA ‘ HIGHWAY RIGHT OF WAY
P.l. STATION DELTA RADIUS | TANGENT | LENGTH |NORTHING | EASTING o s 700 H ——— ———— - QUARTER SECTION LINE
THE BASIS OF BEARINGS AND DISTANCES ARE DETERMINED FROM THE LS 432+51.96 19° 34' 37" L 1499.98' 258.78' 512.52' |203438.114 [1269800.949 SCALE IN FEET —— — SECTION LINE
WASHINGTON STATE PLANE COORDINATE SYSTEM NORTH ZONE (NAD 83/11) (NAVD) 88 TOWNSHIP LINE
FILE NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294 PS_08AL.dgn Plot 1
TIME 5:26:33 PM RESION | sTaTE FED.AID PROJ.NO. RALAN N SR 99 PLAN REF NO
DATE 3/21/2022 10 \WASH S DRD '7 AL1
PLOTTED BY musma ok ) ’ DUWAMISH RIVER TO S SPOKANE ST VIC
DESIGNED BY M. MUS JOB NUMBER i = .
ENTERED BY M. MUS 21A023 A/ EB /- Washington State _ PAVING & ADA COMPLIANCE r
CHECKED BY C. ANDERSON CONTRACT NO. LOCATION NO. «%SIO'VS" = Department of Transportatlon OF
NAL S SEE SHEET CT1
PROJ.ENGR. __C.ANDERSON ALIGNMENT & RIGHT OF WAY PLAN | 3¢
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX
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/

EM 47+86.69
65.0'RT

EM 62+58.86 65.0'LT

EM 68+52.91 65.0'LT

CURVE DATA T.24N. R.4E. W.M.
P.I. STATION DELTA RADIUS | TANGENT | LENGTH |NORTHING | EASTING
EM 65+58.82 19° 36'15" R 1736.19' 299.96' 594.05' |207194.939 [1268560.842
I
I
SE 1/4 SEC 19 NE 1/4 SEC 19 o EM 52+87.73 65.0'LT
1
EM 47+78.44 AP EM 50+65.57 AP ;g 0+42.00 A.P.
44 AP, "
MON_ 1214 RPN —1
<t-——————_=C Ty T T T NS
- I -
=| / z o
— . ! T v ]
il f — — XL ——————8R 89 8 —
w L e n Y
I 0127
@ 45 g N18°24'09"W 5.0 ) N18°28'37"W
w " N18°27'29"W . — } O EM_LINE
w EM LINE < /
]
w SR 99 DAWSON RR 0+99.01 P.O.T. =
z / SR 99 EM 56+12.40 P.O.T.
5 R T T T ; y
(@) —— R S ——
= /— RN
< /|1\EM 49+71.4oT .
65.0' RT X
7
EM 50+05.52 4
EM 48+92.86 77.4'RT /
65.0' RT K
EM 49+03.50
65.0' RT /

MATCH LINE SEE THIS SHEET

CONTROL POINTS
CONTROL POINT STATION NORTHING EASTING

MON 1214 EM 47+78.49 P.O.T. 205506.233 1269124.637 LEGEND

MON 1213 EM 50+66.11 P.O.T. 205779.116 1269033.734 MONUMENT CASE & COVER

MON 1208 EM 56+47.11 P.O.T. 206330.248 1268849.842

R E—

MON 1206 EM 62+58.06 P.O.T. | 206909.749 1268656.353 CONSTRUCTION ALIGNMENT

MON 1205 EM 67+08.66 P.O.T. 207350.683 1268570.314 e ROADWAY EDGE

MON 1204 EM 73+07.18 P.O.T. 207949.004 1268576.568 ! 777777777777 _ CURB FACE

DATUM
‘ ——————— HIGHWAY RIGHT OF WAY
i 510 1(1)0 N ——— ——— - QUARTER SECTION LINE
THE BASIS OF BEARINGS AND DISTANCES ARE DETERMINED FROM THE SCALE IN FEET ————=———-  SECTION LINE
WASHINGTON STATE PLANE COORDINATE SYSTEM NORTH ZONE (NAD 83/11) (NAVD) 88 TOWNSHIP LINE
FILE NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294_PS_08AL.dgn Plot 2
TIME 5:26:34 PM Resion [ saTe | FED.AID PROJ.NO. N L SR 99 PLAN REF NO
DATE 3/21/2022 10 lWasH S Wasi S '7- AL2
PLOTTED BY musma s C) DUWAMISH RIVER TO S SPOKANE ST VIC
DESIGNED BY M. MUS JOB NUMBER i = .
ENTERED BY M. MUS 21A023 N @Y Washington State PAVING & ADA COMPLIANCE iy
CHECKED BY C. ANDERSON CONTRAGT NO. LOGATION WO, R o8 Department of Transportation oF
NAL S SEE SHEET CT1

PROJ.ENGR. _ C.ANDERSON see sueer on1 ALIGNMENT & RIGHT OF WAY PLAN a3

REGIONAL ADM. M. COTTEN

REVISION

DATE

BY

DATE
P.E. STAMP BOX

P.E. STAMP BOX



andercu
Image


T.24N. R.4E. W.M.

D =
NE 1/4 SEC 19 1 SE 1/4 SEC 18 A
R =200 N
0+00.00 P.O. 0+70.00 AP,
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! \ \ —————————————————————————
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w|l_ Se o B %
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" Qe | . . N1°0821" . &/ T/ 9V 7 2#49562 AP e T — e — ] T
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) wl
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Sho- CTCEM 79+9277 PO — - E__ -
L T T T T T T T T T e e e e e
EM Z§+;4841 2 ' -_— . T - §
SORT S gt "N\ TN N, XYY T e e e e e ————— — e
' 2 EM_82+27.72 =
| :
Lo
1
I
I
I
I
1
N
\~
I
|
I
g4 ! SE 114 SEc 18 | NE 1/4 SEC 18
| =
EM_93+39.28 Lo EM A00+31.71 P.l. 5+97.84 P.l.
. o <C
5+44.33 P.C.
2 = i 2 MON 1215 N mumpe 5131 T
i T e S : > e—— . teass AP, | ZBEIPC N\ [ T P—I‘““" 4+11.86 P.T. o [ER
| =z 3*‘18-73,,-,-////h/”""541'2f32"w )
% } w __3--- - 4 N2 g =
% T 2 L 7777777777777 ___ _SBEM_LINE __ _ _. —— — T -
= N1°07'19"E =
L 1 2 . 100
EM—_LINE — . _ _
& e e T } - EM LNE_ Niorise
w el s == == e eSSl S SESSS
5 SR 99 r
-t I I R
8 e T —- — = P [ P =
g MMON o1 T T T T T T T T T e e e e - 1 SRS - -
EM ) —_—
NB EM 0+00.00 P.O.T P.0.B.= e . I
EM 97+44.30 (61.25'RT) 0+37.02 A.P. 1+41.55 A.P. E 5 5+33.57 P.O.T.
CURVE DATA EM 102+
P.l. STATION DELTA RADIUS | TANGENT | LENGTH |NORTHING | EASTING l ART
CONTROL POINTS SBOE x:;g "‘;ﬂ‘s‘;‘?y 1°20'0" L 8000.00" 93.09' 186.17" |210615.914 [1268581.444
CONTROL POINT STATION NORTHING EASTING r LEGEND
SB E MARGINAL WAY 3° 49'51" R 1600.00° 53.51" 106.96' |210894.669 |1268568.255
MON 1202 EM 81+16.09 P.O.T. 208757.0761 | 1268592.220 ON RAMP 5+97.84 ) ) ) ) ’ MONUMENT CASE & COVER
MON 1201 EM 89+09.85 P.O.T. 209551.354 | 1268608.214 ] CONSTRUCTION ALIGNMENT
MON 1200 EM 93+75.35 P.O.T. 210016.773 | 1268616.938
MON 1215 EM 99+35.13 P.O.T. 210576.442 | 1268628.013 . @ e ROADWAY EDGE
DAT 777777777777 — CURB FACE
‘ ——————— HIGHWAY RIGHT OF WAY
é 5:0 180 N ——— ——— - QUARTER SECTION LINE
THE BASIS OF BEARINGS AND DISTANCES ARE DETERMINED FROM THE SCALE IN FEET ————=———-  SECTION LINE
WASHINGTON STATE PLANE COORDINATE SYSTEM NORTH ZONE (NAD 83/11) (NAVD) 88 TOWNSHIP LINE
FILE NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294_PS_08AL.dgn Plot 3
TIME 5:26:34 PM REGION | STATE FED.AID PROJ.NO. SNAN - SR 99 PLAN REF NO
DATE 3/21/2022 10 lWasH S Wasi S '7- AL3
PLOTTED BY musma % C) DUWAMISH RIVER TO S SPOKANE ST VIC
DESIGNED BY M. MUS JOB NUMBER i & :
ENTERED BY M. MUS 21A023 N @Y Washington State PAVING & ADA COMPLIANCE e
CHECKED BY C. ANDERSON CONTRAGT NO. TOGATION WO, R 558 Department of Transportation o
INAL = i sl c
PROJLENGR. __ C.ANDERSON Smaeren — ALIGNMENT & RIGHT OF WAY PLAN | 2130
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX
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Image


SHEET EC2

MATCH LINE - SEE THIS SHEET

O

- HVF —

®

LEGEND

INLET PROTECTION

HIGH VISIBILITY FENCING

NOTE - SEE SHEET EC4

MATCH LINE - SEE

NOTES:

. 1.FOR EROSION CONTROL QUANTITIES, SEE SHEET EC4 ’ ' 1

—O] HAZARDOUS MATERIAL EXCAVATION INCL. HAUL 2. SEE STANDARD PLAN 1-10.10 FOR HIGH VISIBILITY FENCE INSTALLATION. 0 50 100

: SEE SHEET PV4 SCALE IN FEET
FILE NAME T4123481XL6294 - SR 99 PaveriCAD\ContractPlans\XL6294_PS_14EC.dgn Plot 1
TIME 5:26:37 PM RES(')O" STATE FED.AID PROJ.NO. N ‘ SR 99 PLAN REF NO
DATE 3/21/2022 10’ WASH 7 Vs ' ECA
PLOTTED BY musma i v ; DUWAMISH RIVER TO S SPOKANE ST VIC
JOB NUMBER —a
R N T 21A023 V2> U Washington State PAVING & ADA COMPLIANCE ne
. 20127109 W .
CHECKED BY C. ANDERSON GONTRAGT No. LoGATION No. %%Vm £ Department of Transportation oF
INAL =

PROJ.ENGR.  G.ANDERSON S e SITE PREPARATION /TESC PLANS L
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX
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OHIO

-

MATCH LINE - SEE_SHEET ECH
I

O

- HVF —

®

N [ A

LEGEND

INLET PROTECTION

HIGH VISIBILITY FENCING

NOTE - SEE SHEET EC4

HAZARDOUS MATERIAL EXCAVATION INCL. HAUL
SEE SHEET PV4

NOTES:

1. FOR EROSION CONTROL QUANTITIES, SEE SHEET EC4

BEGIN REMOVING
TRAFFIC CURB
EM STA 74+21

2. SEE STANDARD PLAN 1-10.10 FOR HIGH VISIBILITY FENCE INSTALLATION.

MATCH LINE - SEE THIS SHEET

0 50 1(:)0
SCALE IN FEET
FILE NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294 PS_14EC.dgn Plot 2
TIME 5:26:38 PM RES(')‘_J“ STATE FED.AID PROJ.NO. N ‘ SR 99 PLAN REF NO
DATE 3/21/2022 10 IWASH P Sty '7 EC2
PLOTTED BY  musma i v DUWAMISH RIVER TO S SPOKANE ST VIC
DESIGNED BY M. MUS JOB NUMBER = .
ENTERED BY M. MUS 21A023 A/ B/ ) Washington State _ PAVING & ADA COMPLIANCE e
CHECKED BY C. ANDERSON CONTRACT NO. LOCATION NO. @J%’Vs" = Department of Transportatlon oF
NAL -

PROJ.ENGR.  C.ANDERSON e e en SITE PREPARATION /TESC PLANS e
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E. STAMP BOX P.E. STAMP BOX
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D =
BEGIN REMOVING
CEMENT CONC. CURB
o EM STA 89+42
(@]
w END REMOVING
= CEMENT CONC. CURB
w EM STA 89+62
w [
T m
* b
HJ-' 7}
w w
! T
% =
3 i
5 2
2 {w
<
s s
T
(&)
END REMOVING T
TRAFFIC CURB =
END REMOVING BEGIN REMOVING EM STA 88+41
TRAFFIC CURB
EM STA 79+82 N2 \ TRAFFIC CURB BEGIN REMOVING
\ AN EM STA 81+98 TRAFFIC CURB
N \“7%\ EM STA 85+95
\
®
END REMOVING & @
TRAFFIC CURB —
EM STA 84+91
; )
w
<
<
>
5 a — T e = -
i -
5 @ - ———2 -3 6 J—
2 ——f~—EWARGINALWAYS I o -
z -- — T T — === (U
- -t — — — — — — — —
H ~~~~~ —_ 1 _ — - -= -— -- -- -- -- -- -
u? T T ——EEEE#T’Tf::——f::ffzi—:Trrl—,:,—,T:;:———:——____‘_—_T:L____E_':I_‘If
W mm e _____SR99 T SR 99 T T -
u e - - __ __ - - __ - __ - - - -
= T T T T = S
= . T T T T ———— N - ikt ——a=o=== T T T ES T—or—r—
— —— T T PP 7
8 ““\‘9“ ST T ——— E MA \\";—;;‘;:‘,‘7‘7 L e %/
< — RG’NAL WAY s == ~ A
= i e, e i S //
BEGIN REMOVING END REMOVING ro— =g
TRAFFIC CURB TRAFFIC CURB y Y]
EM STA 96+16 EM STA 97+56 - 7
NOTE - SEE SHEET EC4 .
O INLET PROTECTION @ NOTES:
1.FOR EROSION CONTROL QUANTITIES, SEE SHEET EC4 I + 4
— HAZARDOUS MATERIAL EXCAVATION INCL. HAUL 2. SEE STANDARD PLAN 1-10.10 FOR HIGH VISIBILITY FENCE INSTALLATION. 0 50 100
-HWF—  HIGH VISIBILITY FENCING ©O,O1  SEE SHEET Pv4 SCALE IN FEET
FILE NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294_PS_14EC.dgn Plot 3
TIME 5:26:39 PM RESION | sTaTE FED.AID PROJ.NO. RALAN N SR 99 PLAN REF NO
DATE 3/21/2022 10 lWasH S Wasi '7- EC3
PLOTTED BY musma i v DUWAMISH RIVER TO S SPOKANE ST VIC
DESIGNED BY M. MUS JOB NUMBER = .
ENTERED BY M. MUS 21A023 A/ EB /- Washington State _ PAVING & ADA COMPLIANCE e
CHECKED BY C. ANDERSON CONTRACT NO. LOCATION NO. @JSIO'VS" = Department of Transportatlon OF
ALY~ SEE Sl c
PROJLENGR. __ C.ANDERSON Smaeren — SITE PREPARATION /TESC PLANS L
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX
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INLET PROTECTION

INLET PROTECTION

INLET PROTECTION

SHEET-NOTE STATION OFFSET SHEET-NOTE STATION OFFSET SHEET-NOTE STATION OFFSET
EC1-1 LS LINE 425+60 15'LT EC2-1 EM LINE 47+98 21'LT EC3-1 EM LINE 77+70 LT
EC1-2 LS LINE 425+58 35'RT EC2-2 EM LINE 47+93 53'RT EC3-2 EM LINE 77+70 19'LT
EC1-3 LS LINE 425+48 49'RT EC2-3 EM LINE 50+22 22'LT EC3-3 EM LINE 77+84 52'RT
EC1-4 LS LINE 425+61 49'RT EC2-4 EM LINE 50+87 52'RT EC3-4 EM LINE 80+49 52'RT
EC1-5 LS LINE 425+88 49'RT EC2-5 EM LINE 56+09 52'RT EC3-5 EM LINE 83+69 52'RT
EC1-6 LS LINE 425+71 92'RT EC2-6 EM LINE 56+26 90'RT EC3-6 EM LINE 84+43 52'RT
EC1-7 LS LINE 428+76 104'RT EC2-7 EM LINE 56+48 106'RT EC3-7 EM LINE 84+59 22'LT
EC1-8 LS LINE 428+77 51'RT EC2-8 EM LINE 56+54 22'LT EC3-8 EM LINE 84+59 LT
EC1-9 LS LINE 428+93 29RT EC2-9 EM LINE 56+54 11LT EC3-9 EM LINE 88+19 52'RT
EC1-10 LS LINE 432+49 14LT EC2-10 EM LINE 65+36 22'LT EC3-10 EM LINE 88+32 LT
EC1-11 EM LINE 29+88 22'LT EC2-11 EM LINE 66+85 51'RT EC3-11 EM LINE 88+32 22'LT
EC1-12 EM LINE 30+58 60'RT EC2-12 EM LINE 67+13 22'LT EC3-12 EM LINE 91+26 52'RT
EC1-13 EM LINE 33+45 53'RT EC2-13 EM LINE 68+30 52'RT EC3-13 EM LINE 91+33 LT
EC1-14 EM LINE 33+45 60'RT EC2-14 EM LINE 73+38 52'RT EC3-14 EM LINE 91+33 23T
EC1-15 EM LINE 33+91 12'LT EC2-15 EM LINE 73+55 22'LT EC3-15 EM LINE 95+27 52'RT
EC1-16 EM LINE 33+91 22'LT EC2-16 EM LINE 73+84 13LT EC3-16 EM LINE 95+40 22'LT
EC1-17 EM LINE 38+53 53'RT EC3-17 EM LINE 97+96 46'LT
EC1-18 EM LINE 39+30 53'RT EC3-18 EM LINE 100+97 70LT
EC1-19 EM LINE 39+09 22'LT EC3-19 EM LINE 101+50 60'LT
EC1-20 EM LINE 39+18 11LT EC3-20 EM LINE 103+27 80'LT
EC1-21 EM LINE 41+82 70 RT REMOVING CEMENT CONC. CURB EC3-21 EM LINE 100+70 88 RT
EC1-22 EM LINE 45+03 52'RT BEGIN STATION | END STATION DISTANCE EC3-22 EM LINE 102+20 88'RT
EM LINE 89+42 EM LINE 89+62 20 EC323 EM LINE 102+92 9r'RT
PROJECT TOTAL 121 PROJECT TOTAL 61
REMOVING TRAFFIC CURB
HIGH VISIBILITY FENCE BEGIN STATION | END STATION DISTANCE
SHEET-NOTE STATION OFFSET | QUANTITY HAZARDOUS MATERIAL EXCAVATION INCL. HAUL EM LINE 74+21 EM LINE 79+82 561"
v eV LINE 88124 TO 88+40 o 27T 0 SHEET-NOTE STATION QUANTITY EM LINE 81+98 EM LINE 84+91 293'
EC3-25 EM LINE 88+70 TO 88+89 | 54, 60'RT 60 EC2-17 DAWSON_RR 0+00 TO 2+39] 96 C¥ EW LINE 8595 EU LIE sevaT 240
EM LINE 96+16 EM LINE 97+56 140
PROJECT TOTAL 1240'
FILE_NAME T:4123481XL6294 - SR_99 PaverlCAD\ContractPlans\XL6294_PS_14EC.dgn Plot 4
TIME 5:26:40 PM RESON | STATE FED.AID PROJ.NO. ROLAN A SR 99 PLAN REF NO
pLoT o 10 \WASH % o '7 DUWAMISH RIVER TO S SPOKANE ST vic | EC4
PLOTTED BY musma i iy 7
e T 21A023 /D). Washington State PAVING & ADA COMPLIANCE e
CHECKED BY C. ANDERSON GONTRAGT No. LOGATION No. s e Department of Transportation N
PROJ. ENGR. C. ANDERSON A DATE SITE PREPARATION /TESC PLANS SHEETS
REGIONAL ADM. M. COTTEN REVISION DATE__| BY PE STAMP BOX PE STAMP BOX
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QUANTITY TABULATION - PAVING / PAVEMENT MARKINGS

GENERAL NOTES:
NOTE: _ o 3
THE FIRST NUMBER OF THE "CODE" BELOW Q o i4 Z = @ @
REFERS TO THE SHEET NO. OR THE SHEET S 3 a O 4 2 o = =
REFERENCE NO. SHOWING THE o 3 W 5 N 3 " o I ® 0
CONSTRUCTION FEATURE. z o L2 2 z = z o o 2 5
s L = %) -} %) — T T (@) b=
L é <=2 < w 0 o C C x _|
THE SECOND NUMBER REFERS TO THE 3} F >3 W J a e S < S = 2
CONSTRUCTION FEATURE FOUND ON THAT Q Q o= 3 a = o ® F F s o
= = | z
SHEET. = = 2 B o O o o o o o o I
oF S Sa 5 i o o o 5 5 5 ©
k=) i x 9 3 X 3 3 3 3 3 3 i
X O v 4 [a )] [a [a [a [a [a [a [a [a )]
CODE| LOCATION ¥ \ UNIT OF MEASURE > LF. LF. LF. LF LF LF. SF. LF. EAC EACH EAC
1. ALL REPLACED PAVEMENT MARKINGS SHALL
NB LS 425+44 TO LS 430+86 1,160 1 THRU 4 | BE PLASTIC TYPE D PER STD. SPEC 9-34.3(4),
REGARDLESS OF THE ORIGINAL MATERIAL
SB LS 425+44 TO LS 430+86 2,120 1THRU5 | TYPE
2. SEE STD. PLAN M-20.10 FOR LONGITUDINAL
EM 31+46 TO EM 48+00 12,770 240 35 2 4 1THRU4 | 1ARKING PATTERNS.
EM 48+00 TO EM 50+82 1,020 70 2 8 1THRUS | 3. LANE LINES SHALL BE SUPPLEMENTED WITH
RAISED PAVEMENT MARKERS PER STD. PLANS
EM 50+82 TO EM 63+30 6,960 90 260 86 4 8 1 THRU 6 | M-20.30. NOTE 1 IS REVISED TO READ: RAISED
PAVEMENT MARKERS TYPE 2W SHALL BE
S HUDSON ST 240 160 15 1THRU 5 | SPACED AT 40' INTERVALS. CENTER THE RPMS
IN THE GAPS BETWEEN THE PAVEMENT
EM 63+30 TO EM 71+71 4,750 160 260 30 7 24 1 THRU 6, 8] MARKING LINES.
4. MARKINGS SHALL BE REFERENCED AND
EM 71+71 TO EM 82+07 570 570 5,240 260 45 8 24 4 1THRUS,7,8| REp| ACED IN THE PREVIOUS LOCATIONS PER
SPECIAL PROVISION "REFERENCING EXISTING
EM 82+07 TO EM 89+61 20 530 530 2,600 100 390 600 133 6 24 3 1 THRU 5, 9] PAVEMENT MARKINGS" UNLESS OTHERWISE
SHOWN IN THE PLANS.
EM 89+61 TO EM 98+37 140 140 2,890 860 480 144 1 THRU 4
5. SEE STD. PLAN M-24.60 FOR STOP LINE WIDTH
ON RAMP SB EM 0+00 TO SB EM 6+57 500 1 THRU 5
6. SEE PAVING PLANS FOR DETAILS.
OFF RAMP NB EM 0+00 TO NB EM 5+34 590 170 25 3 12 - SEE QUANTITY TABULATIONS - GURB RAMPS
FOR ADDITIONAL REMOVING CEMENT CONC.
CURB QUANTITIES.
8. SEE STD. PLAN M-11.10 FOR RAILROAD
CROSSING LAYOUT
9. SEE EC3 FOR REMOVING TRAFFIC CURB
LOCATION.
SHEETTOTAL| 20 1240 1240 40840 100 1740 2260 513 32 104 7
PROJECTTOTAL| 20 1240 1240 40840 100 1740 2260 513 32 104 7
REGIONNO.| STATE | FED. AID PROJ. NO.
SR 99 QTPM1
DESIGNED BY |M. MUS 10 WASH DUWAMISH RIVER TO S SPOKANE ST VIC
ENTERED BY |M. MUS PAVING & ADA COMPLIANCE SHEET
CHECKED BY |C. ANDERSON JOB NUMBER 18
PROJ. ENGR. |C. ANDERSON 21A023 OF
REGION ADM. |M. COTTEN CONTRACT NO. QUANTITY TABU'—':‘ATA'\?{E”'\IZASV'NG / PAVEMENT 130
DATE | DATE REVISION BY SHEETS




QUANTITY TABULATION - PAVING / PAVEMENT MARKINGS

= = L GENERAL NOTES:
Z0 Zz
NOTE: [ 52 3
THE FIRST NUMBER OF THE "CODE" BELOW % - = < . x
REFERS TO THE SHEET NO. OR THE SHEET % e Z2 4 <
REFERENCE NO. SHOWING THE = g o O S D _ 0
CONSTRUCTION FEATURE. % L o a z 38 5
= X = =z
= E b= % n = (@) '<T: 4
THE SECOND NUMBER REFERS TO THE & > > ¢ > < > <
CONSTRUCTION FEATURE FOUND ON THAT < % Z o z5 za i
o r © r © r O ¢~ z
SHEET. o o x = &=z o o o
wo), o X o X ax ao O
Do S S =0 ST L
< > [T [T w I ww L
o i~ == = = [0 [ (7))
CODE| LOCATION v \ UNIT OF MEASURE > HUND L.F. EACH LF. S.F.
1. ALL REPLACED PAVEMENT MARKINGS SHALL
NB LS 425+44 TO LS 430+86 0.1 1,740 1 THRU 4 | BE PLASTIC TYPE D PER STD. SPEC 9-34.3(4),
REGARDLESS OF THE ORIGINAL MATERIAL
SB LS 425+44 TO LS 430+86 0.1 3,170 1THRU5 | TYPE.
EM 31+46 TO EM 48+00 2.4 16,170 6 40 240 1 THRU 4 ﬁfgﬁﬁg%ﬂf&mgom FOR LONGITUDINAL
EM 48+00 TO EM 50+82 0.2 2,040 10 TTHRUS | 3 LANE LINES SHALL BE SUPPLEMENTED WITH
RAISED PAVEMENT MARKERS PER STD. PLANS
EM 50+82 TO EM 63+30 1.7 12,060 12 90 260 1 THRU 6 | M-20.30. NOTE 1 IS REVISED TO READ: RAISED
PAVEMENT MARKERS TYPE 2W SHALL BE
S HUDSON ST 40 50 20 160 1 THRU 5 | SPACED AT 40' INTERVALS. CENTER THE RPMS
IN THE GAPS BETWEEN THE PAVEMENT
EM 63+30 TO EM 71+71 1 8,930 31 30 260 1 THRU 6, 8| MARKING LINES.
VI 71471 T EM 82407 | o0 2| s | 20 rriRUs.74] &MARKINGS SHALL BE REFERENCED AND __
SPECIAL PROVISION "REFERENCING EXISTING
EM 82+07 TO EM 89+61 0.7 5,970 30 140 600 1 THRU 5, 9] PAVEMENT MARKINGS" UNLESS OTHERWISE
SHOWN IN THE PLANS.
EM 89+61 TO EM 98+37 0.6 7,490 150 480 1 THRU 4
5. SEE STD. PLAN M-24.60 FOR STOP LINE WIDTH
ON RAMP SB EM 0+00 TO SB EM 6+57 1 THRU 5
6. SEE PAVING PLANS FOR DETAILS.
OFF RAMP NB EM 0+00 TO NB EM 5+34 950 15 30 7. SEE QUANTITY TABULATIONS - CURB RAMPS
FOR ADDITIONAL REMOVING CEMENT CONC.
CURB QUANTITIES.
8. SEE STD. PLAN M-11.10 FOR RAILROAD
CROSSING LAYOUT
9. SEE EC3 FOR REMOVING TRAFFIC CURB
LOCATION.
SHEET TOTAL| 7.8 68580 186 550 2260
PROJECT TOTAL| 7.8 68580 186 550 2260
REGION NO.| STATE | FED. AID PROJ. NO.
SR 99 QTPM2
DESIGNED BY |M. MUS 10 WASH DUWAMISH RIVER TO S SPOKANE ST VIC
ENTERED BY |M. MUS PAVING & ADA COMPLIANCE SHEET
CHECKED BY |C. ANDERSON JOB NUMBER 19
PROJ. ENGR. |C. ANDERSON 21A023 OF
REGION ADM. |M. COTTEN CONTRACT NO. QUANTITY TABUL?‘ATA'\gEILIZASV'NG I PAVEMENT 130
DATE | DATE REVISION BY SHEETS




PLANING & PAVING
1 FT. OUTSIDE FOGLINE

PLANING & PAVING
1 FT. OUTSIDE FOGLINE
LS STA 425+58

PLANING & PAVING
1 FT. OUTSIDE FOGLINE
LS STA 430+86

_—

LS STA 425+44

PLANING & PAVING

PLANING & PAVING
1 FT. OUTSIDE FOGLINE
LS STA 428+34

BREAK LINE - SEE THIS SHEET

CURB TO CURB -
EM STA 31+46 o
< a
i o E O 5
z ! v‘ [ L o ; ,‘ i
| | [ L 7 T I
(é) 7 7 j . ‘ < . - - 45 o
N SONNT w
= == a4 N 4.0 ~— &
i + e i """"
p=4 ] I
; / - S -
[C\N [ra . . - X— \ ¢ X
;| e . T ARV, :
A= s i 0
28] (2]
BEGIN ASPHALT S O
FOR FOG SEAL o o
EM STA 31+46
REPAIR EXTENDS
PAVING LIMITS CURB TO CURB TANGENT ONTO SHEET PV2
PAVING LIMITS CURB TO CURB TANGENT
LEGEND
RAILROAD NA]  PARTIAL PAVEMENT REPAIR. SEE SHEET PV4
”””””” Eggfmcé': PAVEMENT BXZ5%4 FULL DEPTH PAVEMENT REPAIR. SEE SHEET PV4
o —~=  HAZARDOUS MATERIAL EXCAVATION INCL.HAUL
CURB LINE =4  SEE SHEET PV4
----------- TRAFFIC CURB NOTE. ' . .
ASPHALT FOR FOG SEAL 1. SEE SHEET QTCR1 FOR ADDITIONAL
Ehﬁ"'gf 1¢2NIIDN I;AéVIl%lgH_IZ.IZMITS REMOVING CEMENT CONC. TRAFFIC CURB QUANTITIES. ° SCALE 5,?\, FEET100
PLANING BITUMINOUS PAVEMENT @ NOTE - SEE SHEET PV4
FILE NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294_PS_31PV.dgn Plot 1
TINE 5:27:07 PM Reson | s | FED.AID PROJ.NO. Uy L SR 99 PLAN ReF o
DATE 3/21/2022 SR
PLOTTED BY  musma 10 [WASH {04 '7 DUWAMISH RIVER TO S SPOKANE sT vic | PV1
ents o7 .Mue 21A023 % 1) Washington State PAVING & ADA COMPLIANGE
CHECKED BY C. ANDERSON CONTRAGT NO. TGCATION NO. @%Nim S Department of Transportation oF
PROJ. ENGR. C. ANDERSON \ SEE ST AT — PAVING PLANS 130
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E. STAMP BOX P.E. STAMP BOX
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BEGIN ASPHALT
FOR FOG SEAL
EM STA 50+85

END ASPHALT
FOR FOG SEAL
EM STA 46+79

EM STA 55+08 (24'LT)

PLANING & PAVING

PLANING & PAVING EM STA 55+26 (27'LT)

EM STA 55+25 (26'LT)
PLANING & PAVING
EM STA 55+48

PLANING & PAVING

PLANING & PAVING
EM STA 55+08

BEGIN ASPHALT
FOR FOG SEAL
EM STA 56+78

MATCH LINE - SEE SHEET PV1

[
RELOCATE CROSSWALK i
EM STA 47496 (20'LT) z
77777 - — i E—— - [%)
Y ‘ | T e | . / L’ > = . E
z -
N 50 A \ = A
A N L r T w
, } — L
90 - e w
[aN)
SR 99 sRo9 S USE / y
e pww:r] (= — ER— " 7 -
/ . \ s END ASPHALT ~ =% -- z
B w3 o / = FOR FOG SEAL - <
< RELOCATE CROSSWALK ~ R 2
/2 EM STA 48404 (51'RT) ;S\ N EM STA 56+18 ¥ OH1o™ - =
>
o
PAVING LIMITS CURB TO CURB TANGENT S PAVING LIMITS CURB TO CURB TANGENT PLANING & PAVING END ASPHALT
< PAVING LIMITS CURB TO CURB TANGENT EM STA 57+42 FOR FOG SEAL
& EM STA 60+98
PLANING & PAVING
» RAISED MEDIAN
RAISED MEDIAN . EM STA 70+84 (10'RT) EM STA 57+25 PLANING & PAVING
EM STA 57+40 (57 RT)

REPAIR EXTENDS

ONTO SHEET PV1

EM STA 62+22.5 (53.9'RT)

BEGIN

EM STA 62+43.2 (54.0'RT) \’ !
EM STA 62+62.5 (88.1'RT)

EM STA 62+61.8 (99.8'RT)

65

SR 99

EM STA 70+78(16'RT)

70

\‘ p

()

: /‘ EM STA 63+03.7 (71.0RT)
‘ BEGIN EDGE LINE

BEGIN ASPHALT
FOR FOG SEAL
EM STA 66+36

RELOCATE CROSSWALK
EM STA 70+98 (21'LT)

{

RAISED MEDIAN
EM STA 71+26 (10'RT) 17 18

T SR 99

EDGE LINE
R = 50 !

R = 50 ] J
i NEM STA 62+47.5 (234.7'RT)
62618 (998 RD) END EDGE LINE

RELOCATE CROSSWALK
EM STA 63+06 (59'RT)

RELOCATE CROSSWALK
EM STA 62+56 (58'RT)

16 S —
RAISED MEDIAN
EM STA 70+83 (21'RT)

RELOCATE CROSWALK
EM STA 63+19 (21'LT)

RELOCATE CROSSWALK
EM STA 70+99 (16'RT)

RELOCATE CROSSWALK
EM STA 63+23 (54'RT)

PLANING & PAVING
EM STA 63+15.5 (54.4'RT)

PLANING & PAVING
EM STA 63+10.6 (79.6'RT)

REPAIR EXTENDS ONTO SHEET Pv3

MATCH LINE - SEE SHEET pv3

Tk RAISED MEDIAN — _
EM STA 71431 (16'RT) = 1\ = R —
o\ T
RAISED MEDIAN ey
EM STA 71+26 (21'RT) J% N ”
RELOCATE CROSSWALK <
EM STA 71404 (53 RT) P BEGIN PRECAST DUAL FACED
® SLOPED MOUNTABLE CURB
LEGEND EM STA 74+21 (22'RT)
RAILROAD PAVING LIMITS CURB TO CURB TANGENT
fffffffffff EDGE OF PAVEMENT
— ——— FOGLINE
S CURB LINE

TRAFFIC CURB

PLANING AND PAVING LIMITS
HMA CL.1/2 IN. PG 58H-22
PLANING BITUMINOUS PAVEMENT

PARTIAL PAVEMENT REPAIR. SEE SHEET PV4
FULL DEPTH PAVEMENT REPAIR. SEE SHEET PV4

R = 16.81 FT
—~7  HAZARDOUS MATERIAL EXCAVATION INCL.HAUL
PLANING & PAVING
EM STA 62+55 (79'RT) s SEE SHEET PV4
0 50 100 BLANING. & PAVING ASPHALT FOR FOG SEAL
SR M EM STA 62143 BERD @ NOTE - SEE SHEET PV4
FILE NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294_PS_31PV.dgn Plot 2
TIME 5:27:10 PM RN | S | FED.AID PROJ.NO. TN A SR 99 Fyvo—
SP/E WASH S

PLOYTED BY musma 10 [WASH ] '7 DUWAMISH RIVER TO S SPOKANE ST vic | PV2
DESIGNED BY M. MUS JOB NUMBER = .
ENTERED BY M. MUS 21A023 oVt 75 Washington State PAVING & ADA COMPLIANCE s
CHECKED BY C. ANDERSON CONTRAGT No. ToGATION N, RS Department of Transportation or
PROJ.ENGR. ___C.ANDERSON ‘ = PAVING PLANS e
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX
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PLANING & PAVING
EM STA 80+42 (46'LT)

RELOCATE CROSSWALK
EM STA 80+40 (28'LT)

PLANING & PAVING
R =482 FT.
EM STA 80+05 (22'LT)

EDGE LINE
R = 58.1'
EM STA 80+68.7 (40.1'LT)

EDGE LINE

60°
4'SPACING

R =29 FT.

EM STA 80+67.4 (65.3'LT)

PLANING & PAVING
R =29 FT.
EM STA 80+70.7 (27.8'LT)

PLANING & PAVING
EM STA 80+75.3 (27.7'LT)

PLANING & PAVING
EM STA 80+75.2 (22.0'LT)

PLANING & PAVING

WHITE EDGE LINE
EM STA 80+75.7 (40.5'LT)

PLANING & PAVING
EM STA 88+70 (42'LT)

PLANING

& PAVING

- NS EM STA 80+70.6 (22.1'LT) 5 EM STA 89+37 (42'LT)
PAVING LIMITS 2\ BEGIN WHITE PROFILED PLASTIC LINE N o S o
N EM STA 88+70 (34'LT
N CONCRETE CROSSING SURFACE ?7 . EM STA 80+406 (27.5LT) ( ) z
Q
E RELOCATE CROSSW%LK PLANING & PAVIN('-‘; 84+86 (22'LT) RELOCATE CROSSWALK ;J m
- EM STA 80+29 (26'LT) \ EM STA 81+36 (46'LT) @ EM STA 88+48 (22'LT) G &
e v e 2 — o
5 1 — \ Ta FELOSATE CROSSWALK \ o —c / 2
: @) EM_STA 81+38 (32LT) + ' 7;7&_ a =
[ 77+01 (1R N = 0 \ / \ 83 — —
(%] - o= \ ) L
. Y ; . . S<= 85+46 (7.7'RT) 90 7
. \ 84+86 (8.8'RT) =y R t '
- END WHITE PROFILED PLASTIC LINE — == *="" — 1y
z EM STA 81+38 (31.5'LT) SR 99 =
t Lo E—— < : - -
: PRty N i =t
EM STA 79+82 (9'RT) NGO ' ( BEGIN PRECAST DUAL FACED END PRECAST DUAL FACED/ — — —~ == 7—‘%7—7 - =
REPAIR EXTENDS AN . SLOPED MOUNTABLE CURB SLOPED MOUNTABLE CURB
ONTO SHEET PV2 EM STA 81+98 (21'RT) EM STA 88+41 (10'RT) PLANING & PAVING
77+60 (52'RT) EM S1'I1'ﬁ‘ 3869;38 GB7'LT)
END ASPHALT =114
FOR FOG SEAL RELOCATE EXISTING CROSSWALK > BEGIN PRECAST DUAL FACED
EM STA 76+85 EM STA 80+50 (50'RT) PAVING LIMITS CURB TO CURB TANGENT EII\_/IOPSETI,DA l\sllé)Jrlélng(/-}glLFI{ET)CURB
77+01 (53'RT) END PRECAST DUAL FACED RELOCATE CROSSWALK
SLOPED MOUNTABLE CURB EM STA 88+55 (51'RT)
EM STA 84+91 (21'RT)
, PLANING & PAVING
| | SB EM PLANING & PAVING
- L ; PLANING & PAVING STA 2+36 (3'LT) SB EM
m L 1 EM STA 96+82 (15, 20'LT) STA 4+26 (15'LT) DLANING. & PAVING
T - PLANING & PAVING
ﬁ PAVING LIMITS CURB TO CURB TANGENT. | < | @ EM STA 98437 (17'LT) ggREBMTO CURB
2k g ; “E MARGINAL WAY_ S OTA G457
= %] . . — 2 - 7 J—
w \\\ R . [va AVAVAVAV| __}\___________._. 5\ \% /
8 N NN\ "
' : : ' - —— — — — — — — — — — — — — ——
w L
: " /N = —
© £ SR . .. S—————— R — JE . -
5 e e
= BEGIN PRECAST DUAL FACED z — YA
SLOPED MOUNTABLE CURB N _ Pt
G EM STA 96+16 (15'RT) 5 -
—_— PLANING & PAVING PLANING & PAVING
RAILROAD N PARTIAL PAVEMENT REPAIR. SEE SHEET PV4 EM STA 98+37 (54'RT) CURB TO CURB
NB EM
,,,,,,,,,,, END PRECAST DUAL FAGED
EDGE OF PAVEMENT FZSZ%% FULL DEPTH PAVEMENT REPAIR. SEE SHEET PV4 SLOPED MOUNTABLE GURB STA 5+34
=+=——== FOGLINE EM STA 97+56 (15'RT)
o CURB LINE —~=  HAZARDOUS MATERIAL EXCAVATION INCL.HAUL
b — SEE SHEET PV4
===-:-==.== TRAFFIC CURB L + i
PLANING AND PAVING LIMITS ASPHALT FOR FOG SEAL 0 50 100
HMA CL.1/2 IN. PG 58H-22 SCALE IN FEET
PLANING BITUMINOUS PAVEMENT NOTE - SEE SHEET PV4
FILE_NAME T:\412348\XL6294 - SR_99 PavenCAD\ContractPlans\XL6294_PS_31PV.dgn Plot 3
TIVE 5:27:12 PM weGon [ sa | FED.AID PROJ.NO. X 2 SR 99 Pyvy——
DATE 3/21/2022 10 |WASH SR ' PV 3
PLOTTED BY _ musma i V) 7 DUWAMISH RIVER TO S SPOKANE ST VIC
DESIGNED BY . 108 NUMBER > .
e T 21A023 2> 13 Washington State PAVING & ADA COMPLIANCE e
. 20129109 W .
CHECKED BY C. ANDERSON CONTRACT NO. LOCATION NO. rqslo’vs‘l = Department of Transportatlon oF
INAL =
PROJ.ENGR. __C.ANDERSON see sveer et PAVING PLANS 130

REGIONAL ADM. M. COTTEN

REVISION DATE

BY

DATE

P.E. STAMP BOX

P.E. STAMP BOX

DATE

SHEETS
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PAVEMENT REPAIR LIMIT PAVEMENT REPAIR TABLE
W 48" MIN. [~ (.o @@ DESCRIPTION
PAVEMENT REPAIR LIMIT £ ) SHEET-NOTE|  ALIGNMENT STATIONING REPAIR | DIRECTION LOCATION LE('E%T H W('R,{H
48" MIN. 015" EXIST. PV1-1 EM LINE 31446 TO 31456 | D OR E SB FULL WIDTH LANE 1 & 2 10 264
" r @@ ROADWAY PV1-2 EM LINE 31460 TO 31+75 A NB RIGHT WHEEL PATH LANE 1 15 84
i - i —@ PV1-3 EM LINE 31465 TO 34+20 A SB RIGHT WHEEL PATH LANE 1 255 48
exst. - L ~=_____ M. | | = PV1-4 EM LINE 31469 TO 34+19 A SB FULL WIDTH LANE 3 250 132
{ROADWAY 7777777777 PV1-5 EM LINE | 33+43 TO 33+53 | D OR E NB Ny R e L ANE 10 48
PV1-6 EM LINE 33+69 TO 33+79 | D OR E SB RIGHT WHEEL PATH LANE 1 10 48
PVA-7 EM LINE 35+28 TO 35+34 | D OR E NB RIGHT WHEEL PATH LANE 1 6 72
PV1-8 EM LINE 36+39 TO 37404 | D OR E NB FULL WIDTH LANE 1 65 132
PARTIAL PAVEMENT REPAIR (A) FULL DEPTH PAVEMENT REPAIR (B) PV1-9 EM LINE | 38+22 TO 39+40 A NB LEFT WHEEL PATH LANE 2 | 118 | 48
SEE TABLE FOR LOCATIONS WlTHOUT UNDERLY'NG PCCP PV1-10 EM LINE 38+72 TO 41+27 A SB LEFT WHEEL PATH LANE 2 255 48
SEE TABLE FOR LOCATIONS PV1-11 EM LINE 41+84 TO 41488 | D OR E NB LEFT WHEEL PATH LANE 1 a 48
PV1-12 EM LINE 42+90 TO 42+94 A NB FULL WIDTH LANE 3 a 132
PV1-13 EM LINE 44+52 TO 44+56 | D OR E NB RIGHT WHEEL PATH LANE 1 a 48
PAVEMENT REPAIR LIMIT PV1-14 EM LINE 44+93 TO 46+28 A NB LEFT WHEEL PATH LANE 2 135 48
W 84" MIN. |=— 045" PV2-1 EM LINE 46+84 TO 47+84 OR E NB RIGHT WHEEL PATH LANE 1 100 72
@@ PV2-2 EM LINE | 47+15 TO 47+25 | D OR E SB FULL WIDTH LANE 1 10 132
1 PV2-3 EM LINE 50+20 TO 50+92 A SB LEFT WHEEL PATH LANE 2 72 48
PV2-4 EM LINE 50+80 TO 51+68 | D OR E NB RIGHT WHEEL PATH LANE 1 88 48
PV2-5 EM LINE 51439 TO 51+47 | D OR E SB FULL WIDTH LANE 1 8 132
PV2-6 EM LINE 52+38 TO 52+69 | D OR E NB RIGHT WHEEL PATH LANE 1 31 48
PV2-7 EM LINE 52+69 TO 52+81 | D OR E NB FULL ROAD WIDTH 12 396
PV2-8 EM LINE 52+81 TO 52+88 | D OR E NB RIGHT WHEEL PATH LANE 1 7 48
PV2-9 EM LINE 54+12 TO 55+62 A NB RIGHT WHEEL PATH LANE 1 150 48
PV2-10 EM LINE 56+17 TO 57+07 | D OR E NB FULL WIDTH LANE 1 90 132
PV2-11 DAWSON_RR | 0+00 TO 2+39 c BOTH RAILROAD 239 84
HAZARDOUS MATERIAL EXCAVATION INCLUDING HAUL (C) PV2-12 EM LINE 56+34 TO 57+67 D NB FULL WIDTH LANE 1 33 132
PV2-13 EM LINE 59+80 TO 60+68 A NB RIGHT WHEEL PATH LANE 1 88 48
SEE TABLE FOR LOCATIONS PV2-14 EM LINE 64+73 TO 65+03 B NB RIGHT WHEEL PATH LANE 1 30 48
PV2-15 EM LINE 68+30 TO 68+78 B NB RIGHT WHEEL PATH LANE 1 48 48
PAVEMENT REPAIR LIMIT PV2-16 EM LINE 69+26 TO 69+66 A NB RIGHT WHEEL PATH LANE 1 40 48
48" MIN. = ‘ PV2-17 EM LINE 72+89 TO 72+93 A SB RIGHT WHEEL PATH LANE 1 a 48
PAVEMENT REPAIR LIMIT *‘ 0.15 @@ PV2-18 EM LINE | 73+49 TO 74+14 A SB FULL WIDTH LANE 1 65 132
48" MIN. ‘ PV2-19 EM LINE | 74+18 TO 76+53 | D OR E NB FULL WIDTH LANE 1 235 | 132
-015, ‘ PV3-1 EM LINE 76+68 TO 79+63 A NB RIGHT WHEEL PATH LANE 1 295 48
;'@ PV3-2 EM LINE 77+69 TO 77+73 A SB FULL WIDTH LANE 1 a4 132
H - L o5, L L AAp EXISTING PaGP - PV3-3 EM LINE 80+05 TO 80+46 B SB SW DIAGONAL CURVE WIDENING| 34 54
777777777777777777 OR RED BRICK PV3-4 EM LINE 80+47 TO 80+77 | D OR E NB FULL WIDTH LANE 1 30 132
TS oSk PV3-5 EM LINE | 80+91 TO 81+24 A NB P T CENTER 33 | 39
PV3-6 EM LINE 84+07 TO 84+67 | D OR E SB RIGHT WHEEL PATH LANE 1 60 48
PV3-7 EM LINE 87+75 TO 88+70 A SB RIGHT WHEEL PATH LANE 1 95 48
PV3-8 EM LINE 89+38 TO 89+61 | D OR E SB NW IDAHO CURVE WIDENING 23 48
PV3-9 EM LINE 89+71 TO 89+91 D OR E NB RIGHT WHEEL PATH LANE 1 20 48
FULL PAVEMENT REPAIR (D) FULL PAVEMENT REPAIR (E) PV3-10 EM LINE | 91+26 TO 91+30 A NB CENTER OF LANE 1 4 48
PV3-11 EM LINE 91431 TO 91435 | D OR E SB CATCH BASIN a 48
WITQEEUngfgkY_L'ggIONECCP PC%EPE TﬁQ.EIFEOIE L%(E\M()?Q’AL PV3-12 EM LINE 93+45 TO 93+73 A NB FULL WIDTH LANE 1 & 2 28 288
PV3-13 EM LINE 94+30 TO 94+34 | D OR E SB FULL WIDTH LANE 1 4 132
PV3-14 EM LINE 94+34 TO 94+72 A SB FULL WIDTH LANE 1 38 132
PV3-15 EM LINE 95438 TO 96+15 | D OR E SB FULL WIDTH LANE 1 77 132
LEGEND PV3-16 SB EM 0+10 TO 1+35 B SB RAMP FULL WIDTH 125 171
_ PV3-17 SB EM 1440 TO 2+65 B SB RIGHT WHEEL PATH 125 48
@ PLANING BITUMINOUS PAVEMENT PV3-18 SB EM 3418 TO 6+57 A SB FULL WIDTH 339 240
GENERAL NOTES: PV3-19 EM LINE 94+79 TO 96+99 A NB LEFT WHEEL PATH 220 48
@ PLANING PAVEMENT FOR PARTIAL @ CRUSHED SURFACING BASE COURSE . PV3-20 EM LINE 96+11 TO 97+39 A NB RIGHT WHEEL PATH 128 48
DEPTH PAVEMENT REPAIR 1. ALL DEPTHS SHOWN ARE COMPACTED DEPTHS. PV3-21 NB_EM 1475 TO 3+35 A NB FULL WIDTH 160 | 234
@ HMA CL.1/2 IN.PG 58H-22 @ SE"S"?,‘{SéT.%ZSS TRUCTURES AND 2. NO COURSE SHALL EXCEED THE MAXIMUM DEPTHS SPECIFIED IN SECTION 5-04.3(7).
@ PAVEMENT REPAIR EXCAVATION INCL. HAUL HMA DEPTH 3. SEAL CRACKS IN ACCORDANCE WITH SECTION 5-04.3(4).
4. CONTRACTOR SHALL PRESERVE AND PROTECT ALL EXISTING SURVEY MONUMENTS.
@ F'P;"%;ﬁ?z PAVEMENT REPAIR CL.1/2 IN. @ Eé‘éﬁ”ﬁglﬁiﬁ_m EXCAVATION 5. FOR PAVEMENT REPAIR EXCAVATION PCCP INCL.HAUL, SEE SPECIAL PROVISION 5-04.3(4)C.
FILE NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294_PS_31PV.dgn Plot4
TIME 5:27:15 PM Recion [sate [ FED.AID PROJ.NO. 2LAN N SR 99 PLAN REF NO
DATE 3/21/2022 10 |WASH & Y“\_SH“‘} ' PV4
PLOTTED BY  musma i VG 7 DUWAMISH RIVER TO S SPOKANE ST VIC
ocsoeo oY . wus iAo Washington State PAVING & ADA COMPLIANCE
CHECKED BY C. ANDERSON GONTRAGT No. LoGATION No. RS Department of Transportation o
PROJ. ENGR. C. ANDERSON SEE ST AT o PAVING DETAILS 130
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX
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QUANTITY TABULATION - CURB RAMPS

B @ @ GENERAL NOTES:
NOTE: _ _ . g 2 = = Z
THE FIRST NUMBER OF THE "CODE" BELOW Q. e e e z T S S x X
REFERS TO THE SHEET NO. OR THE SHEET o2 9 9 9 3 d i o o $
REFERENCE NO. SHOWING THE 20 et e et - z b b L i @
CONSTRUCTION FEATURE. %3 Z Z = Z < = e e o % o)
< L | | %) o o o Q o o 3
THE SECOND NUMBER REFERS TO THE Zs O o9 3} < g 5 Z g > s <
CONSTRUCTION FEATURE FOUND ON THAT 0% Qx 9z Q = 2 O F o o o o w
SHEET. g Sz S < S Sy m £ = = Z = i
<= o= O O O > wo I o E o o
0 S o S S S < =) = S z = w
a0 w w > [T ) w < 04 w =z ] [TT ) < ] w
O X v X o ¥ O ¥ o O] O < O [ONG) o O (%)
CODE| LOCATION ¥ |\ UNIT OF MEASURE » S.Y S.Y. LF. LF. S.Y. C.. LF. LF. L.F. LF. S.Y.
1. SEE STANDARD PLAN F-10.12 AND F-
CR1 [SR99/S LUCILE ST - NE CORNER 4 9 9 3 2367 | 1016 FOR "CEMENT CONC. TRAFFIC CURB
CR2 [SR99/S HUDSON ST - NE CORNER 7 13 19 20 43 18 2367 | AND GUTTER".
CR3 [SR99/S HUDSON ST - NW CORNER 6,7 2. SEE STANDARD PLAN F-10.12 FOR
CR4 [SR99/S ALASKA ST MIDBLOCK - EAST 6 9 11 9 9 23567 | CEMENT CONC.TRAFFIC CURB® AND
"CEMENT CONC. PEDESTRIAN CURB".
CR5 [SR99/S ALASKA ST MIDBLOCK - CENTER 15 15 2,3,6,7
3. SEE STANDARD PLAN F-30.10 FOR
CR6 [SR99/S ALASKA ST MIDBLOCK - WEST 6,7 "CEMENT CONC. SIDEWALK".
CR7 [SR99/DIAGONAL AVE S - SE CORNER 15 21 10 21 20 9 12,357
4.SEE STANDARD PLAN F-40.12 FOR
CR8 [SR 99/ DIAGONAL AVE S - SW CORNER 22 71 14 71 38 30 5 2,346,7 | "CEMENT CONC. CURB RAMP TYPE
PARALLEL A & B".
CR9 [SR99/S IDAHO ST - SE CORNER 23 20 20 14 1,2,3,5,6,7
CR10 [SR 99/ S IDAHO ST - SW CORNER 25 35 1 35 36 5 2356,7 | 5.SEE STANDARD PLAN F-40.15 FOR
"CEMENT CONC. CURB RAMP TYPE
PERPENDICULAR A".
6. SEE STANDARD PLAN F-45.10 FOR
"DETECTABLE WARNING SURFACE".
7. SEE QUANTITY TABULATION PAVEMENT
MARKINGS FOR ADDITIONAL REMOVING
CEMENT CONC. CURB QUANTITIES.
SHEETTOTAL| 11 104 41 143 70 1 41 167 94 30 78
PROJECT TOTAL| 11 104 41 143 70 K 41 167 94 30 78
REGION No.| STATE | FED. AID PROJ. NO.
SR 99 QTCR1
DESIGNED BY |M. MUS 10 WASH DUWAMISH RIVER TO S SPOKANE ST VIC
ENTERED BY |M. MUS PAVING & ADA COMPLIANCE SHEET
CHECKED BY |C. ANDERSON JOB NUMBER 24
PROJ. ENGR. |C. ANDERSON 21A023 OF
REGION ADM. |M. COTTEN CONTRACT NO. QUANTITY TABULATION - CURB RAMPS 130
DATE | DATE REVISION BY SHEETS




QUANTITY TABULATION - CURB RAMPS

GENERAL NOTES:
NOTE: « o o
THE FIRST NUMBER OF THE "CODE" BELOW 3 % %
REFERS TO THE SHEET NO. OR THE SHEET = x Q
REFERENCE NO. SHOWING THE W g i = < 0
CONSTRUCTION FEATURE. o 33 3o 4 ) 5
O s B G = w Z
=z =z 1 > z
THE SECOND NUMBER REFERS TO THE o) g i = w > <
CONSTRUCTION FEATURE FOUND ON THAT © O Ox Q,, < ]
SHEET. 5 E W E < S0 z z
= E o E o O E %) O
o s B s o = 2 ww
%) W > W > [T ) [m] L
< O = O = [a 5] < (7]
CODE| LOCATION v \ UNIT OF MEASURE » S.Y. EACH EACH SF. EACH
1. SEE STANDARD PLAN F-10.12 AND F-
CR1 [SR99/S LUCILE ST - NE CORNER 10 2367 | 10.16 FOR "CEMENT CONC. TRAFFIC CURB
CR2 [SR99/S HUDSON ST - NE CORNER 2 23,67 | AND GUTTER".
CR3 [SR99/S HUDSON ST - N\W CORNER 16 6,7 5> SEE STANDARD PLAN E-10.12 FOR
CR4 |SR99/S ALASKA ST MIDBLOCK - EAST 1 2,356,7 | "CEMENT CONC. TRAFFIC CURB" AND
"CEMENT CONC. PEDESTRIAN CURB".
CR5 [SR99/S ALASKA ST MIDBLOCK - CENTER 47 2,3,6,7
CR6 [SR99/S ALASKA ST MIDBLOCK - WEST 20 6,7 3. SEE STANDARD PLAN F-30.10 FOR
"CEMENT CONC. SIDEWALK".
CR7 [SR99/DIAGONAL AVE S - SE CORNER 2 1 1 1,2,357
CR8 [SR 99/ DIAGONAL AVE S - SW CORNER 4 1 23467 | 4. SEE STANDARD PLAN F-40.12 FOR
"CEMENT CONC. CURB RAMP TYPE
CR9 [SR99/S IDAHO ST - SE CORNER 1 123567 | pARALLEL A & B".
CR10 [SR 99/ S IDAHO ST - SW CORNER 2 2,3,56,7
5. SEE STANDARD PLAN F-40.15 FOR
"CEMENT CONC. CURB RAMP TYPE
PERPENDICULAR A".
6. SEE STANDARD PLAN F-45.10 FOR
"DETECTABLE WARNING SURFACE".
7.SEE QUANTITY TABULATION PAVEMENT
MARKINGS FOR ADDITIONAL REMOVING
CEMENT CONC. CURB QUANTITIES.
SHEET TOTAL 6 7 1 93 1
PROJECT TOTAL 6 7 1 93 1
REGION NO.| STATE | FED. AID PROJ. NO.
SR 99 QTCR2
DESIGNED BY |M. MUS 10 WASH DUWAMISH RIVER TO S SPOKANE ST VIC
ENTERED BY |M. MUS PAVING & ADA COMPLIANCE SHEET
CHECKED BY |C. ANDERSON JOB NUMBER 25
PROJ. ENGR. |C. ANDERSON 21A023 OF
REGION ADM. |M. COTTEN CONTRACT NO. QUANTITY TABULATION - CURB RAMPS 130
DATE | DATE REVISION BY SHEETS




EXISTING PUSH BUTTON
SEE ELECTRICAL PLAN

o
A
T~

PROTECT IN PLACE

EXISTING PLAN VIEW

NOT TO SCALE e

emsmmsme-
\
‘
\

[ox

LEGEND .
REGRADE EXISTING TO . REGRADE EXISTING TO .
EMOVING CEMENT EXISTING CROSSWALK MATCH LANDING ELEVATION\ 5.0 /MATCH LANDING ELEVATION -
m CONC. SIDEWALK NEW CROSSWALK Evg EXISTING JUNCTION BOX s
PROTECT IN PLACE
4 “X— —X— — FENCE -/
SEEDING, FERTILIZING EXISTING SIGNAL POLE DETVRENTNG
s - HVF — HIGH VISIBILITY FENCE {sp EXISTING SIGNAL P WARNIN
—— NEW PEDESTRIAN )
Wi N REMOVING ASPHALT @ PUSHBUTTON P EXISTING POWER POLE S 7
CONC. PAVEMENT PROTECT IN_ PLACE et
R EXISTING PEDESTRIAN EXISTING. SIGN
oo s osme o HEEEET g e o
PUSHBUTTON POST ‘ MATCH EXISTING CEMENT
*********** EXISTING CURB FACE <~ = o EXISTING CATCH BASIN STA {TTos (3 ORT R PERREEELE CONC. TRAFFIC CURB AND GUTTER
E o EXISTING ELECTRICAL L MATCH EXISTING CEMENT J e . 474933 (538'RT)
*********** EXISTING GUTTER FACE PR SERVICE CABINET CONC. TRAFFIC CURB AND GUTTER : H : '
" 1
,,,,,,,,, EXISTING SIDEWALK ” EXISTING SIGNAL POLE < EXISTING FIRE HYDRANT 48+01.9 (53.7'RT) : :
! PROTECT IN PLACE : :
-------------. EXISTING EDGE OF - H : PLAN VIEW
PAVEMENT EXISTING VAULT EXISTING SPRINKLER HEAD
------------------ EXISTING RETAINING WALL L) NOT TO SCALE
FILE_NAME T:4123481XL6294 - SR_99 Paver\CAD\ContractPlans\XL6294_PS_33CR.dgn Plot 1
TIVE 5:27:49 PM weGon [ sa | FED.AID PROJ.NO. X 2 SR 99 o ser w0
DATE 3/121/2022 SR
PLOTTED BY  musma 10 [WASH 2 /3 '7 DUWAMISH RIVER TO S SPOKANE ST vic | CR1
DESIGNED BY M. MUS J0B NUMBER i o i PAVIN ADA COMPLIANCE sweer
ENTERED BY M. MUS 21A023 2\ <4 ) b r\:Vashtln%t.(Fn Statit " G & Y 26
CHECKED BY C. ANDERSON CONTRACT NO. LOCATION NO. %‘fowiﬂl‘*(‘ s . epartment or fransportation 103F0
e EE SHEET CT1
PROJ. ENGR. C. ANDERSON SEoET e CURB RAMP PLANS a2
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E. STAMP BOX P.E. STAMP BOX
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PROTECT IN PLACE

NE CORNER SR 99 AND S HUDSON ST

CONC. TRAFFIC CURB AND GUTTER

EXISTING PUSH BUTTON 63+15.5 (54.4'RT) MATCH EXISTING CEMENT
SEE ELECTRICAL PLAN 4 INCH CURB HEIGHT CONC. TRAFFIC. CURB AND GUTTER
STA 63+18.2 (54.8' RT) 3 (53
EXISTING PLAN VIEW 2
NOT TO SCALE (é§
N )

6.9

T N Cwaton exstne
~ CEMENT / SIDEWALK JOINT
w .. CONC. . )
! SIDEWALK ||
6.7

21%

STA 63+08.1 (64.7 RT) — |

DETECTABLE —]
LEGEND WARNING | (+— 7 .S ., T
SURFACE —x
REMOVING CEMENT EXISTING CROSSWALK . X X X X
m CONC. SIDEWALK ————————— NEW CROSSWALK 7 EXISTING JUNCTION BOX » '
~ SEE ELECTRICAL PLAN
m gﬁggv}{qﬁn %EquE'ETR CONC. RAILROAD TRACK RAIL ( EXISTING MANHOLE FOR PEDESTRIAN PUSH
4 % —%— — FENCE _/ PROTECT IN PLACE BUTTON INSTALLATION
SEEDING, FERTILIZING _ EXISTING SIGNAL POLE
AND MULCHING HVF HIGH VISIBILITY FENCE {SP PROTECT IN PLACE
v NEW PEDESTRIAN
REMOVING ASPHALT @ PUSHBUTTON f=) EXISTING POWER POLE
N \J  CONC.PAVEMENT PROTECT IN PLACE
R EXISTING PEDESTRIAN EXISTING SIGN
PUSHBUTTON POST
CLEARING & GRUBBING
@ NEW PEDESTRIAN q PROTECT IN PLACE
PUSHBUTTON POST
——————————— EXISTING CURB FACE - EXISTING ELECTRICAL [j EXISTING CATCH BASIN
,,,,,,,,,,, EXISTING GUTTER FACE PN SERVICE CABINET PLAN VIEW
777777777 EXISTING SIGNAL POLE < EXISTING FIRE HYDRANT NOT TO SCALE
EXISTING SIDEWALK {7} PROTECT IN PLACE i ) MATCH EXISTING
Eil\?g’I\rE%TEDGE OF - ! EDGE OF ROADWAY )g
EXISTING VAULT ' 4 INCH CURB HEIGHT
.................. EXISTING RETAINING WALL L @ EXISTING SPRINKLER HEAD ,// 63+10.6 (79.6'RT) /
R = 16.81 FT
FILE NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294_PS_33CR.dgn Plot 4
TIME 5:27:57 PM REGION |~ STATE FED.AID PROJ.NO. ATAN A SR 99 PLAN REF NO
DATE 312112022 10 [wAsH S Wasi '7- CR2
PLOTTED BY musma a7 ’ DUWAMISH RIVER TO S SPOKANE ST VIC
DESIGNED BY M. MUS JOB NUMBER i = .
ENTERED BY MLMUS 21A023 /&) Washington State PAVING & ADA COMPLIANCE ¥
CHECKED BY C. ANDERSON CONTRACT NO. LOCATION NO. @J&/owi\, 5> Department of Transportatlon OF
PROJ.ENGR. ___ C.ANDERSON see sueer et B CURB RAMP PLANS 130
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX
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EXISTING PUSH BUTTON
SEE ELECTRICAL PLAN

EXISTING PLAN VIEW

NOT TO SCALE

LEGEND

REMOVING CEMENT
CONC. SIDEWALK

REMOVING CEMENT CONC.
CURB AND GUTTER

SEEDING, FERTILIZING
AND MULCHING

Y REMOVING ASPHALT
N/ \| CONC.PAVEMENT

CLEARING & GRUBBING

EXISTING CURB FACE

EXISTING GUTTER FACE

EXISTING SIDEWALK

EXISTING EDGE OF
PAVEMENT

EXISTING RETAINING WALL
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EXISTING NEW
] X TYPE 1 JUNCTION BOX
§—\
i Al TYPE 2 JUNCTION BOX
o TYPE 3 JUNCTION BOX
L TYPE 7 JUNCTION BOX
rm
Ll | TYPE 8 JUNCTION BOX
PR’ PULL BOX
KT A
F %4 CONTROLLER CABINET
K LN
> 3 ELECTRICAL SERVICE CABINET
% X TYPE PS SIGNAL STANDARD
X ® PPB POST
<D 4D PED PUSHBUTTON ASSEMBLY
e PED HEAD W/TYPE D MOUNTING
. N PED HEAD W/TYPE E MOUNTING
="
L |:|<] VIDEO DETECTION CAMERA

WIRELESS DETECTION UNIT

ONOISIOCIOROIONONCNCIORNONS

CONSTRUCTION NOTES:

MAINTAIN AND PROTECT EXISTING PUSHBUTTON, DISPLAYS, POLE AND FOUNDATION.

INSTALL PPB EXTENSION, PPB TO BE A MAXIMUM OF 10" FROM EDGE OF SIDE WALK.

MAINTAIN AND PROTECT EXISTING LOOP, LOOP WIRE, AND LEAD-INS.

INSTALL VIDEO DETECTION CAMERA PER CITY OF SEATTLE STANDARD PLAN xxxxxx

INSTALL PUSH BUTTON STATION ASSEMBLY ON NEW POLE PER STANDARD PLAN NO520, 521, 522A AND
ORIENT PER CITY OF SEATTLE STANDARD. ENSURE PUSH BUTTON IS NO MORE THAN 10 INCHES FROM EDGE OF PEDESTRIAN LANDING.

REMOVE 3 WIRELESS DETECTION DEVICES PER MANUFACTURER RECOMMENDATIONS, CITY OF SEATTLE STANDARD AND DETAIL SHEET ELD1.
RETURN DEVICES TO CITY OF SEATTLE.

INSTALL TYPE 3 LEFT TURN LANE LOOPS, INCLUDING CONDUIT STUB OUTS PER CITY OF SEATTLE STANDARD PLAN NO530.

INSTALL TYPE 3 SYSTEM DETECTION LOOPS, INCLUDING CONDUIT STUB OUTS PER CITY OF SEATTLE STANDARD PLAN NO530.

RELOCATE EXISTING PEDESTRIAN DISPLAY, ORIENT TOWARD ASSOCIATED CROSSWALK PER CITY OF SEATTLE STANDARD PLAN.

522B.

RELOCATE EXISTING PUSH BUTTON STATION ASSEMBLY AND PEDESTRIAN SIGNAL DISPLAY ON NEW POLE PER STANDARD PLAN NOS520, 521, 522A AND 522B.
ORIENT PER CITY OF SEATTLE STANDARD. ENSURE PUSH BUTTON IS NO MORE THAN 10 INCHES FROM EDGE OF PEDESTRIAN LANDING.

BREAK EXISTING SPLICES. SPLICE NEW LOOP LEAD-INS TO EXISTING CONDUCTORS. REMOVE DISCONNECTED LOOP LEAD-INS FROM EXISTING STUBOUT(S).
REMOVE EXISTING STUBOUT ELBOW(S) FROM JUNCTION BOX.

® INSTALL TWO PUSH BUTTON STATION ASSEMBLIES AND PEDESTRIAN SIGNAL DISPLAY ON NEW POLE PER STANDARD PLAN NO520, 521, 522A AND  522B.
T ORIENT PER CITY OF SEATTLE STANDARD. ENSURE PUSH BUTTON IS NO MORE THAN 10 INCHES FROM EDGE OF PEDESTRIAN LANDING.
% VIDEO DETECTION ZONE
INSTALL 3 INCH SCHEDULE 80 PVC CONDUIT. ROUT TO EXISTING JUNCTION BOX.
[ e e CONDUIT NEW PEDESTRIAN PUSHBUTTON POST|
__________________ SPAN WIRE SCHEDULE
POLE # STATION OFFSET (FT)
1 63+16.47 67.4 (RT)
2 71+13.64 60.09(RT)
® POLE NOTE FLAG 3 80+52.55 64.29(RT)
(x) CONSTRUCTION NOTE FLAG 4 80+25.23 37.73(LT)
5 88+56.34 60.12(RT)
6 88+48.06 27.16(LT)
WIRING NOTE FLAG 7 88+48.06 33.85(LT)
ADA  AMERICANS WITH DISABILITY ACT s INTERSECTION SP SPARE
AGG  AGGREGATE ITS INTELLIGENT TRANSPORTATION SYSTEM  SP SPAN WIRE
ASPH  ASPHALT JB JUNCTION BOX SR STATE ROUTE
B BLACK MAX  MAXIMUM ST STREET
c COMMON/ CONDUCTORS MIN MINIMUM STD STANDARD
CAB  CABINET MNRL  MINERAL STL STEEL
COMM COMMUNICATION N NORTH B TERMINAL BLOCK
CONC CONCRETE NT.S NOT TO SCALE TEMP TEMPORARY
C(S) CONDUCTOR SHIELDED 0 ORANGE TYP TYPICAL
DET. DETECTOR PDA  POWER DISTRIBUTION ASSEMBLY v VOLT
DIA.  DIAMETER PED PEDESTRIAN vDC VIDEO DETECTION CAMERA
EV.P EMERGENCY VEHICLE PREEMPTION  PPB PEDESTRIAN PUSHBUTTON VEH VEHICLE
EX EXISTING PR PAIR VDZ VIDEO DETECTION ZONE
G GREEN PV PEDESTRIAN/ VEHICLE W WHITE
GALV  GALVANIZED R RED Wi WITH
ILL ILLUMINATION SH SHIELDED WB WHITE/BLACK
SIG SIGNAL Y YELLOW
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DETECTION SCHEDULE
(THIS SHEET ONLY)
DETECTOR NO. MAC NO.
m21 B840
M22 B7EA
Mm23 B84F
mM24 B843
M25 BA02
M26 B844
m27 B771
M28 B7FO
M29 B768
M61 B905
M62 B823
M63 B7F
M64 B708
M65 B6FF
M66 B85B
M67 B9BO
M68 B702
M69 B8E5
mMs1 B7E7
MS2 B850
ms3 B845
mMs4 B817
MS5 BA20
MS6 B705
R1 1000
R2 1085
R3 0E70

ACCESS POINT IP # 5386

NOTES:

1. FOR LEGEND, ABBREVIATION LIST AND
CONSTRUCTION NOTES SEE SHEET ELN1
2. SEE ELN1 FOR POLE SCHEDULE.

BREAK LINE - SEE SHEET EL2

50 100
SCALE IN FEET
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SEE SHEET CT1
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Washington State
Department of Transportation

SR 99

PAVING & ADA

Plot 1
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DUWAMISH RIVER TO S SPOKANE sT | EU
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DETECTION SCHEDULE
(HUDSON ST INTERSECTION)

DETECTOR NO. MAC NO.
M21 B7A1 — , .
mM22 B9F0 h ; T
m23 B7B9 h | . — DETECTION SCHEDULE
M24 12BE i | H (MID BLOCK CROSSING)
n 1 ]
M25 B899 H ' DETECTOR NO. MAC NO.
M26 B7EE ' :
27 138F : M21 B602
M28 126C m22 B6EO
M29 B724 M23 B600
M210 B5CD mM24 B6B2
mM211 B8F4 M25 B604
M212 B727 M26 AE09
M61 B5B8 M61 A250
M62 B7A5 M62 B6BC
M63 B681 M63 B6C2
M64 B509 M64 B9F9
M65 BA1C MES B531
M66 B772 M66 B8D7
M67 B856 R1 1082
M68 BAT1 R2 107D
M69 B7FD R3* 112B
M610 1DA8 R4 1035
M611 B9C2 R5 104B
M612 B972
R1 10C5 . ACCESS POINT IP # 5379
R2 10C3 NOTES: “REPEATER USED FOR
R4 113F 1. FOR LEGEND, ABBREVIATION LIST AND EMW/HUDSON INTERSECTION [ + 4
CONSTRUCTION NOTES SEE SHEET ELN1 0 50 100
ACCESS POINT IP # 5374 2. SEE ELN1 FOR POLE SCHEDULE. SCALE IN FEET
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BREAK LINE - SEE SHEET EL2

DETECTION SCHEDULE
(THIS SHEET ONLY)

DETECTOR NO. MAC NO.
M21 B95F
M22 B6EF
M23 B69B
M24 B5F6
M25 B8B7
M26 B529
m27 B533
M28 B5B0
M29 B70C
M210 B6BD
M211 B63A
M212 B6FD
M61 B575
M62 B55C
M63 B6A9
M64 B72D
M65 1288
M66 B930
M67 B93A
M68 B69E
M69 B55F
M610 B57C
M611 B595
M612 B728
R1 1000
R2 1023

ACCESS POINT IP # 2388

NOTES:

e s s s s EEmEmEE— -

S

1. FOR LEGEND, ABBREVIATION LIST AND
CONSTRUCTION NOTES SEE SHEET ELN1
2. SEE ELN1 FOR POLE SCHEDULE.

50 100
SCALE IN FEET

FILE NAME C:\Users\ZacharC\Desktop\XL6294 duwamish ada\XL6294 PS_EL_3.dgn

TIME 3:55:17 PM REGION | STATE FED.AID PROJ.NO.
DATE 3/21/2022

PLOTTED BY ZacharC 10 \WASH

DESIGNED BY C.ZACHARIAS JOB NUMBER

ENTERED BY C.ZACHARIAS

CHECKED BY DDO CONTRACT NO. LOCATION NO.
PROJ. ENGR. C. ANDERSON

REGIONAL ADM. M. COTTEN REVISION DATE BY

DATE
P.E. STAMP BOX

SEE SHEET CT1

P.E. STAMP BOX

DATE

A

7/

Washington State

Department of Transportation

SR 99

PAVING & ADA

Plot 3

PLAN REF NO

DUWAMISH RIVER TO S SPOKANE sT | EL3

ELECTRICAL PLAN

SHEETS



dod
PE Stamp


DETECTION SCHEDULE DETECTION SCHEDULE
(THIS SHEET ONLY) (THIS SHEET ONLY)
DETECTOR NO. MAC NO. DETECTOR NO. MAC NO.
M21 BSB2 MS3 B6FE D —
M22 AFSB R1 1079
M23 B732 R2 1130
M24 136A R3 1041
M25 B61F R4 102C
M26 A49D R5 106F
M27 B6BA R6 1038
M28 B848
mM29 B8AB ACCESS POINT IP # 5387
M210 BACH1
M211 BB8A9
M212 AF49
M61 B931 - .
M62 B614 ) A '
M63 B7DC / H I :
Me4 B71F / HERN
M65 B6EA 7 : I~
M66 AD4D / | — ~1
M67 B5B3 J . S
M68 ATF4 b : NG
M69 B6B1 . N
M610 B6CD . S
M611 B590 — | — N
M612 B6B9
Ms1 B53D
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NOTES:
1. FOR LEGEND, ABBREVIATION LIST AND ’ + |
CONSTRUCTION NOTES SEE SHEET ELN1 0 50 100
2. SEE ELN1 FOR POLE SCHEDULE. SCALE IN FEET
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CAMERA MOUNTING BRACKET
(NO HOLE IN BOTTOM)

SEE NOTE 5

SEE NOTE 8

SEE NOTE 7 — | l

SIGNAL MAST ARM

JUNCTION BOX

DRIP LOOP

SEE NOTE 6

\ GUSSETED 1.5"

' ALUMINUM TUBE
(6 FEET LONG)

SEE NOTE 1

ASTRO BRAC
OR EQUAL

SEE NOTE 3
SEE NOTE 4

VD-X bl
~—1-VIDEO

NOTES:

1. THE CONTRACTOR MUST DRILL A 1" HOLE IN THE BACK SIDE OF THE
SIGNAL MAST ARM, & PUT A RUBBER GROMMET IN HOLE. VERIFY

MOUNTING LOCATION WITH ENGINEER PRIOR TO DRILLING.
2. THE ASTRO BRACKET MUST BE INSTALLED OVER THE 1" HOLE.

3. VIDEO CABLE MUST BE PULLED THROUGH THE SIGNAL MAST ARM
THROUGH THE 1" HOLE AND THROUGH THE ASTRO BRACKET.

4. BOLT 1.5" GUSSETED TUBE TO ASTRO BRACKET.

5. ATTACH VIDEO CAMERA MOUNTING BRACKET TO THE TOP OF THE
GUSSETED TUBE.

6. ROUTE VIDEO CABLE IN GUSSET TO THE INSIDE OF TUBE, UP THE TUBE

EXITING TUBE AT TOP OF GUSSET AND CONNECT TO VIDEO JUNCTION

BOX LEAVING A DRIP LOOP IN CABLE.

7. INSTALL VINYL INSERT IN GUSSET, LEAVING NO MORE THAN A 1" GAP

AT THE TOP FOR CABLE TO EXIT THE TUBE.

8. INSTALL 2 BLACK WEATHER RATED WIRE TIES AROUND TUBE WHERE

CABLES EXIT AT THE TOP OF THE VINYL INSERT.

9. ALL MATERIAL AND INSTALLATION MUST BE PER MANUFACTURER'S
RECOMMENDATION.
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SR 99 S LUCILE ST

NOTES:

NORTHBOUND CLOSURE

N.T.S

@ ROUT TEMPORARY PEDESTRIAN CROSSING WIRING AERIALLY.

1. SEE CURB RAMP TRAFFIC CONTROL PLANS FOR FURTHER DETAIL.

2. ALL LOCATIONS ARE APPROXIMATE AND SHOULD BE FIELD VERIFIED.

3. LOCATION OF TEMPORARY PUSH BUTTON POLES ARE APPROXIMATE, LOCATIONS SHALL BE VERIFIED BY THE ENGINEER IN THE FIELD.
4. LEGEND AND CONSTRUCTION NOTES THIS SHEET.

@ INSTALL TEMPORARY TIMBER POLE WITH CONDUIT RISER AND WEATHER HEAD IN ORDER TO ROUTE TEMPORARY
PEDESTRIAN CROSSING WIRING INTO EXISTING JUNCTION BOX.

@ INSTALL PUSH BUTTON STATION ASSEMBLY AND PEDESTRIAN SIGNAL DISPLAY PER CITY OF SEATTLE STANDARDS. ORIENT TOWARD THE ASSOCIATED TEMPORARY CROSSWALK.
ENSURE PUSH BUTTON IS NO MORE THAN 10 INCHES FROM EDGE OF TEMPORARY PEDESTRIAN LANDING.

@ RELOCATE EXISTING PUSH BUTTON STATION ASSEMBLY AND PEDESTRIAN SIGNAL DISPLAY PER CITY OF SEATTLE STANDARDS. ORIENT TOWARD THE ASSOCIATED TEMPORARY CROSSWALK.
ENSURE PUSH BUTTON IS NO MORE THAN 10 INCHES FROM EDGE OF TEMPORARY PEDESTRIAN LANDING.

LEGEND

TEMPORARY SIGN LOCATION
TALL CHANNELIZATION DEVICE
SEQUENTIAL ARROW SIGN

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

TYPE 2 BARRICADE

PEDESTRIAN CHANNELIZING DEVICE
TEMPORARY PEDESTRIAN PUSH BUTTON

UNIFORMED POLICE OFFICER
FLAGGER

TEMPORARY CURB RAMP

NEW TEMPORARY TIMBER POLE

O .’G®B¢£§©z

TEMPORARY ELECTRICAL

P.E. STAMP BOX

P.E. STAMP BOX
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SR 99 S HUDSON ST

NORTHBOUND CLOSURE

CHOIONS

NOTES:

4. LEGEND AND CONSTRUCTION NOTES THIS SHEET.

N.T.S

ROUT TEMPORARY PEDESTRIAN CROSSING WIRING AERIALLY.

1. SEE CURB RAMP TRAFFIC CONTROL PLANS FOR FURTHER DETAIL.
2. ALL LOCATIONS ARE APPROXIMATE AND SHOULD BE FIELD VERIFIED.
3. LOCATION OF TEMPORARY PUSH BUTTON POLES ARE APPROXIMATE, LOCATIONS SHALL BE VERIFIED BY THE ENGINEER IN THE FIELD.

INSTALL TEMPORARY TIMBER POLE WITH CONDUIT RISER AND WEATHER HEAD IN ORDER TO ROUTE TEMPORARY
PEDESTRIAN CROSSING WIRING INTO EXISTING JUNCTION BOX.

INSTALL PUSH BUTTON STATION ASSEMBLY AND PEDESTRIAN SIGNAL DISPLAY PER CITY OF SEATTLE STANDARDS. ORIENT TOWARD THE ASSOCIATED TEMPORARY CROSSWALK.
ENSURE PUSH BUTTON IS NO MORE THAN 10 INCHES FROM EDGE OF TEMPORARY PEDESTRIAN LANDING.

RELOCATE EXISTING PUSH BUTTON STATION ASSEMBLY AND PEDESTRIAN SIGNAL DISPLAY PER CITY OF SEATTLE STANDARDS. ORIENT TOWARD THE ASSOCIATED TEMPORARY CROSSWALK.
ENSURE PUSH BUTTON IS NO MORE THAN 10 INCHES FROM EDGE OF TEMPORARY PEDESTRIAN LANDING.

LEGEND

TEMPORARY SIGN LOCATION

TALL CHANNELIZATION DEVICE

SEQUENTIAL ARROW SIGN

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)
TYPE 2 BARRICADE

PEDESTRIAN CHANNELIZING DEVICE

TEMPORARY PEDESTRIAN PUSH BUTTON

UNIFORMED POLICE OFFICER

FLAGGER

TEMPORARY CURB RAMP
NEW TEMPORARY TIMBER POLE

O "6®B¢$§@E

TEMPORARY ELECTRICAL
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A N

,,,,,,,,,,,,,,,,,,,,, LEGEND
WORK ZONE 7
TEMPORARY SIGN LOCATION Iq
SR 99 MIDBLOCK CROSSING TALL CHANNELIZATION DEVICE @
SEQUENTIAL ARROW SIGN DDD
NORTHBOUND CLOSURE N.T.S
TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2) Ak
TYPE 2 BARRICADE A
@ RELOCATE EXISTING PUSH BUTTON STATION ASSEMBLY AND PEDESTRIAN SIGNAL DISPLAY PER CITY OF SEATTLE STANDARDS. ORIENT TOWARD THE ASSOCIATED TEMPORARY CROSSWALK. PEDESTRIAN CHANNELIZING DEVICE fo )
ENSURE PUSH BUTTON IS NO MORE THAN 10 INCHES FROM EDGE OF TEMPORARY PEDESTRIAN LANDING. TEMPORARY PEDESTRIAN PUSH BUTTON ®
@ ROUT TEMPORARY PEDESTRIAN CROSSING WIRING AERIALLY. UNIFORMED POLICE OFFICER
@ INSTALL TEMPORARY TIMBER POLE WITH CONDUIT RISER AND WEATHER HEAD IN ORDER TO ROUTE TEMPORARY FLAGGER
PEDESTRIAN CROSSING WIRING INTO EXISTING JUNCTION BOX.
NOTES: TEMPORARY CURB RAMP o
NEW TEMPORARY TIMBER POLE D
1. SEE CURB RAMP TRAFFIC CONTROL PLANS FOR FURTHER DETAIL.
2. ALL LOCATIONS ARE APPROXIMATE AND SHOULD BE FIELD VERIFIED.
3. LOCATION OF TEMPORARY PUSH BUTTON POLES ARE APPROXIMATE, LOCATIONS SHALL BE VERIFIED BY THE ENGINEER IN THE FIELD.
4. LEGEND AND CONSTRUCTION NOTES THIS SHEET. TEMPORARY ELECTRICAL
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SR 99 B

SR 99 ~° T

LEGEND
WORK ZONE i
L]
: TEMPORARY SIGN LOCATION Kl
TALL CHANNELIZATION DEVICE ©
* SEQUENTIAL ARROW SIGN D>
SR 99 MIDBLOCK CROSSING TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2) NENENS
TYPE 2 BARRICADE O
SOUTHBOUND CLOSURE NT.S
PEDESTRIAN CHANNELIZING DEVICE o
TEMPORARY PEDESTRIAN PUSH BUTTON ®
@ RELOCATE EXISTING PUSH BUTTON STATION ASSEMBLY AND PEDESTRIAN SIGNAL DISPLAY PER CITY OF SEATTLE STANDARDS. ORIENT TOWARD THE ASSOCIATED TEMPORARY CROSSWALK. UNIFORMED POLICE OFFICER
ENSURE PUSH BUTTON IS NO MORE THAN 10 INCHES FROM EDGE OF TEMPORARY PEDESTRIAN LANDING.
@ ROUT TEMPORARY PEDESTRIAN CROSSING WIRING AERIALLY. FLAGGER '\
NOTES: TEMPORARY CURB RAMP o
1. SEE CURB RAMP TRAFFIC CONTROL PLANS FOR FURTHER DETAIL.
2. ALL LOCATIONS ARE APPROXIMATE AND SHOULD BE FIELD VERIFIED.
3. LOCATION OF TEMPORARY PUSH BUTTON POLES ARE APPROXIMATE, LOCATIONS SHALL BE VERIFIED BY THE ENGINEER IN THE FIELD.
4. LEGEND AND CONSTRUCTION NOTES THIS SHEET. TEMPORARY ELECTRICAL
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SR 99 DIAGONAL AVE S

NORTHBOUND CLOSURE

@ RELOCATE EXISTING PUSH BUTTON STATION ASSEMBLY AND PEDESTRIAN SIGNAL DISPLAY PER CITY OF SEATTLE STANDARDS. ORIENT TOWARD THE ASSOCIATED TEMPORARY CROSSWALK.
ENSURE PUSH BUTTON IS NO MORE THAN 10 INCHES FROM EDGE OF TEMPORARY PEDESTRIAN LANDING.

@ ROUT TEMPORARY PEDESTRIAN CROSSING WIRING AERIALLY.

@ INSTALL TEMPORARY TIMBER POLE WITH CONDUIT RISER AND WEATHER HEAD IN ORDER TO ROUTE TEMPORARY
PEDESTRIAN CROSSING WIRING INTO EXISTING JUNCTION BOX.

NOTES:

1. SEE CURB RAMP TRAFFIC CONTROL PLANS FOR FURTHER DETAIL.

2. ALL LOCATIONS ARE APPROXIMATE AND SHOULD BE FIELD VERIFIED.

3. LOCATION OF TEMPORARY PUSH BUTTON POLES ARE APPROXIMATE, LOCATIONS SHALL BE VERIFIED BY THE ENGINEER IN THE FIELD.
4. LEGEND AND CONSTRUCTION NOTES THIS SHEET.

LEGEND

WORK ZONE

TEMPORARY SIGN LOCATION

TALL CHANNELIZATION DEVICE

SEQUENTIAL ARROW SIGN

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)
TYPE 2 BARRICADE

PEDESTRIAN CHANNELIZING DEVICE

TEMPORARY PEDESTRIAN PUSH BUTTON

UNIFORMED POLICE OFFICER
FLAGGER

TEMPORARY CURB RAMP
NEW TEMPORARY TIMBER POLE

TEMPORARY ELECTRICAL

FILE NAME C:\Users\ZacharC\Desktop\XL6294 duwamish ada\XL6294_PS_EL_3.dgn Plot 15
TIME 3:29:51 PM ReGon [ s | FED.AID PROJ.NO. 3 SR 99 PLAN REF N
DATE 3/22/2022

PLOTTED BY  ZacharG 10 |wasH ] v/ DUWAMISH RIVER TO S SPOKANE ST | TELS
DESIGNED BY C. ZACHARIAS JOB NUMBER .

ENTERED BY C.ZACHARIAS WaShIngton State . PAVING & ADA SZEGET
CHECKED BY D.DO CONTRACT NO. LOCATION NO. Department of Transportatlon OF
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REGIONAL ADM. M. COTTEN REVISION DATE BY P.E. STAMP BOX P.E. STAMP BOX



dod
PE Stamp


- .
-- - -3 . S
== -

L

SR 99 DIAGONAL AVE S

SOUTHBOUND CLOSURE N.T.S

ENSURE PUSH BUTTON IS NO MORE THAN 10 INCHES FROM EDGE OF TEMPORARY PEDESTRIAN LANDING.

@ ROUT TEMPORARY PEDESTRIAN CROSSING WIRING AERIALLY.

@ INSTALL TEMPORARY TIMBER POLE WITH CONDUIT RISER AND WEATHER HEAD IN ORDER TO ROUTE TEMPORARY
PEDESTRIAN CROSSING WIRING INTO EXISTING JUNCTION BOX.

ENSURE PUSH BUTTON IS NO MORE THAN 10 INCHES FROM EDGE OF TEMPORARY PEDESTRIAN LANDING.
NOTES:

1. SEE CURB RAMP TRAFFIC CONTROL PLANS FOR FURTHER DETAIL.

2. ALL LOCATIONS ARE APPROXIMATE AND SHOULD BE FIELD VERIFIED.

3. LOCATION OF TEMPORARY PUSH BUTTON POLES ARE APPROXIMATE, LOCATIONS SHALL BE VERIFIED BY THE ENGINEER IN THE FIELD.
4. LEGEND AND CONSTRUCTION NOTES THIS SHEET.

INSTALL PUSH BUTTON STATION ASSEMBLY AND PEDESTRIAN SIGNAL DISPLAY PER CITY OF SEATTLE STANDARDS. ORIENT TOWARD THE ASSOCIATED TEMPORARY CROSSWALK.

@ RELOCATE EXISTING PUSH BUTTON STATION ASSEMBLY AND PEDESTRIAN SIGNAL DISPLAY PER CITY OF SEATTLE STANDARDS. ORIENT TOWARD THE ASSOCIATED TEMPORARY CROSSWALK.

LEGEND

TEMPORARY SIGN LOCATION

TALL CHANNELIZATION DEVICE

SEQUENTIAL ARROW SIGN

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)
TYPE 2 BARRICADE

PEDESTRIAN CHANNELIZING DEVICE

TEMPORARY PEDESTRIAN PUSH BUTTON

UNIFORMED POLICE OFFICER

FLAGGER

TEMPORARY CURB RAMP

NEW TEMPORARY TIMBER POLE

DE.’@®D¢$§@B

TEMPORARY ELECTRICAL
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TIME 3:30:06 PM RESON | STATE FED.AID PROJ.NO. L SR 99 PLAN REF NO
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SOUTHBOUND CLOSURE N.T.S

®

NOTES:

4. LEGEND AND CONSTRUCTION NOTES THIS SHEET.

1. SEE CURB RAMP TRAFFIC CONTROL PLANS FOR FURTHER DETAIL.
2. ALL LOCATIONS ARE APPROXIMATE AND SHOULD BE FIELD VERIFIED.

3. LOCATION OF TEMPORARY PUSH BUTTON POLES ARE APPROXIMATE, LOCATIONS SHALL BE VERIFIED

@ INSTALL TEMPORARY TIMBER POLE WITH CONDUIT RISER AND WEATHER HEAD IN ORDER TO ROUTE TEMPORARY
PEDESTRIAN CROSSING WIRING INTO EXISTING JUNCTION BOX.

@ INSTALL PUSH BUTTON STATION ASSEMBLY AND PEDESTRIAN SIGNAL DISPLAY. ORIENT TOWARD THE ASSOCIATED TEMPORARY CROSSWALK
ENSURE PUSH BUTTON IS NO MORE THAN 10 INCHES FROM EDGE OF PEDESTRIAN LANDING.

BY THE ENGINEER IN THE FIELD.

RELOCATE EXISTING PUSH BUTTON STATION ASSEMBLY AND PEDESTRIAN SIGNAL DISPLAY PER CITY OF SEATTLE STANDARDS. ORIENT TOWARD THE ASSOCIATED TEMPORARY CROSSWALK.
ENSURE PUSH BUTTON IS NO MORE THAN 10 INCHES FROM EDGE OF TEMPORARY PEDESTRIAN LANDING.

@ ROUT TEMPORARY PEDESTRIAN CROSSING WIRING AERIALLY.

LEGEND

WORK ZONE

TEMPORARY SIGN LOCATION
TALL CHANNELIZATION DEVICE
SEQUENTIAL ARROW SIGN

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)
TYPE 2 BARRICADE

PEDESTRIAN CHANNELIZING DEVICE
TEMPORARY PEDESTRIAN PUSH BUTTON

UNIFORMED POLICE OFFICER
FLAGGER

TEMPORARY CURB RAMP
NEW TEMPORARY TIMBER POLE

0s o’@@ﬂf%%@ﬁﬁ

TEMPORARY ELECTRICAL
FILE NAME C:\Users\ZacharC\Desktop\XL6294 duwamish ada\XL6294 PS_EL_3.dgn Plot 17
TIME 3:30:14 PM Recon [ s | FED.AID PROJ.NO. = SR 99 PaN Rer No
DATE 312212022
PLOTTED BY  Zacharc 10 [wasH | '7 DUWAMISH RIVER TO S SPOKANE ST | TEL7
DESIGNED BY  C.ZACHARIAS JOB NUMBER .
ENTERED BY G ZACHARIAS Washington State _ PAVING & ADA szEg
CHECKED BY D.DO CONTRACT NO. LOCATION NO. Department of Transportatlon OF
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LEGEND
SR 99 S IDAHO ST WORK ZONE 77
SOUTHBOUND CLOSURE NT.S TEMPORARY SIGN LOCATION Kl
TALL CHANNELIZATION DEVICE ©
SEQUENTIAL ARROW SIGN D>
TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2) ANANENS
@ TYPE 2 BARRICADE O
RELOCATE EXISTING PUSH BUTTON STATION ASSEMBLY AND PEDESTRIAN SIGNAL DISPLAY PER CITY OF SEATTLE STANDARDS. ORIENT TOWARD THE ASSOCIATED TEMPORARY CROSSWALK.
ENSURE PUSH BUTTON IS NO MORE THAN 10 INCHES FROM EDGE OF TEMPORARY PEDESTRIAN LANDING. PEDESTRIAN CHANNELIZING DEVICE o
TEMPORARY PEDESTRIAN PUSH BUTTON ®
@ ROUT TEMPORARY PEDESTRIAN CROSSING WIRING AERIALLY.
UNIFORMED POLICE OFFICER
@ INSTALL TEMPORARY TIMBER POLE WITH CONDUIT RISER AND WEATHER HEAD IN ORDER TO ROUTE TEMPORARY
PEDESTRIAN CROSSING WIRING INTO EXISTING JUNCTION BOX. FLAGGER
NOTES: TEMPORARY CURB RAMP o
1. SEE CURB RAMP TRAFFIC CONTROL PLANS FOR FURTHER DETAIL. NEW TEMPORARY TIMBER POLE -
2. ALL LOCATIONS ARE APPROXIMATE AND SHOULD BE FIELD VERIFIED.
3. LOCATION OF TEMPORARY PUSH BUTTON POLES ARE APPROXIMATE, LOCATIONS SHALL BE VERIFIED BY THE ENGINEER IN THE FIELD.
4. LEGEND AND CONSTRUCTION NOTES THIS SHEET. TEMPORARY ELECTRICAL
FILE NAME C:\Users\ZacharC\Desktop\XL6294 duwamish ada\XL6294 PS_EL_3.dgn Plot 18
TIME 3:39:00 PM Resion ['STATE | FED.AID PROJ.NO. L SR 99 PLAN REF NO
DATE 3/22/2022
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DESIGNED BY  C.ZACHARIA JOB NUMBER .
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SIGN SPECIFICATIONS

GENERAL NOTES (GN):
A) POST LENGTHS AND "W" VALUES SHOWN ARE APPROXIMATE. FINAL VALUES SHALL BE DETERMINED IN THE FIELD BY THE CONTRACTOR PRIOR TO FABRICATION AND INSTALLATION.

B) FOR STRUCTURE AND MOUNTING DETAILS SEE STANDARD PLAN SERIES "G".

C) FOR CODE REFERENCES AND STANDARD DETAILS SEE WASHINGTON STATE SIGN FABRICATION MANUAL.
D) ALL2.5" PERFORATED SQUARE STEEL TUBE (PSST) POSTS SHALL BE 12 GAUGE.
E) 2.5"SQ (SB)AND 2.5" SQ (5) PSST POSTS SHALL HAVE A 12 GAUGE 2 1/4" PSST INSERT OF THE SAME LENGTH.

F) SEE STANDARD PLAN G-24.40.

G) ALL WIDE FLANGE STEEL POSTS SHALL BE ASTM A992.
H) ALL ROUND STEEL POSTS ARE MEASURED TO OUTSIDE DIAMETER AND SHALL HAVE TYPE AP SIGN SUPPORTS.

I) ALL SIGNS 36" OR WIDER SHALL BE BRACED IN ACCORDANCE WITH STANDARD PLAN G-50.10.
J) 5" 6", 7" AND 8" SQUARE STEEL TUBE SIGN POSTS SHALL HAVE TYPE TP-B BASES. ASTM A36 W6x12 FOUNDATION SPECIFICATIONS SHALL BE USED UNLESS OTHERWISE NOTED IN THE PLANS .
K) ALL 3" SOLID SQUARE STEEL TUBE POSTS SHALL BE 7 GAUGE.

L) SEE STANDARD PLAN G-24.50.

M) ALL OVERHEAD SIGN MOUNTING HARDWARE SHALL BE NEW UNLESS OTHERWISE SHOWN ON THE PLANS OR SIGN SPECIFICATION SHEETS.

OVERHEAD SHEETING ABBREVIATIONS LEGEND 2 1/2" PERFORATED & 3" SQUARE STEEL TUBE SIGN POST SUPPORTS
AAH ADOPT A HIGHWAY
YPE OF SIGN SHEETING TYPE AHD AHEAD POS(;)S'ZE CA""S?ZUETégLTL';'“':NPOST S'GNf\‘(’:: ORT | GENERAL NOTE
BACKGROUND LEGEND / BORDER BR MOUNT BRIDGE MOUNTED SIGN BRACKET
GUIDE \Y) Xl BTWN BETWEEN 21/2" 2.5"8Q (1) ST-1 D, L
EXIT ONLY / LEFT PLAQUE \Y) Xl CANT CANTILEVER 21/2" 2.5"8Q (4) ST-4 D, L
STREET NAME \Y Xl CL CENTER LINE 21/2" 2.5"SQ (SB) SB-1, SB-2 OR SB-3 D, EF
REGULATORY \Y N/A CN CONSTRUCTION NOTE 21/2" 2.5"8Q (5) ST-4 D,E,L
WARNING IXORXI N/A CONT CONTINUED 3" 3" SQ (SB) SB-1 OR SB-3 K, F
EX OR EXIST EXISTING 3" 3"SQ (5 ST-4 K. L
FY FLUORESCENT YELLOW
HAR HIGHWAY ADVISORY RADIO
s INTERSECTION
LT LEFT
LT STD LIGHT STANDARD
MOD MODIFIED
MP MILE POST
MTG HDWR MOUNTING HARDWARE
N/A NOT APPLICABLE
NO. NUMBER
PED PEDESTRIAN
PERP PERPENDICULAR
PSST PERFORATED SQUARE STEEL TUBE
R- REMOVAL
RT RIGHT
SIG POLE SIGNAL POLE
SIGN BR SIGN BRIDGE
SB SLIP BASE
SQ SQUARE
STA STATION
TYP TYPICAL
W/ WITH
XING OR X-ING CROSSING
REGIONNO.| STATE |FED. AID PROJ. NO. Plot 1
10 WASH SR 99 SS1
DESIGNED BY M. MUS DUWAMISH RIVER TO S SPOKANE ST VIC
ENTERED BY M. MUS "‘ Washington State _ PAVING & ADA COMPLIANCE SHEET
CHECKED BY C. ANDERSON JOB NUMBER @ Department of Transportation 50
PROJ. ENGR. C. ANDERSON 21A023 OF
REGION ADM. M. COTTEN CONTRACT NO. SIGN SPECIFICATIONS 130
REVISION DATE BY SHEETS




SIGN INSTALLATION SPECIFICATIONS

SIGN SIGN SIGN STA LOC. SIGNSIZE | sprETING | LETTERSIZE | POST | POST POST LENGTH CLEARANCE
NO. CODE DESCRIPTION (or MP) X Y TYPE ORCODE |MATERAL| SZE | M1 T R T W] 4 ] v 1 W REMARKS
1A R9-3A NO PEDESTRIAN CROSSING |EM STA 46+97 (63 RT)| 24" | 24" lor/ | STANDARD | STEEL | 2'sQ. | & 2 MOUNT ON CURB FACE, WITH 2 POSTS
2A R9-3A NO PEDESTRIAN CROSSING |EM STA 47406 (23 LT)| 24" | 24" llor/ | STANDARD | STEEL | 2'sQ. | & 2> MOUNT ON CURB FACE, WITH 2 POSTS
5A R9-3A NO PEDESTRIAN CROSSING | EM STA 6243824 LT)| 24" | 24" llor M | STANDARD | STEEL | 2'sQ. | 85 75 MOUNT 2' FROM THE CURB
6A R9-3A NO PEDESTRIAN CROSSING |EM STA 62442 (22'LT)| 24" | 24" llor M/ | STANDARD | STEEL | 2'sSQ. | 85 75 MOUNT 2' FROM THE CURB
7A WA0-1 RAILROAD CROSSING WARNING |[EM STA 75+62 (56 RT)| 36" | 36" llor /| STANDARD | STEEL | 2'sQ. | 85 75 MOUNT 2' IN FRONT OF EXISTING POWER POLE
8A R8-9 TRACKS OUT OF SERVICE | EMSTA79+52 205 LT)| 24" | 24" llor /| STANDARD | STEEL | 2'sQ. | 85 75 MOUNT 75' INFRONT OF FEDERAL CENTER SOUTH SIGN
10A R9-3A NO PEDESTRIAN CROSSING |EM STA 82+30 (60'RT)| 24" | 24" lorV | STANDARD | STEEL | 2'sQ. | 4 2 MOUNT ADJACENT TO SIDEWALK NORTH OF POLE
1A R8-9 TRACKS OUT OF SERVICE |EM STA 81+61 (32LT)| 24" | 24" llor /| STANDARD | STEEL | 2'sQ. 5 MOUNT UNDER EXISTING CROSSBUCK SIGN
12A R9-3A NO PEDESTRIAN CROSSING |EM STA 81480 (24'LT)| 24" | 24" lor M | STANDARD | STEEL | 2'sQ. | 4 2> MOUNT WITH 2 POSTS
12A WA10-1 RAILROAD CROSSING WARNING |EM STA 86+28 (25'LT)| 36" | 36" lor M | STANDARD | STEEL | 2'sQ. | & 75 MOUNT 2' FROM THE CURB
15A R9-3A NO PEDESTRIAN CROSSING |EM STA 89+42 (54'RT)| 24" | 24" llor M | STANDARD | STEEL | 2'sQ. | & 2> MOUNT ON CURB FACE, WITH 2 POSTS
16A R9-3A NO PEDESTRIAN CROSSING |EM STA 89+54 (28'LT)| 24" | 24" llor /| STANDARD | STEEL | 2'sQ. 75 MOUNT ON EXISTING PEDESTRIAN PUSH BUTTON POLE
CONSTRUCTION NOTES: "
POST LENGTHS SHOWN ARE APPROXIMATE. FINAL VALUES SHALL BE DETERMINED IN THE FIELD PRIOR TO FABRICATION.
FOR STRUCTURE AND MOUNTING DETAILS SEE STANDARD PLAN SHEET SERIES "G".
FOR CODE REFERENCES AND STANDARD DETAILS SEE WASHINGTON STATE SIGN FABRICATION MANUAL.
recion No.| STATE FED. AID PROJ. NO. Flot4
SR 99 ss2
DESIGNED BY  |M. MUS 10 WASH - DUWAMISH RIVER TO S SPOKANE ST VIC
ENTERED BY  |M. MUS TP Lotingtonsiate o PAVING & ADA COMPLIANCE SHEET
CHECKED BY _ |C. ANDERSON JOB NUMBER 51
PROJ. ENGR. _ |C. ANDERSON 21A023 OF
REGION ADM. _ |M. COTTEN CONTRACT NO. SIGN INSTALLATION SPECIFICATIONS | 130
REVISION DATE | BY SHEETS




SIGN RELOCATION SPECIFICATIONS

SIGN SIGN SIGN EXIST. STA.LOC. | NEW STA.LOC. SIGN SIZE POST | POST POST LENGTH CLEARANCE
NO. CODE DESCRIPTION (or MP) (or MP) X Y JMATERIAL| SIZE | HH T 2 T H3 T H4 | vV | W REMARKS
7B R7-101 NO PARKING ANY TIME  |[EM STA 75+62 (56' RT)| EM STA 75+62 (56' RT)| 18" 24" STEEL | 2"sQ. 5.5 REMOVE AND RELOCATE SIGN BELOW NEW W10-1 SIGN.
9 R15-1 RAILROAD CROSSING EM 80+55 (64' RT) | EM80+45 (65' RT) | 45" 9" STEEL | 2"sQ. 9 REMOVE, STORE, AND REPLACE SIGNS ON NEW POST
WHEN CONSTRUCTION IS COMPLETE.
9 R1-2 YIELD EM 80+55 (64' RT) | EM80+45 (65' RT) | 30" 30" STEEL | 2"sQ. 9 REMOVE, STORE, AND REPLACE SIGNS ON NEW POST
WHEN CONSTRUCTION IS COMPLETE.
14 D3-103 E MARGINAL WAY S EM 88+56 (58' RT) | EM88+56 (60’ RT) 16" STEEL 9 REMOVE, STORE, AND REPLACE SIGNS ON NEW POST
WHEN CONSTRUCTION IS COMPLETE.
14 D3-103 S IDAHO ST EM 88+56 (58' RT) | EM88+56 (60' RT) 16" STEEL 9 REMOVE, STORE, AND REPLACE SIGNS ON NEW POST
WHEN CONSTRUCTION IS COMPLETE.
CONSTRUCTION NOTES: A
POST LENGTHS SHOWN ARE APPROXIMATE. FINAL VALUES SHALL BE DETERMINED IN THE FIELD PRIOR TO FABRICATION.
FOR STRUCTURE AND MOUNTING DETAILS SEE STANDARD PLAN SHEET SERIES "G".
FOR CODE REFERENCES AND STANDARD DETAILS SEE WASHINGTON STATE SIGN FABRICATION MANUAL.
REGIONNO. | STATE | FED. AID PROJ. NO. Plot4
SR 99 SS3
DESIGNED BY  |M. MUS 10 WASH - DUWAMISH RIVER TO S SPOKANE ST VIC
ENTERED BY M. MUS VI LohingionState,  ortation PAVING & ADA COMPLIANCE SHEET
CHECKED BY C. ANDERSON JOB NUMBER 52
PROJ. ENGR. C. ANDERSON 21A023 OF
REGION ADM. M. COTTEN CONTRACT NO. SIGN RELOCATION SPECIFICATIONS 130
REVISION DATE BY SHEETS




SIGN REMOVAL SPECIFICATIONS
SIGN SIGN SIGN STA LOC. SIGN Sz POST | POST | #OF
NO. CODE DESCRIPTION (or MP) X Y |MATERIAL| SIZE |POSTS REMARKS
3 R8-9 TRACKS OUT OF SERVICE |EM STA 55+77 57'RT)| 24" | 24" | WOOD |4'X6"SQ| 1
4 R8-9 TRACKS OUT OF SERVICE |EM STA 57+46 (26'LT)| 24" | 24" | WOOD REMOVE SIGN FROM POWER POLE
CONSTRUCTION NOTES: Y
POST LENGTHS SHOWN ARE APPROXIMATE. FINAL VALUES SHALL BE DETERMINED IN THE FIELD PRIOR TO FABRICATION,
FOR STRUCTURE AND MOUNTING DETALS SEE STANDARD PLAN SHEET SERIES "G".
FOR CODE REFERENCES AND STANDARD DETAILS SEE WASHINGTON STATE SIGN FABRICATION MANUAL.
recion No.| STATE |FED. AID PROJ. NO. Plot 5
SR 99 sS4
DESIGNED BY  |M.MUS 10 | WASH - DUWAMISH RIVER TO S SPOKANE ST VIC
ENTERED BY  |M.MUS W/ Dopariment of Transportation PAVING & ADA COMPLIANCE SHEET
CHECKED BY _ |C. ANDERSON JOB NUMBER 53
PROJ.ENGR. __|C. ANDERSON 21A023 OF
REGION ADM. _ |M. COTTEN CONTRACT NO. SIGN REMOVAL SPECIFICATIONS 130
SHEETS

REVISION DATE BY




R9-3A

R9-3A

LEGEND
> SIGN NOTE SIGN REMOVAL NOTE
NEW SIGN &
PROPOSED LOCATION DOUBLE POSTS
' . . SIGN RELOCATION
v " = NOTE @  NEW SIGN & POST
SCALE IN FEET
“EXISTING LOCATION q EXISTING SIGN
FILE NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294 PS_41SN.dgn Plot 2
TIME 5:29:52 PM RES(')‘_’“ STATE FED.AID PROJ.NO. ‘ SR 99 PLAN REF NO
DATE 3/21/2022
PLOTTED BY  musma 10 |WASH '7 DUWAMISH RIVER TO S SPOKANE ST vic | SP1
DESIONED o . MuS 21A023 Washington State PAVING & ADA COMPLIANCE e
CHECKED BY C. ANDERSON CONTRACT NO. LOCATION NO. Department of Transportation oF
PROJ. ENGR. C. ANDERSON = oae SIGNING PLANS 130
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX
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MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R MAXIMUM CHANNELIZATION SHOULDER CLOSURE TAPER LENGTH = L/3 SIGN SPACING = X (1)
) ) S. s + IbS.
6 40| 40| 40 | 60 | 60 | 90 | 120(120| 120|160 .
UP TO 40 MPH|45-55 MPH | 60+ MPH |UP TO 40 MPH| 45-55 MPH | 60+ MPH 50-65 40 80 , L3 (feet) RURAL HIGHWAYS 60-65 MPH 800" +/-
100 172 57 100 150 72 3545 30 &0 10 40 | 40 | 60 | 90 | 90 | 150|200(200|200 240 RURAL ROADS 45.55 MPH 500" +/-
MINIMUM LANE CLOSURE TAPER LENGTH = L RURAL ROADS & URBAN ARTERIALS 55 30 \pH  200' +/- (2)
VlfllADNTEH SPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65 LONGITUDINAL BUFFER SPACE = B RESIDENTAL & BUSINESS DISTRICTS
12' L (feet) | 80 [140(180(270|330|540|600|680 720|800 SPEED (MPH) [ 20 | 25| 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65 URBAN STREETS 25 MPH OR LESS  100'+/- (2)
(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
LENGTH (feef) | 115] 155200 | 250 | 305 | 360 | 425 | 495 | 570 | 645 INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.
(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT
. @ ROADWAY CONDITIONS.
X X L 2L

oo e ﬁ—gn_m__&"_é """"

et i S ——

_____H.T_

. FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF
TRAFFIC SAFETY DRUM.

8. CONTRACTOR SHALL MAINTAIN 11" TRAVELED LANE WIDTH.

9. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

10. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

—_—

TC2

—
L
1w PCMS
2 1 2
w ROAD RIGHT
' WORK 2 LANES
w AHEAD CLOSED
= 2.0 SEC 2.0 SEC
X
o FIELD LOCATE 0.5 +/-
< MILES PRIOR TO LANE

CLOSURE.

LOCATE PCMS PER
WSDOT STANDARD

OO O

SR 99 /NB - BRIDGE 99/530E TO 1ST AVE S

(1 OF 2)

N.T.S

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)
UNIFORMED POLICE OFFICER

FLAGGER

PORTABLE CHANGEABLE MESSAGE SIGN

- LEGEND SPEC. 1-10.3(3)C.
7' HEIGHT IEERE 6"D
" 6"D
NOTES: ) 48 WORK ZONE 77
48 EXIT 72"| OPEN TO(&"c TEMPORARY SIGN LOCATION ]
1. SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS. EXIT - ALL g TEMPORARY SIGN LOCATION (5'MOUNTING HEIGHT) X
2. EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER. 36" TRAFFIC | 8¢
3. CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN OPEN ’ TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT ®
THE AREA REQUIRED FOR ONE NIGHTS WORK. R3-11 (MOD) TALL CHANNELIZATION DEVICE @
4. CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. W20-501(R) wa-2(L) ES5-2A E5-1 (WIG) BLACK
5. ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS ON_WHITE SEQUENTIAL ARROW SIGN DoD>
ARE BLACK ON WHITE, UNLESS STATED OTHERWISE. PROTECTIVE VEHICLE
6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED. =

FILE NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294 PS_46TC.dgn Plot 1

TIME 5:30:00 PM RE’%‘_’" STATE FED.AID PROJ.NO. ‘ SR 99 PLAN REF NO

DATE 3/121/2022

PLOTTED BY  musma 10 |WasH '7 DUWAMISH RIVER TO S SPOKANE sT vic | TC1
JOB NUMBER

:5:::53“ B‘i’{Y Q- <I\)III[JSSEN 21A023 Washington State PAVING & ADA COMPLIANCE e

CHECKED BY C. ANDERSON CONTRACT NO. LOCATION NO. Department of Transportation oF

PROJ.ENGR. C. ANDERSON o TRAFFIC CONTROL PLANS EL

REGIONAL ADM. M. COTTEN REVISION DATE BY P.E. STAMP BOX P.E. STAMP BOX




MATCH LINE - SEE SHEET TC1

NOTES:

-

. SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.

. EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN

THE AREA REQUIRED FOR ONE NIGHTS WORK.

4. CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET.

5. ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS
ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

7. FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF

TRAFFIC SAFETY DRUM.

w N

8.
9.

CONTRACTOR SHALL MAINTAIN 11" TRAVELED LANE WIDTH.
SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

10. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R LONGITUDINAL BUFFER SPACE = B MBEVICE SPACING. ooty sroupER e QULDER CLOSURE TAPER LENGTH = L/3
HOST VEHICLE WEIGHT HOST VEHICLE WEIGHT SPEED (MPH) | 20 [ 25 [ 30 [ 35 [ 40 45| 50 | 55 | 60 | 65 vPH | TAPER | TANGENT WiDTH | SPEED (MPH) | 20 | 25 | 30 | 35] 40| 45| 50 | 55 | 60 | 65
5,900 TO 22000 Tos. 22,0017 bs. LENGTH (feet) | 115 [ 155|200 250 [ 305 | 360 [ 425 | 495 [ 570|645 50-65 40 80 o 40 | 40 | 40| 60 | 60 | 90 | 120 120|120 160
UP TO 40 MPH[ 4555 MPH | 60+ MPH |UP TO 40 MPH[ 4555 MPH | 60+ MPH 35'45 % 5 10 L/3 (fee) 10T 20 [60 | 90 | 90 | 150]200] 200|200 | 240
100 172 222 100 150 172 - ;
INIMOM LANE CLOSURE TAPER LENGTH = L 20.30 2 m FOR SHOULDERS LESS THAN 6, USE 3 DEVICES MINIMUM
Wby | sPEED (MPH) | 20 [ 25| 30 | 35 | 40 | 45| 50 | 55 | 60 | 65
12 L (feet) | 80 | 140]180]270]330]540]600[680]720] 800

SR 99 /NB - BRIDGE 99/530E TO 1ST AVE S

S ’ SIGN SPACING = X (1)

/,/—/'/ FREEWAYS & EXPRESSWAYS 50-75 MPH 1500' +/-
RURAL HIGHWAYS 60-65 MPH 800' +/-
RURAL ROADS 45-55 MPH 500' +/-
RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350" +/-
RURAL ROADS & URBAN ARTERIALS .
RESIDENTAL & BUSINESS DISTRICTS 25-30 MPH 200" +- (2)
URBAN STREETS 25 MPH OR LESS 100' +/- (2)
(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.
(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT
ROADWAY CONDITIONS.

LEGEND

WORK ZONE

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5'MOUNTING HEIGHT)

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT
TALL CHANNELIZATION DEVICE

SEQUENTIAL ARROW SIGN

PROTECTIVE VEHICLE

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)
UNIFORMED POLICE OFFICER

(2 OF 2)

N.T.S

FLAGGER

PORTABLE CHANGEABLE MESSAGE SIGN

FILE NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294_PS_46TC.dgn Plot 2
TIME 5:30:04 PM REGION |~ STATE FED.AID PROJ.NO. A SR 99 PLAN REF NO
DATE 312112022

PLOTTED BY  musma 10 \WASH '7 DUWAMISH RIVER TO S SPOKANE ST vic | TC2
DESIoNeD oY A OLSEN 21A023 Washington State PAVING & ADA COMPLIANCE o
CHECKED BY C..ANDERSON CONTRACT NO. LOCATION NO. Department of Transportation 1(;0
PROJ. ENGR. C. ANDERSON S AT TRAFFIC CONTROL PLANS sHEETS
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX




MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R MAXIMUM CHANNELIZATION SHOULDER CLOSURE TAPER LENGTH = L/3 SIGN SPACING = X (1)
) ) S. s + IbS.
6 40 | 40 | 40 | 60 | 60 | 90 [120|120| 120|160 .
UP TO 40 MPH|45-55 MPH | 60+ MPH |UP TO 40 MPH| 45-55 MPH | 60+ MPH 50-65 40 80 , L3 (feet) RURAL HIGHWAYS 60-65 MPH 800" +/-
100 172 57 100 150 72 3545 30 60 10 40 | 40 | 60 | 90 | 90 | 150|200(200|200 240 RURAL ROADS 4555 MPH 500" +/-
MINIMUM LANE CLOSURE TAPER LENGTH = L RURAL ROADS & URBAN ARTERIALS 55 30 \pH  200' +/- (2)
WANE " T'speeD (MPH) | 20 | 25 | 30 | 35| 40| 45| 50 | 55 | 60 | 65 LONGITUDINAL BUFFER SPACE = B RESIDENTAL & BUSINESS DISTRICTS
12' L (feet) | 80 [140(180(270|330|540|600|680 720|800 SPEED (MPH) [ 20 | 25| 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65 URBAN STREETS 25 MPH OR LESS  100'+/- (2)
(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
LENGTH (feef) | 115] 155200 | 250 | 305 | 360 | 425 | 495 | 570 | 645 INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.
PCMS (2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT
1 2 @ ROADWAY CONDITIONS.
ROAD LEFT x
WORK | 2 LANES - 7
AHEAD CLOSED T T T T T T T T e e e e——— -_— ——
20 SEC | 2.0 SEC | -- -~ —- . LTI S T T oo mTmEme
FIELD LOCATE 0.5 +- —— = —=——— .- SR~ -- e T T EEmsea
MILES PRIOR TO LANE e T e e e T

CLOSURE.
LOCATE PCMS PER

WSDOT STANDARD
SPEC. 1-10.3(3)C.

LEGEND

WORK ZONE

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5'MOUNTING HEIGHT)
TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT
TALL CHANNELIZATION DEVICE

SEQUENTIAL ARROW SIGN

PROTECTIVE VEHICLE

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)
UNIFORMED POLICE OFFICER

FLAGGER

PORTABLE CHANGEABLE MESSAGE SIGN

SR 99 /INB

TWO LANES
CLOSED
AHEAD,

W20-501(L)

o) L)

W4-2(R)

- BRIDGE 99/530E TO 1ST AVE S

(1 OF 2)

N.T.S

1. SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.

2. EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.

3. CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN
THE AREA REQUIRED FOR ONE NIGHTS WORK.

4. CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET.

5. ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS
ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

7. FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF
TRAFFIC SAFETY DRUM.

8. CONTRACTOR SHALL MAINTAIN 11' TRAVELED LANE WIDTH.

9. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

10. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK.
206-684-4574
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-

. SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

7. FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF
TRAFFIC SAFETY DRUM.

8. CONTRACTOR SHALL MAINTAIN 11" TRAVELED LANE WIDTH.

9. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

10. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

w N

oA

SR 99 /NB - BRIDGE 99/530E TO 1ST AVE S

(2 OF 2)

N.T.S

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R LONGITUDINAL BUFFER SPACE = B MAXIMUM gg’fgﬂg‘-'ﬁg{?" sroupER e QULDER CLOSURE TAPER LENGTH = L/3
H%%Bov'nglchon(\)/(\)/E|lt?HT HOST ;/2E5|(|)(1:LE|bWEIGHT SPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65 MPH TAPER | TANGENT WIDTH | SPEED (MPH) | 20 | 25| 30 | 35| 40 | 45| 50 | 55 | 60 | 65
, , S, ,001+ Ibs. 6' 40 | 40 | 40 | 60 | 60 | 90 | 120(120|120] 160
UP TO 40 MPH| 45-55 MPH | 60+ MPH |UP TO 40 MPH| 45-55 MPH | 60+ MPH LENGTH (feet) | 115 155]200]250] 305 | 360 425 | 495 | 570 | 645 :2:2: ‘;8 Zg 10 L3 (et 10 20 [ 60| 90 | 90 | 150 200| 200] 200] 240
100 172 222 100 150 172 INIMUNM LANE CLOSURE TAPER LENGTH = L 20-30 20 20 FOR SHOULDERS LESS THAN 6',USE 3 DEVICES MINIMUM
Wby | sPEED (MPH) | 20 [ 25| 30 | 35 | 40 | 45| 50 | 55 | 60 | 65
12" L (feet) | 80 |140|180|270|330|540|600|680|720|800
[aal
i o
= —t—Tr—o—r—T—oc—T—x—3 — |
T s = e B
mE— e —— - _ SR 99 - -- --
Tl- -- -- -- - - ==
L - - - —
H“_.;___—————7?7—‘7—71,—,‘—,:,—,:,‘_;?:?, Y D U B
] e e e e Bl i
|_|IJ e e e e e f\f::f::*_g — ==
z N\ N o @ T — —_
;&_ ®_ O — ®- ] ﬁ@ @ SR 99 -- __—':: --
o\ . _ - _ . ‘:_," o -
= TN ——— R - SIGN SPACING = X (1)
\?10/0,&/%%, == . . FREEWAYS & EXPRESSWAYS 50-75 MPH 1500' +/-
e /éé/ S RURAL HIGHWAYS 60-65 MPH 800" +/-
=T e e T RURAL ROADS 4555 MPH 500" +/-
f/{’ . "=f> /;/ - RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350" +/-
[\ //,/ - RURAL ROADS & URBAN ARTERIALS '
¢ N’\G\“// - RESIDENTAL & BUSINESS DIsTRICTs ~ 22-30 MPH 200" +/-(2)
' URBAN STREETS 25 MPH OR LESS 100" +/- (2)
(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.
(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT
ROADWAY CONDITIONS.
LEGEND
NOTES: WORK ZONE

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5'MOUNTING HEIGHT)

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT
TALL CHANNELIZATION DEVICE

SEQUENTIAL ARROW SIGN

PROTECTIVE VEHICLE

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)
UNIFORMED POLICE OFFICER

FLAGGER

PORTABLE CHANGEABLE MESSAGE SIGN

E"@%E%K@QMZIIE
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MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE

HOST VEHICLE WEIGHT HOST VEHICLE WEIGHT
9,900 TO 22,000 Ibs. 22,001+ Ibs.

UP TO 40 MPH| 45-55 MPH | 60+ MPH |UP TO 40 MPH| 45-55 MPH
100' 172 222' 100' 150'

R

60+ MPH
172

Z MAXIMUM CHANNELIZATION SHOULDER CLOSURE TAPER LENGTH = L/3
LONGITUDINAL BUFFER SPACE = B DEVICE SPACING (feet) SHOULPERT speep (wpH) | 20 [ 25 [ 30 [ 35 [ 40 45 50 [ 55 ] 60 | 65

SPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65 MPH TAPER | TANGENT WIDTH

LENGTH (feet) | 115 | 155|200 | 250 | 305 | 360 | 425 | 495 | 570 | 645 50-65 40 80 6 L/3 (feet) 40401401 60|60 90 |120| 120| 120] 160

3oas 30 60 10 40 | 40 | 60 | 90 | 90 | 150|200|200| 200|240
MINIIUM LANE CLOSURE TAPER LENGTH = L 20-30 20 40 FOR SHOULDERS LESS THAN 6',USE 3 DEVICES MINIMUM
Wby | sPEED (MPH) | 20 [ 25| 30 | 35 | 40 | 45| 50 | 55 | 60 | 65
12! L (feet) | 80 |140|180|270|330|540|600|680|720|800

—_——

—_

NOTES:

1.SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.

2.EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.

3.CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN
THE AREA REQUIRED FOR ONE NIGHTS WORK.

4.CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET.

5.ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS
ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

7.FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF
TRAFFIC SAFETY DRUM.

8. CONTRACTOR SHALL MAINTAIN 11" TRAVELED LANE WIDTH.

9. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

10. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

- INIM HOLVIA

90l 133HS 33S

vV

PCMS SIGN SPACING = X (1)

1 2 FREEWAYS & EXPRESSWAYS 50-75 MPH 1500' +/-
RgAD LEFTS RURAL HIGHWAYS 60-65 MPH 800" +/-
WORK 2 LANE .
AHEAD CLOSED RURAL ROADS 45-55 MPH 500" +/-
2.0 SEC 2.0 SEC RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350' +/-

FIELD LOCATE 0.5 +- | RESIDENTAL & BUSINESS DISTRICTS  2-30 MPH 200" +/- (2)
MILES PRIOR TO LANE
CLOSURE. URBAN STREETS 25 MPH OR LESS 100" +/- (2)

LOCATE PCMS PER
WSDOT STANDARD
SPEC. 1-10.3(3)C.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT

TWO LANES

&

W20-501(L) W4-2(R)

OO

SR 99 /SB - BRIDGE 99/530E TO 1ST AVE S

(1 OF 3) N.T.S

ROADWAY CONDITIONS.

LEGEND

WORK ZONE

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5'MOUNTING HEIGHT)
TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT
TALL CHANNELIZATION DEVICE

SEQUENTIAL ARROW SIGN

PROTECTIVE VEHICLE

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)
UNIFORMED POLICE OFFICER

FLAGGER

PORTABLE CHANGEABLE MESSAGE SIGN

E"@%E%KQ@XIIE
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MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R
HOST VEHICLE WEIGHT HOST VEHICLE WEIGHT
9,900 TO 22,000 Ibs. 22,001+ Ibs.
UP TO 40 MPH| 45-55 MPH | 60+ MPH JUP TO 40 MPH| 45-55 MPH | 60+ MPH
100 172 222 100 150' 172
I
sks%\
CL? \Q§%\

- MAXIMUM CHANNELIZATION SHOULDER CLOSURE TAPER LENGTH = L/3
LONGITUDIRAL EUFEER SPASE = B DEVICE SPACING (feet) SHORLDER] speep wpH) [ 20 [ 25 [ 30 [ 35 [ 40 [ 45 [ 50 ] 55 [ 60 | 65
SPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65 MPH | TAPER | TANGENT WIDTH
LENGTH (feet) [ 115|155 | 200|250 | 305 | 360 | 425 | 495 | 570 | 645 50-65 40 80 o U3 (feet) |01 4040160 | 6090 1120}120 1201 160
3545 2 s 10 40 [ 40 [ 60 | 90 | 90 [150] 200200200240
MINIMUM LANE CLOSURE TAPER LENGTH = L 20-30 20 40 FOR SHOULDERS LESS THAN 6, USE 3 DEVICES MINIMUM
v, | speep er) | 20 [ 25 [ 30 | 35 | 40| 45 | 50 | 55| 60 | 65
12/ L (feety | 80 |140]180[270]330]540]600[680] 720800

CONTRACTOR SHALL NOTIFY SDOT SIGNAL GROUP 10 DAYS PRIOR

PREPARED
T0 STOP

W20-7A W20-78
TO CONSTRUCTION AT THE FOLLOWING NUMBER: (206) 386-4529
ox
s ()
>
]
(@]
T
-
p4
m
o
m
m
2]
I
m
m
_|
—
(@]
~
on i
L @ @ SIGN SPACING = X (1)
‘ I
A ‘ ! FREEWAYS & EXPRESSWAYS 5075 MPH 1500’ +/-
/ ) ® X7 N X j RURAL HIGHWAYS 6065 MPH 800’ +-
N v . l
e ] < it B <R [ - RURAL ROADS 45-55 MPH 500’ +/-
- . . . - RURAL ROADS & URBAN ARTERIALS  35-40 MPH 350" +/-
e ———— —_— RURAL ROADS & URBAN ARTERIALS ] Cal
- - -- -- - - RESIDENTAL & BUSINESS DISTRICTS 20730 MPH 200 +- (2)
= —_— e URBAN STREETS 25 MPH OR LESS  100' +/- (2)
A / (1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.
(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT
LEGEND ROADWAY CONDITIONS.
NOTES: 7' HEIGHT
k 48" WORK ZONE r /A
1. SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS. 48 EXIT TW’SE:LES TEMPORARY SIGN LOCATION 7]
2. EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER. ,
" TEMPORARY SIGN LOCATION (5'MOUNTING HEIGHT
3. CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN EXIT 36" 48 CLOSED ¢ ) X
THE AREA REQUIRED FOR ONE NIGHTS WORK. OPEN ’ AHEAD TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT ®
4. CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. EooA T TALL CHANNELIZATION DEVICE o)
5. ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS 5-1 (WIG) Wa-2(R) W20-501(R) w4-2(L)
ARE BLACK ON WHITE, UNLESS STATED OTHERWISE. SEQUENTIAL ARROW SIGN DoD>
6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED. PROTECTIVE VEHICLE
7. FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF -
TRAFFIC SAFETY DRUM. TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2) NN
8. CONTRACTOR SHALL MAINTAIN 11' TRAVELED LANE WIDTH. UNIFORMED POLICE OFFICER
9. AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL SR 99 /SB - BRIDGE 99/530E TO 1ST AVE S FLAGGER
10. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS. (2 OF 3) N.T.S
11. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK.206-684-4574 PORTABLE CHANGEABLE MESSAGE SIGN
FILE NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294_PS_46TC.dgn Plot 6
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NOTES:

W=

8.
9.

MATCH LINE - SEE THIS SHEET

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R LONGITUDINAL BUFFER SPACE = B MAXIMUM gg’fgﬂg‘-'(zf':‘;'?" sroupER e QULDER CLOSURE TAPER LENGTH = L/3
HOST VEHICLE WEIGHT HOST VEHICLE WEIGHT SPEED (MPH) | 20 | 25| 30| 35 | 40 | 45 | 50 | 55 | 60 | 65 Pt | TAPER | TANGENT wipTH | SPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50| 55 | 60 | 65
9,900 TO 22,000 los. 22,001+ Tbs. LENGTH (feet) | 115|155 | 200 | 250 | 305 | 360 | 425 | 495 | 570 | 645 50-65 40 80 © 4014040 60 60 90 }120120) 120/ 160
UP TO 40 MPH| 4555 MPH | 60+ MPH |UP TO 40 MPH| 45-55 MPH | 60+ MPH e - o 10 | Y2 e 1 T40 60 | 90 | 90 |150] 200|200 200|240
100 172 222' 100 150 172 . .
NIMOM LANE CLOSURE TAPER LENGTH = L 2030 20 0 FOR SHOULDERS LESS THAN 6, USE 3 DEVICES MINIMUM
. Wby | sPEED (MPH) | 20 [ 25| 30 | 35 | 40 | 45| 50 | 55 | 60 | 65
iy 12 L (feet) | 80 | 140]180|270( 330540600680 720|800
= &
>
) »
T =
— w
= w
m [%p]
A w
m zZ
m jr}
w .y
m e
i {E
—
(@]
[e)]
PCMS
1 2
ROAD RIGHT
WORK | 2 LANES
AHEAD | CLOSED
2.0 SEC | 20 SEC

FIELD LOCATE 0.5 +/-
MILES PRIOR TO LANE
CLOSURE.

LOCATE PCMS PER

WSDOT STANDARD
SPEC. 1-10.3(3)C.

. SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.
. EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS
ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

. FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF

TRAFFIC SAFETY DRUM.
CONTRACTOR SHALL MAINTAIN 11" TRAVELED LANE WIDTH.
SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

10. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

O

SR 99 /SB - BRIDGE

RIGHT
TWO LANES
CLOSED
AHEAD

W20-501(R)

30u

99/530E TO 1ST AVE S

(3 OF 3)

N.T.S

SIGN SPACING = X (1)

FREEWAYS & EXPRESSWAYS 50-75 MPH 1500' +/-
RURAL HIGHWAYS 60-65 MPH 800" +/-
RURAL ROADS 45-55 MPH 500' +/-
RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350" +/-
UBALROASS USROS ARIERALS 2530 MPH 200+ (2
URBAN STREETS 25 MPH OR LESS 100" +/- (2)

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT
ROADWAY CONDITIONS.

LEGEND

WORK ZONE

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5'MOUNTING HEIGHT)
TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT
TALL CHANNELIZATION DEVICE

SEQUENTIAL ARROW SIGN

PROTECTIVE VEHICLE

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)
UNIFORMED POLICE OFFICER

FLAGGER

PORTABLE CHANGEABLE MESSAGE SIGN

E"@%E%K@QMZIIE

FILE NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294_PS_46TC.dgn

TIME 5:30:23 PM RESION | sTaTE FED.AID PROJ.NO.
DATE 3/21/2022

PLOTTED BY musma 10 |WASH

DESIGNED BY A. OLSEN JOB NUMBER

ENTERED BY M. MUS 21A023

CHECKED BY c ANDERSON CONTRACT NO. LOCATION NO.
PROJ. ENGR. C. ANDERSON

REGIONAL ADM. M. COTTEN REVISION DATE BY

DATE

P.E. STAMP BOX

P.E. STAMP BOX

Plot 7
- SR 99 PLAN REF NO

'7 DUWAMISH RIVER TO S SPOKANE ST VIC TC7

Washington State PAVING & ADA COMPLIANCE SHEET

Department of Transportation §,F1
TRAFFIC CONTROL PLANS e




—_——

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R LONGITUDINAL BUFFER SPACE = B MAXIMUM gg’fgﬂg‘-'ﬁg{?" sroorper o QULDER CLOSURE TAPER LENGTH = L/3
HOST VEHICLE WEIGHT HOST VEHICLE WEIGHT SPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45| 50 | 55 | 60 | 65 vPH | TAPER | TANGENT WIDTH | SPEED (MPH) | 20 ] 25 ] 30 | 35| 40 | 45 ] 50| 55 | 60 | 65
9,900 TO 22,000 Ibs. 22,007+ Ibs. 6 40 | 40 | 40 | 60 | 60 | 90 [120]120] 120160
UP TO 40 MPH|45-55 MPH | 60+ MPH |UP TO 40 MPH| 45-55 MPH | 60+ MPH LENGTH (feet) | 115]155]200250] 305 360425 | 495 | 570 | 645 22’2: ‘;g Zg 10 L3 (feet) o T40 [ 60 | 90 | 90 [ 150|200 200 200] 240
100 172 222" 100 150 172 MINIMUM LANE CLOSURE TAPER LENGTH = L 20-30 20 20 FOR SHOULDERS LESS THAN 6, USE 3 DEVICES MINIMUM
v, | sPeeD (mPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65
12 L (feet) | 80 |140]180[270]330]540(600]680]720 800

—_

—

——

NOTES:

1. SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.

2. EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.

3. CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN

THE AREA REQUIRED FOR ONE NIGHTS WORK.

4. CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET.

5. ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS
ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

7. FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF
TRAFFIC SAFETY DRUM.

8. CONTRACTOR SHALL MAINTAIN 11" TRAVELED LANE WIDTH.
9. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.
10. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

O

SR 99 /SB - BRIDGE 99/530E TO 1ST AVE S

TWO LANES

W20-501(L)

W4-2(R)

&)

(1 OF 3)

N.T.S
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PCMS SIGN SPACING = X (1)

1 2 FREEWAYS & EXPRESSWAYS 50-75 MPH 1500' +/-
ROAD LEFT RURAL HIGHWAYS 60-65 MPH 800" +/-
AtoRK | 2 LANES | | RURAL ROADS 45-55 MPH 500" +/-
2.0 SEC | 2.0 SEC RURAL ROADS & URBAN ARTERIALS  35-40 MPH 350" +/-

RURAL ROAD RBAN ARTERIAL .
FIELD LOCATE 0.5 +/- RESIDENTAL & BUSINESS DISTRICTS ~ 25-30 MPH 200"+ (2)
MILES PRIOR TO LANE
CLOSURE. URBAN STREETS 25 MPH OR LESS 100" +/- (2)
(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
I\;VOS(I:D%TI'E S?r%“rﬂsDATRIIEDR INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.
SPEC. 1-10.3(3)C (2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT
- 1190 : ROADWAY CONDITIONS.
LEGEND
WORK ZONE

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5'MOUNTING HEIGHT)

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT
TALL CHANNELIZATION DEVICE

SEQUENTIAL ARROW SIGN

PROTECTIVE VEHICLE

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)
UNIFORMED POLICE OFFICER

FLAGGER

E"@%E%KQ@XIIE

PORTABLE CHANGEABLE MESSAGE SIGN

FILE NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294_PS_46TC.dgn Plot 8

TIME 5:30:27 PM RES(')‘_J“ STATE FED.AID PROJ.NO. ‘ SR 99 PLAN REF NO

DATE 3/21/2022

PLOTTED BY  musma 10 |WASH '7 DUWAMISH RIVER TO S SPOKANE ST vic | TC8
JOB NUMBER

:E::E‘::E?B? Q- <I\)III[JSSEN 21A023 Washington State PAVING & ADA COMPLIANCE ey

CHECKED BY C. ANDERSON CONTRACT NO. LOCATION NO. Department of Transportation OF

PROJLENGR. _C.ANDERSON TRAFFIC CONTROL PLANS L

REGIONAL ADM. M. COTTEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX




MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R LONGITUDINAL BUFFER SPACE = B o SPACING soat ! sroorper o QULDER CLOSURE TAPER LENGTH = L/3
HOST VEHICLE WEIGHT HOST VEHICLE WEIGHT SPEED (MPH) | 20 [ 25| 30| 35| 40| 45 | 50 | 55 | 60 | 65 2P0 | TAPER | TANGENT wipTH | SPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50| 55 | 60 | 65
5,900 TO 22000 Tos. 22,0017 bs. LENGTH (feet) | 115 155|200 | 250 | 305 | 360 | 425 [ 495 | 570 | 645 5065 40 80 o 40 | 40 | 40| 60 | 60 | 90 | 120 120|120 160
UP TO 40 MPH| 4555 MPH | 60+ MPH [UP TO 40 MPH| 4555 MPH | 60+ MPH e 30 o 10 | 2 ™Y o 0 [e0 [ 90| 90 [ 150]200|200] 200|240
100' 172 222' 100' 150 172 MINIMUM LANE CLOSURE TAPER LENGTH = L 20-30 20 40 FOR SHOULDERS LESS THAN 6',USE 3 DEVICES MINIMUM
vy | speep ey | 20 | 25 [ 30 [ 35| 40 [ 45 | 50| 55 | 60 | 65
L (feet) | 80 | 140 180|270 330 540|600 680|720 800

PREPARED
T0 STOP

W20-7A W20-78
CONTRACTOR SHALL NOTIFY SDOT SIGNAL GROUP 10 DAYS PRIOR
TO CONSTRUCTION AT THE FOLLOWING NUMBER: (206) 386-4529 ‘ X ‘
: (o)
>
3
(e}
I
=
zZ
m
o
m
m
(2]
X
m
m
—
_'
o
S
A
&
&
@ @ SIGN SPACING = X (1)
‘ | FREEWAYS & EXPRESSWAYS 50-75 MPH 1500' +/-
X7 ] X j RURAL HIGHWAYS 6065 MPH 800’ +-
p :
***************** : R RURAL ROADS 45-55 MPH 500" +/-
- . . . - RURAL ROADS & URBAN ARTERIALS  35-40 MPH 350" +/-
e —_—— RURAL ROADS & URBAN ARTERIALS .
- -- - - - RESIDENTAL & BUSINESS DISTRICTS ~ 2°-30 MPH 200" +/- (2)
,,,,,,,,,,,,,,,,,,,,,, — S URBAN STREETS 25 MPH OR LESS  100'+/- (2)
S / (1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.
(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT
LEGEND ROADWAY CONDITIONS.,
7' HEIGHT
NOTES: } 48" WORK ZONE r 777
48 RIGHT TEMPORARY SIGN LOCATION €
1. SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS. EXIT EXIT TWO LANES i
2 EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER. 36" 48" CLOSED TEMPORARY SIGN LOCATION (5'MOUNTING HEIGHT) X
3. CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN OPEN ’ AHEAD TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT ®
THE AREA REQUIRED FOR ONE NIGHTS WORK.
4. CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. E5-2A E5-1 (WI/G) W4-2(R) W20-501(R) wa-2(L) TALL CHANNELIZATION DEVICE ©
5. ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS SEQUENTIAL ARROW SIGN >
ARE BLACK ON WHITE, UNLESS STATED OTHERWISE. i
6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED. @ @ @ @ PROTECTIVE VEHICLE
7. FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2) NENENE
TRAFFIC SAFETY DRUM.
UNIFORMED POLICE OFFICER
8. CONTRACTOR SHALL MAINTAIN 11' TRAVELED LANE WIDTH. SR 99 /SB - BRIDGE 99/530E TO 1ST AVE S
9. AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL (2 OF 3) N.T.S FLAGGER
10. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS. PORTABLE CHANGEABLE MESSAGE SIGN
11. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK.206-684-4574
FILE NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294_PS_46TC.dgn Plot 9
TIME 5:30:31 PM RESON | STATE FED.AID PROJ.NO. 2 SR 99 PLAN REF NO
DATE 3/21/2022
PLOTTED BY  musma 10 \WASH '7 DUWAMISH RIVER TO S SPOKANE ST vic | TC9
DESIGNED BY A.OLSEN J0B NUMBER .
ENTERED BY M. MUS 21A023 Washington State _ PAVING & ADA COMPLIANCE s
CHECKED BY C. ANDERSON CONTRACT NO. LOCATION NO. Department of Transportatlon oF
PROJ.ENGR. ___ C.ANDERSON e TRAFFIC CONTROL PLANS 130
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX




MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

HOST VEHICLE WEIGHT

HOST VEHICLE WEIGHT

9,900 TO 22,000 Ibs. 22,001+ Ibs.
UP TO 40 MPH| 45-55 MPH | 60+ MPH |UP TO 40 MPH| 45-55 MPH | 60+ MPH
100' 172' 222' 100' 150' 172'
~
T 7> Il

LONGITUDINAL BUFFER SPACE = B

SPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65

LENGTH (feet) | 115|155 | 200 | 250 | 305 | 360 | 425 | 495 | 570 | 645
MINIMUM LANE CLOSURE TAPER LENGTH = L

WNE [ 'sPeep mPH) | 20 [ 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65

12" L (feet) | 80 |140180(270|330|540 (600 |680|720 |800

MAXIMUM CHANNELIZATION SHOULDER CLOSURE TAPER LENGTH = L/3

M[:’IIE-IVICE Ts::;;"(; T‘;engNT SHOULDERT speep (MPH) [ 20 | 25 [ 30 [ 35 [ 40 45 [ 50 [ 55 [ 60 | 65
6 40 [ 40 [ 40 | 60 | 60 | 90 | 120]120]120] 160

50-65 40 80 0 L/3 (feet) 15012001 2002001 2

35.45 2 s 0 40 [ 40 [ 60 | 90 | 90 | 150{200]200]200]240

20-30 20 0 FOR SHOULDERS LESS THAN 6, USE 3 DEVICES MINIMUM

601 133HS 3I3S - 3INIT HOLVIN
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PCMS

1 2
ROAD RIGHT
WORK 2 LANES
AHEAD CLOSED
2.0 SEC 2.0 SEC

FIELD LOCATE 0.5 +/-
MILES PRIOR TO LANE

CLOSURE.

- LOCATE PCMS PER

i WSDOT STANDARD

I SPEC. 1-10.3(3)C.

,% SIGN SPACING = X (1)

w FREEWAYS & EXPRESSWAYS 50-75 MPH 1500' +/-

@ RURAL HIGHWAYS 60-65 MPH 800' +/-

‘-éJ RURAL ROADS 45-55 MPH 500' +/-

; RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350" +/-

o RURAL ROADS & URBAN ARTERIALS .

'<§E RESIDENTAL & BUSINESS DISTRICTS 25-30 MPH 200" +- (2)
URBAN STREETS 25 MPH OR LESS 100' +/- (2)
(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.
(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT
ROADWAY CONDITIONS.

LEGEND
NOTES: WORK ZONE

W=

. SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.
. EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.
CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN

THE AREA REQUIRED FOR ONE NIGHTS WORK.
4. CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET.

5. ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.
6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

7. FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF

TRAFFIC SAFETY DRUM.
8. CONTRACTOR SHALL MAINTAIN 11" TRAVELED LANE WIDTH.
9. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.
10. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

RIGHT

30u

TWO LANES |
s Q|
W20-501(R) wi4-2(L) R3-2
SR 99 /SB - BRIDGE 99/530E TO 1ST AVE S
(3 OF 3) NT.S

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5'MOUNTING HEIGHT)
TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE
SEQUENTIAL ARROW SIGN
PROTECTIVE VEHICLE

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

UNIFORMED POLICE OFFICER
FLAGGER
PORTABLE CHANGEABLE MESSAGE SIGN

E"@%E%K@QMZIIE

FILE NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294 PS_46TC.dgn Plot 10
TIME 5:30:35 PM RE’%‘_’" STATE FED.AID PROJ.NO. ‘ SR 99 PLAN REF NO
DATE 3/21/2022

PLOTTED BY  musma 10 |WasH '7 DUWAMISH RIVER TO S SPOKANE sT vic | TC10
e oY S OLSEN 21A023 Washington State PAVING & ADA COMPLIANCE s
CHECKED BY C_IANDERSON CONTRACT NO. LOCATION NO. Department of Transportation 1o3r0
PROJ.ENGR. ___C.ANDERSON TRAFFIC CONTROL PLANS
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E. STAMP BOX P.E. STAMP BOX




MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R LONGITUDINAL BUFFER SPACE = B
HOST VEHICLE WEIGHT HOST VEHICLE WEIGHT SPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65
9,900 TO 22,000 lbs. 22,001+ Ibs. p
UP TO 40 MPH| 45-55 MPH | 60+ MPH |UP TO 40 MPH| 45-55 MPH | 60+ MPH LENGTH (feet) | 115 155]200] 250 305 | 360 | 425 | 495 | 570 | 645
100" 172" 222" 100" 150" 172"
MINIMUM LANE CLOSURE TAPER LENGTH = L
WNE [ sPeep mPH) | 20 [ 25 [ 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65
12 L (feety | 80 |140|180|270|330(540 (600|680 720|800

MAXIMUM CHANNELIZATION SHOULDER CLOSURE TAPER LENGTH = L/3

M'?)i‘”CE TSE:ECF'{NG T(,Tr\TgENT SHOULDER'speep vpH) | 20 [ 25 [ 30 [ 35 [ 40 [ 45 [ 50 [ 55 [ 60 | 65
6 40 | 40 | 40 | 60 | 60 | 90 |120[120] 120160

50-65 40 80 L3 (feet)

1545 2 &0 10 40 | 40 | 60 | 90 | 90 | 150|200(200]200] 240

20.30 20 0 FOR SHOULDERS LESS THAN 6,USE 3 DEVICES MINIMUM
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I PCMS SIGN SPACING = X (1)
& 1 2 FREEWAYS & EXPRESSWAYS 50-75 MPH 1500' +/-
g SR 99 FOLLOW RURAL HIGHWAYS 60-65 MPH 800" +/-
’ N-BND DETOUR |
" CLOSED RURAL ROADS 45-55 MPH 500" +/-
= 2.0 SEC | 2.0 SEC RURAL ROADS & URBAN ARTERIALS  35-40 MPH 350" +/-
RURAL ROADS & URBAN ARTERIALS .
5 FIELD LOCATE 0.5 +- RESIDENTAL & BUSINESS DISTRICTS 25-30 MPH 200" +/- (2)
':: MILES PRIOR TO LANE
=  CLOSURE. URBAN STREETS 25 MPH OR LESS 100’ +/- (2)
(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
bv%%%TI_E S?r%“rﬂsDATRIIEDR INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.
SPEC. 1-10.3(3)C (2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT
- 110 : ROADWAY CONDITIONS.
LEGEND
NoTes: et WORK_ZONE (777
TWO LANES
1. SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS. CLOSED TEMPORARY SIGN LOCATION 4
2. EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER. ,
TEMPORARY SIGN LOCATION (5'MOUNTING HEIGHT
3. CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN QHEAD 0 SIGN LOCATION (5'MOUNTING HEIGHT) X
THE AREA REQUIRED FOR ONE NIGHTS WORK. TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT ®
4. CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. wa20-501(L) Wa-2(R) TALL CHANNELIZATION DEVICE ©
5. ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS
ARE BLACK ON WHITE, UNLESS STATED OTHERWISE. SEQUENTIAL ARROW SIGN o>
6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED. PROTECTIVE VEHICLE
7. FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF =
TRAFFIC SAFETY DRUM. TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2) NENENE
8. CONTRACTOR SHALL MAINTAIN 11" TRAVELED LANE WIDTH. - UNIFORMED POLICE OFFICER
9. FOR DETOUR ROUTES DETAILS SEE SHEET DU10 (§|§F 39 INB -1ST AVE S TO S LUCILE ST NTS
10. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS. FLAGGER
11. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574 PORTABLE CHANGEABLE MESSAGE SIGN
FILE NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294_PS_46TC2.dgn Plot 33
TIME 5:30:42 PM Recon [ siwe | FED.AID PROJ.NO. 2 SR 99 PLAN ReF N
DATE 312112022
PLOTTED BY  musma 10 \WASH '7 DUWAMISH RIVER TO S SPOKANE ST vic | TC11
DESIGNED BY  A. OLSEN 108 NUMBER .
ENTERED BY A OLSEN 21A023 Washington State _ PAVING & ADA COMPLIANCE e
CHECKED BY C. ANDERSON CONTRACT NO. LOCATION NO. Department of Transportatlon oF
PROJ.ENGR. _C.ANDERSON TRAFFIC CONTROL PLANS a3
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX
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MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R LONGITUDINAL BUFFER SPACE = B MAXIMLUM gyfgugu%ég)w <roupER o QULDER CLOSURE TAPER LENGTH = L/3

HOST VEHICLE WEIGHT HOST VEHICLE WEIGHT SPEED (MPH) | 20 [ 25 [ 30 [ 35 [ 40|45 50| 55 | 60 | 65 MPH | TAPER | TANGENT WiDTH | SPEED (MPH) | 20 | 25 | 30 | 35140 |45 | 50 | 55 | 60 | 65
9900 TO 22000 bs. 22,001+ bs. LENGTH (feet) |115] 155|200 250 | 305 | 360 | 425 | 495 | 570 | 645 50-65 40 80 e U3 (feety |0 | 40| 4016060 |90 |120]120]120/160
UP TO 40 MPH| 45-55 MPH | 60+ MPH JUP TO 40 MPH| 45-55 MPH | 60+ MPH 3545 30 50 10' 40| 40| 60| 90 | 90 [150(200(200]|200]240

100 172 222' 100 150 172 TNIMUM LANE CLOSURE TAPER LENGTH = L 20-30 20 40 FOR SHOULDERS LESS THAN 6',USE 3 DEVICES MINIMUM

e, | sPeeD (mPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65
12 L (feet) | 80 |140|180|270]330|540|600|680] 720|800 SIGN SPACING = X (1)

FREEWAYS & EXPRESSWAYS 50-75 MPH 1500’ +/-
RURAL HIGHWAYS 60-65 MPH 800" +/-
RURAL ROADS 45-55 MPH 500" +/-
RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350" +/-
UL RIS & RSN ARTERAS 2530 WP 200+ @
e URBAN STREETS 25 MPH OR LESS 100" +- (2)

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT
ROADWAY CONDITIONS.
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TWO LANES ANRREN . / § // /X
30" CLOSED SRS \ a / a ,
AN AN Ly
ONLY AHEAD R \ \ \\\ :’ // \?
N . . y >
R3-5L W20-501(L) 48 \\\\\\\\ N LEGEND /
NOTES: AN N\
. N WORK ZONE
CLOSED \\ N /.
1. SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS. AHEAD . TEMPORARY SIGN LOCATION I
2. EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER. TEMPORARY SIGN LOCATION (5'MOUNTING HEIGHT) X
3. CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN
THE AREA REQUIRED FOR ONE NIGHTS WORK. WerR) W20-3 TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT ®
4. CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. TALL CHANNELIZATION DEVICE o)
5. ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30"X 30" AND REGULATORY SIGNS
ARE BLACK ON WHITE, UNLESS STATED OTHERWISE. SEQUENTIAL ARROW SIGN D>

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.
7. FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF
TRAFFIC SAFETY DRUM.

PROTECTIVE VEHICLE
TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

8. CONTRACTOR SHALL MAINTAIN 11' TRAVELED LANE WIDTH. . UNIFORMED POLICE OFFICER

9. FOR DETOUR ROUTES DETAILS SEE SHEET DU10 (§|§F 39 INB -1ST AVE S TO S LUCILE ST TS

10. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS. FLAGGER

11. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK.206-684-4574 PORTABLE CHANGEABLE MESSAGE SIGN
FILE NAME T4123481XL6294 - SR_99 Paver'CAD\ContractPlans\XL6294_PS_46TC2.dgn Plot 34
TIME 5:30:46 PM RE’%‘_’" STATE FED.AID PROJ.NO. ‘ SR 99 PLAN REF NO
DATE 3/21/2022
PLOTTED BY  musma 10 \WASH '7 DUWAMISH RIVER TO S SPOKANE ST vic | T€12
DESIGNED BY __ A. OLSEN 705 NUNBER .
ENTERED BY A OLSEN 21A023 Washington State PAVING & ADA COMPLIANCE A
CHECKED BY C. ANDERSON CONTRACT NO. LOCATION NO. Department of Transportatlon 1(;0
PROJ.ENGR. _ C.ANDERSON B TRAFFIC CONTROL PLANS
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX




MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R LONGITUDINAL BUFFER SPACE = B MAXIMLUM gf;‘fgﬂg‘-'ﬁg{?” <rouioER— QULDER CLOSURE TAPER LENGTH = L/3
HOST VEHICLE WEIGHT HOST VEHICLE WEIGHT SPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65 MPH TAPER | TANGENT wiDTH | SPEED (MPH) | 20 | 25| 30 | 35| 40 | 45 | 50 | 55 | 60 | 65
9900 TO 22,000 Tos. 22,001+ bs. LENGTH (feet) | 115|155 | 200 | 250 | 305 | 360 | 425 | 495 | 570 | 645 50-65 40 80 ol 40 | 40 | 40| 60 | 60 | 90 | 120]120| 120| 160
UP TO 40 MPH| 45-55 MPH | 60+ MPH |UP TO 40 MPH| 45-55 MPH | 60+ MPH (fest) 35'45 © o 10 L3 (feet) 1= T 20 [ 60 | 90 | 90 [150|200|200] 200 240
100’ 172' 222' 100' 150' 172' - .
TNIMUM LANE CLOSURE TAPER LENGTH = L 20-30 20 20 FOR SHOULDERS LESS THAN 6, USE 3 DEVICES MINIMUM
WNE [ sPeep mPH) | 20 [ 25 [ 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65
12 L (feet) | 80 |140[180]270(330{540|600|680(720|800
~
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KEEP
W\ |48 ROAD .
CLOSED SIGN SPACING = X (1)
LEFT R11-201 (BIW) FREEWAYS & EXPRESSWAYS 50-75 MPH 1500' +/-
R4-8B (B/W) RURAL HIGHWAYS 60-65 MPH 800' +/-
RURAL ROADS 45-55 MPH 500' +/-
@ RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350" +/-
RURAL ROADS & URBAN ARTERIALS .
RESIDENTAL & BUSINESS DISTRICTS ~ 2°-30 MPH 200" +/- (2)
URBAN STREETS 25 MPH OR LESS 100" +/- (2)
(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.
(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT
ROADWAY CONDITIONS.
- LEGEND
NOTES: 30" 80"
: KEEP ROAD WORK ZONE r /A
1. SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS. 30" 30" | CLOSED TEMPORARY SIGN LOCATION €
2. EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER. RIGHT AHEAD TEMPORARY SIGN LOCATION (5'MOUNTING HEIGHT) &
3, CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN
THE AREA REQUIRED FOR ONE NIGHTS WORK. R3-2 R3-1 RA.TB TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT ®
4. CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. w20-3 TALL CHANNELIZATION DEVICE ©
5. ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS
ARE BLACK ON WHITE, UNLESS STATED OTHERWISE. SEQUENTIAL ARROW SIGN o>
6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED. PROTECTIVE VEHICLE
7. FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF N
TRAFFIC SAFETY DRUM. TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2) Ok
8 CONTRACTOR SHALL MAINTAIN 11' TRAVELED LANE WIDTH. . UNIFORMED POLICE OFFICER
9. FOR DETOUR ROUTES DETAILS SEE SHEET DU10 g%,: 39 INB -1ST AVE S TO S LUCILE ST NTS
10. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS. FLAGGER
11. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574 PORTABLE CHANGEABLE MESSAGE SIGN
FILE NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294 PS_46TC2.dgn Plot 35
TIME 5:30:50 PM RESON | STATE FED.AID PROJ.NO. 2 SR 99 PLAN REF NO
DATE 3/21/2022
PLOTTED BY  musma 10 \WASH '7 DUWAMISH RIVER TO S SPOKANE ST vic | T¢13
DESIGNED BY A. OLSEN JOB NUMBER R
ENTERED BY A OLSEN 21A023 Washington State _ PAVING & ADA COMPLIANCE s
CHECKED BY C. ANDERSON CONTRACT NO. LOCATION NO. Department of Transportatlon oF
PROJ.ENGR. _ C.ANDERSON TRAFFIC CONTROL PLANS a3
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX




MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R LONGITUDINAL BUFFER SPACE = B MAXIMLUM gf;‘fgﬂg‘-'ﬁg{?” <rouioER— QULDER CLOSURE TAPER LENGTH = L/3
HOST VEHICLE WEIGHT HOST VEHICLE WEIGHT SPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65 PH | TAPER | TANGENT wiDTH | SPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65
9900 TO 22,000 Tos. 22,001+ bs. LENGTH (feet) | 115|155 | 200 | 250 | 305 | 360 | 425 | 495 | 570 | 645 50-65 40 80 © 40 | 40 ] 40 | 60 | 60 | 90 |120120] 120 160
UP TO 40 MPH| 45-55 MPH | 60+ MPH |UP TO 40 MPH| 45-55 MPH | 60+ MPH (fest) 35'45 © o 10 L3 (feet) 520 [ 60 | 90 | 90 |150]200]200|200] 240
100" 172" 222" 100" 150" 172" . .
INIMUM LANE CLOSURE TAPER LENGTH = L 20-30 20 40 FOR SHOULDERS LESS THAN 6',USE 3 DEVICES MINIMUM
WNE [ sPeep mPH) | 20 [ 25 [ 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65
12' L (feet) | 80 |140|180|270]|330]540|600|680|720 ]800
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/ SIGN SPACING = X (1)
;A @ S FREEWAYS & EXPRESSWAYS 5075 MPH 1500 +/-
"/ RURAL HIGHWAYS 60-65 MPH 800" +/-
RURAL ROADS 45-55 MPH 500" +/-
RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350" +/-
RURAL ROADS & URBAN ARTERIALS .
RESIDENTAL & BUSINESS DISTRICTS ~ 2°-30 MPH 200" +/- (2)
URBAN STREETS 25 MPH OR LESS 100' +/- (2)
(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.
(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT
ROADWAY CONDITIONS.
a0 LEGEND
NOTES: 48" 48" WORK ZONE r /A
1. SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS. END 24" 30" ROAD ) TEMPORARY SIGN LOCATION [
2. EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER. ROAD_WORK CLOSED | ° TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT) X
3. CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN G20-2A
THE AREA REQUIRED FOR ONE NIGHTS WORK. R3-2 R11-201 (B/W) TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT ®
4. CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. TALL CHANNELIZATION DEVICE o
5. ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS
ARE BLACK ON WHITE, UNLESS STATED OTHERWISE. SEQUENTIAL ARROW SIGN o>
6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED. PROTECTIVE VEHICLE
7. FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF -
TRAFFIC SAFETY DRUM. TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2) NENENE
8. CONTRACTOR SHALL MAINTAIN 11" TRAVELED LANE WIDTH. - UNIFORMED POLICE OFFICER
9. FOR DETOUR ROUTES DETAILS SEE SHEET DU10 (§|§F 39 INB -1ST AVE S TO S LUCILE ST NTS
10. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS. FLAGGER
11. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574 PORTABLE CHANGEABLE MESSAGE SIGN
FILE NAME T:\4123481XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294_PS_46TC2.dgn Plot 36
TIME 5:30:55 PM RESON | STATE FED.AID PROJ.NO. 2 SR 99 PLAN REF NO
DATE 3/21/2022
PLOTTED BY  musma 10 \WASH '7 DUWAMISH RIVER TO S SPOKANE ST vic | TC14
DESIoNeD Y A OLSEM 21A023 Washington State PAVING & ADA COMPLIANCE e
CHECKED BY c: ANDERSON CONTRACT NO. LOCATION NO. Department of Transportation oF
PROJ.ENGR. _C.ANDERSON TRAFFIC CONTROL PLANS a3
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX




MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R LONGITUDINAL BUFFER SPACE = B MBEVICE SPACING. ooty sroorper o QULDER CLOSURE TAPER LENGTH = L/3
HOST VEHICLE WEIGHT HOST VEHICLE WEIGHT SPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45| 50 | 55 | 60 | 65 vPH | TAPER | TANGENT WIDTH | SPEED (MPH) | 20 ] 25 ] 30 | 35| 40 | 45 ] 50| 55 | 60 | 65
9,900 TO 22,000 Ibs. 22,001+ Ibs. 6 40 [ 40 | 40 | 60 [ 60 | 90 [120[120] 120] 160
UP TO 40 MPH[45-55 MPH | 60+ MPH [UP TO 40 MPH] 45-55 MPH | 60+ MPH LENOTH (feet) | 115 ]155]200]250] 305] 360] 425 | 495 | 570 | 645 :2’2: ‘;g Zg 10 | ? % [20] 4060 0 | 90 |150|200] 20| 200] 240
100 172 222 100 150 172 MINIMUM LANE CLOSURE TAPER LENGTH = L 20-30 20 20 FOR SHOULDERS LESS THAN 6',USE 3 DEVICES MINIMUM

Wby | sPEED (MPH) | 20 [ 25| 30 | 35 | 40 | 45| 50 | 55 | 60 | 65
12" L (feet)y | 80 |140|180|270|330|540|600|680|720 800
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SIGN SPACING =X (1) PCMS
FREEWAYS & EXPRESSWAYS 50-75 MPH 1500' +/- 1 2
RURAL HIGHWAYS 60-65 MPH 800' +/- ROAD RIGHT
RURAL ROADS 45-55 MPH 500" +/- APORK | 2 LANES .
RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350" +/- 2.0 SEC 2.0 SEC

RURAL ROADS & URBAN ARTERIALS .
RESIDENTAL & BUSINESS DISTRICTS ~ 29-30 MPH  200°+/- (2) | FIELD LOCATE 0.5 +-
MILES PRIOR TO LANE S

URBAN STREETS 25 MPH OR LESS 100" +/- (2) CLOSURE.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.| LOCATE PCMS PER
WSDOT STANDARD

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT )
ROADWAY CONDITIONS. SPEC. 1-10.3(3)C. LEGEND

n
NOTES: 30 WORK ZONE
TWO LANES TEMPORARY SIGN LOCATION
30" .
2 EXTEND DEVICE TAPER AT Li3 ACROSS SHOULDER, TEMPORARY SIGN LOCATION (5'MOUNTING HEIGHT)
TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN

W

THE AREA REQUIRED FOR ONE NIGHTS WORK. W20-501(R) wa-2(L) R3-2 TALL CHANNELIZATION DEVICE
4. CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET.
5. ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS SEQUENTIAL ARROW SIGN
ARE BLACK ON WHITE, UNLESS STATED OTHERWISE. PROTECTIVE VEHICLE
6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.
TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

7. FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF

TRAFFIC SAFETY DRUM. UNIFORMED POLICE OFFICER

E"@%E%K@QMZIIE

8. CONTRACTOR SHALL MAINTAIN 11' TRAVELED LANE WIDTH.

9. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS. SR 99 /SB -1ST AVE S TO S MEAD ST FLAGGER

10. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK.206-684-4574 (1 OF 4) NT.S PORTABLE CHANGEABLE MESSAGE SIGN
FILE NAME T:\412348\XL6294 - SR_99 Paver\CAD\ContractPlans\XL6294_PS_46TC.dgn Plot 13
TIME 5:31:01 PM Reson [ s1Ae | FED.AID PROJ.NO. A SR 99 PLAN REF MO
DATE 312112022
PLOTTED BY  musma 10 \WASH '7 DUWAMISH RIVER TO S SPOKANE ST vic | TC15
DESIGNED BY i 108 NUMBER ;
e oY S OLSEN 21A023 Washington State PAVING & ADA COMPLIANCE s
CHECKED BY C. ANDERSON CONTRACT NO. LOCATION NO. Department of Transportation OF
PROJLENGR. _C.ANDERSON —— — TRAFFIC CONTROL PLANS L
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX




-

. SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.

SIGN SPACING = X (1)
FREEWAYS & EXPRESSWAYS 50-75 MPH 1500 +/- MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R MAB%I\V/IIL(J:IE gll;lAA([:lINI(EBLI(ZfQ'eI'tI)CJN oo SHOULDER CLOSURE TAPER LENGTH = L/3
. HOST VEHICLE WEIGHT HOST VEHICLE WEIGHT SPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65
RURAL HIGHWAYS 60-65 MPH 8007+/- 9.900 TO 22,000 lbs. 22,001+ lbs. MPH | TAPER | TANGENT WIZTH 40 | 40 | 40 | 60 | 60 | 90 [120120[120] 160
RURAL ROADS 45-55 MPH 500°+/-  fup 1O 40 MPH| 45-55 MPH | 60+ MPH |UP TO 40 MPH| 45-55 MPH | 60+ MPH 50-65 40 80 o | Y3 et T T 90 1150200 [ 200 [ 200 [ 220
RURAL ROADS & URBAN ARTERIALS  35-40 MPH 350" +/- 100 72 227 100 50 72 3545 30 60
RURAL ROADS & URBAN ARTERALS 9530 MPH 200" 4l (2) 20-30 20 20 FOR SHOULDERS LESS THAN 6, USE 3 DEVICES MINIMUM
RESIDENTAL & BUSINESS DISTRICTS
URBAN STREETS 25 MPH OR LESS 100" +/- (2 MINIMUM _LANE CLOSURE TAPER LENGTH =L LONGITUDINAL BUFFER SPACE = B
SPACING s 0 ACCOMMO = Wbty | SPEED (MPH) | 20 | 25 | 30 | 351 40 | 45 | 50 | 55 | 60 SPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45 ;o 55 | 60 | 65
(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE .
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS. 12 L (feet) 80 | 140|180|270|330|540|600|680| 720|800
(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT LENGTH (feet) | 115] 155|200 250 | 305 | 360 | 425 | 495 | 570 | 645
ROADWAY CONDITIONS.
CONTRACTOR SHALL NOTIFY SDOT SIGNAL GROUP 10 DAYS PRIOR
TO CONSTRUCTION AT THE FOLLOWING NUMBER: (206) 386-4529
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PREPARED LEGEND
NOTES: 2w TO STOP WORK ZONE
TEMPORARY SIGN LOCATION

2. EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER W20-7A W20-78 «
: : TEMPORARY SIGN LOCATION (5 MOUNTING HEIGHT) X
3. CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN ONLY
THE AREA REQUIRED FOR ONE NIGHTS WORK. ‘ X X ‘ PREPARED TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT ®
4. CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. R3-SR W4-2(L) ‘ ‘ ! T0 STOP TALL CHANNELIZATION DEVICE ©
5. ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS
ARE BLACK ON WHITE, UNLESS STATED OTHERWISE. woets SEQUENTIAL ARROW SIGN o>
6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED. 0- PROTECTIVE VEHICLE
7. FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF =
TRAFFIC SAFETY DRUM. @ TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2) NN
8. CONTRACTOR SHALL MAINTAIN 11' TRAVELED LANE WIDTH. UNIFORMED POLICE OFFICER
9. AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL 0\
10. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS. SR 99 /SB -1ST AVE S TO S MEAD ST FLAGGER
11. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574 (2 OF 4 NT.S PORTABLE CHANGEABLE MESSAGE SIGN
FILE NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294_PS_46TC.dgn Plot 14
TIME 5:31:05 PM RESON | STATE FED.AID PROJ.NO. 2 SR 99 PLAN REF NO
DATE 3/21/2022
PLOTTED BY  musma 10 \WASH '7 DUWAMISH RIVER TO S SPOKANE ST vic | TC16
DESIGNED BY A. OLSEN JOB NUMBER .
e T 21A023 Washington State PAVING & ADA COMPLIANCE e
CHECKED BY C. ANDERSON CONTRACT NO. LOCATION NO. Department of Transportation OF
PROJ.ENGR. ___ C.ANDERSON TRAFFIC CONTROL PLANS 130
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX




MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R LONGITUDINAL BUFFER SPACE = B MAXIMUM gg’fgﬂg‘-'ﬁg{?" sroupER e QULDER CLOSURE TAPER LENGTH = L/3
HOST VEHICLE WEIGHT HOST VEHICLE WEIGHT SPEED (MPH) | 20 [ 25 [ 30 [ 35 [ 40 45| 50 | 55 | 60 | 65 vPH | TAPER | TANGENT WiDTH | SPEED (MPH) | 20 | 25 | 30 | 35] 40| 45| 50 | 55 | 60 | 65
9900 TO 22,000 Tbs. 22001+ Tbs. LENGTH (feet) | 115 ] 155 | 200] 250 | 305 | 360 | 425 [ 495 | 570|645 50-65 40 80 e 40 40 | 40 | 60 | 60 | 90 | 120|120} 120} 160
UP TO 40 MPH[ 4555 MPH | 60+ MPH |UP TO 40 MPH[ 4555 MPH | 60+ MPH 35'45 % 5 10 L/3 (fee) 10T 20 [60 | 90 | 90 | 150]200] 200|200 | 240
100 172" 222 100 150" 172 . ‘
INIMOM LANE CLOSURE TAPER LENGTH = L 20.30 2 m FOR SHOULDERS LESS THAN 6, USE 3 DEVICES MINIMUM
Wby | sPEED (MPH) | 20 [ 25| 30 | 35 | 40 | 45| 50 | 55 | 60 | 65
12 L (feet) | 80 |140]180]270(330(540[600|680[720|800
Lo
I Lu I
1 > 1
o & |
0o
I 2L
o

MATCH LINE - SEE SHEET TC16

SIGN SPACING = X (1)

FREEWAYS & EXPRESSWAYS 50-75 MPH 1500' +/-
RURAL HIGHWAYS 60-65 MPH 800' +/-
RURAL ROADS 45-55 MPH 500" +/-
RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350" +/-
REBLIRE Bl BTFRES 2030 wen 2002
URBAN STREETS 25 MPH OR LESS 100" +/- (2)

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.
(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT

ROADWAY CONDITIONS.

NOTES:

1. SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.

2. EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.

3. CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN
THE AREA REQUIRED FOR ONE NIGHTS WORK.

4. CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET.

5. ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.
6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

7. FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF

TRAFFIC SAFETY DRUM.
8. CONTRACTOR SHALL MAINTAIN 11" TRAVELED LANE WIDTH.
9. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.
10. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

SR

O

30"

R3-2

PREPARED
TO STOP

W4-2(R) W20-7B

& @

99 /SB -1ST AVE S TO S MEAD ST

(3 OF 4)

N.T.S

"B @ .m

LEGEND

— 8=

WORK ZONE

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5'MOUNTING HEIGHT)
TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT
TALL CHANNELIZATION DEVICE

SEQUENTIAL ARROW SIGN

PROTECTIVE VEHICLE

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)
UNIFORMED POLICE OFFICER

FLAGGER

PORTABLE CHANGEABLE MESSAGE SIGN

E"@%E%K@QMZIIE

FILE NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294 PS_46TC.dgn Plot 15
TIME 5:31:09 PM RE’%‘_’" STATE FED.AID PROJ.NO. ‘ SR 99 PLAN REF NO
DATE 3/21/2022

PLOTTED BY  musma 10 |WasH '7 DUWAMISH RIVER TO S SPOKANE ST vic | T¢17
e oY S OLSEN 21A023 Washington State PAVING & ADA COMPLIANCE s
CHECKED BY C_IANDERSON CONTRACT NO. LOCATION NO. Department of Transportation 1o3r0
PROJ.ENGR. ___C.ANDERSON TRAFFIC CONTROL PLANS
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E. STAMP BOX P.E. STAMP BOX




MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

HOST VEHICLE WEIGHT

HOST VEHICLE WEIGHT

9,900 TO 22,000 Ibs. 22,001+ Ibs.
UP TO 40 MPH|45-55 MPH | 60+ MPH |UP TO 40 MPH| 45-55 MPH | 60+ MPH
100' 172 222' 100' 150' 172

NOTES:

LONGITUDINAL BUFFER SPACE = B

SPEED (MPH) | 20

25

30

35

40 | 45| 50 | 55 | 60 | 65

LENGTH (feet) [ 115

155

200

250

305 | 360 | 425 | 495 | 570 | 645

MINIMUM LANE CLOSURE TAPER LENGTH = L

LANE
WIDTH

SPEED (MPH)

20

25

30

35|40 | 45| 50| 55| 60| 65

12

L (feet)

80

140

180

270|330|540|600|680| 720|800

MAXIMUM CHANNELIZATION SHOULDER CLOSURE TAPER LENGTH = L/3

M[:’IIE-IVICE Ts::;;"(; T‘;engNT SHOULDERT speep (MPH) [ 20 | 25 [ 30 [ 35 [ 40 45 [ 50 [ 55 [ 60 | 65
6 40 [ 40 [ 40 | 60 | 60 | 90 | 120]120]120] 160

50-65 40 80 0 L/3 (feet) 15012001 2002001 2

35.45 2 s 0 40 [ 40 [ 60 | 90 | 90 | 150{200]200]200]240

20-30 20 0 FOR SHOULDERS LESS THAN 6, USE 3 DEVICES MINIMUM

PCMS
1 2
ROAD LEFT
WORK 2 LANES
AHEAD CLOSED
2.0 SEC 2.0 SEC

FIELD LOCATE 0.5 +/-
MILES PRIOR TO LANE
CLOSURE.

LOCATE PCMS PER
WSDOT STANDARD
SPEC. 1-10.3(3)C.

2w

|
|
—.

S ALASKA ST

" SR 39

X X X
- \\_‘_7777»_#_7777:77'_?”77:7777:77”.57777_7_7‘77

“
S

SIGN SPACING = X (1)

FREEWAYS & EXPRESSWAYS 50-75 MPH 1500' +/-
RURAL HIGHWAYS 60-65 MPH 800" +/-
RURAL ROADS 45-55 MPH 500" +/-
RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350" +/-
RESIDENTAL & BUSINESS DISTRICTS  25-30 MPH 200" +)- (2)
URBAN STREETS 25 MPH OR LESS 100" +/- (2)

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT

ROADWAY CONDITIONS.

LEGEND

WORK ZONE

TEMPORARY SIGN LOCATION
TEMPORARY SIGN LOCATION (5'MOUNTING HEIGHT)
TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT
TALL CHANNELIZATION DEVICE
SEQUENTIAL ARROW SIGN
PROTECTIVE VEHICLE

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)
UNIFORMED POLICE OFFICER

FLAGGER

PORTABLE CHANGEABLE MESSAGE SIGN

E"@%E%K@QMZIIE

TWO LANES
1. SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS. ‘ 30"
2. EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER. ONLY
3, CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN —
THE AREA REQUIRED FOR ONE NIGHTS WORK. W20-501(L) W4-2(R) R3-5L
4. CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET.
5. ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS
ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.
6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.
7. FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF
TRAFFIC SAFETY DRUM.
8. CONTRACTOR SHALL MAINTAIN 11' TRAVELED LANE WIDTH.
9. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS. SR 99 /SB -1ST AVE § TO § MEAD ST
10. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574 (4 OF 4) N.T.S
FILE NAME T:\4123481XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294_PS_46TC.dgn
TIME 5:31:13 PM RESION | sTaTE FED.AID PROJ.NO.
DATE 312112022
PLOTTED BY musma 10 |WASH
DESIGNED BY A. OLSEN 408 NUMBER
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TRAFFIC CONTROL PLANS

SHEETS




MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

HOST VEHICLE WEIGHT HOST VEHICLE WEIGHT
9,900 TO 22,000 Ibs. 22,001+ Ibs.
UP TO 40 MPH|45-55 MPH | 60+ MPH |UP TO 40 MPH| 45-55 MPH | 60+ MPH
100' 172' 222' 100' 150' 172'

NOTES:

-

w

6.
7.

8.
9.

. SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.
. EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.
. CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN

THE AREA REQUIRED FOR ONE NIGHTS WORK

. CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET.
. ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.
SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF

TRAFFIC SAFETY DRUM.
CONTRACTOR SHALL MAINTAIN 11" TRAVELED LANE WIDTH.
SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

LONGITUDINAL BUFFER SPACE = B

SPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65

LENGTH (feet) | 115 | 155|200 | 250 | 305 | 360 | 425 | 495 | 570 | 645
MINIMUM LANE CLOSURE TAPER LENGTH = L

o [ sPEED (MPH) | 20 | 25| 30| 35 | 40 | 45 | 50 | 55 | 60 | 65

12' L (feet) | 80 |140|180|270|330|540|600|680|720|800

LEFT

CLOSED

TWO LANES

MAXIMUM CHANNELIZATION SHOULDER CLOSURE TAPER LENGTH = L/3

M[:’IIE-IVICE Ts::;;"(; T‘;engNT SHOULDERT speep (MPH) [ 20 | 25 [ 30 [ 35 [ 40 45 [ 50 [ 55 [ 60 | 65
6 40 [ 40 [ 40 | 60 | 60 | 90 | 120]120]120] 160

50-65 40 80 0 L/3 (feet) 15012001 2002001 2

35.45 2 s 0 40 [ 40 [ 60 | 90 | 90 | 150{200]200]200]240

20-30 20 0 FOR SHOULDERS LESS THAN 6, USE 3 DEVICES MINIMUM

AHEAD

W20-501(L)

W4-2(R)

()

O,

SR 99 /SB -S MEAD ST TO S LUCILE ST

PCMS SIGN SPACING = X (1)

1 2 FREEWAYS & EXPRESSWAYS 50-75 MPH 1500' +/-
RgAD LEFTS RURAL HIGHWAYS 60-65 MPH 800" +/-
WORK 2 LANE ;
AHEAD | CLOSED RURAL ROADS 45-55 MPH 500" +/-
2.0 SEC 2.0 SEC RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350" +/-

FIELD LOCATE 05 +- | REGIDENTAL & BUSINESS DISTRICTS  25-30 MPH 200"+ (2)
MILES PRIOR TO LANE
CLOSURE. URBAN STREETS 25 MPH OR LESS 100" +/- (2)

LOCATE PCMS PER
WSDOT STANDARD
SPEC. 1-10.3(3)C.

LEGEND

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT
ROADWAY CONDITIONS.

WORK ZONE
TEMPORARY SIGN LOCATION
TEMPORARY SIGN LOCATION (5'MOUNTING HEIGHT)

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE
SEQUENTIAL ARROW SIGN
PROTECTIVE VEHICLE

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

UNIFORMED POLICE OFFICER
FLAGGER

E"@%E%K@QMZIIE

10. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574 (1 OF 4) N.T.S

PORTABLE CHANGEABLE MESSAGE SIGN
FILE NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294_PS_46TC.dgn Plot 17
TIME 5:31:47 PM Recon [ siwe | FED.AID PROJ.NO. 2 SR 99 PLAN ReF N
DATE 3/21/2022
PLOTTED BY  musma 10 \WASH '7 DUWAMISH RIVER TO S SPOKANE ST vic | TC19
DESIGNED BY A. OLSEN JOB NUMBER .
ENTERED BY M. MUS 21A023 Washington State _ PAVING & ADA COMPLIANCE et
CHECKED BY C. ANDERSON CONTRACT NO. LOCATION NO. Department of Transportatlon oF
PROJ.ENGR. _C.ANDERSON — TRAFFIC CONTROL PLANS a3
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX




MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R LONGITUDINAL BUFFER SPACE = B MAS%“\IIIILCJ:I\IIE' gg:gnng(ngtleN OULDER SHOULDER CLOSURE TAPER LENGTH = L/3
HOST VEHICLE WEIGHT HOST VEHICLE WEIGHT SPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65 MPH TAPER | TANGENT WIDTH | SPEED (MPH) | 20 | 25 | 30 | 35| 40| 45 50 | 55 | 60 | 65
9900 TO 22,000 Tbs. 22,001+ bs. LENGTH (feet) | 115|155 200 | 250 | 305 | 360 | 425 | 495 | 570 | 645 50-65 40 80 © 40 | 40 40 | &0 | 60 | 90 | 120 120] 120 160
UP TO 40 MPH| 45-55 MPH | 60+ MPH |UP TO 40 MPH| 45-55 MPH | 60+ MPH 35'45 2 0 10 L/3 (feet 40 | 40 | 60 | 90 | 90 | 150|200|200{ 200|240
100 172 222 100 150 172 20-30 20 20 FOR SHOULDERS LESS THAN 6, USE 3 DEVICES MINIMUM
MINIMUM LANE CLOSURE TAPER LENGTH = L
e, | sPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65
12' L (feet) | 80 |140|180|270]|330|540|600|680|720|800 , %
/8 ALLOW ACCESS WHEN POSSIBLE
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NOTES:

1.SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.

2.EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.

3.CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN
THE AREA REQUIRED FOR ONE NIGHTS WORK.

4.CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET.

5.ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS
ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

7.FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF
TRAFFIC SAFETY DRUM.

8. CONTRACTOR SHALL MAINTAIN 11" TRAVELED LANE WIDTH.

9. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

10. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

TWO LANES

W20-501(L)

SR 99 /SB -S MEAD ST TO S LUCILE ST

48"

ROAD |...
cLOSED | *°

W4-2(R) R11-201 (B/W)

& @

(2 OF 4)

N.T.S

SIGN SPACING = X (1) §
FREEWAYS & EXPRESSWAYS 50-75 MPH 1500' +/- T~ EXISTING
RURAL HIGHWAYS 60-65 MPH 800’ +/- = CANE O EANeC EANE =i TWLTL —~{e— FTING e Eﬁ'ﬁ‘ET'NG”h EANE 'Ngﬂ
RURAL ROADS 45-55 MPH 500' +/-
RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350" +/- 2! 2 2
RURAL ROADS & URBAN ARTERIALS 2530 MPH 200" +- (2) WORK ZONE e— t .
RESIDENTAL & BUSINESS DISTRICTS EXISTING CURB ACTIVE ACTIVE ACTIVE EXISTING CURB
URBAN STREETS 25 MPH OR LESS 100" +- (2) SB LANE ‘ NB LANES NB LANES
(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE | S AV Y,,,,lﬂ ,,,,,,, ll,l, (R VA F
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS. e il
(zi)a giloswi:(A%gSmm)Ls?E REDUCED IN URBAN AREAS TO FIT SECTION
LEGEND
WORK ZONE

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5'MOUNTING HEIGHT)

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT
TALL CHANNELIZATION DEVICE

SEQUENTIAL ARROW SIGN

PROTECTIVE VEHICLE

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)
UNIFORMED POLICE OFFICER

FLAGGER

PORTABLE CHANGEABLE MESSAGE SIGN

E"@%E%KQ@XIIE

FILE NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294 PS_46TC.dgn Plot 18
TIME 5:31:21 PM RE’%‘_’" STATE FED.AID PROJ.NO. ‘ SR 99 PLAN REF NO
DATE 3/21/2022

PLOTTED BY  musma 10 |WasH '7 DUWAMISH RIVER TO S SPOKANE ST vic | TC20
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2y

BE
PREPARED
T0 STOP

30

ONLY
R3-5R

48"

ROAD |..
CLOSED | *°

R11-201 (B/W)

/
/

CONTRACTOR SHALL NOTIFY SDOT /
SIGNAL GROUP 10 DAYS PRIOR TO /

CONSTRUCTION AT THE
FOLLOWING NUMBER:
(206) 386-4529

u

KEEP

”

RIGHT

R4-7B

133HS SIHL 33S - 3NIT HOLVIN

MINIMUM LANE CLOSURE TAPER LENGTH = L @ SHOULDER CLOSURE TAPER LENGTH = L/3
ALLOW ACCESS WHEN POSSIBLE wo
WNE | sPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45 55 z  [SHOULDER speep (mphH) | 20 [ 25 30 [ 35 [ 40| 45 [ 50| 55 [ 60 | 65
' AT\AY | L
S 12 L (feet) | 80 |140[180|270| 330|540 o n 3 U3 (fest) 40 [ 40| 40| 60| 60 | 90 [120[120]120] 160
| ee
J S v L 40 | 40 | 60 | 90 | 90 | 150]200] 200 200] 240
- i ,:‘__: FOR SHOULDERS LESS THAN 6',USE 3 DEVICES MINIMUM
z Z 2 i
. u SIGN SPACING = X (1)
o o - - B - A—
) - = - = - - - _~ 4w FREEWAYS & EXPRESSWAYS 50-75 MPH 1500' +/-
:®__;_®_--_+_-——_‘-®_;_%—_-Z
® = r 6o 5  ® " e SR® o |7 RURAL HIGHWAYS 60-65 MPH 800" +/-
1 e S W S . ——— T 15 | RURAL ROADS 45-55 MPH 500’ +/-
3 meerea - a g G g RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350" +/-
b THE CONTRACTOR SHALL ASSIST ~) | ! RURAL ROADS & URBAN ARTERIALS .
° D NS heROSS THE o RESIDENTAL & BUSINESS DISTRICTS 20730 MPH 200" +/- (2)
. A
/ URBAN STREETS 25 MPH OR LESS 100" +/- (2)

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.
(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT

ROADWAY CONDITIONS.

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

HOST VEHICLE WEIGHT

HOST VEHICLE WEIGHT

9,900 TO 22,000 lbs. 22,001+ Ibs.
UP TO 40 MPH| 45-55 MPH | 60+ MPH |UP TO 40 MPH| 45-55 MPH | 60+ MPH
100' 172 222 100' 150' 172

LONGITUDINAL BUFFER SPACE = B

SPEED (MPH)

20 | 25 | 30 | 35| 40| 45| 50 | 55

60 | 65

LENGTH (feet)

115|155 | 200 | 250 | 305 | 360 | 425

/ I~ TS
MAXIMUM CHANNELIZATION )/ 7! T~ NN A
DEVICE SPACING (feet) ; . 2

MPH TAPER | TANGENT / @ <

50-65 40 80 // S

35-45 30 60 / EXISTING EXISTING _, | EXISTING _, | EX{3TING EXISTING i EXISTING | EXISTING LEGEND

20-30 20 40 ; ’“ LANE " LANE LANE LANE NE ANE ﬂ WORK ZONE A
NOTES: ’ WORK ZONE 2 2 2 TEMPORARY SIGN LOCATION ]
1.SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS. f e — e
2.SEXTESND CDEVICEOTASPSRSATOL/?; ACRosCso;-LiJOULDE: cTions EXISTING CURE ACTIVE ACTIVE TEMPORARY SIGN LOCATION (5'MOUNTING HEIGHT) X
3. CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN SB LANE NB LANE TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT ®

THE AREA REQUIRED FOR ONE NIGHTS WORK. a 1 l l B
4. CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. %W VA — A/ N hva R VA N | TALL CHANNELIZATION DEVICE ©
5. ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS ' — = — = = = = o e e . SEQUENTIAL ARROW SIGN >

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE. EXISTING CURB PROTEGTIVE VEHICLE
6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED. SECTION S
7. FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2) S
8 ggﬁfrgiC?g;E;T—iADLFL{UMAINTAIN 11' TRAVELED LANE WIDTH UNIFORMED POLICE OFFICER
9. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS. SR 99 /SB -S MEAD ST TO S LUCILE ST FLAGGER ¢ N
10. FOR PEDESTRIAN DETOUR SEE SHEET PTC1 (3 OF 4) N.T.S PORTABLE CHANGEABLE MESSAGE SIGN
11. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574
FILE NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294_PS_46TC.dgn Plot 19
TIME 5:31:24 PM Recion [STaTe | FED AID PROJ.NO. A SR 99 PLAN REF NO
DATE 3/21/2022
PLOTTED BY  musma 10 \WASH '7 DUWAMISH RIVER TO S SPOKANE ST vic | TC21

JOB NUMBER

e oY S OLSEN 21A023 Washington State PAVING & ADA COMPLIANCE s
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PROJLENGR. _C.ANDERSON TRAFFIC CONTROL PLANS L
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX




MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

LONGITUDINAL BUFFER SPACE

HOST VEHICLE WEIGHT

HOST VEHICLE WEIGHT

SPEED (MPH)

20

25| 30| 35| 40 | 45

50 | 55 | 60 | 65

LENGTH (feet)

115|155 | 200 | 250 | 305 | 360

425|495 | 570 | 645

9,900 TO 22,000 Ibs. 22,001+ Ibs.
UP TO 40 MPH|45-55 MPH | 60+ MPH |UP TO 40 MPH| 45-55 MPH | 60+ MPH
100' 172 222' 100' 150' 172

MINIMUM LANE CLOSURE TAPER LENGTH = L

LANE

WIbTH | SPEED (MPH)

201 25| 30| 35| 40

45

50 | 55| 60 | 65

12' L (feet)

80 [140| 180|270 330

540

600|680 720800

SHOULDER CLOSURE TAPER LENGTH = L/3

MAXIMUM CHANNELIZATION
DEVICE SPACING (feet)
MPH TAPER [ TANGENT
50-65 40 80
35-45 30 60
20-30 20 40

SHOULDER| speep (wPH) | 20 | 25 | 30 | 35| 40 | 45 | 50 | 55 | 60 | 65

6' 40 | 40 | 40 | 60 | 60 | 90 | 120|120| 120|160
L/3 (feet)

10 40 | 40 | 60 | 90 | 90 |150{200 200|200 240

FOR SHOULDERS LESS THAN 6',USE 3 DEVICES MINIMUM

F2OL 133HS 33S - INIT HOLVI

133HS SIHL 33S - 3NIT HOLVIN

NOTES:

wn s

. SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.
EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.
CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN

THE AREA REQUIRED FOR ONE NIGHTS WORK.
4. CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET.

5. ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.
6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

7. FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF

TRAFFIC SAFETY DRUM.

8. CONTRACTOR SHALL MAINTAIN 11" TRAVELED LANE WIDTH.
9. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.
10. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

O

SR 99 /SB -S MEAD ST TO S LUCILE ST

TWO LANES

W20-501(R)

wa-2(L)

&)

(4 OF 4)

N.T.S

MATCH LINE - SEE THIS SHEET

FIELD LOCATE 0.5 +/-
MILES PRIOR TO LANE

CLOSURE.

LOCATE PCMS PER
WSDOT STANDARD
SPEC. 1-10.3(3)C.

LEGEND

PCMS SIGN SPACING = X (1)

1 2 FREEWAYS & EXPRESSWAYS 50-75 MPH 1500 +/-
58’%3 2RLI§:ES RURAL HIGHWAYS 60-65 MPH 800" +/-
AHEAD | CLOSED RURAL ROADS 45-55 MPH 500" +/-
2.0 SEC 2.0 SEC RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350" +/-

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS 25.30 MPH 200" +/- (2)

URBAN STREETS

25 MPH OR LESS 100" +/- (2)

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE

ROADWAY CONDITIONS.

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.
(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT

WORK ZONE

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5'MOUNTING HEIGHT)

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT
TALL CHANNELIZATION DEVICE

SEQUENTIAL ARROW SIGN

PROTECTIVE VEHICLE

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)
UNIFORMED POLICE OFFICER

FLAGGER

PORTABLE CHANGEABLE MESSAGE SIGN

E"@%E%K@QMZIIE

FILE NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294 PS_46TC.dgn Plot 20
TIME 5:31:28 PM RE’%‘_’" STATE FED.AID PROJ.NO. ‘ SR 99 PLAN REF NO
DATE 3/21/2022
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REGIONAL ADM. M. COTTEN




MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

HOST VEHICLE WEIGHT
9,900 TO 22,000 Ibs.

HOST VEHICLE WEIGHT
22,001+ Ibs.

UP TO 40 MPH| 45-55 MPH | 60+ MPH

UP TO 40 MPH

45-55 MPH | 60+ MPH

100'

172' 222'

100'

150' 172'

NOTES:

S

—
R .

1. SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.
2. EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.
3. CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN
THE AREA REQUIRED FOR ONE NIGHTS WORK

4. CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET.
5. ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS
ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.
6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

7. FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF
TRAFFIC SAFETY DRUM.
8. CONTRACTOR SHALL MAINTAIN 11" TRAVELED LANE WIDTH.

9. AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL
10. FOR DETOUR ROUTES DETAILS SEE SHEET DU1
11. FOR PEDESTRIAN DETOUR SEE SHEET PTC1

LONGITUDINAL BUFFER SPACE = B

SPEED (MPH) | 20

25| 30| 35| 40 | 45 | 50

55 | 60

65

LENGTH (feet)

115|155 | 200 | 250 | 305 | 360 | 425

495 | 570

645

MINIMUM LANE CLOSURE TAPER LENGTH = L

LANE
WIDTH

SPEED (MPH) | 20 | 25| 30 | 35 | 40

45 | 50

55 | 60

65

12

L (feet)

80 [140| 180|270 330

540|600

800

O,

SR 99 /INB -S LUCILE ST TO S HUDSON ST

TWO LANES

RIGHT

CLOSED
AHEAD

W20-501(R)

W4-2(L)

)

MAXIMUM CHANNELIZATION SHOULDER CLOSURE TAPER LENGTH = L/3

M[:’IIE-IVICE Ts::;;"(; T‘;engNT SHOULDERT speep (MPH) [ 20 | 25 [ 30 [ 35 [ 40 45 [ 50 [ 55 [ 60 | 65
6 40 [ 40 [ 40 | 60 | 60 | 90 | 120]120]120] 160

50-65 40 80 0 L/3 (feet) 15012001 2002001 2

35.45 2 s 0 40 [ 40 [ 60 | 90 | 90 | 150{200]200]200]240

20-30 20 0 FOR SHOULDERS LESS THAN 6, USE 3 DEVICES MINIMUM

—_—

IN HOLYIN

ygol 13ans 338

PCMS

SIGN SPACING = X (1)

1 2 FREEWAYS & EXPRESSWAYS 50-75 MPH 1500' +/-
RgAD RIGHTS RURAL HIGHWAYS 60-65 MPH 800" +/-
WORK 2 LANE ’

AHEAD | CLOSED RURAL ROADS 45-55 MPH 500' +/-
2.0 SEC 2.0 SEC RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350" +/-

FIELD LOCATE 0.5 +/-
MILES PRIOR TO LANE

RURAL ROADS & URBAN ARTERIALS '
RESIDENTAL & BUSINESS DISTRICTS 25-30 MPH 200" +/- (2)

CLOSURE.

URBAN STREETS 25 MPH OR LESS  100'+/- (2)

LOCATE PCMS PER
WSDOT STANDARD
SPEC. 1-10.3(3)C.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT
ROADWAY CONDITIONS.

LEGEND

WORK ZONE
TEMPORARY
TEMPORARY

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT
TALL CHANNELIZATION DEVICE

SEQUENTIAL
PROTECTIVE

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)
UNIFORMED POLICE OFFICER

SIGN LOCATION
SIGN LOCATION (5'MOUNTING HEIGHT)

ARROW SIGN
VEHICLE

E"@%E%K@QMZIIE

(1 OF 4) NT.S FLAGGER

12. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

13. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574 PORTABLE CHANGEABLE MESSAGE SIGN

FILE_NAME T:\412348\XL6294 - SR_99 Paver\CAD\ContractPlans\XL6294_PS_46TC.dgn Plot 21
TIME 5:31:32 PM Recon [ siwe | FED.AID PROJ.NO. 2 SR 99 PoaN Rer N
DATE 3/21/2022

PLOTTED BY  musma 10 |WasH '7 DUWAMISH RIVER TO S SPOKANE ST vic | TC23
DESIGNED BY A. OLSEN J0B NUMBER .

ENTERED BY M. MUS 21A023 Washington State _ PAVING & ADA COMPLIANCE e
CHECKED BY C. ANDERSON CONTRACT NO. LOCATION NO. Department of Transportatlon 1(;0
PROJ. ENGR. C. ANDERSON S AT TRAFFIC CONTROL PLANS sHEETS
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E. STAMP BOX P.E. STAMP BOX




MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R LONGITUDINAL BUFFER SPACE = B o SPACING soat ! sroorper o QULDER CLOSURE TAPER LENGTH = L/3
HOST VEHICLE WEIGHT HOST VEHICLE WEIGHT SPEED (MPH) | 20 [ 25| 30| 35| 40| 45 | 50 | 55 | 60 | 65 2P0 | TAPER | TANGENT wipTH | SPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50| 55 | 60 | 65
5,900 TO 22000 Tos. 22,0017 bs. LENGTH (feet) | 115 155|200 | 250 | 305 | 360 | 425 [ 495 | 570 | 645 50-65 40 80 o 40 | 40 | 40| 60 | 60 | 90 | 120 120|120 160
UP TO 40 MPH| 4555 MPH | 60+ MPH [UP TO 40 MPH| 4555 MPH | 60+ MPH e 30 o 10 | 2 ™Y o 0 [e0 [ 90| 90 [ 150]200|200] 200|240
100 172 222 100 150° 172 TR R T T RS e 030 % 20 FOR SHOULDERS LESS THAN 6 USE 3 DEVICES MINIMUM
Vi, | sPEED (wPH) | 20| 25 [ 30 | 35| 40 | 45 | 50 | 55 | 60 | 65
12| L (feet) | 80 | 140] 180|270]330]540]600[ 680|720 800] 1=
18
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48"

ROAD
CLOSED

W4-2(L) R11-201 (B/W)

& @

30"

SIGN SPACING = X (1)

FREEWAYS & EXPRESSWAYS 50-75 MPH 1500' +/-
RURAL HIGHWAYS 60-65 MPH 800" +/-
RURAL ROADS 45-55 MPH 500' +/-
RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350" +/-
RESDENTAL & BUSINESS DISTRICTS 2530 MPH 200" +/- (2)
URBAN STREETS 25 MPH OR LESS 100" +/- (2)

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT
ROADWAY CONDITIONS.

SHEET

CONTRACTOR SHALL NOTIFY SDOT SIGNAL GROUP 10 DAYS PRIOR
TO CONSTRUCTION AT THE FOLLOWING NUMBER: (206) 386-4529

THE CONTRACTOR SHALL ASSIST PEDESTRIANS
ACROSS THE CROSSWALK WHEN NEEDED.

(2]
w
>
<
o
I
o

MATCH LINE - SEE THIS

®
| |
MATCH LINE - SEE SHEET TC25

NOTES: / LEGEND
. BE

1.SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS. WORK ZONE r 77
2EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER. \ PREPARED TEMPORARY SIGN LOCATION

3.CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN 30 T0 STOP €

THE AREA REQUIRED FOR ONE NIGHTS WORK. TEMPORARY SIGN LOCATION (5'MOUNTING HEIGHT) X
4.CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. . W20.TA

5.ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS @ 30 TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT ®

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE. TALL CHANNELIZATION DEVICE ©

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED. ‘ X ‘ X ‘

- SEQUENTIAL ARROW SIGN

7.FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF R3-2 ‘ ' ‘ a DP>

TRAFFIC SAFETY DRUM. PROTECTIVE VEHICLE ] ]

8. CONTRACTOR SHALL MAINTAIN 11' TRAVELED LANE WIDTH. TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2) NN

9. AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL

10. FOR DETOUR ROUTES DETAILS SEE SHEET DU1 UNIFORMED POLICE OFFICER

11. FOR PEDESTRIAN DETOUR SEE SHEET PTC1 25: 39 INB -S LUCILE ST TO S HUDSON ﬁ-'ll'-s FLAGGER 0\

12. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS. o

13. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574 PORTABLE CHANGEABLE MESSAGE SIGN
FILE NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294_PS_46TC.dgn Plot 22
TIME 5:31:36 PM RESON | STATE FED.AID PROJ.NO. 2 SR 99 PLAN REF NO
DATE 3/21/2022
PLOTTED BY  musma 10 \WASH '7 DUWAMISH RIVER TO S SPOKANE ST vic | TC24
DESIGNED BY A. OLSEN JOB NUMBER .
e T 21A023 Washington State PAVING & ADA COMPLIANCE e
CHECKED BY C. ANDERSON CONTRACT NO. LOCATION NO. Department of Transportation oF
PROJ.ENGR. _C.ANDERSON TRAFFIC CONTROL PLANS a3
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX




MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R LONGITUDINAL BUFFER SPACE = B o SPACING soat ! sroorper o QULDER CLOSURE TAPER LENGTH = L/3
HOST VEHICLE WEIGHT HOST VEHICLE WEIGHT SPEED (MPH) | 20 [ 25| 30| 35| 40| 45 | 50 | 55 | 60 | 65 2P0 | TAPER | TANGENT wipTH | SPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50| 55 | 60 | 65
9900 TO 22000 bs. 22,001+ bs. LENGTH (feet) | 115 | 155|200 | 250 | 305 | 360 | 425 | 495 | 570 | 645 50-65 40 80 e 40 40 | 40 | 60 | 60 | 90 | 120|120} 120} 160
UP TO 40 MPH|45-55 MPH | 60+ MPH |uP TO 40 MPH| 45-55 MPH | 60+ MPH 35'45 0 P 10 L/3 (feet) =520 [ 60 | 90 | 90 | 150|200 200] 200|240
100’ 172 222' 100' 150 172 MINIMUM LANE CLOSURE TAPER LENGTH = L 20-30 20 40 FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM
Wiy | sPeep ey | 20| 25 | 30 | 35| 40 | 45| 50| 55 | 60 | 65
12' L (feet) | 80 |140|180|270|330|540|600|680| 720|800 CONTRACTOR SHALL NOTIFY SDOT SIGNAL GROUP 10 DAYS PRIOR

TO CONSTRUCTION AT THE FOLLOWING NUMBER: (206) 386-4529
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T_‘T[':E ””””” N . _ N w PCMS SIGN SPACING = X (1)
S 1o- -- -- -- -- -- ® 1 2 FREEWAYS & EXPRESSWAYS 50-75 MPH 1500' +/-
@4 ® 1-- ®-- e - ®-- -8 w .
T, T T e s T e e —— ® RgAD LEFTS RURAL HIGHWAYS 60-65 MPH 800" +/-
- - WORK 2 LANE
RURAL ROADS 45-55 MPH -
W AHEAD | CLOSED 555 500|
= 20 SEC | 2.0 SEC RURAL ROADS & URBAN ARTERIALS  35-40 MPH 350' +/-
,,,,,,,,,,,,,,, . . RURAL ROADS & URBAN ARTERIALS .
iz 2 FIELD LOCATE 0.5 +/- RESIDENTAL & BUSINESS DIsTRICTs ~ 22-30 MPH 200" +/-(2)
‘ < MILES PRIOR TO LANE
g CLOSURE. URBAN STREETS 25 MPH OR LESS 100" +/- (2)
%]
|2 (1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
i I\;VOS(I:D%TI'E Sl?r(,msD ATRIIEJR INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.
Lo SPEC. 1-10.3(3)C (2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT
' | LEGEND
1. SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS. !
2. EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER. | WORK ZONE
3. CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN 24 TEMPORARY SIGN LOCATION

THE AREA REQUIRED FOR ONE NIGHTS WORK.

4. CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET.

5. ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS
ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

TWO LANES 48"

TEMPORARY SIGN LOCATION (5'MOUNTING HEIGHT)
ROAD 30" 30" 30" TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT
CLOSED ON!Y

SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED TALL CHANNELIZATION DEVICE
\ W20-501(L) W4-2(R) R11-201 (B/W
FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF (BW) R3-2 R3-5L SEQUENTIAL ARROW SIGN

TRAFFIC SAFETY DRUM. PROTECTIVE VEHICLE
. CONTRACTOR SHALL MAINTAIN 11' TRAVELED LANE WIDTH.
. AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

10. FOR DETOUR ROUTES DETAILS SEE SHEET DU1

o

~

O oo

E"@%E%K@QMZIIE

UNIFORMED POLICE OFFICER

11. FOR PEDESTRIAN DETOUR SEE SHEET PTC1 SR 99 /INB -S LUCILE ST TO S HUDSON ST FLAGGER

12. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS. (3 OF 4) N.T.S

13. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574 PORTABLE CHANGEABLE MESSAGE SIGN

FILE NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294_PS_46TC.dgn Plot 23
TIME 5:31:40 PM RES(')‘_’“ STATE FED.AID PROJ.NO. ‘ SR 99 PLAN REF NO
DATE 3/21/2022

PLOTTED BY  musma 10 \WASH '7 DUWAMISH RIVER TO S SPOKANE ST vic | T€25
DESIGNED BY . JOB NUWBER .

e oY S OLSEN 21A023 Washington State PAVING & ADA COMPLIANCE s
CHECKED BY C. ANDERSON CONTRACT NO. LOCATION NO. Department of Transportation oF
PROJ.ENGR. ___ C.ANDERSON S B TRAFFIC CONTROL PLANS a3
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX




MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE

R

HOST VEHICLE WEIGHT
9,900 TO 22,000 Ibs.

HOST VEHICLE WEIGHT
22,001+ Ibs.

UP TO 40 MPH| 45-55 MPH

60+ MPH |UP TO 40 MPH| 45-55 MPH | 60+ MPH

N =

w

LONGITUDINAL BUFFER SPACE = B
SPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45| 50 | 55 | 60 | 65
LENGTH (feet) [ 115|155 | 200 | 250 | 305 | 360 | 425 | 495 | 570 | 645

MAXIMUM CHANNELIZATION SHOULDER CLOSURE TAPER LENGTH = L/3

M[:’IIE-IVICE Ts::;;"(; T‘;engNT SHOULDERT speep (MPH) [ 20 | 25 [ 30 [ 35 [ 40 45 [ 50 [ 55 [ 60 | 65
6 40 [ 40 [ 40 | 60 | 60 | 90 | 120]120]120] 160

50-65 40 80 0 L/3 (feet) 15012001 2002001 2

35.45 2 s 0 40 [ 40 [ 60 | 90 | 90 | 150{200]200]200]240

20-30 20 0 FOR SHOULDERS LESS THAN 6, USE 3 DEVICES MINIMUM

J

. SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.

. EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.

. CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN
THE AREA REQUIRED FOR ONE NIGHTS WORK.

4. CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET.

5. ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS
ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

7. FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF
TRAFFIC SAFETY DRUM.

8. CONTRACTOR SHALL MAINTAIN 11" TRAVELED LANE WIDTH.

9. AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL

10. FOR DETOUR ROUTES DETAILS SEE SHEET DU1

11. FOR PEDESTRIAN DETOUR SEE SHEET PTC1

100" 172" 222' 100’ 150" 172"
MINIMUM LANE CLOSURE TAPER LENGTH = L
I, | sPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65
12" L (feet) | 80 |140(180(270|330|540 (600 (680|720 |800
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NOTES:

O,

SR 99 /INB -S LUCILE ST TO S HUDSON ST

RIGHT

TWO LANES
CLOSED
AHEAD

W20-501(R)

W4-2(L)

\%;

<

u

9

ONLY

R3-5L

OO,

30"

B N T

LINE - SEE THIS SHEET

MATCH

PCMS SIGN SPACING = X (1)

1 2 FREEWAYS & EXPRESSWAYS 50-75 MPH 1500 +/-
RgAD LEFTs RURAL HIGHWAYS 60-65 MPH 800" +/-
WORK | 2 LANE ,
AHEAD | CLOSED RURAL ROADS 45-55 MPH 500" +/-
2.0 SEC | 2.0 SEC RURAL ROADS & URBAN ARTERIALS  35-40 MPH 350" +/-

FIELD LOCATE 05 +- | RESDENTAL & GUSINESS DieTRICTS  25-30 MPH  200° +- (2)

MILES PRIOR TO LANE
CLOSURE. URBAN STREETS

LOCATE PCMS PER
WSDOT STANDARD
SPEC. 1-10.3(3)C.

25 MPH OR LESS 100 +/- (2)

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT
ROADWAY CONDITIONS.

LEGEND

WORK ZONE

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5'MOUNTING HEIGHT)

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT
TALL CHANNELIZATION DEVICE

SEQUENTIAL ARROW SIGN

PROTECTIVE VEHICLE

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)
UNIFORMED POLICE OFFICER

E"@%E%K@QMZIIE

12. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS. (4 OF 4) N.T.S FLAGGER

13. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK.206-684-4574 PORTABLE CHANGEABLE MESSAGE SIGN

FILE NAME T4123481XL6294 - SR_99 Paver\CAD\ContractPlans\XL6294_PS_46TC.dgn Plot 24
TIME 5:31:44 PM RE’%‘_’" STATE FED.AID PROJ.NO. ‘ SR 99 PLAN REF NO
DATE 3/21/2022

PLOTTED BY  musma 10 \WASH '7 DUWAMISH RIVER TO S SPOKANE ST vic | TC26
DESIGNED BY __ A. OLSEN 108 NUMBER .
ENTERED BY M. MUS 21A023 Washington State PAVING & ADA COMPLIANCE '
CHECKED BY C. ANDERSON CONTRACT NO. LOCATION NO. Department of Transportatlon OF
PROJ. ENGR. C. ANDERSON o o TRAFFIC CONTROL PLANS 130
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX




SIGN SPACING = X (1)

FREEWAYS & EXPRESSWAYS 50-75 MPH 1500' +/-
RURAL HIGHWAYS 60-65 MPH 800" +/-
RURAL ROADS 45-55 MPH 500" +/-
RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350" +/-
RERERTACE Budhess TRers 2530 MPH 200102
URBAN STREETS 25 MPH OR LESS 100' +/- (2)

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT
ROADWAY CONDITIONS.

NOTES:

w N =

THE AREA REQUIRED FOR ONE NIGHTS WORK.

4. CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET.
5. ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.
7. FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF

TRAFFIC SAFETY DRUM.
8. CONTRACTOR SHALL MAINTAIN 11" TRAVELED LANE WIDTH.

9. AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL

10. FOR PEDESTRIAN DETOUR SEE SHEET PTC1
11. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

12. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

PCMS
1 2
ROAD LEFT
WORK | 2 LANES
AHEAD | CLOSED
2.0 SEC | 2.0 SEC

FIELD LOCATE 0.5 +/-
MILES PRIOR TO LANE

CLOSURE.

LOCATE PCMS PER

. SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.
. EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.
. CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN

LEFT
TWO LANES
CLOSED

AHEAD

W20-501(L)

W4-2(R)

&)

SR 99 /NB & SB -S LUCILE ST TO S HUDSON ST

MAXIMUM CHANNELIZATION
DEVICE SPACING (feet)

MPH TAPER | TANGENT
50-65 40 80
35-45 30 60
20-30 20 40

SHOULDER CLOSURE TAPER LENGTH = L/3

SHOULDER| speep (wPH) | 20 | 25 | 30 | 35| 40 | 45 | 50 | 55 | 60 | 65

6' 40 | 40 | 40 | 60 | 60 | 90 | 120|120| 120|160
L/3 (feet)

10 40 | 40 | 60 | 90 | 90 |150{200 200|200 240

FOR SHOULDERS LESS THAN 6',USE 3 DEVICES MINIMUM

LONGITUDINAL BUFFER SPACE = B

SPEED (MPH) | 20

25

30

35

40 | 45 | 50 | 55 | 60

65

LENGTH (feet) [ 115

155

200

250 | 305 | 360 | 425 | 495 | 570

645

MINIMUM LANE CLOSURE TAPER LENGTH = L

LANE
WIDTH | SPEED (MPH)

20

25

30

35|40 45| 50 | 55

60 | 65

12' L (feet)

80

140

180

270]330(540|600|680|720|800

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

HOST VEHICLE WEIGHT
9,900 TO 22,000 Ibs.

HOST VEHICLE WEIGHT
22,001+ Ibs.

UP TO 40 MPH| 45-55 MPH | 60+ MPH JUP TO 40 MPH| 45-55 MPH | 60+ MPH
100' 172' 222' 100' 150' 172'

LEGEND

WORK ZONE

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5'MOUNTING HEIGHT)
TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE
SEQUENTIAL ARROW SIGN
PROTECTIVE VEHICLE

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

UNIFORMED POLICE OFFICER
FLAGGER

E"@%E%K@QMZIIE

WSDOT STANDARD (1 OF 5)

SPEC. 1-10.3(3)C. PORTABLE CHANGEABLE MESSAGE SIGN
FILE NAME T\412348XL6294 - SR 99 PaverlCAD\ContractPlans\XL6294_PS_467C.dgn Plot 25
TIME 5:31:48 PM RE’%‘_’N STATE FED.AID PROJ.NO. ‘ SR 99 PLAN REF NO
DATE 3/21/2022
PLOTTED BY  musma 10 \WASH '7 DUWAMISH RIVER TO S SPOKANE ST vic | 1627
DESIoNeD oY A OLSEN 21A023 Washington State PAVING & ADA COMPLIANCE s
CHECKED BY C..ANDERSON CONTRACT NO. LOCATION NO. Department of Transportation oF
PROJ.ENGR. ___ C.ANDERSON TRAFFIC CONTROL PLANS a3
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX




MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R LONGITUDINAL BUFFER SPACE = B MAS%“\IIIILCJ:I\IIE' §$’£&N§“ﬁ’é§:§’" OULDER SHOULDER CLOSURE TAPER LENGTH = L/3
HOST VEHICLE WEIGHT HOST VEHICLE WEIGHT SPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65 MPH TAPER | TANGENT WIDTH | SPEED (MPH) | 20 | 25 | 30 | 35| 40| 45 50 | 55 | 60 | 65
9900 TO 22,000 Tbs. 22,001+ bs. LENGTH (feet) | 115|155 200 | 250 | 305 | 360 | 425 | 495 | 570 | 645 50-65 40 80 © 40 | 40 40 | &0 | 60 | 90 | 120 120] 120 160
UP TO 40 MPH|45-55 MPH | 60+ MPH |[UP TO 40 MPH| 45-55 MPH | 60+ MPH 35:45 30 60 10' L3 (fee 40| 40 | 60 | 90 | 90 | 150|200 200]| 200|240
100' 172 222' 100' 150' 172' |
INIMUM LANE CLOSURE TAPER LENGTH = L 20-30 20 20 FOR SHOULDERS LESS THAN 6',USE 3 DEVICES MINIMUM
VIS, | sPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65
12' L (feet) | 80 |140|180|270|330|540|600|680| 720|800
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SIGN SPACING = X (1) Tl
FREEWAYS & EXPRESSWAYS 50-75 MPH  1500' +/- T TS~
N ~ = =
RURAL HIGHWAYS 60-65 MPH 800" +/- L ~ \\\Q
RURAL ROADS 45-55 MPH 500" +/- Tl T
RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350" +/- b
RURAL ROADS & URBAN ARTERIALS .
RESIDENTAL & BUSINESS DISTRICTS 25-30 MPH 200" +/- (2)
URBAN STREETS 25 MPH OR LESS 100" +/- (2)
(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.
(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT
ROADWAY CONDITIONS.
NOTES: LEGEND
30" al
1. SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS. WORK ZONE /A
2. EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER. ( TEMPORARY SIGN LOCATION €
3. CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN 30" 30" ,
THE AREA REQUIRED FOR ONE NIGHTS WORK. oNLY TEMPORARY SIGN LOCATION (5 MOUNTING HEIGHT) X
4. CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT ®
5. ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS W4-2(R) R3-2 R3-5R TALL CHANNELIZATION DEVICE o)
ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.
6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED. SEQUENTIAL ARROW SIGN D>
7. FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF PROTECTIVE VEHICLE
TRAFFIC SAFETY DRUM. -
8. CONTRACTOR SHALL MAINTAIN 11' TRAVELED LANE WIDTH. TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2) S
9. AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL UNIFORMED POLICE OFFICER
10. FOR PEDESTRIAN DETOUR SEE SHEET PTCH SR 99 /NB & SB -S LUCILE ST TO S HUDSON ST
11. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS. (2 OF 5) NTS FLAGGER
12. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574 PORTABLE CHANGEABLE MESSAGE SIGN
FILE NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294_PS_46TC.dgn Plot 26
TIME 5:31:52 PM Recon [ siwe | FED.AID PROJ.NO. 2 SR 99 PLAN Rer N
DATE 3/21/2022
PLOTTED BY  musma 10 \WASH '7 DUWAMISH RIVER TO S SPOKANE ST vic | T€28
JOB NUMBER
:E::E‘::E?B? Q- <I\)III[JSSEN 21A023 Washington State PAVING & ADA COMPLIANCE e
CHECKED BY C..ANDERSON CONTRACT NO. LOCATION NO. Department of Transportation oF
PROJ.ENGR. ___ C.ANDERSON TRAFFIC CONTROL PLANS a3

REGIONAL ADM.

M. COTTEN

REVISION

DATE BY

P.E. STAMP BOX

P.E. STAMP BOX




MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R LONGITUDINAL BUFFER SPACE = B MAXIMUM gg’fgﬂg‘-'ﬁg{?" sroupER e QULDER CLOSURE TAPER LENGTH = L/3
HOST VEHICLE WEIGHT HOST VEHICLE WEIGHT SPEED (MPH) | 20 [ 25 [ 30 [ 35 [ 40 45| 50 | 55 | 60 | 65 vPH | TAPER | TANGENT WiDTH | SPEED (MPH) | 20 | 25 | 30 | 35] 40| 45| 50 | 55 | 60 | 65
9900 TO 22000 bs. 22,001+ bs. LENGTH (feet) | 115 | 155|200 250 305 | 360 | 425 | 495 | 570 | 645 50-65 40 80 e 40 40 | 40 | 60 | 60 | 90 | 120|120} 120} 160
UP TO 40 MPH[ 4555 MPH | 60+ MPH |UP TO 40 MPH[ 4555 MPH | 60+ MPH - 10 L/3 (fee) 10T 20 [60 | 90 | 90 | 150]200] 200|200 | 240
100 172" 222 100 150" 172 35-45 30 60
NIMOM LANE CLOSURE TAPER LENGTH =L 20.30 20 0 FOR SHOULDERS LESS THAN 6, USE 3 DEVICES MINIMUM
v | speep ey | 20 | 25 [ 30 | 35 | 40| 45 | 50 | 55| 60 | 65
12 L (feet)y | 80 |140|180]270]330|540[600(680|720]800
w
2
THE CONTRACTOR SHALL ASSIST PEDESTRIANS \ < |
ACROSS THE CROSSWALK WHEN NEEDED. o ! Q
[e0] T [l
S 200" o 7 3 ! 2
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SIGN SPACING = X (1)
FREEWAYS & EXPRESSWAYS 50-75 MPH 1500’ +/-
, RURAL HIGHWAYS 60-65 MPH 800" +/-
RURAL ROADS 45-55 MPH 500" +/-
RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350" +/-
RURAL ROADS & URBAN ARTERIALS '
/ RESIDENTAL & BUSINESS DISTRICTS 25-30 MPH 200" +/- (2)
' URBAN STREETS 25 MPH OR LESS 100" +- (2)
(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.
(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT
ROADWAY CONDITIONS.

NOTES:

-

. SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.

2. EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.

w

. CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN

THE AREA REQUIRED FOR ONE NIGHTS WORK.

»

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET.
5. ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

N o

TRAFFIC SAFETY DRUM.

© ©

SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.
FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF

CONTRACTOR SHALL MAINTAIN 11' TRAVELED LANE WIDTH.
AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL

10. FOR PEDESTRIAN DETOUR SEE SHEET PTC1

30"

30"

SR 99 /NB & SB -S LUCILE ST TO S HUDSON ST

N.T.S

LEGEND

WORK ZONE

TEMPORARY SIGN LOCATION
TEMPORARY SIGN LOCATION (5'MOUNTING HEIGHT)

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT
TALL CHANNELIZATION DEVICE
SEQUENTIAL ARROW SIGN
PROTECTIVE VEHICLE

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)
UNIFORMED POLICE OFFICER

FLAGGER

E"@%E%K@QMZIIE

11. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS. (3 OF 5)

12. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574 PORTABLE CHANGEABLE MESSAGE SIGN
FILE NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294_PS_46TC.dgn Plot 27
TIME 5:31:56 PM REGION [ STATE FED.AID PROJ.NO. A SR 99 PLAN REF NO
DATE 3/21/2022
PLOTTED BY  musma 10 [WAsH '7’ DUWAMISH RIVER TO S SPOKANE ST vic | T€29
DESIGNED BY A. OLSEN JOB NUMBER .
ENTERED BY M MUS 21A023 Washington State _ PAVING & ADA COMPLIANCE s
CHECKED BY C. ANDERSON CONTRACT NO. LOCATION NO. Department of Transportatlon 1(;0
PROJ. ENGR. C. ANDERSON DATE DATE TRAFFIC CONTROL PLANS SHEETS
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX




MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R LONGITUDINAL BUFFER SPACE = B MAXIMUM ggﬁ«gngu(zfgtl;m e OULDER (Z:LOSZURE TAPER 4LEN?TH = L3
SPEED (MPH
HOST VEHICLE WEIGHT HOST VEHICLE WEIGHT SPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65 MPH | TAPER | TANGENT W'E,TH S 48 42 zg ZZ 62 92 15200 15250 16200 16650
9,900 TO 22,000 Ibs. 22,001+ lbs. LENGTH (feet) | 115|155 | 200 | 250 | 305 | 360 | 425 | 495 | 570 | 645 50-65 40 80 L/3 (feet)
UP TO 40 MPH| 45-55 MPH | 60+ MPH |uP TO 40 MPH| 45-55 MPH | 60+ MPH 3545 30 60 10 40 | 40 | 60 | 90 | 90 | 150|200 |200|200|240
100 172 222 100 150 172 INIMUNM LANE CLOSURE TAPER LENGTH = L 20-30 20 20 FOR SHOULDERS LESS THAN 6, USE 3 DEVICES MINIMUM
o [ sPEED (MPH) | 20 | 25| 30| 35 | 40 | 45 | 50 | 55 | 60 | 65
12" L (feety | 80 [140|180|270|330|540|600|680|720|800
CONTRACTOR SHALL NOTIFY SDOT SIGNAL GROUP 10 DAYS PRIOR i ; @
TO CONSTRUCTION AT THE FOLLOWING NUMBER: (206) 386-4529 D
(92}
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PREPARED
30" 24" T0 STOP
// @ 30" ( 30" W20-7A W20-78
' ) ONLY
/ | X
R3-2 R3-5R ‘ ‘ !

NOTES:

N

. SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

7. FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF
TRAFFIC SAFETY DRUM.

8. CONTRACTOR SHALL MAINTAIN 11" TRAVELED LANE WIDTH.

9. AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL

10. FOR PEDESTRIAN DETOUR SEE SHEET PTC1

w N

S

SIGN SPACING = X (1)

FREEWAYS & EXPRESSWAYS 50-75 MPH 1500' +/-
RURAL HIGHWAYS 60-65 MPH 800' +/-
RURAL ROADS 45-55 MPH 500" +/-
RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350" +/-
RS SRS STRCRS 2530 WPH 20010
URBAN STREETS 25 MPH OR LESS 100" +/- (2)

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT
ROADWAY CONDITIONS.

SR 99 /NB & SB -S LUCILE ST TO S HUDSON ST

LEGEND

WORK ZONE

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5'MOUNTING HEIGHT)

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT
TALL CHANNELIZATION DEVICE

SEQUENTIAL ARROW SIGN

PROTECTIVE VEHICLE

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)
UNIFORMED POLICE OFFICER

11, SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS. (4 OF 5) NT.S FLAGGER

12. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574 PORTABLE CHANGEABLE MESSAGE SIGN

FILE NAME T4123481XL6294 - SR_99 Paver\CAD\ContractPlans\XL6294_PS_46TC.dgn Plot 28
TINE 5:32:00 PM Reson | s | FED.AID PROJ.NO. A SR 99 ppp——
DATE 312112022
PLOTTED BY  musma 10 \WASH '7 DUWAMISH RIVER TO S SPOKANE ST vic | TC30
DESIGNED BY __ A. OLSEN 108 NUMBER .
ENTERED BY M. MUS 21A023 Washington State PAVING & ADA COMPLIANCE A
CHECKED BY C. ANDERSON CONTRACT NO. LOCATION NO. Department of Transportatlon 1(;0
PROJ.ENGR. ___C. ANDERSON S S TRAFFIC CONTROL PLANS
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX




11. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.
12. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R SIGN SPACING = X (1) SHOULDER CLOSURE TAPER LENGTH = L/3
, SHOULDER| speep (mpH) | 20 | 25 | 30 | 35| 40 | 45 | 50| 55 | 60 | 65
HOST VEHICLE WEIGHT HOST VEHICLE WEIGHT FREEWAYS & EXPRESSWAYS 50-75 MPH 1500 +/- WIDTH
9,900 TO 22,000 Ibs. 22,001+ Ibs. : 6' 40| 40 | 40 | 60 | 60 | 90 [120(120| 120|160
RURAL HIGHWAYS 60-65 MPH 800" +/- L/3 (feet)
UP TO 40 MPH| 45-55 MPH | 60+ MPH |UP TO 40 MPH| 45-55 MPH | 60+ MPH 10" 40 | 40 | 60 | 90 | 90 | 150{200200 200|240
100 172 222" 100 150 172 RURAL ROADS 45-55 MPH 500' +/- OR SHO s ss Us CES
RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350' +/- FOR SHOULDERS LE THAN ©, USE 3 DEVICES MINIMUM
_ RURAL ROADS & URBAN ARTERIALS '
LONGITUDINAL BUFFER SPACE =B RESIDENTAL & BUSINESS DISTRICTS 25-30 MPH 200" +/- (2) MINIMUM LANE CLOSURE TAPER LENGTH = L
SPEED (MPH) ] 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65 URBAN STREETS 25 MPH OR LESS 100" +/- (2) WIDTH | SPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65
LENGTH (feet) | 115| 155|200 | 250 | 305 | 360 | 425 | 495 | 570 | 645 (1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 12' L (feet) 80 (140(180(270|330|540|600|680|720|800
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.
(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT
ROADWAY CONDITIONS.
@ @
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ES x TC DEVICES SHALL NOT BE PLACED MAXIMUM CHANNELIZATION
o ! WITHIN 6 FT OF NEAREST RAIL DEVICE SPACING (feet)
b @ MPH TAPER TANGENT
Lo 50-65 40 80
. 35-45 30 60
N\ 20-30 20 40
AN N
AN
AN
o PCMS
| %) ! 1 2
| < ! »
" g 5 ROAD LEFT
s .~ X | x WORK | 2 LANES
(2] ! ! AHEAD CLOSED
2 P B 2.0 SEC | 20 SEC
= i i i i i e e — - — P ~ M I
W - _- - __ - » __ - ﬁ - _N___-————-——‘ FIELD LOCATE 0.5 +/-
w - - S . - __ __ __ __ . . . MILES PRIOR TO LANE
o I T T S S A S N —_ o R B i CLOSURE.
wbF— 0 ——=Eer Eeer N ST oy o T e — R
z . - -- - = - -- - - -- -- -- -- -- -- LOCATE PCMS PER
e e SR WSDOT STANDARD
SL._ T MM T e o SPEC. 1-10.3(3)C.
--— =
S T T T T — LEGEND
NOTES: 30" ad WORK ZONE 777
1. SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS. TEMPORARY SIGN LOCATION P
2. EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER. 30" 30° TEMPORARY SIGN LOCATION (5 MOUNTING HEIGHT) X
3. CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN ONLY
THE AREA REQUIRED FOR ONE NIGHTS WORK. TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT ®
4. CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. W20-501() Wa-2(R) R3-2 R3-5L TALL CHANNELIZATION DEVICE o
5. ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS
ARE BLACK ON WHITE, UNLESS STATED OTHERWISE. @ @ @ SEQUENTIAL ARROW SIGN D>
6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED. i
7. FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF PROTECTIVE VEHICLE
TRAFFIC SAFETY DRUM. TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2) NN
8. CONTRACTOR SHALL MAINTAIN 11' TRAVELED LANE WIDTH.
9. AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL SR 99 /NB & SB -S LUCILE ST TO S HUDSON SsT UNIFORMED POLICE OFFICER
10. FOR PEDESTRIAN DETOUR SEE SHEET PTC1 NTS FLAGGER 0\

(5 OF 5)

PORTABLE CHANGEABLE MESSAGE SIGN

FILE NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294_PS_46TC.dgn Plot 29
TIME 5:32:04 PM RES(')‘_’“ STATE FED.AID PROJ.NO. ‘ SR 99 PLAN REF NO
DATE 3/21/2022

PLOTTED BY  musma 10 |WASH '7 DUWAMISH RIVER TO S SPOKANE ST vic | TC31
DESIoNeD oY A OLSEN 21A023 Washington State PAVING & ADA COMPLIANCE wen
CHECKED BY C..ANDERSON CONTRACT NO. LOCATION NO. Department of Transportation 1(;0
PROJ. ENGR. C. ANDERSON — TRAFFIC CONTROL PLANS
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX




MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R MAXIMUM  CHANNELIZATION SIGN SPACING = X (1) oo SHOULDER CLOSURE TAPER LENGTH = L3
HOST VEHICLE WEIGHT HOST VEHICLE WEIGHT PH TAPER T‘Ae;gENT FREEWAYS & EXPRESSWAYS 50-75 MPH 1500' +/- wipTH | SPEED (MPH) | 20 | 25 | 30 | 35| 40 | 45| 50 | 55 | 60 | 65
9,900 TO 22,000 lbs. 22,001+ lbs. . 6 40 [ 40 [ 40| 60 | 60 | 90 [120[120[120] 160
UP TO 40 MPH[ 4555 MPH | 60+ MPH [UP TO 40 MPH[ 45-55 MPH | 60+ MPH 50-65 40 80 RURAL HIGHWAYS 60-65 MPH 800"+/- L/3 (feet)
- + - + "
= £ - = - e 545 0 6 RURAL ROADS 4555 MPH 200 4/ 10 40 [ 40 [ 60 | 90 | 90 | 150{200]200]200]240
2030 2 0 RURAL ROADS & URBAN ARTERIALS 3540 MPH 350" +1- FOR SHOULDERS LESS THAN 6, USE 3 DEVICES MINIMUM
PCMS R O o AN AR ERALS  25.30 MPH 200" +- (2) MINIMUM LANE CLOSURE TAPER LENGTH = L
LANE
1 2 URBAN STREETS 25 MPH OR LESS 100 +- (2) WIDTH | SPEED (MPH)| 20 | 25| 30| 35| 40 | 45| 50 | 55 | 60 | 65
12 L (feet) | 80 |140]180(270[330[540[600]680[720]800
ROAD RIGHT (1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
WORK 3 LANES INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS. —
AHEAD CLOSED (2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT LONGITUDINAL BUFFER SPACE = B
2.0 SEC | 2.0 SEC NS ROADWAY CONDITIONS. SPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65
FIELD LOCATE 0.5 +/- LENGTH (feet) [ 115|155 | 200 | 250 | 305 | 360 | 425 | 495 | 570 | 645
MILES PRIOR TO LANE

CLOSURE.

LOCATE PCMS PER
WSDOT STANDARD
SPEC. 1-10.3(3)C.

\
|

I

i

TC33

SEE SHEET

MATCH LINE -

NOTES: LEGEND
1. SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS. WORK ZONE
2. EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.

3. CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN

THE AREA REQUIRED FOR ONE NIGHTS WORK.

4. CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET.

5. ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS
ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

TEMPORARY SIGN LOCATION
TEMPORARY SIGN LOCATION (5'MOUNTING HEIGHT)
TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

CLOSED
AHEAD,

W20.501() WL TALL CHANNELIZATION DEVICE
6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED. d-a) SEQUENTIAL ARROW SIGN
7.FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF
TRAFFIC SAFETY DRUM. PROTECTIVE VEHICLE
8. CONTRACTOR SHALL MAINTAIN 11' TRAVELED LANE WIDTH. TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)
9.AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL
10.FOR DETOUR ROUTES DETAILS SEE SHEET DUt SR 99 /NB -S HUDSON ST TO DIAGONAL AVE S UNIFORMED POLICE OFFICER
11.FOR PEDESTRIAN DETOUR SEE SHEET PTC2 (1 OF 5) NTS FLAGGER
12. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

13. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574 PORTABLE CHANGEABLE MESSAGE SIGN

FILE NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294_PS_46TC2.dgn Plot 26
TIME 5:32:11 PM Recion [ sAe | FED.AID PROJ.NO. A SR 99 PLAN REF NO
DATE 3/21/2022

PLOTTED BY  musma 10 \WASH '7 DUWAMISH RIVER TO S SPOKANE ST vic | T€32
DESIGNED BY M. MUS JOB NUMBER .

ENTERED By 3 CAMACHO-MORALES 21A023 Washington State _ PAVING & ADA COMPLIANCE nggT
CHECKED BY C. ANDERSON CONTRACT NO. LOCATION NO. Department of Transportatlon oF
PROJ. ENGR. C. ANDERSON o o TRAFFIC CONTROL PLANS 130
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX




1. SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.

2. EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.

3. CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN
THE AREA REQUIRED FOR ONE NIGHTS WORK.

4. CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET.

5. ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS
ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

W20-501(R)

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R MAlg(lévlL(J)l\I’El SCEAACNINEUZfATlON SIGN SPACING = X ()] SFOULDER SHOULDER CLOSURE TAPER LENGTH = L/3
t
HOST VEHICLE WEIGHT HOST VEHICLE WEIGHT o TAPER T‘Ae;G)ENT FREEWAYS & EXPRESSWAYS 50-75 MPH 1500' +/- WIiDTH | SPEED (MPH) | 20 | 25 | 30 | 35| 40 | 45 | 50 | 55 | 60 | 65
9,900 TO 22,000 Ibs. 22,001+ lbs. 06 - = RURAL HIGHWAYS 6065 MPH 800" +/- 3 U3 (fest) 40| 40| 40| 60 60 90[120]120]120] 160
50-65 ee
UP TO 40 MPH| 45-55 MPH | 60+ MPH JUP TO 40 MPH| 45-55 MPH | 60+ MPH |
- z . - 2 . ods % 5 RURAL ROADS 4555 MPH 500" +/- 10 40 | 40 | 60 | 90 | 90 | 150{200]200]200] 240
20-30 20 20 RURAL ROADS & URBAN ARTERIALS 3540 MPH 350' 4/ FOR SHOULDERS LESS THAN 6, USE 3 DEVICES MINIMUM
Do RURAL ROADS & URBAN ARTERIALS ' =
“ RESIDENTAL & BUSINESS DISTRICTS 25-30 MPH 200" +I- (2) TANE MINIMUM LAN2EO C;gSL‘;‘;E ;:Pig :iNG;: ;SL w065
o/ SPEED (MPH
o/ URBAN STREETS 25 MPH OR LESS 100" +/- (2) WIDTH (PR
I/ 12' L (feet) 80 |140({180|270|330|540(600|680|720|800
L VA < (1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
,’ // @« INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS. —
J R @ (2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT LONGITUDINAL BUFFER SPACE = B
IS o = it S o ROADWAY CONDITIONS. SPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65
sl - -- - - . T T 5 ‘ —— LENGTH (feet) | 115 | 155 | 200 | 250 | 305 | 360 | 425 | 495 | 570 | 645
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NOTES: S

WORK ZONE
TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5'MOUNTING HEIGHT)

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT
TALL CHANNELIZATION DEVICE

SEQUENTIAL ARROW SIGN

PROTECTIVE VEHICLE o

7. FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF

TRAFFIC SAFETY DRUM.
8. CONTRACTOR SHALL MAINTAIN 11' TRAVELED LANE WIDTH. TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2) R
9. AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL
10. FOR DETOUR ROUTES DETAILS SEE SHEET DU1 SR 99 /NB -S HUDSON ST TO DIAGONAL AVE S UNIFORMED POLICE OFFICER
11. FOR PEDESTRIAN DETOUR SEE SHEET PTC2 @2 OF 5) NTS FLAGGER 0\
12. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.
13. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574 PORTABLE CHANGEABLE MESSAGE SIGN
FILE NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294_PS_46TC2.dgn Plot 27
TIME 5:32:16 PM Resion [7state [ FED AID PROJ.NO. A SR 99 PLAN REF NO
DATE 3/21/2022
PLOTTED BY  musma 10 \WASH '7 DUWAMISH RIVER TO S SPOKANE ST vic | TC33
DESIGNED BY M. MUS 108 NUMBER f SHEET
ENTERED BY 3. CAMACHOMORALES 21A023 Washington State PAVING & ADA COMPLIANCE ped
CHECKED BY C. ANDERSON CONTRACT NO. LOCATION NO. Department of Transportatlon oF
PROJ.ENGR. ___ C.ANDERSON TRAFFIC CONTROL PLANS 130
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX




MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

HOST VEHICLE WEIGHT

HOST VEHICLE WEIGHT

MAXIMUM CHANNELIZATION
DEVICE SPACING (feet)

9,900 TO 22,000 Ibs. 22,001+ Ibs.
UP TO 40 MPH|45-55 MPH | 60+ MPH |UP TO 40 MPH| 45-55 MPH | 60+ MPH
100' 172 222' 100' 150' 172

CONTRACTOR SHALL NOTIFY SDOT SIGNAL GROUP 10 DAYS PRIOR
TO CONSTRUCTION AT THE FOLLOWING NUMBER: (206) 386-4529

NOTES:

wnN =

. SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.
EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.
CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN

THE AREA REQUIRED FOR ONE NIGHTS WORK.

TS

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET.
. ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.
6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.
7. FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF

TRAFFIC SAFETY DRUM.
8. CONTRACTOR SHALL MAINTAIN 11" TRAVELED LANE WIDTH.
9. AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL
10. FOR DETOUR ROUTES DETAILS SEE SHEET DU1
11. FOR PEDESTRIAN DETOUR SEE SHEET PTC2

MPH TAPER | TANGENT
50-65 40 80
35-45 30 60
20-30 20 40

THE CONTRACTOR SHALL ASSIST
PEDESTRIANS ACROSS THE
CROSSWALK WHEN NEEDED.

PREPARED
TO STOP

W20-78

*)

2"

KEEP

”

RIGHT

R4-78B

C) (e

30"

SR 99 /INB -S HUDSON ST TO DIAGONAL AVE S

LEGEND

SIGN SPACING = X (1) SHOULDER CLOSURE TAPER LENGTH = L/3
SHOULDER
FREEWAYS & EXPRESSWAYS  50-75 MPH  1500'+/- | |_wibth |SPEED (MPH)| 20 | 25| 30| 35|40 ] 45] 50| 55 | 60 | 65
. 3 40| 40 | 40| 60 | 60 | 90 [ 120[120]120] 160
RURAL HIGHWAYS 60-65 MPH 800" +/- L/3 (feet)
RURAL ROADS 4555 MPH 500" +/- 10 40 | 40 | 60 | 90 | 90 [150]200( 200200240
RURAL ROADS & URBAN ARTERIALS 3540 MPH 350" 4/~ FOR SHOULDERS LESS THAN &, USE 3 DEVICES MINIMUM
RURAL ROADS & URBAN ARTERIALS ' -
RESIDENTAL & BUSINESS DISTRICTS 25-30 MPH 200" +I- (2) TANE MINIMUM LAN2EO C;gSL‘;‘;E ;:Pig :iNG;: ;SL w065
SPEED (MPH
URBAN STREETS 25 MPH OR LESS 100" +/- (2) WIDTH (PR
12 L (feet)y | 80 |140][180]270]330]540(600]680]720]800
(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS. _
(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT LONGITUDINAL BUFFER SPACE = B
ROADWAY CONDITIONS. SPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65
LENGTH (feet) | 115|155 | 200 | 250 | 305 | 360 | 425 | 495 | 570 | 645
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WORK ZONE
TEMPORARY SIGN
TEMPORARY SIGN

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT
TALL CHANNELIZATION DEVICE

SEQUENTIAL ARROW SIGN

PROTECTIVE VEHICLE

TYPE 3 BARRICAD
UNIFORMED POLIC

LOCATION
LOCATION (5'MOUNTING HEIGHT)

E WITH ROAD CLOSED SIGN (R11-2)
E OFFICER

E"@%E%K@QMZIIE

(3 OF 5) NTS FLAGGER
12. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.
13. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574 PORTABLE CHANGEABLE MESSAGE SIGN
FILE NAME T:\4123481XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294_PS_46TC2.dgn Plot 28
TIME 5:32:20 PM RE’%‘_’" STATE FED.AID PROJ.NO. ‘ SR 99 PLAN REF NO
DATE 3/21/2022
PLOTTED BY  musma 10 \WASH '7 DUWAMISH RIVER TO S SPOKANE ST vic | TC34
DESIGNED BY M. MUS JOB NUMBER .
ENTERED By 3 CAMACHO-MORALES 21A023 Washington State _ PAVING & ADA COMPLIANCE ngéT
CHECKED BY C. ANDERSON CONTRACT NO. LOCATION NO. Department of Transportatlon oF
PROJ.ENGR. ___ C.ANDERSON TRAFFIC CONTROL PLANS a3
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX




MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R MAXIMUM CHANNELIZATION SIGN SPACING = X (1) e QULDER CLOSURE TAPER LENGTH = Li3
t
HOST VEHICLE WEIGHT HOST VEHICLE WEIGHT on | TAPER T‘Ae;G)ENT FREEWAYS & EXPRESSWAYS  50-75 MPH  1500'+/- | |_wiptH |SPEED (MPH) | 20 | 25 | 30 | 35| 40 | 45 | 50 | 55 | 60 | 65
9,900 TO 22,000 Ibs. 22,001+ Ibs. 0 80 RURAL HIGHWAYS 60-65 MPH 800" +/- 6' L3 (feet 40| 40 | 40| 60 | 60 | 90 | 120| 120|120 160
- ee
UP TO 40 MPH|45-55 MPH | 60+ MPH |UP TO 40 MPH| 45-55 MPH | 60+ MPH 2‘; i: = o RURAL ROADS 4555 MPH 200 4/ 10 (fee) 140740 | 60 | 90 | 90 | 150| 200] 200| 200 240
100' 172 222' 100' 150' 172' . \ !
2030 -0 0 . RURAL ROADS & URBAN ARTERIALS 3540 MPH 350 4 FOR SHOULDERS LESS THAN 6, USE 3 DEVICES MINIMUM
R O o AN AR ERALS  25.30 MPH 200" +- (2) MINIMUM LANE CLOSURE TAPER LENGTH = L
LANE
URBAN STREETS 25 MPH OR LESS 100'+- (2) WIDTH | SPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65
12" L (feety | 80 |140[180[270{330{540|600|680|720|800
(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS. -
RAILROAD FLAGGER @ (2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT LONGITUDINAL BUFFER SPACE = B
SEE SPECIAL PROVISION 1-07.18 ROADWAY CONDITIONS. SPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65
RAILROAD FLAGGER LENGTH (feet) | 115 [ 155|200 | 250 | 305 | 360 | 425 | 495 | 570 | 645
SEE SPECIAL PROVISION 1-07.18
3 2 =
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2 @ THE CONTRACTOR SHALL ASSIST N
3 PEDESTRIANS ACROSS THE
L CROSSWALK WHEN NEEDED. .
| : N\
NOTES: | | CONTRACTOR SHALL NOTIFY SDOT SIGNAL GROUP 10 DAYS PRIOR \
o TO CONSTRUCTION AT THE FOLLOWING NUMBER: (206) 386-4529 ‘ N\ RAILROAD FLAGGER
1. SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS. e SEE SPECIAL PROVISION 1-07.18
2. EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER. N
3. CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN ANEN
THE AREA REQUIRED FOR ONE NIGHTS WORK NN
4. CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. Y
5 ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS N
ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.
6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.
7. FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF
TRAFFIC SAFETY DRUM.
8. CONTRACTOR SHALL MAINTAIN 11' TRAVELED LANE WIDTH.
9. AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL
10. FOR DETOUR ROUTES DETAILS SEE SHEET DU1
11. FOR PEDESTRIAN DETOUR SEE SHEET PTC2 S e
12. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS. - X . X
13. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574 R R R
LEGEND < < 3
WORK ZONE 77 -
TEMPORARY SIGN LOCATION € KEEP
TEMPORARY SIGN LOCATION (5'MOUNTING HEIGHT) X P::'::“oi" 2 |
TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT ® RIGHT
TALL CHANNELIZATION DEVICE © ot o I +
SEQUENTIAL ARROW SIGN S
|
PROTECTIVE VEHICLE e @ @ ;] i @
o ; ‘
TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2) NENEN | Y
UNIFORMED POLICE OFFICER SR 99 /NB -S HUDSON ST TO DIAGONAL AVE S |
FLAGGER 0\ (4 OF 5) NTS I
PORTABLE CHANGEABLE MESSAGE SIGN
FILE_NAME T\4123481XL6294 - SR_99 PaverlCAD\ContractPlans\XL6294_PS_46TC2.dgn Plot 29
TIME 5:32:24 PM Recon [ siwe | FED.AID PROJ.NO. 2 SR 99 PLAN Rer N
DATE 3/121/2022
PLOTTED BY  musma 10 |WAsH /4 DUWAMISH RIVER TO S SPOKANE ST vic | TC35
DESIGNED BY M. MUS JOB NUMBER .
ENTERED By 3 CAMACHO-MORALES 21A023 Washington State PAVING & ADA COMPLIANCE 'y
CHECKED BY C. ANDERSON CONTRACT NO. LOCATION NO. Department of Transportatlon oF
PROJ.ENGR. . ANDERSON TRAFFIC CONTROL PLANS EL
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E. STAMP BOX P.E. STAMP BOX




NOTES:

RN

. SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.
EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.
CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN

THE AREA REQUIRED FOR ONE NIGHTS WORK.

»

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET.
5. ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.
6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.
7. FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF
TRAFFIC SAFETY DRUM.
8. CONTRACTOR SHALL MAINTAIN 11" TRAVELED LANE WIDTH.
9. AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL
10. FOR DETOUR ROUTES DETAILS SEE SHEET DU1

*)

SR 99 /INB -S HUDSON ST TO DIAGONAL AVE S

LEFT
TWO LANES
CLOSED

AHEAD

W20-501(R)

C) (e

W4-2(R)

N.T.S

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R MAXIMUM CHANNELIZATION s SHOULDER CLOSURE TAPER LENGTH = L/3
DEVICE SPACING (feet HOULDER
HOST VEHICLE WEIGHT HOST VEHICLE WEIGHT (feet) wipTH | SPEED (MPH) | 20 | 25 | 30 | 35140 | 45|50 | 55| 60 | 65
9,900 TO 22,000 Ibs. 22,001+ Ibs. MPH | TAPER | TANGENT 6 40 | 40 | 40 | 60 | 60 | 90 [120]120] 120160
UP TO 40 MPH|45-55 MPH | 60+ MPH |[UP TO 40 MPH| 45-55 MPH | 60+ MPH 50-65 40 80 10' L3 (fee 40| 40 | 60 | 90 | 90 | 150|200 200]| 200|240
100 172 222 100 150 172 3545 30 60
FOR SHOULDERS LESS THAN 6, USE 3 DEVICES MINIMUM
20-30 20 40
MINIMUM LANE CLOSURE TAPER LENGTH = L
I | sPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65
12 L (feety | 80 |140[180]270]330[540[600]680720]800
LONGITUDINAL BUFFER SPACE = B
SPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65
i ‘ LENGTH (feet) | 115 [ 155 | 200250 [ 305 | 360 [ 425 [ 495 | 570 645
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PCMS SIGN SPACING = X (1)
m 1 2 FREEWAYS & EXPRESSWAYS 50-75 MPH 1500’ +/-
z ROAD LEFT RURAL HIGHWAYS 60-65 MPH 800" +/-
o WORK | 2 LANES _ -
2 AHEAD | CLOSED RURAL ROADS 45-55 MPH 500‘ /
t'u-' 20 SEC 2.0 SEC RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350" +/-
RURAL ROADS & URBAN ARTERIALS '
U.J FAIE_LE% Il;OR?OAgETglsL:\I;\]E RESIDENTAL & BUSINESS DISTRICTS 25-30 MPH 200" +/- (2)
”é CLOSURE. URBAN STREETS 25 MPH OR LESS 100 +/- (2)
F (1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
5 ‘Iiv()S%%'l_'rE sl:_il\rfllSDA;IIEDR INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.
=
< (2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT
= SPEC. 1-10.3(3)C. ROADWAY CONDITIONS.

LEGEND

WORK ZONE
TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5'MOUNTING HEIGHT)

TRAFFIC SAFETY DRUMS WITH TYPE C
TALL CHANNELIZATION DEVICE
SEQUENTIAL ARROW SIGN
PROTECTIVE VEHICLE

STEADY BURN LIGHT

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

UNIFORMED POLICE OFFICER

E"@%E%K@QMZIIE

11. FOR PEDESTRIAN DETOUR SEE SHEET PTC2 (5 OF 5) FLAGGER
12. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

13. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574 PORTABLE CHANGEABLE MESSAGE SIGN

FILE NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294_PS_46TC2.dgn Plot 30
TIME 5:32:28 PM Reson [ s1Ae | FED.AID PROJ.NO. A SR 99 PLAN REF NO
DATE 312112022

PLOTTED BY  musma 10 \WASH '7 DUWAMISH RIVER TO S SPOKANE ST vic | T€36
DESIGNED BY i 105 NUWBER .

o L S O ORALES 21A023 Washington State PAVING & ADA COMPLIANCE s
CHECKED BY C. ANDERSON CONTRACT NO. LOCATION NO. Department of Transportation OF
PROJ. ENGR. C. ANDERSON TRAFFIC CONTROL PLANS 130
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX




MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R MAS%W:'E ggl:gngLIZfATtION SIGN SPACING = X (1) S SHOULDER CLOSURE TAPER LENGTH = L/3
HOST VEHICLE WEIGHT HOST VEHICLE WEIGHT (feet) FREEWAYS & EXPRESSWAYS 50-75 MPH 1500’ +/- wipTH | SPEED (MPH) | 20 | 25 | 30 | 35| 40 | 45| 50 | 55 | 60 | 65
9,900 TO 22,000 Ibs. 22,001+ Ibs. MPH | TAPER | TANGENT . 6 40 | 40 | 40 [ 60 | 60 | 90 [ 120]120] 120] 160
UP TO 40 MPH[ 4555 MPH | 60+ MPH |UP TO 40 MPH[ 4555 MPH | 60+ MPH 50-65 40 80 RURAL HIGHWAYS 60-65 MPH 8007+- | L3 (feed)
- 2 - -~ i o 545 " 5 RURAL ROADS 4555 MPH 500 +/- 10 40 | 40 | 60 | 90 | 90 | 150|200 200200240
2030 -0 0 RURAL ROADS & URBAN ARTERIALS 3540 MPH 350" +/- FOR SHOULDERS LESS THAN &', USE 3 DEVICES MINIMUM
RURAL ROADS & URBAN ARTERIALS ' =
25-30 MPH 200" +/- (2 MINIMUM LANE CLOSURE TAPER LENGTH = L
RESIDENTAL & BUSINESS DISTRICTS () I | sPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65
URBAN STREETS 25 MPH OR LESS 100" +/- (2)
12 L (feety | 80 |140[180[270]330{540|600(680720|800
(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS. _
! | (2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT LONGITUDINAL BUFFER SPACE = B
| & | [__ROADWAY CONDITIONS. SPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65
;8 LENGTH (feet) | 115|155 | 200 | 250 | 305 | 360 | 425 | 495 | 570 | 645
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PCMS _ . O — R
1 2 i ! =
ROAD LEFT % i
WORK | 2 LANES | AR e i 5
AHEAD | CLOSED |- . - . - H
2.0 SEC | 2.0 SEC ﬁ;__ o T ®
FIELD LOCATE 0.5 +/- s o™ ©® B © _ © W
MILES PRIOR TO LANE w __ - - - 5
CLOSURE. E T
paterhinb O
LOCATE PCMS PER 5 L £
WSDOT STANDARD > s
SPEC. 1-10.3(3)C. E

NOTES:

wn =

o s

6.
7.

8.
9.

. SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN

THE AREA REQUIRED FOR ONE NIGHTS WORK

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS
ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF
TRAFFIC SAFETY DRUM.

CONTRACTOR SHALL MAINTAIN 11' TRAVELED LANE WIDTH.

AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL

10. FOR DETOUR ROUTES DETAILS SEE SHEET DU1

LEFT
TWO LANES
CLOSED

AHEAD

W20-501(R) W4-2(R)

OO,

SR 99 /SB -S HUDSON ST TO DIAGONAL AVE S

LEGEND

WORK ZONE

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5'MOUNTING HEIGHT)

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT
TALL CHANNELIZATION DEVICE

SEQUENTIAL ARROW SIGN

PROTECTIVE VEHICLE

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)
UNIFORMED POLICE OFFICER

11. FOR PEDESTRIAN DETOUR SEE SHEET PTC1 (1 OF 2) NTS FLAGGER
12. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

13. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574 PORTABLE CHANGEABLE MESSAGE SIGN

FILE NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294_PS_46TC2.dgn Plot 37
TIME 5:32:32 PM Recion [ sAe | FED.AID PROJ.NO. A SR 99 PLAN REF NO
DATE 3/21/2022

PLOTTED BY  musma 10 \WASH '7 DUWAMISH RIVER TO S SPOKANE ST vic | TC37
DESIGNED BY M. MUS 108 NUMBER f SHEET
ENTERED BY 3. CAMACHOMORALES 21A023 5 Washington State _ PAVING & ADA COMPLIANCE -
CHECKED BY C. ANDERSON CONTRACT NO. LOCATION NO. epartment of Transportatlon OF
PROJ. ENGR. C. ANDERSON TRAFFIC CONTROL PLANS 130
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX




MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R MAlg(lévlL(J)l\I’El SCEA‘\CNINEUZfATlON SIGN SPACING = X ()] SFOULDER SHOULDER CLOSURE TAPER LENGTH = L/3
HOST VEHICLE WEIGHT HOST VEHICLE WEIGHT o TAPER T‘Ae;gENT FREEWAYS & EXPRESSWAYS 50-75 MPH 1500' +/- WIiDTH | SPEED (MPH) | 20 | 25 | 30 | 35| 40 | 45 | 50 | 55 | 60 | 65
9,900 TO 22,000 Ibs. 22,001+ Ibs. . 6 40| 40| 40| 60 60 90[120]120]120] 160
UP TO 40 MPH| 45-55 MPH | 60+ MPH |UP TO 40 MPH| 45-55 MPH | 60+ MPH 50-65 40 80 RURAL HIGHWAYS 60-65 MPH 800™+/- L/3 (feet)
- + - + |
- > ~ . o - o % 50 RURAL ROADS 4555 MPH 200" 4/ 10 40 | 40 | 60 | 90 | 90 | 150{200]200]200] 240
20-30 20 20 RURAL ROADS & URBAN ARTERIALS 3540 MPH 350' 4/ FOR SHOULDERS LESS THAN 6, USE 3 DEVICES MINIMUM
RURAL ROADS & URBAN ARTERIALS ' -
RESIDENTAL & BUSINESS DISTRICTS 25-30 MPH 200" +I- (2) TANE MINIMUM LAN2EO C;gSL‘;‘;E ;:Pig :iNG;: ;SL w065
SPEED (MPH
URBAN STREETS 25 MPH OR LESS 100" +/- (2) WIDTH (PR
12' L (feet) 80 |140({180|270|330|540(600|680|720|800
(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS. _
(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT LONGITUDINAL BUFFER SPACE = B
ROADWAY CONDITIONS. SPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65
LENGTH (feet) | 115 | 155 | 200 | 250 | 305 | 360 | 425 | 495 | 570 | 645

THE CONTRACTOR SHALL ASSIST
PEDESTRIANS ACROSS THE
CROSSWALK WHEN NEEDED.

TC37

SEE SHEET

MATCH LINE -

CONTRACTOR SHALL NOTIFY SDOT SIGNAL GROUP 10 DAYS PRIOR .
TO CONSTRUCTION AT THE FOLLOWING NUMBER: (206) 386-4529 -

NOTES: LEGEND
1. SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS. o WORK ZONE 77
2. EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.
3. CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN KEEP TEMPORARY SIGN LOCATION 4
THE AREA REQUIRED FOR ONE NIGHTS WORK. PREPARED / 30" TEMPORARY SIGN LOCATION (5'MOUNTING HEIGHT) X
4. CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. T0 STOP
5. ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS RIGHT TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT ®
ARE BLACK ON WHITE, UNLESS STATED OTHERWISE. WonTs WA TALL CHANNELIZATION DEVICE ©
6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED. - - Ra-78 SEQUENTIAL ARROW SIGN
7. FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF DD
TRAFFIC SAFETY DRUM. PROTECTIVE VEHICLE
8. CONTRACTOR SHALL MAINTAIN 11' TRAVELED LANE WIDTH. TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2) N
9. AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL
10. FOR DETOUR ROUTES DETAILS SEE SHEET DU1 SR 99 /SB -S HUDSON ST TO DIAGONAL AVE S UNIFORMED POLICE OFFICER
11. FOR PEDESTRIAN DETOUR SEE SHEET PTC1 2 OF 2) NTS FLAGGER 0\
12. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.
13. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574 PORTABLE CHANGEABLE MESSAGE SIGN
FILE NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294_PS_46TC2.dgn Plot 38
TIME 5:32:37 PM REGION | sTATE FED.AID PROJ.NO. A SR 99 PLAN REF NO
DATE 3/21/2022
PLOTTED BY  musma 10 \WASH '7 DUWAMISH RIVER TO S SPOKANE ST vic | 1C38
DESIGNED BY M. MUS 108 NUMBER f SHEET
ENTERED BY 3. CAMACHOMORALES 21A023 Washington State PAVING & ADA COMPLIANCE e
CHECKED BY C. ANDERSON CONTRACT NO. LOCATION NO. Department of Transportatlon OF
PROJ.ENGR. ___ C.ANDERSON S B TRAFFIC CONTROL PLANS 130
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX




MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R MAS%W:'E gp:gnngZfATtION SIGN SPACING = X (1) SHOUIDER SHOULDER CLOSURE TAPER LENGTH = L/3
HOST VEHICLE WEIGHT HOST VEHICLE WEIGHT (feet) FREEWAYS & EXPRESSWAYS  50-75 MPH 1500 +/- WiDTH | SPEED (MPH) | 20 | 25 | 30 | 35] 40| 45| 50 | 55 | 60 | 65
9,900 TO 22,000 Ibs. 22,001+ Ibs. MPH | TAPER | TANGENT 6 40 | 40 | 40 | 60 | 60 | 90 [120]120] 120160
50-65 40 80 RURAL HIGHWAYS 60-65 MPH 800" +/- L/3 (feet)
UP TO 40 MPH[ 4555 MPH | 60+ MPH |UP TO 40 MPH[ 4555 MPH | 60+ MPH : '
. . 10 40 | 40 | 60 | 90 | 90 | 150|200 200200240
100 172 227 100 150 72 35-45 30 60 RURAL ROADS 45-55 MPH 500" +/- . :
20-30 20 40 RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350" +/- R A FOR SHOULDERS LESS THAN 6'USE 3 DEVICES MINIMUM
_ RURAL ROADS & URBAN ARTERIALS '
e MINIMUM LANE CLOSURE TAPER LENGTH = L RESIDENTAL S BUSINESS DIOTRICTS  25-30 MPH 200" +/- (2)
Dty _{ SPEED WPH) 1 20 | 25 | 30 | 35 | 40 1 45 | 50 | 55 | 60 1 65 URBAN STREETS 25 MPH OR LESS 100" +/- (2)
12 L (feet) 80 | 140] 180|270 330 540/ 600] 680] 720 800 (1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
— INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.
LONGITUDINAL BUFFER SPACE = B (2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT
SPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65 ROADWAY CONDITIONS.
LENGTH (feet) | 115|155 | 200 | 250 | 305 | 360 | 425 | 495 | 570 | 645
RAILROAD FLAGGER
SEE SPECIAL PROVISION 1-07.18
THE CONTRACTOR SHALL ASSIST
PEDESTRIANS ACROSS THE N
ool CROSSWALK WHEN NEEDED. N
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.
CONTRACTOR SHALL NOTIFY SDOT SIGNAL GROUP 10 DAYS PRIOR
TO CONSTRUCTION AT THE FOLLOWING NUMBER: (206) 386-4529
RAILROAD FLAGGER @
SEE SPECIAL PROVISION 1-07.18
2" ‘
N\
PREPARED KEEP \\
NOTES:
70 $T0P ” | LEGEND
1. SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS. RIGHT WORK ZONE
2. EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.
Ww20-78 W20-7A Ra4-78 TEMPORARY SIGN LOCATION

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN

THE AREA REQUIRED FOR ONE NIGHTS WORK

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET.

5. ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS
ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

7. FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF
TRAFFIC SAFETY DRUM.

8. CONTRACTOR SHALL MAINTAIN 11" TRAVELED LANE WIDTH.

9. AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL

10. FOR DETOUR ROUTES DETAILS SEE SHEET DU1

w

»

TEMPORARY SIGN LOCATION (5'MOUNTING HEIGHT)

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT
TALL CHANNELIZATION DEVICE

SEQUENTIAL ARROW SIGN

PROTECTIVE VEHICLE

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)
UNIFORMED POLICE OFFICER

&)

SR 99 /SB -S HUDSON ST TO DIAGONAL AVE S

11. FOR PEDESTRIAN DETOUR SEE SHEET PTCA
NTS

12. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS. (3 OF 4 FLAGGER

13. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574 PORTABLE CHANGEABLE MESSAGE SIGN

FILE NAME T\412348XL6294 - SR 99 PaverCAD\ContractPlans\XL6294_PS_46TC2.dgn Plot 39

TIME 5:32:41 PM RE’%‘_’N STATE FED.AID PROJ.NO. ‘ SR 99 PLAN REF NO

DATE 3/21/2022

PLOTTED BY  musma 10 \WASH '7 DUWAMISH RIVER TO S SPOKANE ST vic | TC€39

DESIGNED BY M. MUS JOB NUMBER .

ENTERED By 3 CAMACHO-MORALES 21A023 Washington State _ PAVING & ADA COMPLIANCE S;E?

CHECKED BY C. ANDERSON CONTRACT NO. LOCATION NO. Department of Transportatlon oF

PROJ.ENGR. ___ C.ANDERSON TRAFFIC CONTROL PLANS 130

REGIONAL ADM. M. COTTEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX




SIGN SPACING = X (1) MINIMUM LANE CLOSURE TAPER LENGTH = L MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R
FREEWAYS & EXPRESSWAYS 50-75 MPH 1500' +/- e | sPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65 HOST VEHICLE WEIGHT HOST VEHICLE WEIGHT
RURAL HIGHWAYS 60-65 MPH 800" +/- 12 L (feet) | 80 |140]180270(330[540[600]680]720]800 9.900 TO 22,000 Ibs. 22,001+ lbs.
UP TO 40 MPH| 45-55 MPH | 60+ MPH |UP TO 40 MPH| 45-55 MPH | 60+ MPH
RURAL ROADS 45-55 MPH 500" +/- 00 — 27 00 50 e
RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350'+/- | lsHourper SHOULDER CLOSURE TAPER LENGTH = L/3
RURAL ROADS & URBAN ARTERIALS 55 35 MbH 200" +1- (2) WIDTH | SPEED (MPH) | 20 | 25 | 30 | 35|40 | 45|50 | 55| 60 | 65
RESIDENTAL & BUSINESS DISTRICTS 6 U3 (feey |40| 40| 40 | 60 | 60 | 90 [120]120]120] 160
ee
URBAN STREETS 25 MPH OR LESS 100 +/- (2) 10 (et 30 [0 [ 60 | 90 | 90 |150|200|200|200| 240 -
(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE FOR SHOULDERS LESS THAN &', USE 3 DEVICES MINIMUM
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS. ‘
(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 5e 1
ROADWAY CONDITIONS. : !
| = |
[ | (%] |
MAXIMUM CHANNELIZATION o @ o< -
DEVICE SPACING (feet) - <8 &
MPH TAPER | TANGENT . X ! ; | z
50-65 40 80 i o fEEEToooo=o ® o | @
35-45 30 60 Gl -- - o LTI T T e e e e L et 2 F
i wl o - 5 & LT G P -~
20-30 20 40 S P e 8 alle 2 4 alle s 4 ae - G- g s e
| e aa. - ST — I R o - -- - - - - '
E o ‘*_"'"1’* - : """"" — e — = ———— — 7,‘,‘111,‘;,‘;:,“::::'"Z"
1 e et - -- -- -- g - . S __ =
Tl ——= T T T T T T g R N T T e e ‘SB"Q'---------------------._’—____I
2 - T T T TIT T T — == - I B
20 e it s —— - - SIS TIoIICC I IZC--TT-—-———————————__ "1 i
5= 220 N2 il —————— == 12
CONTRACTOR SHALL NOTIFY SDOT SIGNAL GROUP 10 DAYS PRIOR
TO CONSTRUCTION AT THE FOLLOWING NUMBER: (206) 386-4529
LONGITUDINAL BUFFER SPACE = B
SPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65
LENGTH (feet) | 115 | 155|200 | 250 | 305 | 360 | 425 | 495 | 570 | 645
Iiiié T———
_____ PCMS
- - 1 2
=== ROAD RIGHT
- WORK | 3 LANES
o AHEAD | CLOSED
S 2,0 SEC | 2.0 SEC

FIELD LOCATE 0.5 +/-
MILES PRIOR TO LANE
CLOSURE.

LOCATE PCMS PER
WSDOT STANDARD
SPEC. 1-10.3(3)C.

MATCH LINE - SEE THIS SHEET

O

LEGEND
WORK ZONE

NOTES:

1. SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS. 240

2. EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.
3. CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN PREPARED KEEP TEMPORARY SIGN LOCATION
THE AREA REQUIRED FOR ONE NIGHTS WORK. T0 STOP / 30 TEMPORARY SIGN LOCATION (5'MOUNTING HEIGHT)
4. CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET.
5. ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS RIGHT TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT
ARE BLACK ON WHITE, UNLESS STATED OTHERWISE. W20-7A RATB TALL CHANNELIZATION DEVICE

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

7. FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF
TRAFFIC SAFETY DRUM.

8. CONTRACTOR SHALL MAINTAIN 11" TRAVELED LANE WIDTH.

9. AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL

10. FOR DETOUR ROUTES DETAILS SEE SHEET DU1

SEQUENTIAL ARROW SIGN

PROTECTIVE VEHICLE

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)
UNIFORMED POLICE OFFICER

E"@%E%K@QMZIIE

11. FOR PEDESTRIAN DETOUR SEE SHEET PTCA FLAGGER
12. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS. SR 99 /SB -S HUDSON ST TO DIAGONAL AVE S TS

13. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574 (4 OF 4) - PORTABLE CHANGEABLE MESSAGE SIGN

FILE NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294_PS_46TC2.dgn Plot 40
TIME 5:32:45 PM RES(';_J" STATE FED.AID PROJ.NO. ‘ SR 99 PLAN REF NO
DATE 3/21/2022

PLOTTED BY  musma 10 \WASH '7 DUWAMISH RIVER TO S SPOKANE ST vic | TC40
DESIGNED BY M. MUS JOB NUMBER .

ENTERED By 3 CAMACHO-MORALES 21A023 Washington State _ PAVING & ADA COMPLIANCE S;EZT
CHECKED BY C. ANDERSON CONTRACT NO. LOCATION NO. Department of Transportatlon oF
PROJ.ENGR. ___ C.ANDERSON TRAFFIC CONTROL PLANS a3
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX




MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R
HOST VEHICLE WEIGHT HOST VEHICLE WEIGHT FREEWAYS & EXPRESSWAYS 50-75 MPH 1500' +/-
9,900 TO 22,000 lbs. 22,001+ lbs. RURAL HIGHWAYS 60-65 MPH 800" +/-
UP TO 40 MPH|45-55 MPH | 60+ MPH [UP TO 40 MPH| 45-55 MPH | 60+ MPH RURAL ROADS 4555 MPH 500" 4/~
100 172 222 100 150 172 RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350" +/-
RURAL ROADS & URBAN ARTERIALS .
MAXIMUM CHANNELIZATION RESIDENTAL & BUSINESS DISTRICTS ~ 22-30 MPH 200" +/-(2)
DEVICE SPACING (feet) S S 25 WP OR LESS '
. MPH TAPER | TANGENT URBAN STREET 100' +/- (2)
P~ e 20 80 (1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
Py INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.
)9 35-45 30 60 (2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT
- 20-30 20 40 ROADWAY CONDITIONS.
// Lr //
/ 2

SIGN SPACING = X (1)

SHOULDER CLOSURE TAPER LENGTH = L/3

SHOULDER| speep (wPH) | 20 | 25 | 30 | 35| 40 | 45 | 50 | 55 | 60 | 65

6 40 | 40 | 40| 60 | 60 | 90 | 120( 120|120 160
L/3 (feet)

10 40 | 40 | 60 | 90 | 90 |150{200 200|200 240
FOR SHOULDERS LESS THAN &', USE 3 DEVICES MINIMUM
MINIMUM LANE CLOSURE TAPER LENGTH = L
I | sPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65
12 L (feety | 80 |140{180|270(330{540 (600|680 720|800
LONGITUDINAL BUFFER SPACE = B
SPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65
LENGTH (feet) | 115 | 155|200 | 250 | 305 | 360 | 425 | 495 | 570 | 645

MATCH LINE - SEE THIS SHEET

NOTES:

w N =

THE AREA REQUIRED FOR ONE NIGHTS WORK

»

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET.

. SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.
. EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.
. CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN

5. ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.
6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.
7. FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF

TRAFFIC SAFETY DRUM.
8. CONTRACTOR SHALL MAINTAIN 11" TRAVELED LANE WIDTH.
9. AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL

O

SR 99 /NB - DIAGONAL AVE S TO S IDAHO ST

CLOSED
AHEAD

W20-501(R)

W4-2(L)

ey »)

48"

ROAD |..
cLosED | *°

R11-201 (B/W)

N.T.S

1
MATCH LINE - SEE SHEET TC42

LEGEND

MATCH LINE - SEE THIS SHEET

PCMS
1 2
ROAD RIGHT
WORK | 3 LANES
AHEAD | CLOSED
2.0 SEC | 2.0 SEC

FIELD LOCATE 0.5 +/-
MILES PRIOR TO LAN
CLOSURE.

LOCATE PCMS PER
WSDOT STANDARD
SPEC. 1-10.3(3)C.

E

WORK ZONE

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5'MOUNTING HEIGHT)

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT
TALL CHANNELIZATION DEVICE

SEQUENTIAL ARROW SIGN
PROTECTIVE VEHICLE

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)
UNIFORMED POLICE OFFICER

FLAGGER

E"@%E%K@QMZIIE

10. FOR DETOUR ROUTES DETAILS SEE SHEET DU8 (1 OF 3)
11. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

12. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574 PORTABLE CHANGEABLE MESSAGE SIGN

FILE NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294_PS_46TC.dgn Plot 33
TIME 5:32:52 PM Reson [ s1Ae | FED.AID PROJ.NO. A SR 99 PLAN REF NO
DATE 312112022

PLOTTED BY  musma 10 [WAsH '7 DUWAMISH RIVER TO S SPOKANE ST | TC41
DESIGNED BY M. MUS JOB NUMBER .

ENTERED BY J. CAMACHO-MORALES 21A023 Washington State PAVING & ADA ‘95
CHECKED BY C. ANDERSON CONTRACT NO. LOCATION NO. Department of Transportatlon oF
PROJLENGR. _C.ANDERSON TRAFFIC CONTROL PLANS L
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX




MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R MAS%W:“@ gpﬁgnngzfATtION SIGN SPACING = X (1) I SHOULDER CLOSURE TAPER LENGTH = L/3
HOST VEHICLE WEIGHT HOST VEHICLE WEIGHT (feet) FREEWAYS & EXPRESSWAYS 50-75 MPH 1500' +/- WIiDTH | SPEED (MPH) | 20 | 25 | 30 | 35| 40 | 45 | 50 | 55 | 60 | 65
9,900 TO 22,000 Ibs. 22,001+ Ibs. MPH TAPER | TANGENT . 6 40 | 40| 40| 60 [ 60 [ 90 [120]120]120] 160
UP TO 40 MPH[ 4555 MPH | 60+ MPH |UP TO 40 MPH[ 4555 MPH | 60+ MPH 50-65 40 80 RURAL HIGHWAYS 60-65 MPH 8007+- | L3 (feed)
- z . - 2 . ods % 5 RURAL ROADS 4555 MPH 500" +/- 10 40 | 40 | 60 | 90 | 90 | 150{200]200]200] 240
2030 20 20 RURAL ROADS & URBAN ARTERIALS 3540 MPH 350" 4/~ FOR SHOULDERS LESS THAN 6, USE 3 DEVICES MINIMUM
RURAL ROADS & URBAN ARTERIALS ' -
25-30 MPH 200" +/- (2 MINIMUM LANE CLOSURE TAPER LENGTH = L
RESIDENTAL & BUSINESS DISTRICTS @ LANE 1 speED (MPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65
URBAN STREETS 25 MPH OR LESS 100" +/- (2) WIDTH
12 L (feet)y | 80 |140][180]270]330]540(600]680]720]800
(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS. _
(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT LONGITUDINAL BUFFER SPACE = B
ROADWAY CONDITIONS. SPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65
780" LENGTH (feet) | 115 | 155 | 200 | 250 | 305 | 360 | 425 | 495 | 570 | 645
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X N CONTRACTOR SHALL NOTIFY SDOT SIGNAL GROUP 10 DAYS PRIOR < =
RAILROAD FLAGGER TO CONSTRUCTION AT THE FOLLOWING NUMBER: (206) 386-4529 I !
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\—\Z SEE SPECIAL PROVISION 1-07.18 <i>
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PREPARED KEEP - g
" =z
T0 STOP ” | 5 =
RIGHT o z
g y
g ’ N v RAILROAD FLAGGER g
Wao-78 Wao-Th R4-78 \\;\3\ o .o \\/\ SEE SPECIAL PROVISION 1-07.18 =
BN X NN
NREROAN N
\\ \\04/ \ AN
%N O LEGEND
NOTES: N \“7%\\ A N\
EEOA NN WORK ZONE 77
1. SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS AN AN \ SN
2. EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER. 48" NN \‘\ \ TEMPORARY SIGN LOCATION e
3. CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN CLOSED ROAD RSN N TEMPORARY SIGN LOCATION (5'MOUNTING HEIGHT) X
N :
THE AREA REQUIRED FOR ONE NIGHTS WORK. AHEAD 30" RN NN TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT ®
4. CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. CLOSED N N
5. ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS W20-501(R) R11-201 (BIW \\\\ N\ TALL CHANNELIZATION DEVICE ©
ARE BLACK ON WHITE, UNLESS STATED OTHERWISE. wa-2() -201 (B/W) N SEQUENTIAL ARROW SIGN oD
6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED. ‘ !
7. FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF PROTECTIVE VEHICLE
TRAFFIC SAFETY DRUM. TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2) A
8. CONTRACTOR SHALL MAINTAIN 11' TRAVELED LANE WIDTH.
9. AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL SR 99 /NB - DIAGONAL AVE S TO S IDAHO ST UNIFORMED POLICE OFFICER
10. FOR DETOUR ROUTES DETAILS SEE SHEET DU8 2 OF 3) NTS FLAGGER 0\
11. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.
12. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574 PORTABLE CHANGEABLE MESSAGE SIGN
FILE_NAME T:\412348\XL6294 - SR_99 Paver\CAD\ContractPlans\XL6294_PS_46TC.dgn Plot 34
TIME 5:32:56 PM Recion [ sAe | FED.AID PROJ.NO. A SR 99 PLAN REF NO
DATE 312112022
PLOTTED BY musma 10 |WasH v/ DUWAMISH RIVER TO S SPOKANE ST | T€42
DESIGNED BY M. MUS OB NUMBER i SHEET
ENTERED BY J. CAMACHO-MORALES 21A023 Washington State PAVING & ADA %6
CHECKED BY C. ANDERSON CONTRACT NO. LOCATION NO. Department of Transportatlon 1o3r0
PROJ. ENGR. C. ANDERSON — o — oA TRAFFIC CONTROL PLANS SHEETS
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E. STAMP BOX P.E. STAMP BOX




MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R LONGITUDINAL BUFFER SPACE = B SIGN SPACING = X (1) sroorper o QULDER CLOSURE TAPER LENGTH = L/3
H%%BOV%ICZLZEO(\)/XEIIEHT HOST %/ZEBH?LEIbWEIGHT SPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65 FREEWAYS & EXPRESSWAYS 50-75 MPH 1500 +/- WIiDTH | SPEED (MPH) | 20 | 25 | 30 | 35| 40 | 45 | 50 | 55 | 60 | 65
b .
’ ’ > ’ = LENGTH (feet) | 115 | 155|200 | 250 | 305 | 360 | 425 | 495 | 570 | 645 [ [ RURAL HIGHWAYS 60-65 MPH 800" +/- 6 L/3 (feet) 401401 40| 50 | 69| 90 |120]120] 120| 169
UP TO 40 MPH| 4555 MPH | 60+ MPH |UP TO 40 MPH| 4555 MPH | 60+ MPH RURAL ROADS 4555 MPH 500 /- 10 40 | 40 [ 60| 90 | 90 [150]200( 200200240
100 172 222 100 150 172 RURAL ROADS & URBAN ARTERIALS 3540 MPH 350 +/- FOR SHOULDERS LESS THAN &', USE 3 DEVICES MINIMUM
MAXIMUM CHANNELIZATION R S & B AN ARIERALS  25.30 MPH 200" +- (2) MINIMUM LANE CLOSURE TAPER LENGTH = L
DEVICE SPACING (feet) LANE | 'spEED (MPH) | 20| 25 | 30| 35 | 40 | 45 | 50 | 55 | 60 | 65
URBAN STREETS 25 MPH OR LESS 100" +/- (2) WIDTH
MPH | TAPER | TANGENT 12" L (feet) | 80 |140[180]270]330]540[600[680]720]800
50-65 40 80 (1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
. ) 35.45 30 60 INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.
! ” *(7) | - (2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT
[ ! 20-30 20 40 ROADWAY CONDITIONS. D —
i H ” % | CONTRACTOR SHALL NOTIFY SDOT SIGNAL GROUP 10 DAYS PRIOR i
' ! H é | TO CONSTRUCTION AT THE FOLLOWING NUMBER: (206) 386-4529 !
N : 7)) " ! _— 000000 ]
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“%J PCMS
ol 1 2
T ROAD LEFT
" WORK | 2 LANES
wf AHEAD | CLOSED
N 2.0 SEC | 2.0 SEC
= FIELD LOCATE 0.5 +-
z -- -- - - - MILES PRIOR TO LANE
8 [ I e = g CLOSURE.
= — = —__‘ ===
e e - -- - - LOCATE PCMS PER
——————— — WSDOT STANDARD
= SPEC. 1-10.3(3)C.
B
o
NOTES: LEGEND

-

2. EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.

w

THE AREA REQUIRED FOR ONE NIGHTS WORK.

s

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET.
ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.
6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.
7. FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF

TRAFFIC SAFETY DRUM.
8. CONTRACTOR SHALL MAINTAIN 11' TRAVELED LANE WIDTH.
9. AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL

. SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.

. CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN

O

SR 99 /NB - DIAGONAL AVE S TO S IDAHO ST

LE|

CLO

AHEAD

FT

TWO LANES

SED

W20-501(R)

W4-2(R)

ey »)

KEEP

”

RIGHT

R4-7B

30"

WORK ZONE
TEMPORARY SIGN LOCATION
TEMPORARY SIGN LOCATION (5'MOUNTING HEIGHT)

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT
TALL CHANNELIZATION DEVICE
SEQUENTIAL ARROW SIGN
PROTECTIVE VEHICLE

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)
UNIFORMED POLICE OFFICER

10. FOR DETOUR ROUTES DETAILS SEE SHEET DU8 3 OF 3) NTS FLAGGER
11. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

12. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574 PORTABLE CHANGEABLE MESSAGE SIGN

FILE NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294_PS_46TC.dgn Plot 35
TIME 5:33:00 PM RES(')‘_’“ STATE FED.AID PROJ.NO. ‘ SR 99 PLAN REF NO
DATE 3/21/2022

PLOTTED BY  musma 10 [WAsH '7 DUWAMISH RIVER TO S SPOKANE ST | TC43
DESIGNED BY M. MUS JOB NUMBER . veer
ENTERED BY _ J. CAMACHO-MORALES 21A023 Washington State PAVING & ADA 97
CHECKED BY C. ANDERSON CONTRACT NO. LOCATION NO. Department of Transportatlon OF
PROJLENGR. _C.ANDERSON TRAFFIC CONTROL PLANS L
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX




FIELD LOCATE 0.5 +/-
MILES PRIOR TO LANE

CLOSURE.

LOCATE PCMS PER
WSDOT STANDARD
SPEC. 1-10.3(3)C.

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R MAS%W:“@ gpﬁgngquATtION
HOST VEHICLE WEIGHT HOST VEHICLE WEIGHT (feet)
9,900 TO 22,000 Ibs. 22,001+ Ibs. MPH TAPER | TANGENT
UP TO 40 MPH|45-55 MPH | 60+ MPH |UP TO 40 MPH| 45-55 MPH | 60+ MPH 50-65 40 80
100 172 200 100 150 172 35-45 30 60
20-30 20 40
PCMS
1 2
ROAD LEFT
WORK | 2 LANES
AHEAD | CLOSED
2.0 SEC | 2.0 SEC

NOTES:

1.SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.
2.EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.

3.CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN
THE AREA REQUIRED FOR ONE NIGHTS WORK.

4.CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET.

5.ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS
ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.
7.FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF
TRAFFIC SAFETY DRUM.
8. CONTRACTOR SHALL MAINTAIN 11" TRAVELED LANE WIDTH.

9. AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL

&)

SR 99 /SB - DIAGONAL AVE S TO S IDAHO ST

LEFT
TWO LANES
CLOSED

AHEAD

W20-501(R)

SIGN SPACING = X (1) < ouroes SHOULDER CLOSURE TAPER LENGTH = Li3
FREEWAYS & EXPRESSWAYS  50-75 MPH  1500'+/- | |_wibth |SPEED (MPH)| 20 | 25| 30| 35|40 ] 45] 50| 55 | 60 | 65
RURAL HIGHWAYS 5065 MPH 800 41~ 6 U3 (eey |-20] 40| 40 ] 60 [ 60 | 50 [120] 120] 720] 760
RURAL ROADS 4555 MPH 500" +/- 10 40 | 40 | 60 | 90 | 90 [150]200(200] 200|240
RURAL ROADS & URBAN ARTERIALS 3540 MPH 350" +1- FOR SHOULDERS LESS THAN 6, USE 3 DEVICES MINIMUM
R O o AN AR ERALS  25.30 MPH 200" +- (2) ___ MINIMUM_LANE CLOSURE TAPER LENGTH = L
URBAN STREETS 25 MPH OR LESS 100" +/- (2) WipTH_| SPEED (PH) | 20 0135140145150 155 | €0 | 65
12 L (feet)y | 80 |140]180[270]330540(600]680] 720800
CNTERCHANGE. RAMPS. AT-GRADE INTERSECTIONS AND DRIVEWAYS.
(2) THIS SPACING MAYYBE REDUCED IN URBAN AREAS TO FIT LONGITUDINAL BUFFER SPACE = B
ROADWAY CONDITIONS. SPEED (MPH) | 20 | 25 35| 40 | 45 | 50 | 55 | 60 | 65
LENGTH (feet) | 115 ] 155|200 | 250 | 305 | 360 | 425 | 495 | 570 | 645
LEGEND
WORK ZONE m
TEMPORARY SIGN LOCATION K
TEMPORARY SIGN LOCATION (5'MOUNTING HEIGHT) &
TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT ®
TALL CHANNELIZATION DEVICE @
Wa-2(R) SEQUENTIAL ARROW SIGN o>
PROTECTIVE VEHICLE =

()

UNIFORMED POLICE OFFICER

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

(1 OF 3) NTS FLAGGER

10. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

11. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574 PORTABLE CHANGEABLE MESSAGE SIGN
FILE NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294_PS_46TC.dgn Plot 36
TIME 5:33:15 PM RESON | STATE FED.AID PROJ.NO. 2 SR 99 PLAN REF NO
DATE 3/21/2022

PLOTTED BY  musma 10 [WaSH '7 DUWAMISH RIVER TO S SPOKANE ST | TC44
DESIGNED BY M. MUS JOB NUMBER R

ENTERED BY _J. CAMACHO-MORALES 21A023 Washington State PAVING & ADA ‘98
CHECKED BY C. ANDERSON CONTRACT NO. LOCATION NO. Department of Transportatlon OF
PROJ. ENGR. C. ANDERSON 130

REGIONAL ADM.

M. COTTEN

REVISION

DATE

BY

P.E. STAMP BOX

DATE DATE

P.E. STAMP BOX

TRAFFIC CONTROL PLANS

SHEETS




MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R SIGN SPACING = X (1) SHOULDER CLOSURE TAPER LENGTH = L/3
, . SHOULDER| speep (mpH) | 20 | 25 | 30 | 35| 40 | 45 | 50| 55 | 60 | 65
HOST VEHICLE WEIGHT HOST VEHICLE WEIGHT FREEWAYS & EXPRESSWAYS 50-75 MPH 1500' +/- N WIDTH
9,900 TO 22,000 Ibs. 22,001+ Ibs. ‘ : 6' 40 | 40 | 40 | 60 | 60 | 90 | 120|120| 120|160
UP TO 40 MPH|45-55 MPH | 60+ MPH |UP TO 40 MPH| 45-55 MPH | 60+ MPH RURAL HIGHWAYS 60-65 MPH 800" +/- - . ' L3 (feet)
) . 10 40 | 40 | 60 | 90 | 90 | 150|200|200| 200|240
100 172 222 100 150' 172 RURAL ROADS 45-55 MPH 500" +/- R FOR SHOULDERS LESS THAN 6, USE 3 DEVICES MINIMUM
RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350" +/- > :
MAXIMUM CHANNELIZATION RURAL ROADS & URBAN ARTERIALS o5 39 \pH 200" +/- (2) R MINIMUM LANE CLOSURE TAPER LENGTH = L
DEVICE SPACING (feet) RESIDENTAL & BUSINESS DISTRICTS @ \ VIVIIA[;\ITEH SPEED (MPH) | 20 | 25 | 30| 35 | 40| 45 | 50| 55 | 60 | 65
MPH TAPER | TANGENT URBAN STREETS 25 MPH OR LESS 100" +/- (2) X 12 L (feet) | 80 | 140| 180|270 330| 540|600 680|720 800
50-65 40 80 (1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE > N
35-45 30 60 INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS. /‘\\ \\\ LONGITUDINAL BUFFER SPACE = B
(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT . N
20-30 20 40 ROADWAY CONDITIONS. , S SPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65
. LENGTH (feet) | 115|155 | 200|250 | 305 | 360 | 425 | 495 | 570 | 645
" <\ \ \\\\
RAILROAD FLAGGER \%\\ D ——— I
SEE SPECIAL PROVISION 1-07.18 N \\O N
NN
< CONTRACTOR SHALL NOTIFY SDOT SIGNAL GROUP 10 DAYS PRIOR Z \.
3 TO CONSTRUCTION AT THE FOLLOWING NUMBER: (206) 386-4529 \, R
= — x—{8
= ] \ N =4
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=
RAILROAD FLAGGER
SEE SPECIAL PROVISION 1-07.18
,\4(\\
N\
NI
N
\
2
LEGEND
NOTES: KEEP
: PREPARED / e WORK ZONE
1.SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS. TOSTOP RIGHT TEMPORARY SIGN LOCATION
2.EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER. TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)
W20-7B W20-7A -
RA-T8 TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

3.CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN
THE AREA REQUIRED FOR ONE NIGHTS WORK.

4.CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET.

5.ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS
ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

7.FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF
TRAFFIC SAFETY DRUM.

8. CONTRACTOR SHALL MAINTAIN 11" TRAVELED LANE WIDTH.

o ©

SR 99 /SB - DIAGONAL AVE S TO S IDAHO ST

TALL CHANNELIZATION DEVICE

SEQUENTIAL ARROW SIGN

PROTECTIVE VEHICLE

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)
UNIFORMED POLICE OFFICER

E"@%E%K@QMZIIE

9. AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL

NTS
10. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS. (2 OF 3) FLAGGER
11. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574 PORTABLE CHANGEABLE MESSAGE SIGN
FILE NAME T\412348XL6294 - SR 99 PaverlCAD\ContractPlans\XL6294_PS_467C.dgn Plot 37
TIME 5:33:18 PM RE’%‘?N STATE FED.AID PROJ.NO. ‘ SR 99 PLAN REF NO
DATE 3/21/2022
PLOTTED BY  musma 10 [WAsH '7 DUWAMISH RIVER TO S SPOKANE ST | TC45
DESIGNED BY M. MUS JOB NUMBER .
ENTERED BY J. CAMACHO-MORALES 21A023 Washington State PAVING & ADA 99
CHECKED BY C. ANDERSON CONTRACT NO. LOCATION NO. Department of Transportatlon oF
PROJ.ENGR. ___ C.ANDERSON TRAFFIC CONTROL PLANS a3
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX




MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R LONGITUDINAL BUFFER SPACE = B S SHOULDER CLOSURE TAPER LENGTH = L/3
HOST VEHIGLE WEIGHT HOST VEHIGLE WEIGHT SPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65 oER[ speep vpH) | 20 | 25 [ 30 | 35| 40 | 45| 50| 55 | 60 | 65
, , S, 001+ Ibs. .
LENGTH (feet) | 115|155 | 200|250 | 305 | 360 | 425 | 495 | 570 | 645 6 L/3 (feet) 401401 40| 50 | 69| 90 |120]120] 120| 169
UP TO 40 MPH| 45-55 MPH | 60+ MPH |UP TO 40 MPH| 45-55 MPH | 60+ MPH 10' 40 | 40 | 60 | 90 | 90 | 150|200| 200 200|240
100' 172 222' 100' 150' 172' FOR SHOULDERS LESS THAN 6',USE 3 DEVICES MINIMUM
MAXIMUM CHANNELIZATION —
DEVICE SPACING  (feet) e MINIMUM LANE CLOSURE TAPER LENGTH = L
MPH TAPER | TANGENT 1 WIDTH | SPEED (MPH) | 20 | 25 | 30 | 35| 40 | 45| 50 | 55 | 60 | 65
5065 20 30 | 12' L (feet) | 80 |140(180|270|330|540|600|680|720|800
35-45 30 60 |
5 400
5 5
[ ; |
5 Q ! i
Hl c é‘é
@
%) ®\\ ~@r’”’®'<®l®’® EZ:
w T - Y = |2
" - & @ ®_ - e _® " _ |F
M T -- -- -- 2% 9% g -& . © _fuw
% """"" ——— I I e R e TR TR s s s e w e e O ",’
B T T R
5 Pl et o - T I I
F - ————— - S T T CoICT T oI lT Ot —— 5
CONTRACTOR SHALL NOTIFY SDOT SIGNAL GROUP 10 DAYS PRIOR B e e st
TO CONSTRUCTION AT THE FOLLOWING NUMBER: (206) 386-4529 =
f———— 0000
X Xj
. T S L o
] S (PR PCMS SIGN SPACING = X (1)
DLMARGINAL WAY. S — 1 2 FREEWAYS & EXPRESSWAYS 5075 MPH  1500' +/-
I o e e o s 2 @ 4 RgARa 3R£:Es RURAL HIGHWAYS 60-65 MPH 800" +/-
! I e S AHEAD | CLOSED RURAL ROADS 45-55 MPH 500 +/-
MJ sRo9 . 2.0 SEC | 2.0 SEC RURAL ROADS & URBAN ARTERIALS  35-40 MPH 350" +/-
" - -- - - - RURAL ROADS & URBAN ARTERIALS ! L
X < T FIELD LOCATE 05 +. | RESDENTAL & BUSINESS DISTRICTS 25-30 MPH 200" +/- (2)
TT— -\ ik b=
] I — e CLOSURE. URBAN STREETS 25 MPH OR LESS 100 +/- (2)
Ef-——_=--—-—__ E MARGINAL way ————
o i s R A — (1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
e e T I\;VOS(I:D%TI'E S'_’ri'\'ﬂSDA';%R INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.
—--=== R (2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT
L SPEC. 1-10.3(3)C. ROADWAY CONDITIONS.
LEGEND
NOTES: 2 WORK ZONE
1.SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS. PREPARED KEEP TEMPORARY SIGN LOCATION
2.EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER. T0 STOP A | TEMPORARY SIGN LOCATION (5'MOUNTING HEIGHT)
3.CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN
THE AREA REQUIRED FOR ONE NIGHTS WORK. s o RIGHT TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT
4.CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. ’ ’ TALL CHANNELIZATION DEVICE
W20-501(R . R4-7B
(R) wa-2(L) Wa-1R | X
SEQUENTIAL ARROW SIGN

5.ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS
ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

7.FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF
TRAFFIC SAFETY DRUM.

8. CONTRACTOR SHALL MAINTAIN 11" TRAVELED LANE WIDTH.

9. AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL

10. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

O

OO

SR 99 /SB - DIAGONAL AVE S TO S IDAHO ST

-

PROTECTIVE VEHICLE
TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

UNIFORMED POLICE OFFICER

FLAGGER
PORTABLE CHANGEABLE MESSAGE SIGN

&

N.T.S

E"@%E%K@QMZIIE

11. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574 (3 OF 3)
FILE NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294_PS_46TC.dgn Plot 38
TIME 5:33:23 PM RES(')‘_J“ STATE FED.AID PROJ.NO. ‘ SR 99 PLAN REF NO
DATE 3/21/2022

PLOTTED BY  musma 10 [WaSH '7 DUWAMISH RIVER TO S SPOKANE ST | TC46
DESIGNED BY M. MUS JOB NUMBER .

ENTERED BY J. CAMACHO-MORALES 21A023 Washington State PAVING & ADA 100
CHECKED BY C. ANDERSON CONTRACT NO. LOCATION NO. Department of Transportatlon oF
PROJLENGR. _C.ANDERSON TRAFFIC CONTROL PLANS L
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX




FIELD LOCATE 0.5 +/-
MILES PRIOR TO LANE
CLOSURE.

LOCATE PCMS PER
WSDOT STANDARD
SPEC. 1-10.3(3)C.

NOTES:

1. SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS. 48"

2. EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.

3. CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN
THE AREA REQUIRED FOR ONE NIGHTS WORK.

4. CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET.

5. ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS
ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

7. FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF
TRAFFIC SAFETY DRUM.

8. CONTRACTOR SHALL MAINTAIN 11' TRAVELED LANE WIDTH.

9. FOR DETOUR ROUTES DETAILS SEE SHEET DU5 & DU6

CLOSED
AHEAD,

W20-501(R)

w4-2(L) R11-201 (BIW)

) @

SR 99 /INB -S IDAHO ST TO E MARGINAL WAY S

ROAD |..
cLosep | *°

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R LONGITUDINAL BUFFER SPACE = B MA&%'\\'III%IE gy&gug‘-lﬁégw
HOST VEHICLE WEIGHT HOST VEHICLE WEIGHT SPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65
9,900 TO 22,000 Ibs. 22,001+ Ibs. ( f ) MPH | TAPER | TANGENT
UP TO 40 MPH| 45-55 MPH | 60+ MPH |UP TO 40 MPH| 45-55 MPH | 60+ MPH LENGTH (feet) | 115 155]200] 250 305 | 360 | 425 | 495 | 570 | 645 gg'iz ‘3‘8 Zg
100" 172" 222" 100" 150" 172" =
MINIMUM LANE CLOSURE TAPER LENGTH = L 20-30 20 40
PCMS WNE [ sPeep mPH) | 20 [ 25 [ 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65
, 5 12 L (feet) | 80 |140|180|270|330|540 600|680 720800
SPOKANE | FOLLOW
ST EXIT | DETOUR
CLOSED
2.0 SEC | 2.0 SEC

OFF RAMP
N.T.S

SHOULDER CLOSURE TAPER LENGTH = L/3

SHOU-DER[ speep (mPH) | 20 | 25 | 30 | 35 | 40 | 45 [ 50 | 55 | 60 | 65

6' 40| 40 | 40 | 60 | 60 | 90 |120(120 120|160
L/3 (feet)

10 40 | 40 | 60 | 90 | 90 |150|200|200|200|240

FOR SHOULDERS LESS THAN 6',USE 3 DEVICES MINIMUM

SIGN SPACING = X (1)
FREEWAYS & EXPRESSWAYS 50-75 MPH 1500' +/-
RURAL HIGHWAYS 60-65 MPH 800" +/-
RURAL ROADS 45-55 MPH 500" +/-
RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350" +/-
RUEBERAS St BUFReR 250 wPH 200
URBAN STREETS 25 MPH OR LESS 100" +/- (2)

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT

ROADWAY CONDITIONS.

LEGEND

WORK ZONE

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5'MOUNTING HEIGHT)
TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT
TALL CHANNELIZATION DEVICE
SEQUENTIAL ARROW SIGN
PROTECTIVE VEHICLE

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)
UNIFORMED POLICE OFFICER

E"@%E%K@QMZIIE

10. FOR PEDESTRIAN DETOUR ROUTES SEE SHEET PTC3

11. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS. (1 OF 3) FLAGGER

12. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574 PORTABLE CHANGEABLE MESSAGE SIGN
FILE NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294_PS_46TC2.dgn Plot 23
TIME 5:33:30 PM RES(')‘_’“ STATE FED.AID PROJ.NO. ‘ SR 99 PLAN REF NO
DATE 3/21/2022
PLOTTED BY _ musma 10 \WASH '7 DUWAMISH RIVER TO S SPOKANE ST vic | TC47
DESIGNED BY A. OLSEN JOB NUMBER .

e oY A OLSEN 21A023 Washington State PAVING & ADA COMPLIANCE s
CHECKED BY C. ANDERSON CONTRACT NO. LOCATION NO. Department of Transportation oF
PROJ.ENGR. ___ C.ANDERSON TRAFFIC CONTROL PLANS a3
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX




NOTES:

1. SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.

2. EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.

3. CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN
THE AREA REQUIRED FOR ONE NIGHTS WORK.

4. CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET.

5. ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS
ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

7. FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF
TRAFFIC SAFETY DRUM.

8. CONTRACTOR SHALL MAINTAIN 11' TRAVELED LANE WIDTH.

9. FOR DETOUR ROUTES DETAILS SEE SHEET DU5 & DU6

SR 99 /INB -S IDAHO ST TO E MARGINAL WAY S

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R LONGITUDINAL BUFFER SPACE =B
HOST VEHICLE WEIGHT HOST VEHICLE WEIGHT SPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65
9,900 TO 22,000 Ibs. 22,001+ lbs. ”
UP TO 40 MPH| 45-55 MPH | 60+ MPH |UP TO 40 MPH| 45-55 MPH | 60+ MPH LENGTH (feet) | 115 155|200 | 250 | 305 | 360 425 | 495 | 570 | 645
100' 172' 222" 100' 150" 172'
MINIMUM LANE CLOSURE TAPER LENGTH = L
LANE
SPEED (MPH
SIGN SPACING = X (1) WIDTH (MPH) | 20 | 25| 30 | 35| 40 | 45 | 50 | 55 | 60 | 65
- 12' L (feet) 80 [140]180(270|330|540|600|680|720|800
FREEWAYS & EXPRESSWAYS 50-75 MPH 1500' +/-
RURAL HIGHWAYS 60-65 MPH 800" +/-
RURAL ROADS 45-55 MPH 500' +/-
RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350" +/-
RURAL ROADS & URBAN ARTERIALS .
RESIDENTAL & BUSINESS DISTRICTS 25-30 MPH 200" +/- (2)
URBAN STREETS 25 MPH OR LESS 100" +/- (2)
(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.
(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT
ROADWAY CONDITIONS.

W4-2(L)

MAXIMUM CHANNELIZATION SHOULDER CLOSURE TAPER LENGTH = L/3

M'?)i‘”CE TSE:ECF'{NG T(,Tr\TgENT SHOULDER'speep vpH) | 20 [ 25 [ 30 [ 35 [ 40 [ 45 [ 50 [ 55 [ 60 | 65
6 40 | 40 | 40 | 60 | 60 | 90 |120[120] 120160

50-65 40 80 — L3 (feet)

s o & 10 40 | 40 | 60 | 90 | 90 [ 150200200 200|240

20-30 20 40 FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

TC DEVICES SHALL NOT BE PLACED
WITHIN 6 FT OF NEAREST RAIL

TC49

MATCH LINE - SEE THIS SHEET

OFF RAMP
N.T.S

MATCH LINE - SEE SHEET

LEGEND /

WORK ZONE

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5'MOUNTING HEIGHT)

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT
TALL CHANNELIZATION DEVICE

SEQUENTIAL ARROW SIGN

PROTECTIVE VEHICLE

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)
UNIFORMED POLICE OFFICER

10. FOR PEDESTRIAN DETOUR ROUTES SEE SHEET PTC3 (2 OF 3) FLAGGER

11. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

12. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574 PORTABLE CHANGEABLE MESSAGE SIGN
FILE NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294_PS_46TC2.dgn Plot 24
TIME 5:33:34 PM RESON | STATE FED.AID PROJ.NO. 2 SR 99 PLAN REF NO
DATE 3/21/2022
PLOTTED BY  musma 10 \WASH '7 DUWAMISH RIVER TO S SPOKANE ST vic | TC48
DESIGNED BY A. OLSEN JOB NUMBER .
e oY A OLSEN 21A023 Washington State PAVING & ADA COMPLIANCE e
CHECKED BY C. ANDERSON CONTRACT NO. LOCATION NO. Department of Transportation OF
PROJ.ENGR. _C.ANDERSON — TRAFFIC CONTROL PLANS a3
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX




FIELD LOCATE 0.5 +/-
MILES PRIOR TO LANE
CLOSURE.

LOCATE PCMS PER
WSDOT STANDARD
SPEC. 1-10.3(3)C.

TC48

MATCH LINE - SEE SHEET

LINE - SEE THIS SHEET

THE CONTRACTOR SHALL ASSIST

PEDESTRIANS ACROSS THE
CROSSWALK WHEN NEEDED.

MATCH LINE - SEE THIS SHEET

NOTES:

-

. SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.

. EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.

. CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN

THE AREA REQUIRED FOR ONE NIGHTS WORK.

4. CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET.

5. ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS
ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

7. FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF
TRAFFIC SAFETY DRUM.

8. CONTRACTOR SHALL MAINTAIN 11' TRAVELED LANE WIDTH.

9. FOR DETOUR ROUTES DETAILS SEE SHEET DU5 & DU6

10. FOR PEDESTRIAN DETOUR ROUTES SEE SHEET PTC3

w N

MATCH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R LONGITUDINAL BUFFER SPACE = B MAXIMLUM gy&gug’-'ﬁﬁg;’” <roupER o QULDER CLOSURE TAPER LENGTH = L/3
HOST VEHICLE WEIGHT HOST VEHICLE WEIGHT SPEED (MPH) | 20 | 25| 30 [ 35 | 40 | 45| 50 | 55 | 60 | 65 PH | TAPER | TANGENT WiDTH | SPEED (MPH) | 20 | 25 | 30 | 35| 40 | 45 | 50 | 55 | 60 | 65
9,900 TO 22,000 fbs. 22,001+ Tos. LENGTH (feet) | 115|155 | 200 | 250 | 305 | 360 | 425 | 495 | 570 | 645 50-65 40 80 ol 40 | 40 ] 40 | 60 | 60 | 90 |120120] 120 160
UP TO 40 MPH| 45-55 MPH | 60+ MPH |UP TO 40 MPH| 45-55 MPH | 60+ MPH (feey 35'45 © o 10 L3 (feet) 1= T 20 [ 60 | 90 | 90 [150|200|200] 200 240
100 172 222 100 150' 172 - .
VUM LANE CLOSURE TAPER LENGTH = L 20-30 0 0 FOR SHOULDERS LESS THAN 6, USE 3 DEVICES MINIMUM
PCMS e, | sPeeD (mPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65
1 > 12 L (feet) | 80 |140|180]270]330540]600]680|720]800
SPOKANE | FOLLOW
ST EXIT | DETOUR
CLOSED
2.0 SEC | 2.0 SEC

SIGN SPACING = X (1)
FREEWAYS & EXPRESSWAYS 50-75 MPH 1500' +/-
RURAL HIGHWAYS 60-65 MPH 800' +/-
RURAL ROADS 45-55 MPH 500' +/-
RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350" +/-
RURAL ROADS & URBAN ARTERIALS .
RESIDENTAL & BUSINESS DISTRICTS 25-30 MPH 200" +- (2)
URBAN STREETS 25 MPH OR LESS 100' +/- (2)
e Sy 224 . A, z AT (1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
T TS TR, 7 S i INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.
ST T T = DN = = (2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT
S Y ROADWAY CONDITIONS.
e a
S Vi LEGEND
7 4
48" //// WORK ZONE
EXIT . TEMPORARY SIGN LOCATION
CLOSED 36 TEMPORARY SIGN LOCATION (5'MOUNTING HEIGHT)

E5-2B

W20-3 ALT

OO

SR 99 /INB -S IDAHO ST TO E MARGINAL WAY S

OFF RAMP
N.T.S

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT
TALL CHANNELIZATION DEVICE

SEQUENTIAL ARROW SIGN

PROTECTIVE VEHICLE

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)
UNIFORMED POLICE OFFICER

E"@%E%KQ@XIIE

11. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS. (G OF 3 FLAGGER

12. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574 PORTABLE CHANGEABLE MESSAGE SIGN
FILE NAME T4123481XL6294 - SR_99 Paver'CAD\ContractPlans\XL6294_PS_46TC2.dgn Plot 25
TIME 5:33:38 PM RE’%‘_’" STATE FED.AID PROJ.NO. ‘ SR 99 PLAN REF NO
DATE 3/21/2022
PLOTTED BY  musma 10 \WASH '7 DUWAMISH RIVER TO S SPOKANE ST vic | TC49
DESIGNED BY i 105 NUWBER .
e oY A OLSEN 21A023 Washington State PAVING & ADA COMPLIANCE s
CHECKED BY C. ANDERSON CONTRACT NO. LOCATION NO. Department of Transportation oF
PROJ. ENGR. C. ANDERSON o o TRAFFIC CONTROL PLANS 130
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX




@ T @@ BT BRI

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R LONGITUDINAL BUFFER SPACE = B MAXIMLUM g,',*fg',jg'—'ﬁg{?” <roupER o QULDER CLOSURE TAPER LENGTH = L/3
HOST VEHICLE WEIGHT HOST VEHICLE WEIGHT SPEED (MPH) | 20 [ 25 [ 30 [ 35 [ 40 [ 45 ] 50 [ 55 | 60 | 65 PH | TAPER | TANGENT WIDTH | SPEED (MPH) | 20 | 25 | 30 | 35| 40 | 45 | 50 | 55 ] 60 | 65
9,900 TO 22,000 Ibs. 22,001+ Ibs. naTh rean 1715 155 200 250 1305 (360 225 405 570 6a c06s 0 o 6 40| 40 | 40 | 60 [ 60 | 90 [120[120]120]160
UP TO 40 MPH| 45-55 MPH | 60+ MPH |UP TO 40 MPH| 45-55 MPH | 60+ MPH (feet e © o 10 L3 (feet) 520 [ 60 | 90 | 90 |150]200]200|200] 240
100 172 222 100 150 172 - -
VUM LANE CLOSURE TAPER LENGTH = L 20.30 20 0 FOR SHOULDERS LESS THAN 6, USE 3 DEVICES MINIMUM
Ve, | speep Py | 20 | 25 [ 30 | 35| 40 [ 45 | 50| 55 | 60 | 65
12 L (feet) | 80 |140]180[270]330]540[600[680720]800 - =
Q j
X 2
—— |
— |7
,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,,, 1=
[=
S I
, - N it
Sy _—=_ —\7 - e R N T |-
S R U ) R @ ® §° b T wWIT ® e ® & -® T & e® - @--RF A
N s e P S plenpeptpep———— e e ks 5 U Abup s S € e T T T T T T T T T T 5
— S N S P ) -- i e - e e i e e ek ed e
- Ve SR e o <
s W\ = ] ) r
= N i =y
R .. PCMS SIGN SPACING = X (1) o x
- -t N — I !
—/*‘2/ Rty 1 2 FREEWAYS & EXPRESSWAYS 50-75 MPH  1500' +/- o
] f ROAD | RIGHT_ RURAL HIGHWAYS 60-65 MPH 800" +/- { !
- . - | | —
e ‘; AHEAD | CLOSED RURAL ROADS 45-55 MPH 500" +/- o
: \ H § '; 2.0 SEC 20 SEC RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350" +/- ‘
w . : : ‘ ALLOW ACCESS WHEN POSSIBLE
' al N RURAL ROADS & URBAN ARTERIALS ' ! !
! | “% E \ N :’:I'IE_'E% Iﬁ%?ggETglstﬁE RESIDENTAL & BUSINESS DISTRICTS ~ 29-30 MPH 200" +/- (2) | %ﬁ‘/
! o \\O\ CLOSURE. URBAN STREETS 25 MPH OR LESS 100" +/- (2) s
‘ (1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE | H o
A I\iv%%péTTE S?rcl:\lnsn A';'IE)R INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS. Lo I z
SPEC. 1-10.3(3)C (2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT \‘ : H o
) ' ) ROADWAY CONDITIONS. ! H H w
| ' | ~
1 mn
i - a
T i g
_— e T = 00—
%) 77777‘77777777‘:iff:,if:,if:,if:,:ffi:f,ﬁéf,ﬁ:fi ,,,,, ’:
w [
w
w

LINE

MATCH

B, 8.8 8 8 8 88 -

LINE - SEE SHEET

MATCH

THE CONTRACTOR SHALL ASSIST

NOTES:

. SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.

2. EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.

. CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN

THE AREA REQUIRED FOR ONE NIGHTS WORK.

. CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET.

. ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS
ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

.FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF
TRAFFIC SAFETY DRUM.

CONTRACTOR SHALL MAINTAIN 11' TRAVELED LANE WIDTH.

-

w

8.

PEDESTRIANS ACROSS THE

LEGEND CROSSWALK WHEN NEEDED.

RIGHT
TWO LANES
CLOSED
AHEAD

WORK ZONE

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5'MOUNTING HEIGHT)

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

48"

ROAD |...
cLOSED | *°

W20-501(R) wa-2(L) R11-201 (B/W)
\ TALL CHANNELIZATION DEVICE
@ @ @ SEQUENTIAL ARROW SIGN
PROTECTIVE VEHICLE

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

E"@%E%K@QMZIIE

9. FOR DETOUR ROUTES DETAILS SEE SHEET DU4 SR 99 /SB -S IDAHO ST TO E MARGINAL WAY ON RAMP UNIFORMED POLICE OFFICER

10. FOR PEDESTRIAN DETOURS SEE SHEET PTC3 1 OF 3) NTS FLAGGER

11. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

12. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574 PORTABLE CHANGEABLE MESSAGE SIGN
FILE NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294_PS_46TC2.dgn Plot 31
TIME 5:33:42 PM Reson [ s1Ae | FED.AID PROJ.NO. A SR 99 PLAN REF NO
DATE 312112022
PLOTTED BY  musma 10 \WASH '7 DUWAMISH RIVER TO S SPOKANE ST vic | TC30

JOB NUMBER

:E::E‘::E?B? 2- g::gg: 21A023 Washington State PAVING & ADA COMPLIANCE e
CHECKED BY C. ANDERSON CONTRACT NO. LOCATION NO. Department of Transportation oF
PROJ. ENGR. C. ANDERSON TRAFFIC CONTROL PLANS 130
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX




MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE

HOST VEHICLE WEIGHT

HOST VEHICLE WEIGHT

LONGITUDINAL BUFFER SPACE

MAXIMUM CHANNELIZATION

CLOSURE TAPER LENGTH = L/3

DEVICE SPACING (feet SHOULDER

RS T(ANG?ENT TOULDE 20 25] 303540 45]50]55]60] 65
c06s o 5 & 40 | 40 | 40 | 60 | 60 | 90 |120]120] 120|160
v o o0 10 40 | 40 | 60 | 90 | 90 | 150|200 200|200 240
20-30 0 20 FOR SHOULDERS LESS THAN 6. USE 3 DEVICES MINIMUM

-t —T—r—s—T—T—T—T—T—T—t—T

SIGN SPACING = X (1)

FREEWAYS & EXPRESSWAYS 50-75 MPH 1500' +/-
RURAL HIGHWAYS 60-65 MPH 800" +/-
RURAL ROADS 45-55 MPH 500' +/-
RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350" +/-
RURAERONS SURAY ARIERALS  25-30 MPH 2004k (2
URBAN STREETS 25 MPH OR LESS 100' +/- (2)

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT
ROADWAY CONDITIONS.

MATCH LINE - SEE THIS SHEET

PCMS
1 2
ROAD RIGHT
WORK LANE
AHEAD | CLOSED
2.0 SEC | 2.0 SEC

FIELD LOCATE 0.5 +/-
MILES PRIOR TO LANE

CLOSURE.

LOCATE PCMS PER
WSDOT STANDARD
SPEC. 1-10.3(3)C.

wnN =

. SEE SPECIAL PROVISIONS FOR LANE CLOSU

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN

THE AREA REQUIRED FOR ONE NIGHTS WORK.

4. CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET.

5. ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS
ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

7. FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF
TRAFFIC SAFETY DRUM.

8. CONTRACTOR SHALL MAINTAIN 11" TRAVELED LANE WIDTH.

9. FOR DETOUR ROUTES DETAILS SEE SHEET DU4

ESTRICTIONS.

RIGHT LAN
CLOSED
AHEAD

SPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45 55 | 60
9,900 TO 22,000 lbs. 22,001+ Ibs. p
UP TO 40 MPH| 45-55 MPH | 60+ MPH |UP TO 40 MPH| 45-55 MPH | 60+ MPH LENGTH (feet) | 115 155] 200 | 250 | 305 | 360 495 | 570
100' 172 222' 100' 150' 172
MINIMUM LANE CLOSURE TAPER LENGTH = L
o VINE, [ sPeeD (mPH) [ 20 [ 25 | 30 | 35 | 40 | 45 55 | 60
L2 12 L (feety | 80 |140[180|270]330(540 680|720
- T
| <>( |
| g | ALLOW ACCESS WHEN POSSIBLE
- | z |
A (o) 5~
= A S R
| L IS IY W
vl I E—— @ [ — [ R — &-
s - - T
2 I oD T T T T T T
w - - - - -
) T SR |
b e B
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z
-
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NOTES:

ROAD |_.
CLOSED | 3°

R11-201 (B/W)

ROAD
CLOSED
AHEAD

LEGEND

WORK ZONE

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5'MOUNTING HEIGHT)
TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE
SEQUENTIAL ARROW SIGN
PROTECTIVE VEHICLE

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

E"@%E%KQ@XIIE

- UNIFORMED POLICE OFFICER

10. FOR PEDESTRIAN DETOURS SEE SHEET PTC3 (§§F 2?9 ISB S IDAHO ST To E MARGINAL WAY SN%N RAMP FLAGGER

11. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

12. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574 PORTABLE CHANGEABLE MESSAGE SIGN
FILE NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294 PS_46TC2.dgn Plot 32
TIME 5:33:46 PM RESON | STATE FED.AID PROJ.NO. 2 SR 99 PLAN REF NO
DATE 3/21/2022
PLOTTED BY  musma 10 \WASH '7 DUWAMISH RIVER TO S SPOKANE ST vic | TC31
DESIGNED BY . JOB NUMBER R
e oY A OLSEN 21A023 Washington State PAVING & ADA COMPLIANCE s
CHECKED BY C. ANDERSON CONTRACT NO. LOCATION NO. Department of Transportation oF
PROJ.ENGR. ___ C.ANDERSON S TRAFFIC CONTROL PLANS 130
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX




MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R LONGITUDINAL BUFFER SPACE = B MAg(éﬂ\;l%lg gyA‘\([mng(Zf:«Ztl)ON SFOULER SHOULDER CLOSURE TAPER LENGTH = L/3
HOST VEHICLE WEIGHT HOST VEHICLE WEIGHT SPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65 MPH TAPER | TANGENT wipTH | SPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45| 50 | 55 | 60 | 65
9,990 TO 22,990 Tos. 22,901+ Tos LENGTH (feet) | 115|155 | 200 | 250 | 305 | 360 | 425 | 495 | 570 | 645 50-65 40 80 e 40140 | 40 60 | 60 | 90 ]120] 120120} 160
UP TO 40 MPH| 45-55 MPH | 60+ MPH |UP TO 40 MPH| 45-55 MPH | 60+ MPH (feet) 35'45 30 60 10' L/3 (feet 40 | 40 | 60 | 90 | 90 | 150|200 200|200 240
100' 172" 222' 100' 150' 172! . .
MINIMUM LANE CLOSURE TAPER LENGTH = L 20-30 20 20 FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM
i, | seED (mPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65
COVER ALL 12' L (feet) | 80 |140|180|270|330|540|600|680|720|800
CONFLICTING
SPEED LIMIT
SIGNS
SEE NOTE 10
poe
poE
I
o | 0
o CE L2 e
T ; == —————— E
. - [ = w
. I
v [
L i
’ (%]
: w
: z
L] ~ -}
I
(@]
=
<<
=
o/ /
PCMS /
1 2 SIGN SPACING = X (1)
ROAD LEFT FREEWAYS & EXPRESSWAYS 50-75 MPH 1500’ +/-
WORK 2 LANES .
AHEAD CLOSED RURAL HIGHWAYS 60-65 MPH 800" +/-
2.0 SEC 2.0 SEC RURAL ROADS 45-55 MPH 500' +/-
FIELD LOCATE 0.5 +/- RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350' +/-
MILES PRIOR TO LANE RURAL ROADS & URBAN ARTERIALS '
CLOSURE. RESIDENTAL & BUSINESS DISTRICTS ~ 2°-30 MPH 200" +/- (2)
LOCATE PCMS PER URBAN STREETS 25 MPH OR LESS 100" +/- (2)
WSDOT STANDARD (1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
SPEC. 1-10.3(3)C. INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.
NOTES: (2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT
1.SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS. LEGEND ROADWAY CONDITIONS.
2. EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER. 30"
3. CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN LEFT WORK ZONE
THE AREA REQUIRED FOR ONE NIGHTS WORK. TWO LANES
4, CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. CLOSED 30" TEMPORARY SIGN LOCATION
5. ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS AHEAD TEMPORARY SIGN LOCATION (5'MOUNTING HEIGHT)
ARE BLACK ON WHITE, UNLESS STATED OTHERWISE. Wea R3.2 TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

7. FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF

TRAFFIC SAFETY DRUM.
8. CONTRACTOR SHALL MAINTAIN 11' TRAVELED LANE WIDTH.

9. AS ORDERED BY THE ENGINEER ADDITIONAL SPEED RADAR DISPLAY SIGNS

MAY BE USED 500'+/- PRIOR TO EACH WORK CREW WITHIN THE WORK AREA.

10. ALL SPEED LIMIT SIGNS CONFLICTING WITH THE WORK ZONE SPEED LIMIT

SR 99 /INB & SB - DIAGONAL AVE S TO E MARGINAL WAY S

O

W20-501(L)

) @

TALL CHANNELIZATION DEVICE
SEQUENTIAL ARROW SIGN
PROTECTIVE VEHICLE

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

UNIFORMED POLICE OFFICER

SHALL BE COVERED PER STANDARD SPECIFICATION 8-21.3(3)

11. FOR PEDESTRIAN DETOUR SEE SHEET PTC3 (1 OF 5) NT.S FLAGGER

12. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

13. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574 PORTABLE CHANGEABLE MESSAGE SIGN
FILE NAME T:\4123481XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294_PS_46TC2.dgn Plot 15
TIME 5:33:50 PM Recion [STaTe | FED AID PROJ.NO. N SR 99 PLAN REF NO
DATE 3/21/2022
PLOTTED BY  musma 10 \WASH '7 DUWAMISH RIVER TO S SPOKANE ST vic | T€52
DESIGNED BY A. OLSEN JOB NUMBER .
e oY A OLSEN 21A023 Washington State PAVING & ADA COMPLIANCE oo
CHECKED BY C. ANDERSON CONTRACT NO. LOCATION NO. Department of Transportation oF
PROJLENGR. _C.ANDERSON TRAFFIC CONTROL PLANS L
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX




MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

HOST VEHICLE WEIGHT
9,900 TO 22,000 Ibs.

HOST VEHICLE WEIGHT
22,001+ Ibs.

UP TO 40 MPH

45-55 MPH

60+ MPH

UP TO 40 MPH

45-55 MPH

60+ MPH

100'

172'

222

100'

150'

172'

NOTES:

COVER ALL
CONFLICTING
SPEED LIMIT
SIGNS
SEE NOTE 10

1.SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.
2. EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.

w

THE AREA REQUIRED FOR ONE NIGHTS WORK.

S

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET.
ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.
6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

7. FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF

TRAFFIC SAFETY DRUM.
8. CONTRACTOR SHALL MAINTAIN 11' TRAVELED LANE WIDTH.
9.AS ORDERED BY THE ENGINEER ADDITIONAL SPEED RADAR DISPLAY SIGNS

MAY BE USED 500'+/- PRIOR TO EACH WORK CREW WITHIN THE WORK AREA.

LONGITUDINAL BUFFER SPACE = B
SPEED (MPH) | 20 | 25 | 30 | 35| 40 | 45 | 50 | 55 | 60 | 65
LENGTH (feet) | 115 | 155|200 | 250 | 305 | 360 | 425 | 495 | 570 | 645
MINIMUM LANE CLOSURE TAPER LENGTH = L
i, | seED (mPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65
12" L (feet) | 80 [140(180|270|330|540(600|680|720|800

MAXIMUM CHANNELIZATION SHOULDER CLOSURE TAPER LENGTH = L/3

M'?Div'CE Ts:Ff‘ECF'{NG T(/fxe:(t;)ENT SHOULDERT speep (MPH) [ 20 [ 25 [ 30 [ 35 [ 40 [ 45 [ 50 [ 55 [ 60 | 65
6 40 | 40 | 40 | 60 | 60 | 90 [120(120]120]160

50-65 40 80 ‘ /3 (feet)

3545 20 p 10 40 | 40 [ 60 | 90 | 90 150 200200200240

20.30 20 20 FOR SHOULDERS LESS THAN 6, USE 3 DEVICES MINIMUM

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN

10. ALL SPEED LIMIT SIGNS CONFLICTING WITH THE WORK ZONE SPEED LIMIT
SHALL BE COVERED PER STANDARD SPECIFICATION 8-21.3(3)
11. FOR PEDESTRIAN DETOUR SEE SHEET PTC3

o

SR 99 /INB & SB - DIAGONAL AVE S TO E MARGINAL WAY S

W4-2(R)

3
[&]
=
o =
— 7w
__ - w
I
- - -- 7]
NN
-Y® - |
- - w
. z
- =
i S
i1 <
<
<)
n |
@ _—‘! 3
SIGN SPACING = X (1)
FREEWAYS & EXPRESSWAYS 50-75 MPH 1500' +/-
RURAL HIGHWAYS 60-65 MPH 800' +/-
RURAL ROADS 45-55 MPH 500' +/-
RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350" +/-
RURAL ROADS & URBAN ARTERIALS .
RESIDENTAL & BUSINESS DISTRICTS 25-30 MPH 200" +- (2)
URBAN STREETS 25 MPH OR LESS 100' +/- (2)
(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.
(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT
LEGEND ROADWAY CONDITIONS.
30" 24"
WORK ZONE
A \ a0 TEMPORARY SIGN LOCATION
ONLY TEMPORARY SIGN LOCATION (5'MOUNTING HEIGHT)
TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT
R3-2 R3-5L

& &

N.T.S

TALL CHANNELIZATION DEVICE
SEQUENTIAL ARROW SIGN
PROTECTIVE VEHICLE

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

UNIFORMED POLICE OFFICER

E"@%E%K@QMZIIE

(2 OF 5) FLAGGER

12. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

13. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574 PORTABLE CHANGEABLE MESSAGE SIGN
FILE NAME T\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294_PS_46TC2.dgn Plot 16
TIME 5:33:55 PM Recion [ sAe | FED.AID PROJ.NO. A SR 99 PLAN REF NO
DATE 3/21/2022
PLOTTED BY  musma 10 \WASH '7 DUWAMISH RIVER TO S SPOKANE ST vic | TC53
DESIGNED BY A. OLSEN JOB NUMBER .
ENTERED BY A OLSEN 21A023 Washington State _ PAVING & ADA COMPLIANCE pra
CHECKED BY C. ANDERSON CONTRACT NO. LOCATION NO. Department of Transportatlon oF
PROJ.ENGR. ___ C.ANDERSON TRAFFIC CONTROL PLANS 130
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX




MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R LONGITUDINAL BUFFER SPACE = B MAI;%'\\;'%ME gpﬁgﬁg‘-'ﬁg{?" SFOULER SHOULDER CLOSURE TAPER LENGTH = L/3
HOST VEHICLE WEIGHT HOST VEHICLE WEIGHT SPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65 MPH TAPER | TANGENT wipTH | SPEED (MPH) | 20 | 25 | 30 | 35 | 40 | 45| 50 | 55 | 60 | 65
9900 TO 22,000 lbs. 22,001+ Tbs. LENGTH (feet) | 115|155 | 200 | 250 | 305 | 360 | 425 | 495 | 570 | 645 50-65 40 80 © 40 | 40 | 40 | 60 | 60 | 90 |120|120] 120 160
UP TO 40 MPH| 45-55 MPH | 60+ MPH |UP TO 40 MPH| 45-55 MPH | 60+ MPH (feet) s © o 10| 2™ 5T 20 60 [ 90 | 90 |150]200|200] 200|240
100 172 222 100 150 172 INIMUM LANE CLOSURE TAPER LENGTH = L 20-30 20 40 FOR SHOULDERS LESS THAN 6, USE 3 DEVICES MINIMUM
i, | seED (mPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65
o 20" 36" 12' L (feet) | 80 |140[180|270]|330|540|600|680(720(800
SPEED
( 30° @ 30" LIMIT | 4.
\ D —
ONLY 45 |
R3-5R R3-2 R2-1 (BW) " \\\
. COVER ALL
AN \\ CONFLICTING
\\ . SPEED LIMIT
. N SIGNS
N * SEE NOTE 10
RAILROAD FLAGGER
SEE SPECIAL PROVISION 1-07.18
TC DEVICES SHALL NOT BE PLACED
WITHIN 6 FT OF NEAREST RAIL
n
0 ! i
'9 500" +/- 8
m m
w I
% w
w T IL:%J SIGN SPACING = X (1)
» ARRE-TECE-LEEL TERERY . FREEWAYS & EXPRESSWAYS 50-75 MPH 1500' +/-
w
w z RURAL HIGHWAYS 60-65 MPH 800' +/-
; '''''' - RURAL ROADS 45-55 MPH 500" +/-
(@]
3 g RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350" +/-
< =
= RURAL ROADS & URBAN ARTERIALS '
RESIDENTAL & BUSINESS DISTRICTS 25-30 MPH 200" +/- (2)
URBAN STREETS 25 MPH OR LESS 100" +/- (2)
(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.
(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT
NOTES: RAILROAD FLAGGER ROADWAY CONDITIONS.

1.SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.

SEE SPECIAL PROVISION 1-07.18
2. EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER. LEGEND
3. CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN WORK ZONE 77
THE AREA REQUIRED FOR ONE NIGHTS WORK.
4. CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. TEMPORARY SIGN LOCATION |
5. ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS TEMPORARY SIGN LOCATION (5 MOUNTING HEIGHT) X
ARE BLACK ON WHITE, UNLESS STATED OTHERWISE. N s s s G ®
6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED. N\ TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT
7. FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF . TALL CHANNELIZATION DEVICE ©
TRAFFIC SAFETY DRUM. JEAN
8. CONTRACTOR SHALL MAINTAIN 11' TRAVELED LANE WIDTH. SEQUENTIAL ARROW SIGN D>
9.AS ORDERED BY THE ENGINEER ADDITIONAL SPEED RADAR DISPLAY SIGNS PROTECTIVE VEHICLE ]
MAY BE USED 500'+- PRIOR TO EACH WORK CREW WITHIN THE WORK AREA.
10. ALL SPEED LIMIT SIGNS CONFLICTING WITH THE WORK ZONE SPEED LIMIT TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2) S Y
SHALL BE COVERED PER STANDARD SPECIFICATION 8-21.3(3) SR 99 /NB & SB -DIAGONAL AVE S TO E MARGINAL WAY S UNIFORMED POLICE OFFICER

11. FOR PEDESTRIAN DETOUR SEE SHEET PTC3 (3 OF 5) N.T.S FLAGGER 0\

12. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

13. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574 PORTABLE CHANGEABLE MESSAGE SIGN

FILE NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294_PS_46TC2.dgn Plot 17
TIME 5:33:59 PM REGION | sTATE FED.AID PROJ.NO. N SR 99 PLAN REF NO
DATE 3/21/2022
PLOTTED BY _ musma 10 \WASH '7 DUWAMISH RIVER TO S SPOKANE ST vic | TC54
DESIGNED BY A. OLSEN JOB NUMBER .
ENTERED BY A OLSEN 21A023 Washington State _ PAVING & ADA COMPLIANCE o
CHECKED BY C. ANDERSON CONTRACT NO. LOCATION NO. Department of Transportatlon oF
PROJ. ENGR. C. ANDERSON TRAFFIC CONTROL PLANS 130
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX




MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R LONGITUDINAL BUFFER SPACE = B
HOST VEHICLE WEIGHT HOST VEHICLE WEIGHT SPEED (MPH) | 20 | 25 | 30 | 35| 40 | 45 | 50 | 55 | 60 | 65
9,900 TO 22,000 Ibs. 22,001+ Ibs. NGTH 0 = T75s 2001 ol —~Tex
UP TO 40 MPH| 45-55 MPH | 60+ MPH |UP TO 40 MPH| 45-55 MPH | 60+ MPH (feet) ] 1151551200250 305 | 360 | 425 | 495 | 570 ] 645
100" 172" 222" 100" 150" 172!
MINIMUM LANE CLOSURE TAPER LENGTH = L
vy | sPeeo ey [ 20| 25 [ 30 [ 35| 40 | 45| 50| 55| 60 | 65
COVER ALL 12" L (feet) | 80 |140]180]270]330{540|600|680(720|800
% CONFLICTING
SPEED LIMIT )
SIGNS T— A
SEE NOTE 10 |
<

MAXIMUM CHANNELIZATION SHOULDER CLOSURE TAPER LENGTH = L3

M'zi"'CE Ts:Ff‘E‘:F;NG T(/fxe:(t;)ENT SHOULDERT speep (MPH) | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65
6 40 | 40 | 40 | 60 | 60 | 90 |120[120] 120160

50-65 40 80 1 /3 (feet)

s o " 10 40 | 40 | 60 | 90 | 90 [150|200(200]200]240

2030 0 20 FOR SHOULDERS LESS THAN 6, USE 3 DEVICES MINIMUM

bl
Coig
: T
| ' [m)
. 1E
3 e
o v
[ ! . ©Q
1 (@)
— = =
i
-
& n
W &
® w
! w
w (7]
Y .
— w
4
5 S
< 5
= THE CONTRACTOR SHALL ASSIST = L Wa e
PEDESTRIANS ACROSS THE ::‘\ Il it b
CROSSWALK WHEN NEEDED. 500"+ s
SIGN SPACING = X (1) GORE_AREA 36"
FREEWAYS & EXPRESSWAYS 50-75 MPH 1500' +/- SPEED
; EXISTING EXISTING EXISTING __|_ EXISTING EXISTING EXISTING ! EXISTING
RURAL HIGHWAYS 60-65 MPH 800" +/- ’“ LANE ~™| SHOULDER ’“ LANE ‘ LANE LANE ~™ LANE *‘ ’“ LANE a‘ R2-1|| LIMIT .
RURAL ROADS 45-55 MPH 500' +/- (B/W) 40
RURAL ROADS & URBAN ARTERIALS 35-40 MPH 350' +/- 2 > I V2
WORK ZONE , , X
RURAL ROADS & URBAN ARTERIALS . 11' MIN t 11" MIN "
RESIDENTAL & BUSINESS DISTRICTS 25-30 MPH 200" +- (2) EXISTING CURB EXISTING CURB SPECIAL (B/W) |YOUR SPEED|12
URBAN STREETS 25 MPH OR LESS 100" +/- (2) l l l LED DISPLAY (Y/B)
(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE PRECAST DUAL FACED /p ,,,,,,,, B VAR - U R VAN VAR F
INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS. SLOPED MOUNTABLE CURB e T 1 SEE NOTE ©
(2|)a Eﬂﬁwi??:'gﬁm'}"%ﬁs# REDUCED IN URBAN AREAS TO FIT EXISTING CONCRETE BARRIER

NOTES: LEGEND

1.SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS. .

2. EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER. 2 WORK  ZONE /A

3. CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN TEMPORARY SIGN LOCATION 7]

THE AREA REQUIRED FOR ONE NIGHTS WORK. ‘I 30" TEMPORARY SIGN LOCATION (5'MOUNTING HEIGHT) X
4. CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET.
5. ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS ONLY TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT ®
ARE BLACK ON WHITE, UNLESS STATED OTHERWISE. R3-5R TALL CHANNELIZATION DEVICE @
6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED. W4-1R wa-2(L)
7. FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF SEQUENTIAL ARROW SIGN >
TRAFFIC SAFETY DRUM. PROTECTIVE VEHICLE o
8. CONTRACTOR SHALL MAINTAIN 11' TRAVELED LANE WIDTH. ~—=
9.AS ORDERED BY THE ENGINEER ADDITIONAL SPEED RADAR DISPLAY SIGNS TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2) AR
MAY BE USED 500'+- PRIOR TO EACH WORK CREW WITHIN THE WORK AREA. UNIFORMED POLICE OFFICER
10. ALL SPEED LIMIT SIGNS CONFLICTING WITH THE WORK ZONE SPEED LIMIT 0\
SHALL BE COVERED PER STANDARD SPECIFICATION 8-21.3(3) SR 99 /INB & SB - DIAGONAL AVE S TO E MARGINAL WAY S  FLAGGER

11. FOR PEDESTRIAN DETOUR SEE SHEET PTC3 (4 OF 5) PORTABLE CHANGEABLE MESSAGE SIGN

12. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

13. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574 RADAR SPEED DISPLAY SIGN L

FILE NAME T\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294_PS_46TC2.dgn Plot 18
TIME 5:34:03 PM RESON | STATE FED.AID PROJ.NO. 2 SR 99 PLAN REF NO
DATE 3/21/2022
PLOTTED BY  musma 10 [WAsH '7’ DUWAMISH RIVER TO S SPOKANE ST vic | TC55
DESIGNED BY } JOB NUMBER .
e oY A OLSEN 21A023 Washington State PAVING & ADA COMPLIANCE e
CHECKED BY C. ANDERSON CONTRACT NO. LOCATION NO. Department of Transportation oF
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REGIONAL ADM. M. COTTEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX




MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R LONGITUDINAL BUFFER SPACE = B MAS%W:'E gpA‘\([mng(ngtl)ON SIGN SPACING = X (1)
H%%‘BOVESICZI_zEO(\)/(\)IElléaHT HOST ¥2E|6|(|)?|+_E|bWEIGHT SPEED (MPH) | 20 | 25| 30 | 35| 40 | 45| 50 | 55 | 60 | 65 MPH TAPER | TANGENT FREEWAYS & EXPRESSWAYS 50-75 MPH 1500' +/-
: o O ' > LENGTH (feet) | 115|155 | 200|250 305 | 360 | 425 | 495 | 570 | 645 50-65 40 80 RURAL HIGHWAYS 60-65 MPH 800" +/-
UP TO 40 MPH| 45-55 MPH | 60+ MPH JUP TO 40 MPH| 45-55 MPH | 60+ MPH .
100 170 727 100 150 170 35-45 30 60 RURAL ROADS 45-55 MPH 500' +/-
MINIMUM LANE CLOSURE TAPER LENGTH = L 20-30 20 40 RURAL ROADS & URBAN ARTERIALS  35-40 MPH 350" +/-
LANE
SHOULDER CLOSURE TAPER LENGTH = L/3 wipTH | SPEED (MPH) | 20 | 25 | 30 | 35 40 | 45| 50 | 55 | €0 | 65 36" RURAL ROADS & JRBAN ARTERIALS  25.30 MPH 200" +- (2)
SHOULDERT oeen, upry | 20 | 25 | 30 | 35 | 40 | 45 | 50 | 55 | 60 | 65 12" L (feety | 80 [140(180(270|330|540|600
WIDTH LEFT SPEED URBAN STREETS 25 MPH OR LESS 100" +/- (2)
6 U3 (feet) 40140 |40 ] 60 | 60 90 |120120] 120 160 TWO LANES LIMIT | 4gu (1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE
10' 40 | 40 | 60 | 90 | 90 | 150|200|200| 200|240 CLOSED 40 INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.
FOR SHOULDERS LESS THAN 6, USE 3 DEVICES MINIMUM ) TS oo MAY O REDUCED IN URBAN AREAS To FIT

TC55

SHEET

LINE - SEE SHEET

INE - SEE THIS

LI

MATCH

MATCH

. PCMS
I H
» , - - - ROAD LEFT
X X X
i it s 1 S eSS S hl >IF WORK 2 LANES
: O AHEAD | CLOSED
m -® — - - _ _ . . 2.0 SEC 2.0 SEC
D= e —
N P Pe———=Pp———o—cP=—=-==  FELD LOCATE 0.5 +-
wl = -- -- -- -- - - - MILES PRIOR TO LANE
e ettt CLOSURE.
‘E . B =  LOCATE PCMS PER
< WSDOT STANDARD
= COVER ALL SPEC. 1-10.3(3)C.
CONFLICTING EXISTING | LANE | LANE | | LANE | LANE | EXISTING
SPEED LIMIT j SHOULDER ‘ ‘ ‘ SHOULDER " EXISTING CONCRETE BARRIER
SIGNS EXISTING CONCRETE BARRIER . ,
SEE NOTE 10 28 LANES CLOSED )
NOTES: 11 MIN —
1.SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS. LEGEND
2. EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER. » 7
3. CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN v l o o N WORK ZONE

THE AREA REQUIRED FOR ONE NIGHTS WORK.

4. CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET.

5. ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS
ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

7. FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10'SPACING INSTEAD OF
TRAFFIC SAFETY DRUM.

8. CONTRACTOR SHALL MAINTAIN 11' TRAVELED LANE WIDTH.

9. AS ORDERED BY THE ENGINEER ADDITIONAL SPEED RADAR DISPLAY SIGNS

MAY BE USED 500'+/- PRIOR TO EACH WORK CREW WITHIN THE WORK AREA.

10. ALL SPEED LIMIT SIGNS CONFLICTING WITH THE WORK ZONE SPEED LIMIT

SHALL BE COVERED PER STANDARD SPECIFICATION 8-21.3(3)

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5'MOUNTING HEIGHT)

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT
TALL CHANNELIZATION DEVICE

SEQUENTIAL ARROW SIGN

PROTECTIVE VEHICLE

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)
UNIFORMED POLICE OFFICER

EXISTING CONCRETE BARRIER

SR 99 /INB & SB - DIAGONAL AVE S TO E MARGINAL WAY S

E"@%E%KQ@XIIE

11. FOR PEDESTRIAN DETOUR SEE SHEET PTC3 (5 OF 5) N.T.S FLAGGER

12. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

13. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574 PORTABLE CHANGEABLE MESSAGE SIGN
FILE NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294 PS_46TC2.dgn Plot 19
TIME 5:34:07 PM Recon [ siwe | FED.AID PROJ.NO. 2 SR 99 PLAN ReF N
DATE 3/21/2022
PLOTTED BY  musma 10 |WASH '7 DUWAMISH RIVER TO S SPOKANE ST vic | TC56
DESIGNED BY . JOB NUMBER R
e oY A OLSEN 21A023 Washington State PAVING & ADA COMPLIANCE e
CHECKED BY C. ANDERSON CONTRACT NO. LOCATION NO. Department of Transportation OF
PROJ.ENGR. _C.ANDERSON — TRAFFIC CONTROL PLANS a3
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX




SR 99 S LUCILE ST

NORTHBOUND CLOSURE

N.T.S

MUST MAINTAIN A 4'PEDESTRIAN ACCESS ROUTE

RIGHT LANE
CLOSED
AHEAD

W4-2L

l ' | . |

W20-1

LEGEND
WORK ZoNE 772
NOTES: TEMPORARY SIGN LOCATION K
TEMPORARY SIGN LOCATION (5'MOUNTING HEIGHT) =]
1. SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS. c s
2. THIS TRAFFIC CONTROL SET UP WILL BE SET UP DURING NON-WORK HOURS TRAFFIC SAFETY DRUM WITH
3. DEVICES SHALL NOT ENCROACH INTO THE ADJACENT LANES. TYPE C STEADY BURN LIGHT ®
4. CHANNELIZATION DEVICE SPACING SHALL BE 10 FEET. TALL CHANNELIZATION DEVICE WITH ©
5. ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30", REGULATORY SIGNS ARE BLACK ON WHITE TYPE C STEADY BURN LIGHT
UNLESS STATED OTHERWISE. SEQUENTIAL ARROW SIGN D>
6. TEMPORARY "NO PARKING" SIGNS SHALL BE PLACED 48 HOURS IN ADVANCE OF LANE CLOSURE AT 30 FOOT
INTERVALS ADJACENT TO LANES WHERE STREET PARKING IS CURRENTLY ALLOWED.THE SIGNS SHALL BE TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2) T X
LABELED WITH APPROPRIATE CLOSURE DATES AND TIMES.ALL COSTS FOR PROVIDING AND INSTALLING TYPE 2 BARRICADE NN
THE "NO PARKING" SIGNS ARE INCLUDED IN THE BID ITEM "OTHER TEMPORARY TRAFFIC CONTROL". WATER FILLED BARRIER oo
7.ONLY ONE QUADRANT OF AN INTERSECTION MAY BE CLOSED AT ANY TIME FOR CURB RAMP CONSTRUCTION.
8 FOR TEMPORARY CURB RAMP DETAILS SEE SHEET PTC4 TEMPORARY PEDESTRIAN PUSH BUTTON R
9. WATER FILLED BARRIER SHALL BE CONTINUOUS AND 6 INCH MINIMUM HEIGHT ABOVE THE WALKWAY AND
HAVE COLOR OR MARKING CONTRASTING WITH THE WALKWAY SURFACE. UNIFORMED POLICE OFFICER
10. WATER FILLED BARRIER SHALL NOT BLOCK WATER DRAINAGE FROM THE WALKWAY.
11. WATER FILLED BARRIER SHALL BE 32 IN.OR TALLER. FLAGGER
12. FOR TEMPORARY PEDESTRIAN PUSH BUTTON INSTALLATION SEE SHEET TEL1
12. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS. TEMPORARY CURB RAMP m
13, CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574
FILE NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294_PS_46TC_CR.dgn Plot 1
TIME 4:03:33 PM REGION | STATE FED.AID PROJ.NO. A SR 99 PLAN REF NO
DATE 3/22/2022
PLOTTED BY  musma 10 \WASH '7 DUWAMISH RIVER TO S SPOKANE ST vic | CTC1
DESIGNED BY M. M 108 NUWBER .
T T 21A023 Washington State PAVING & ADA COMPLIANCE e
CHECKED BY C. ANDERSON CONTRACT NO. LOCATION NO. Department of Transportation OF
PROJ.ENGR. _C.ANDERSON e CURB RAMP TRAFFIC CONTROL PLANS | J13°
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX




RIGHT LANE
CLOSED
AHEAD

W20-5R
} 150' i

MUST MAINTAIN A 4
PEDESTRIAN ACCESS ROUTE

TEMPORARY STOP BAR
SEE NOTE 13

SHOULDER

CLOSED

W20-301

1 \ |
[ 75 |

2
=

AWAY AREA

PHOENE 206-684-5444

FOFIRM JOOC XXX XX XX

R7-T39
(RED/WHITE)

36"x24"

W20-1

© (o)

SEE NOTE 12

LEGEND
WORK ZONE 77
NOTES: TEMPORARY SIGN LOCATION Kl
1. SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS. TEMPORARY SIGN LOCATION (5'MOUNTING HEIGHT) B
2. THIS TRAFFIC CONTROL SET UP WILL BE SET UP DURING NON-WORK HOURS TRAFFIC SAFETY DRUM WITH ®
3. DEVICES SHALL NOT ENCROACH INTO THE ADJACENT LANES. TYPE C STEADY BURN LIGHT
4. CHANNELIZATION DEVICE SPACING SHALL BE 10 FEET. TALL CHANNELIZATION DEVICE WITH
5. ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30", REGULATORY SIGNS ARE BLACK ON WHITE SR 99 S HUDSON ST TYPE C STEADY BURN LIGHT ©
UNLESS STATED OTHERWISE. NORTHBOUND CLOSURE NTS SEQUENTIAL ARROW SIGN D>
6. TEMPORARY "NO PARKING" SIGNS SHALL BE PLACED 48 HOURS IN ADVANCE OF LANE CLOSURE AT 30 FOOT
INTERVALS ADJACENT TO LANES WHERE STREET PARKING IS CURRENTLY ALLOWED. THE SIGNS SHALL BE TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2) NENANE
LABELED WITH APPROPRIATE CLOSURE DATES AND TIMES. ALL COSTS FOR PROVIDING AND INSTALLING TYPE 2 BARRICADE NN
THE "NO PARKING" SIGNS ARE INCLUDED IN THE BID ITEM "OTHER TEMPORARY TRAFFIC CONTROL".
7.ONLY ONE QUADRANT OF AN INTERSECTION MAY BE CLOSED AT ANY TIME FOR CURB RAMP CONSTRUCTION. WATER FILLED BARRIER c—o
8. FOR TEMPORARY CURB RAMP DETAILS SEE SHEET PTC4 TEMPORARY PEDESTRIAN PUSH BUTTON ®
9. WATER FILLED BARRIER SHALL BE CONTINUOUS AND 6 INCH MINIMUM HEIGHT ABOVE THE WALKWAY AND
HAVE COLOR OR MARKING CONTRASTING WITH THE WALKWAY SURFACE. UNIFORMED POLICE OFFICER @
10. WATER FILLED BARRIER SHALL NOT BLOCK WATER DRAINAGE FROM THE WALKWAY.
11. WATER FILLED BARRIER SHALL BE 32 IN.OR TALLER. FLAGGER
12. FOR TEMPORARY PEDESTRIAN PUSH BUTTON INSTALLATION SEE SHEET TEL2.
13. OPEN LANES SHALL BE AT LEAST 11 FEET WIDE. TEMPORARY CURB RAMP o
14. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.
15. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574
FILE NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294_PS_46TC_CR.dgn Plot 4
TIME 4:03:34 PM Reson [ sTa™e [ FED.AID PROJ.NO. 2 SR 99 PLAN REF NO
DATE 312212022
PLOTTED BY  musma 10 \WASH '7 DUWAMISH RIVER TO S SPOKANE ST vic | CTC2
DESIGNED BY M. M JOB NUWBER .
ENTERED BY A OtJSSEN 21A023 Washington State PAVING & ADA COMPLIANCE le;Eé
CHECKED BY C. ANDERSON CONTRACT NO. LOCATION NO. Department of Transportation OF
PROJ.ENGR. ___ C.ANDERSON —— o CURB RAMP TRAFFIC CONTROL PLANS| 130
REGIONAL ADM. M. COTTEN REVISION DATE BY P.E.STAMP BOX P.E.STAMP BOX




200 75

PEDESTRIAN FLAGGER

TO PROVIDE ACCESS TO

SR 99 CROSSWALK
DURING DWS INSTALLATION

| (B) SR 99 S HUDSON ST

/,’ SOUTHBOUND CLOSURE

NOTES:

1. SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.

2. THIS TRAFFIC CONTROL SET UP WILL BE SET UP DURING NON-WORK HOURS

3. DEVICES SHALL NOT ENCROACH INTO THE ADJACENT LANES.

4. CHANNELIZATION DEVICE SPACING SHALL BE 10 FEET.

5. ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30", REGULATORY SIGNS ARE BLACK ON WHITE
UNLESS STATED OTHERWISE.

TEMPORARY "NO PARKING" SIGNS SHALL BE PLACED 48 HOURS IN ADVANCE OF LANE CLOSURE AT 30 FOOT
INTERVALS ADJACENT TO LANES WHERE STREET PARKING IS CURRENTLY ALLOWED. THE SIGNS SHALL BE
LABELED WITH APPROPRIATE CLOSURE DATES AND TIMES. ALL COSTS FOR PROVIDING AND INSTALLING

THE "NO PARKING" SIGNS ARE INCLUDED IN THE BID ITEM "OTHER TEMPORARY TRAFFIC CONTROL".

ONLY ONE QUADRANT OF AN INTERSECTION MAY BE CLOSED AT ANY TIME FOR CURB RAMP CONSTRUCTION.
FOR TEMPORARY CURB RAMP DETAILS SEE SHEET PTC4

WATER FILLED BARRIER SHALL BE CONTINUOUS AND 6 INCH MINIMUM HEIGHT ABOVE THE WALKWAY AND
HAVE COLOR OR MARKING CONTRASTING WITH THE WALKWAY SURFACE.

10. WATER FILLED BARRIER SHALL NOT BLOCK WATER DRAINAGE FROM THE WALKWAY.

11. WATER FILLED BARRIER SHALL BE 32 IN. OR TALLER.

12.12. FOR TEMPORARY PEDESTRIAN PUSH BUTTON INSTALLATION SEE SHEET TEL3.

13. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

14. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

o

© ® N

N.T.S

RIGHT LANE
CLOSED
AHEAD

W4-2L

| '
[ 75

150'

MUST MAINTAIN

A 4'PEDESTRIAN ACCESS ROUTE

o SR 89

_-———-__&_@@@@@@@@@@@@@

Iyl B N
RArpr il . »

e
1
1

I
L

-l !

50 50'

SR 99 MIDBLOCK CROSSING

NORTHBOUND CLOSURE

W20-1

N.T.S

LEGEND

WORK ZONE
TEMPORARY SIGN LOCATION
TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TRAFFIC SAFETY DRUM WITH
TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE WITH
TYPE C STEADY BURN LIGHT

SEQUENTIAL ARROW SIGN

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)
TYPE 2 BARRICADE

WATER FILLED BARRIER

TEMPORARY PEDESTRIAN PUSH BUTTON

UNIFORMED POLICE OFFICER
FLAGGER

TEMPORARY CURB RAMP

a)@@@ﬁig @®1M§

FILE NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294 PS_46TC_CR.dgn Plot 5

TIME 4:03:35 PM RES(')‘_)" STATE FED.AID PROJ.NO. ‘ SR 99 PLAN REF NO

DATE 3/22/2022

PLOTTED BY  musma 10 [WASH '7 DUWAMISH RIVER TO S SPOKANE ST vic | CTC3
JOB NUMBER
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REGIONAL ADM. M. COTTEN REVISION DATE BY P.E. STAMP BOX P.E. STAMP BOX




PEDESTRIAN FLAGGER

TO PROVIDE ACCESS TO
SR 99 CROSSWALK

DURING DWS INSTALLATION

- - 200 75 TEMPORARY CROSSWALK LINE - SHORT DURATION
/F = 71+65 (22' LT)¥_\
,\77777 AV 4 / - P — I

o S s s it b Bl N _ / \

A S A SR R R R s e -

- - 1] L] - —" o T T - - o -

— T L

- SROITSOINIASST

o s - "_ SR 39
: —— === T o o
—_——— 77J T

S ALASKA ST

SR 99 MIDBLOCK CROSSING

SOUTHBOUND CLOSURE N.T.S

e edeaal
-"'"-,l'[%" 1

1
1

£

SEE

NOTE 13

RIGHT LANE
CLOSED
AHEAD

71450 (53'RT) W20-1 W20-5R W4-2L
SEE NOTE 12 I 75 I 150° I
-
T
‘ —
; ——

NOTES:

1. SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.

2. THIS TRAFFIC CONTROL SET UP WILL BE SET UP DURING NON-WORK HOURS

3. DEVICES SHALL NOT ENCROACH INTO THE ADJACENT LANES.

4. CHANNELIZATION DEVICE SPACING SHALL BE 10 FEET.

5. ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30", REGULATORY SIGNS ARE BLACK ON WHITE
UNLESS STATED OTHERWISE.

6. TEMPORARY "NO PARKING" SIGNS SHALL BE PLACED 48 HOURS IN ADVANCE OF LANE CLOSURE AT 30 FOOT
INTERVALS ADJACENT TO LANES WHERE STREET PARKING IS CURRENTLY ALLOWED. THE SIGNS SHALL BE
LABELED WITH APPROPRIATE CLOSURE DATES AND TIMES. ALL COSTS FOR PROVIDING AND INSTALLING
THE "NO PARKING" SIGNS ARE INCLUDED IN THE BID ITEM "OTHER TEMPORARY TRAFFIC CONTROL".

7. ONLY ONE QUADRANT OF AN INTERSECTION MAY BE CLOSED AT ANY TIME FOR CURB RAMP CONSTRUCTION.

8. FOR TEMPORARY CURB RAMP DETAILS SEE SHEET PTC4

9. WATER FILLED BARRIER SHALL BE CONTINUOUS AND 6 INCH MINIMUM HEIGHT ABOVE THE WALKWAY AND
HAVE COLOR OR MARKING CONTRASTING WITH THE WALKWAY SURFACE.

10. WATER FILLED BARRIER SHALL NOT BLOCK WATER DRAINAGE FROM THE WALKWAY.

11. WATER FILLED BARRIER SHALL BE 32 IN. OR TALLER.

12. FOR TEMPORARY PEDESTRIAN PUSH BUTTON INSTALLATION SEE SHEET TEL3.

13. FOR TEMPORARY PEDESTRIAN PUSH BUTTON INSTALLATION SEE SHEET TELA4.

14. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

15. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

SR 99 MIDBLOCK CROSSING
CLOSURE N.T.S
LEFT LANE
CLOSED
AHEAD
W20-5L W4-2R

| . |
| s |

S ALASKA ST

W20-1

SR 3.

LEGEND

WORK ZONE
TEMPORARY SIGN LOCATION
TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TRAFFIC SAFETY DRUM WITH
TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE WITH
TYPE C STEADY BURN LIGHT

SEQUENTIAL ARROW SIGN

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)
TYPE 2 BARRICADE

WATER FILLED BARRIER

TEMPORARY PEDESTRIAN PUSH BUTTON

UNIFORMED POLICE OFFICER
FLAGGER

TEMPORARY CURB RAMP

a)@@@ﬁig @®1M§
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RIGHT LANE
CLOSED

250

AHEAD
W20-5R wa-2L o
N RN
| 75" I 150' I \ o%
%N
TEMPORARY STOP BAR
30" MUST MAINTAIN A 4 SEE NOTE 8
PEDESTRIAN ACCESS ROUTE
30" =
®_® ® ®j£®7@;‘®7?®_® ® ®
R3-1
W20-1 W1-4(L) (RED/WHITE)
| ' | ' |
[ 75 T 75 |
24"
KEEP
RIGHT
- R4-7B
W1-4(R) W20-1

©

| . |
| 7 |

(e)

NOTES:

1. SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.

2. THIS TRAFFIC CONTROL SET UP WILL BE SET UP DURING NON-WORK HOURS

3. DEVICES SHALL NOT ENCROACH INTO THE ADJACENT LANES.

4. CHANNELIZATION DEVICE SPACING SHALL BE 10 FEET.

5. ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30", REGULATORY SIGNS ARE BLACK ON WHITE
UNLESS STATED OTHERWISE.

6. TEMPORARY "NO PARKING" SIGNS SHALL BE PLACED 48 HOURS IN ADVANCE OF LANE CLOSURE AT 30 FOOT
INTERVALS ADJACENT TO LANES WHERE STREET PARKING IS CURRENTLY ALLOWED. THE SIGNS SHALL BE
LABELED WITH APPROPRIATE CLOSURE DATES AND TIMES. ALL COSTS FOR PROVIDING AND INSTALLING
THE "NO PARKING" SIGNS ARE INCLUDED IN THE BID ITEM "OTHER TEMPORARY TRAFFIC CONTROL".

7.ONLY ONE QUADRANT OF AN INTERSECTION MAY BE CLOSED AT ANY TIME FOR CURB RAMP CONSTRUCTION.

8. OPEN LANES SHALL BE AT LEAST 11 FEET WIDE.

9. FOR TEMPORARY CURB RAMP DETAILS SEE SHEET PTC4

10. WATER FILLED BARRIER SHALL BE CONTINUOUS AND 6 INCH MINIMUM HEIGHT ABOVE THE WALKWAY AND
HAVE COLOR OR MARKING CONTRASTING WITH THE WALKWAY SURFACE.

11. WATER FILLED BARRIER SHALL NOT BLOCK WATER DRAINAGE FROM THE WALKWAY.

12. WATER FILLED BARRIER SHALL BE 32 IN. OR TALLER.

13. FOR TEMPORARY PEDESTRIAN PUSH BUTTON INSTALLATION SEE SHEET TEL6.

14. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

15. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

SR 99 DIAGONAL AVE S

LEGEND

WORK ZONE

SOUTHBOUND CLOSURE

N.T.S TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TRAFFIC SAFETY DRUM WITH
TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE WITH
TYPE C STEADY BURN LIGHT

SEQUENTIAL ARROW SIGN

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)
TYPE 2 BARRICADE

WATER FILLED BARRIER

TEMPORARY PEDESTRIAN PUSH BUTTON

UNIFORMED POLICE OFFICER
FLAGGER

TEMPORARY CURB RAMP

a)@@@ﬁig @®1M§
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RIGHT LANE
CLOSED
AHEAD

S IDAHO ST

W20-1

| 75" I 150' 4|

SEE NOTE 13

SR 99 S IDAHO ST

MUST MAINTAIN A 4'
PEDESTRIAN ACCESS ROUTE

TEMPORARY SIGN LOCATION
TEMPORARY SIGN LOCATION (5'MOUNTING HEIGHT)

SR 99 S IDAHO ST

NORTHBOUND CLOSURE NT.S
N
e T TS o ; B

e === R )
e ——— = - -- --
SR T T —==— -
= __ 228809 0%®0%006e ® 8 _®_® ® 6 ® 88”8 ® ®@ BTR ® TV @ o> - - 1 |

"« g | 250° T'é"*’**ﬁvr‘—77‘,‘,,,,,4@ _ | _ |

£ e A . ‘ SEE NOTE 12—~ e
(&) . 150 " MUST MAINTAIN A 4 A

PEDESTRIAN ACCESS ROUTE o=
MUST MAINTAIN A 4 PEDESTRIAN ACCESS ROUTE z
SEE »
SR 99 DIAGONAL AVE S () ERCEICICL L S
N3
NORTHBOUND CLOSURE N
Co AN
AN \\ \
\\ N

LEGEND . e — - - — - - - - - - - - C-C-_____--_-------------_-_”""”"-_---"”"-"”"-“”"”"---—--Z

WORK ZONE

NOTES:

. SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.

SOUTHBOUND CLOSURE

TRAFFIC SAFETY DRUM WITH
TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE WITH
TYPE C STEADY BURN LIGHT

SEQUENTIAL ARROW SIGN

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)
TYPE 2 BARRICADE

WATER FILLED BARRIER

TEMPORARY PEDESTRIAN PUSH BUTTON

UNIFORMED POLICE OFFICER
FLAGGER

TEMPORARY CURB RAMP

1
2. THIS TRAFFIC CONTROL SET UP WILL BE SET UP DURING NON-WORK HOURS
3. DEVICES SHALL NOT ENCROACH INTO THE ADJACENT LANES.

4. CHANNELIZATION DEVICE SPACING SHALL BE 10 FEET.

5

. ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30", REGULATORY SIGNS ARE BLACK ON WHITE

UNLESS STATED OTHERWISE.

6. TEMPORARY "NO PARKING" SIGNS SHALL BE PLACED 48 HOURS IN ADVANCE OF LANE CLOSURE AT 30 FOOT
INTERVALS ADJACENT TO LANES WHERE STREET PARKING IS CURRENTLY ALLOWED. THE SIGNS SHALL BE

LABELED WITH APPROPRIATE CLOSURE DATES AND TIMES. ALL COSTS FOR PROVIDING AND INSTALLING
THE "NO PARKING" SIGNS ARE INCLUDED IN THE BID ITEM "OTHER TEMPORARY TRAFFIC CONTROL".

7. ONLY ONE QUADRANT OF AN INTERSECTION MAY BE CLOSED AT ANY TIME FOR CURB RAMP CONSTRUCTION.

oo

.FOR TEMPORARY CURB RAMP DETAILS SEE SHEET PTC4

9. WATER FILLED BARRIER SHALL BE CONTINUOUS AND 6 INCH MINIMUM HEIGHT ABOVE THE WALKWAY AND

HAVE COLOR OR MARKING CONTRASTING WITH THE WALKWAY SURFACE.
10. WATER FILLED BARRIER SHALL NOT BLOCK WATER DRAINAGE FROM THE WALKWAY.
11. WATER FILLED BARRIER SHALL BE 32 IN. OR TALLER.
12. FOR TEMPORARY PEDESTRIAN PUSH BUTTON INSTALLATION SEE SHEET TELS.
13. FOR TEMPORARY PEDESTRIAN PUSH BUTTON INSTALLATION SEE SHEET TEL7.
14. FOR TEMPORARY PEDESTRIAN PUSH BUTTON INSTALLATION SEE SHEET TELS.
15. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.
16. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574
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R9-11 ALT

CROSSWALK CLOSED
AHEAD

24" x 12"

B/W
SEE NOTE 3

CROSSWALK CLOSED
AHEAD

—
\\[ USE ALTERNATIVE ROUTE

S HUDSON ST

USE ALTERNATIVE ROUTE

R9-11 ALT
24" x 12"

/W
SEE NOTE 3

LANES CLOSED
SEE TRAFFIC CONTROL PLANS
FOR LANE CLOSURE SIGNING

BUSINESS ACCESS

OHIO AVE s

S DAWSON ST

R9-11 ALT
24" x 12"
B/W USE ALTERNATIVE ROUTE
SEE NOTE 3

CROSSWALK CLOSED
AHEAD

MAINTAIN ADA STANDARDS AND PEDESTIAN ACCESS TO CROSSWALK

EXCEPT WHEN ACTIVELY PLANING OR PAVING IN THE IMMEDIATE VICINITY OF THE CROSSWALK
EXPECTED IMPACT TO CROSSWALK IS 20 MINUTES

R9-11 ALT
24" x 12"

B/IW
SEE NOTE 3

CROSSWALK CLOSED
AHEAD

USE ALTERNATIVE ROUTE|

1ST AVE s

CROSSWALK CLOSED
AHEAD

USE ALTERNATIVE ROUTE|

PEDESTRIAN TRAFFIC CONTROL PLANS NOTES:

1. CONTACT AND COORDINATE IMPACTS WITH METRO TRANSIT
PRIOR TO IMPLEMENTING ANY CLOSURES.IN ACCORDANCE TO
SPECIAL PROVISION 1-07.23(1) PUBLIC NOTIFICATION

2. INSTALL TEMPORARY PEDESTRIAN RAMP ON DETOUR ROUTES
WHERE THERE IS NO CURB RAMP PRESENT.

3. EACH R9-11 ALT SIGN SHALL BE SUPPLEMENTED WITH A WEATHER
RESISTANT PROJECT INFORMATION SHEET, DETAILING THE EXPECTED
DURATION FOR EACH WORK ZONE AND THE CROSSWALK IMPACTS.

4. SIGNAGE TO BE USED WHEN THE S LUCILE ST CROSSWALK
ACROSS SR 99 IS CLOSED DUE TO PAVING ACTIVITIES.

PAVING S LUCILE ST TO S HUDSON ST
REROUTE PEDESTRIANS

| ren
22" x 12" N.T.S.
S B/W
R9-11 ALT CROSSWALK CLOSED SEE NOTE 3
24" x 12" AHEAD
B/W

SEE NOTE 3 AT \\\\\ NO SCALE
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R9-11 ALT
24" x 12"

B/W
SEE NOTE 3

§ LUCILE ST

CROSSWALK CLOSED
R9-11 ALT R9-11 ALT R9-11 ALT AHEAD
R9;11 AL".I' 2 B),(W12 24 B;(W12 24 B;(Wu ‘ USE ALTERNATIVE ROUTE
24 B;‘W“ SEE NOTE 3 SEE NOTE 3 SEE NOTE 3 | 5
4
SEE NOTE 3 CROSS\AAI:‘LEI‘(‘DCLOSED cnossvﬂléucuisen Tzcssvﬂlénwmosen ‘ N \8
O(y CROSSVKA;IEKADCLOSED USE ALTERNATIVE ROUTE USE ALTERNATIVE EOUTE USE‘ALTERNAT\VE ROUTE ® ‘ E
\ R ——— =z )
R9-11 ALT O% USE ALTERNATIVE ROUTE ‘ § ‘1/)
24" x 12" ( | <
BIW = *
SEE NOTE 3 -/ _ _\oHOAES A N > OHIO AVE s /
CROSSV::‘LE:DCLOSED . - § | ?‘G\E\
() / =) “\P’/
USE ALTERNATIVE ROUTE, < T e _
— - o | s
3 -
| < JE— _ -
” W _ -
///
~ - - -
— - - — -
- = — — — — - RK - - // ~7 _ CROSSWALK CLOSED
—_ AR - // . 7 ﬁ AHEAD
- - - - _ - - e 8 USE ALTERNATIVE ROUTE
- — — . =7 - < —_—
=_ e 2 R9-11 ALT
= T T WORK P g 24"B ;(w12"
= B a B a a a a a B - "
= L o - 2 SEE NOTE 3
i - —\
| LANES CLOSED MAINTAIN ADA STANDARDS AND PEDESTIAN ACCESS TO CROSSWALK
SEE TRAFFIC CONTROL PLANS EXCEPT WHEN ACTIVELY PLANING OR PAVING IN THE IMMEDIATE
I CROSSWALK CLOSED 123 FOR LANE CLOSURE SIGNING CROSSWALK CLOSED CROSSWALK CLOSED CROSSWALK CLOSED VICINITY OF THE CROSSWALK
. AHEAD @ \ CROSSWALK CLOSED et 0 D EXPECTED IMPACT TO CROSSWALK IS 20 MINUTES
| Z USE ALTERNATIVE ROUTE § \ USE ALTERNATIVE ROUTE USE ALTERNATIVE EOUTE USE‘ALTERNATIVE ROUTE’ USE ALTERNATIVE EOUTE
I e a4 Al 7]
|z R9-11 ALT 2 9 R9-11 ALT R9-11 ALT R9-11 ALT
e 24" x 12" z CROSSIALK CLOSED i Rzz-j 1 ':'-j-r 24" x 12" 24" x 12" 24" x 12"
_ BIW a BIW BIW BIW BIW
SEE NOTE 3 a USE ALTERNATVE ROVTE JSE ALTERWATVE ROVTE SEE NOTE 3 SEE NOTE 3 SEE NOTE 3 SEE NOTE 3
9 R9-11 ALT
| Ro-11 ALT B
BIW BIW
SEE NOTE 3 SEE NOTE 3
PEDESTRIAN TRAFFIC CONTROL PLANS NOTES:
MAINTAIN ADA STANDARDS AND PEDESTIAN ACCESS TO CROSSWALK
EXCEPT WHEN ACTIVELY PLANING OR PAVING IN THE IMMEDIATE 1. CONTACT AND COORDINATE IMPACTS WITH METRO TRANSIT
PRIOR TO IMPLEMENTING ANY CLOSURES.IN ACCORDANCE TO
VICINITY OF THE CROSSWALK SPECIAL PROVISION 1-07.23(1) PUBLIC NOTIFICATION
EXPECTED IMPACT TO CROSSWALK IS 20 MINUTES :
2. INSTALL TEMPORARY PEDESTRIAN RAMP ON DETOUR ROUTES
WHERE THERE IS NO CURB RAMP PRESENT.
3. EACH R9-11 ALT SIGN SHALL BE SUPPLEMENTED WITH A WEATHER
RESISTANT PROJECT INFORMATION SHEET, DETAILING THE EXPECTED
DURATION FOR EACH WORK ZONE AND THE CROSSWALK IMPACTS.
PAVING S HUDSON ST TO DIAGONAL AVE S 4. SIGNAGE TO BE USED WHEN THE S HUDSON ST,
NO SCALE REROUTE PEDESTRIANS MIDBLOCK, AND DIAGONAL AVE S CROSSWALKS
ACROSS SR 99 ARE CLOSED DUE TO PAVING ACTIVITIES.
N.T.S.
FILE NAME T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294_PS_46TC_PED_det.dgn Plot 5
TIME 5:34:32 PM ReSoN TS [ FED.AID PROJ.NO. 2 SR 99 PLAN REF NO
DATE 3/21/2022
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R9-11 ALT
24" x 12"

B/W
SEE NOTE 3
CROSSWALK CLOSED
AHEAD

USE ALTERNATIVE ROUTE

=

LANES CLOSED

SEE TRAFFIC CONTROL PLANS
FOR LANE CLOSURE SIGNING

R9-11 ALT
24" x 12"

R9-11 ALT
24" x 12"

B/W B/W
SEE NOTE 3 SEE NOTE 3

CROSSWALK CLOSED
AHEAD R

CROSSWALK CLOSED
L AHEAD

USE ALTERNATIVE EOUTE

USE‘ALTERNATIVE ROUTE

<
(VO
\ O,
%
(

‘E_MARGINAL WAY S[(SR 9¢

N’

OVERCROSSING

T e

EARA}WQ

CROSSWALK CLOSED
AHEAD

USE ALTERNATIVE ROUTE

R9-11 ALT
24" x 12"
B/W
SEE NOTE 3

S NEVADA ST

CROSSWALK CLOSED
AHEAD

USE ALTERNATIVE ROUTE

R9-11 ALT
24" x 12"
B/W
SEE NOTE 3

S IDAHO ST

CROSSWALK CLOSED
AHEAD

USE ALTERNATIVE ROUTE!

R9-11 ALT
24" x 12"
B/W
SEE NOTE 3

BUSINESS ACCESS

PAVING DIAGONAL AVE S TO S NEVADA ST VIC

REROUTE PEDESTRIANS

\
—_— |
CROSSWALK CLOSED R9-11 ALT
AHEAD 24" x 12"
USE ALTERNATIVE ROUTE B/W
—— ) SEE NOTE 3 |
|||||||||||||||||

OHIO AVE 57 _ B B B B B
:’ -
5
3
<
R E WARGINAL WAY S (SR 99)
R
G -
T
\
USE ALTERNATIVE ROUTE
\
R9- 11 ALT
24" x 12"
B/W
SEE NOTE 3
PEDESTRIAN TRAFFIC CONTROL PLANS NOTES:

1. CONTACT AND COORDINATE IMPACTS WITH METRO TRANSIT
PRIOR TO IMPLEMENTING ANY CLOSURES.IN ACCORDANCE TO
SPECIAL PROVISION 1-07.23(1) PUBLIC NOTIFICATION

2. INSTALL TEMPORARY PEDESTRIAN RAMP ON DETOUR ROUTES
WHERE THERE IS NO CURB RAMP PRESENT.

3. EACH R9-11 ALT SIGN SHALL BE SUPPLEMENTED WITH A WEATHER
RESISTANT PROJECT INFORMATION SHEET, DETAILING THE EXPECTED
DURATION FOR EACH WORK ZONE AND THE CROSSWALK IMPACTS.

N.TS. 4. SIGNAGE TO BE USED WHEN THE
S IDAHO ST CROSSWALKS ACROSS SR 99

NO SCALE ARE CLOSED DUE TO PAVING ACTIVITIES.
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~ 6- 5" _ NOTES
2-0" 1. THIS DESIGN ASSUMES OPTIMAL CONDITIONS AND A STANDARD CURB HEIGHT OF 6" (IN). INSTALLED RAMPS SHALL BE NO STEEPER THAN
- - DETECTABLE WARNING .
16d NAIL DRIVEN PATTERN (SEE NOTE 2) 3/4" (IN) PRESSURE 12H : 1V, AND SHALL HAVE A CROSS-SLOPE OF 2% OR LESS.USE SHIMS OR GROUT AS REQUIRED TO ADJUST FOR EXISTING CONDITIONS
INTO HMA FOR 3 TREATED PLYWOOD AND TO PREVENT ROCKING. SHIMS SHALL BE NO HIGHER THAN 1" (IN), AND SHALL BE SECURED TO THE RAMP.FOR CURBS SHORTER THAN
ANCHORING (TYP.) —— - SLIP-RESISTANT OR MARINE BOARD 6" (IN), INSTALL A RAMP ON THE SIDEWALK,NO STEEPER THAN 12H :1V, MADE OF GROUT OR AS APPROVED BY THE ENGINEER.
! SURFACE ADJUSTMENTS TO THE RAMP DIMENSIONS SHOWN MAY BE REQUIRED TO MATCH EXISTING CONDITIONS.
. |
”’+ | | 2. THE DETECTABLE WARNING PATTERN SHALL BE INSTALLED ONLY WHEN THE INTENT IS TO GUIDE PEDESTRIANS DIRECTLY ACROSS THE
L T L ROADWAY (CROSSWALK). SEE STANDARD PLAN F-45.10-03 FOR DETAILS.
o] - T -
Y R R & 3. SCREWS SHALL BE USED TO SECURE THE RAMP SURFACE.SPACING SHALL BE IN ACCORDANCE WITH THE CURRENT BUILDING CODE.
e |l oooo0oo0o0000
. vl oo0o0000000 - 4. USE A SLIP-RESISTANT TREATMENT FOR THE SURFACE OF RAMP.
© .. |eeee0000e -
< Lol eeee0enandlo | ! , 5. ALL FASTENERS SHALL BE GALVANIZED.
V.- | 000000 E0 0k G e e e Lo — I i —-i-
. |ocooocoodoo T A 6. DO NOT INSTALL A HAND RAILING IF USING THE EDGE BOARD OPTION.
v ] ©©0 00 000 0 0 © . i ?Q
******* TIs T | 9% 00000006006 I . ]
|ecececoco0oe 1 o BRACKET BOLT
R ©000000000 9 ‘ ‘ K -
I ‘.., .|]eooc00000S I - (1) 3/8" (IN) - 16 x 1 1/2" (IN) HEX BOLT, STEEL
A -7 | eeceamag S A e o I Y (1) FLAT WASHER
o % = > v looooowoof Tz —T \ (1) 3/8" (IN) - 16 HEX NUT, STEEL
BSEEINEY I \ BLOCKING P © (TYP)
".. '] oo000d" | (TYP) | ‘ ~ CONSTRUCTION ORANGE
,,,,,,, S : ‘ DOUBLE WIDE
g %0 0o/ ‘ Co K REFLECTORIZED SHEETING
PR 1 1 i ‘_" CORNER BRACKET
. v |eeoeofr---rf---- T
. el eocoof e e e e e e i e 1 x 4 EDGE BOARD
“? >, -V s| 0000 | _
- , .| o0 0ol ‘ ‘ ' ©
Y L/ '|eeooe | SCREWS (TYP) || ‘ A
‘ SELVAR SN S— ‘ (SEE NOTE 3) |/| | m
o o | VAN | 1B = 3/4" (IN) PRESSURE TREATED
L T A R O T G R S S R S R \ PLYWOOD OR MARINE BOARD
- ) | n "
ﬁ | P 1/2" (IN) x 3/4" (IN) HEX LAG
" | RAMP_SUPPORT / P ’ RAMP SUPPORT JOIST SCREW, STEEL (TYP.)
JOIST (TYP.) el | (TYP) T
MORTAR ! L ]
11" 11" 2'-5 1/4" (TYP.) ! 2'-5 1/4" (TYP.) L4 (TYP) §
— = "‘ i ! Hi
" N
PERSPECTIVE VIEW
TOP VIEW
RAMP DETAIL 1 x 4 EDGE DETAIL @
BOARD 1/2" (IN) x 3/4" (IN) HEX LAG SCREW, STEEL
oUBLe Wibe CORNER CONSTRUGTION ORANGE DOUBLE WIDE CORNER BRACKET
REFLECTORIZED SHEETING
SRS T s s e,
DETECTABLE WARNING ‘
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